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ExEcutivE Summary
IntroduCtIon

The Bellevue Transit Master plan (TMp) will 

establish short- and long-term policies and projects 

that help foster a high-quality transit system that is 

more effective at connecting residents, employees, 

and visitors in Bellevue with the places they want to 

go. The Transit Service Vision Report, published in 

October 2013, identified where and how frequently 

service will operate according to three funding 

scenarios (Growing, stable, and Reduced) at three 

time horizons (2015, 2022, and 2030). This Transit 

Capital Vision Report considers the various types of 

infrastructure that support productive, accessible, 

efficient transit services in Bellevue and recommends 

investments that would help the City realize its 

proposed 2030 Frequent Transit network (FTn). 

This document is a compilation of several draft 

reports previously published over the course of 

the Capital element planning process, as well as 

additional, previously unpublished content. The 

Transit Capital Vision Report thus represents the 

culmination of that planning effort.

BELLEVUE TRANSIT
MASTER PLAN 1

Draft



Purpose

The Transit Capital Vision is the result of an 

approximately eight month-long process undertaken 

by the Transportation Department following 

completion of the Transit service Vision. The Capital 

Vision seeks to address the variety of means through 

which the City can positively affect the operation 

and user experience of transit within Bellevue. While 

the City of Bellevue does not operate its own bus 

system, it must play a critical role in ensuring that high 

quality transit is available to keep Bellevue moving. 

Specifically, the City’s authority is to:

 – Manage street rights-of-way on which transit 

operates. By investing in state-of-the-art adaptive 

traffic signal systems with transit signal priority, 

Bellevue reduces transit vehicle delay, travel time, 

and the number of stops on city streets.

 – Develop and manage sidewalks and bicycle 

facilities. By creating accessible communities 

that seamlessly integrate the pedestrian, 

bicycle, and transit networks Bellevue increases 

the market demand for public transportation.

 – set land use policies. By creating vibrant 

concentrations of retail, office, service, 

residential, and recreational activity, Bellevue 

ensures that the greatest possible number of 

residents and employees have access to high 

quality transit.

 – use transit as a tool to support the Bellevue 

Comprehensive plan. By adopting transit 

supportive policies, Bellevue has clarified its 

commitment to public transportation as part of a 

balanced strategy to improve mobility and meet 

sustainability and economic development goals.

 – Advocate for Bellevue residents and businesses 

in regional forums. By working with residents and 

businesses to identify the City’s transit needs, 

Bellevue has been successful in identifying and 

attracting new transit investments.

Figure 2 The Transit Service Vision Report presents route-level 
recommendations for transit in Bellevue that are responsive to 
three financial scenarios and attune to three time horizons. The 
2030 Growing Resources network (pictured above) is the most 
optimistic of the networks presented.
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What strategies can
influence the public’s

decision to use transit?
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EVALUATION of
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What are the current and
future conditions on FTN

corridors?
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Figure 3 The Transit Master Plan process arrives at capital-oriented strategies based on a detailed review of where bus service is needed to 
support Bellevue’s growing population and an appraisal of what investments can influence the public’s decision to use transit.

Policy Background

The Bellevue City Council approved the Transit 

Master Plan Project Principles on July 9, 2012, 

which represent the Council’s priorities for directing 

development of the Transit Master Plan (see Figure 

5 on page 5). The City Council envisions a 

fully integrated and user-friendly network of transit 

services for Bellevue that supports the city’s growth, 

economic vitality, and livability.

Bellevue’s Comprehensive Plan also acknowledges 

that responding to anticipated growth in travel 

necessitates a multi-modal transportation solution that 

offers the public real choices about how they travel 

within, to, and through Bellevue. Comprehensive Plan 

Policy TR-50 directs the Transportation Department to 

“work with transit providers to implement the Bellevue 

Transit Plan as an attractive travel option for local 

residents, employees, students, visitors, businesses 

and other users of regional facilities.” This policy, 

along with others in the City’s Comprehensive Plan, 

highlights Bellevue’s recognition that enabling people 

to substitute single occupancy vehicle trips for transit 
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Draft



trips has the potential to convey multiple public benefits 

such as: increased transportation options; reduced 

growth of traffic congestion; decreased air, water, and 

noise pollution; support for climate change emission 

reduction goals; and stimulation of the local economy.

Encouraging long-term ridership growth involves 

building capacity to meet future demand for transit 

service by: (i) providing service where there is 

anticipated to be high ridership, typically where there 

is some mix of: higher residential or commercial 

density; major activity centers; and, measures that 

discourage driving, such as limited parking; (ii) 

building and supporting park-and-ride facilities that 

help people access the transit system; (iii) improving 

the way people make transit connections so they can 

reach more destinations in less time; and, (iv) investing 

in speed and reliability enhancements such as transit 

priority measures and bus rapid transit (BRT).

Consistent with guidance from City Council, the 

Transportation Commission, existing policies, and 

the framework established by the TMP Service 

Element, the Capital Element has adopted four 

Capital-Oriented Strategies that will help to achieve 

the “Abundant Access” vision (Figure 4). 

INVEST IN TRANSIT
PRIORITY MEASURES 3

USE URBAN DESIGN AND
DEVELOPMENT REGULATIONS

TO SUPPORT TRANSIT USE
1

EMPLOY INNOVATION AND
COMMUNITY COLLABORATION
WHEN IMPLEMENTING TRANSIT
PRIORITY MEASURES

4

DESIGN TRANSIT FACILITIES
TO ENHANCE ACCESSIBILITY,
CONNECTIVITY AND USER
EXPERIENCE

2

“Abundant Access”

Figure 4 Four capital-oriented strategies have been defined to 
help realize the "Abundant Access" vision established by the TMP 
Service Element.
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Project Principles

Approved July 9, 2012

Bellevue Transit

Master Plan

1. Support planned growth and 

development in Bellevue 

with a bold transit vision 

that encourages long-term 

ridership growth.

The dynamic nature of Bellevue’s economic expansion requires a bold transit vision supported by practical, 
achievable strategies in the near term that set a solid foundation for longer term improvements through 
2030. The Transit Master Plan should identify, evaluate, and prioritize transit investments that are 
responsive to a range of financial scenarios (cuts/status-quo/aspirational) and attune to different time 
horizons (near/mid/long term). 

A comprehensive public engagement strategy should result in meaningful input on transit services and 
facilities from a range of stakeholders including residents, businesses, major institutions, neighboring 
cities, transportation agencies, and others (e.g., community associations, Network on Aging, Bellevue 
School District, Bellevue College, Chamber of Commerce, Bellevue Downtown Association). Special 
attention will be required to enlist the participation of “under-represented” communities such as 
immigrants, low-income and non-native English speakers.

2. Engage community 

stakeholders in setting the 

priorities for transit delivery.

The Transit Master Plan should look to the future and be compatible with Bellevue’s land use and 
transportation plans and the challenges and opportunities of changing demographics, land use 
characteristics, and travel patterns. Following consultations with the community, demand forecasting, and 
a review of industry best practices and emerging technologies, this initiative will identify the steps required 
to create a public transportation system that is easy to use by all people in Bellevue for trips within 
Bellevue and to regional destinations.

3. Determine where and how 

transit investments can 

deliver the greatest degree of 

mobility and access possible 

for all populations.

The Transit Master Plan should incorporate local and regional transportation projects and plans that have 
been approved and/or implemented since the Bellevue Transit Plan was adopted in 2003. Transportation 
system changes include East Link, SR 520 expansion and tolling, and improvements to I-90 and I-405. 
Planning changes include the updated Bel-Red Subarea Plan, the Wilburton Subarea Plan and the 
Eastgate/I-90 Land Use and Transportation Project. Through coordination with local and regional 
transportation plans, the Transit Master Plan should outline a strategy to leverage the investment in public 
transportation projects to the benefit of Bellevue residents and businesses. 

4. Incorporate other transit-

related efforts (both bus 

and light rail) underway 

in Bellevue and within the 

region.

5. Identify partnership 

opportunities to further 

extend transit service and 

infrastructure.

While transit infrastructure is typically funded through large capital funding programs, other less 
traditional funding mechanisms can be utilized to pay for improvements vital to support transit 
communities and/or achieve higher transit ridership. The Transit Master Plan should undertake an analysis 
of partnership opportunities that the City might want to consider with other government organizations 
(e.g., Bellevue School District, Bellevue College, Metro, Sound Transit), human service agencies, and private 
corporations, to improve transit service delivery in Bellevue. This analysis will explore alternatives to 
traditional transit service delivery.

6. Develop measures of 

effectiveness to evaluate 

transit investments and to 

track plan progress.

The Bellevue Comprehensive Plan presently includes the following metrics/benchmarks related to transit: 
(i) mode split targets within each of the City’s Mobility Management Areas [Table TR.1 – Area Mobility 
Targets]; (2) transit service frequency improvement targets between Downtown, Overlake, Crossroads, 
Eastgate, and Factoria [TR.8 – 10 Year Transit Vision]; and, (3) guidance found in 44 transit-supportive 
policies. The Transit Master Plan will revisit these metrics, and where necessary, propose modifications to 
better reflect present and future conditions.

The City Council envisions a fully integrated and user-friendly network of transit services for Bellevue that supports the city’s growth, economic 
vitality, and enhanced livability, and has developed the following set of project principles to direct development of the Transit Master Plan.

Figure 5 Transit Master plan project principles, approved by the Bellevue City Council, July 9, 2012.
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City of Bellevue's Influence

The Rider The Development Lot The Pedestrian and
Bicycle Environment

The Transit Stop The Transit Running Way  

Figure 6 Although the City does not operate its own transit service, it has an influence over several important aspects of how well transit 
services perform locally. This includes influencing demand for transit by co-locating appropriate land uses to transit services, connecting 
pedestrians and bicycles to the transit network, providing convenient, safe, and comfortable transit stops, and maintaining roadways, traffic 
signals, and other infrastructure that supports efficient and reliable operations.

This report is divided into four sections based 

on the areas over which the City of Bellevue has 

influence on the attractiveness and performance of 

transit services locally. These sections are organized 

in terms of both increasing specificity to transit 

operations and in the same order that they are 

experienced by transit users:

1. The Development Lot is where all transit trips 

begin. This section addresses the relationship 

between land use and transit services.

2. The Pedestrian and Bicycle Environment 

serves as the primary link between transit 

users' points of origin and transit services. 

More direct connections and hospitable 

facilities encourage greater use of transit.

3. The Transit Stop is the first point of contact 

between the passenger and the transit service. 

This is where pedestrians, bicyclists, and park-

and-ride users transition from their mode of 

access to transit users.

4. The Transit Running Way encompasses the 

street rights-of-way on which transit services 

operate. While transit service providers define 

routes and schedules and operate the vehicles, 

the city builds and maintains roadway and traffic 

signal infrastructure, which significantly impact 

the speed and reliability of transit services. 
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the development lot
Text summarizing the coordination of transit service 

and land use is forthcoming� In the meantime, please 

refer to the full section on The Development Lot, 

beginning on page 21�
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the transIt stop
Text summarizing the bus shelter needs 

assessment, commuter parking analysis, and bus 

layover analysis is forthcoming� In the meantime, 

please refer to the full section on The Transit Stop, 

beginning on page 53�
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the pedestrIan and 
BICyCle envIronment

Text summarizing the pedestrian and bicycle 

access to transit analysis and the projects identified 

as a priority from the perspective of transit is 

forthcoming� In the meantime, please refer to Figure 

7 at right for a map of the transit priority projects, 

and to the full section on The Pedestrian and Bicycle 

Environment, beginning on page 29�
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Figure 7 preliminary transit priority pedestrian and bicycle projects.

Sidewalk Projects

Bicycle Projects

O�street Path Projects

Trail Projects

Eastgate/I-90 Multimodal
Intersection Projects

PED-BIKE PROJECTS
Within 1/4-mile of FTN Stops

1/4-mile bu�er
around FTN stops

East Link Light Rail
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the transIt runnIng Way

Completed Projects

since the adoption of the 2003 Bellevue Transit 

Plan, hundreds of millions of dollars in hoV access 

ramps, transit centers, park-and-ride lots, and speed 

and reliability projects were completed in Bellevue in 

support of transit operations. Transit capital projects 

completed since 2003 include:

Bellevue Transit Center – In 2003, sound Transit 

expanded the Bellevue Transit Center to include ten 

bus bays, shelter improvements, and rider amenities. 

Additional bus stops and roadway improvements on 

108th Ave ne, 106th Ave ne and east of the transit 

center on NE 6th St have improved transit and traffic 

flow in Downtown Bellevue and enable more than 

100 buses during peak periods to move efficiently 

through the transit center. Total funding: $16 million�

Eastgate Park-and-Ride Expansion – In 

2004, King County expanded the eastgate park-

and-Ride from a 696-stall facility to a structured 

complex that can accommodate 1,646 vehicles. In 

spite of the large number of parking spaces, the 

eastgate park-and-Ride is already at capacity with 

a utilization ratio of 97 percent (Q2 2012). Total 

funding: $27 million�

Downtown Bellevue HOV Access – Completed 

in 2005, the Bellevue hoV Access project makes it 

easier to travel in an out of Downtown Bellevue from 

the freeway. The project provides a new interchange on 

I-405 at ne 6th st for buses and carpools, giving buses 

direct access to the expanded Bellevue Transit Center. 

It improves freeway interchanges at ne 4th st, ne 8th 

st, and se 8th st, including improvements to nearby 

city street intersections. Total funding: $144 million�

Figure 8 Bellevue Transit Center.

Figure 10 Downtown Bellevue hoV Access.

Figure 9 eastgate park-and-Ride.
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Eastgate Direct Access Ramp – WsDoT and 

sound Transit partnered in 2006 to complete the 

eastgate Transit Access project to connect the 

existing 142nd pl se bridge to I-90 hoV lanes. The 

addition of two ramps (one each on the east and west 

sides of I-90) allows a direct connection for bus and 

hoV users to 142nd pl se and the eastgate park-

and-Ride without having to cross the general lanes to 

exit the highway. Total funding: $19 million�

I-90 Two-Way Transit & HOV Operations – WsDoT 

and sound Transit are working together to improve 

on-time reliability and access for transit and hoVs on 

I-90. The project will provide full-time hoV lanes for 

eastbound and westbound traffic on the outer I-90 

roadways and will retain the existing reversible lane 

operations in the center roadway until east link light 

rail construction is ready to begin. hoV direct access 

on- and off-ramps will enable buses and carpools to 

access the hoV lanes without crossing other lanes 

of traffic. The project is being implemented in three 

stages: stages 1 and 2 were completed in 2009 

and 2012, respectively; the third and final stage is in 

design with construction expected to be complete in 

september 2016. Total funding: $188 million�

RapidRide B Line – King County Metro's 

RapidRide B line started running between the 

Downtown Bellevue and Redmond Transit Centers 

via Crossroads and overlake in 2011. Customers 

enjoy enhanced frequencies (service at least every 

10 minutes during the busiest morning and evening 

travel hours and 15 minute service during off-peak 

periods), real-time bus arrival signs, well-lit shelters, 

and speed and reliability enhancements offered by 

transit signal priority (Tsp). Total funding for roadway 

improvements, communication network, stations 

and stops and associated amenities: $10 million�

Figure 11 eastgate Direct Access Ramp.

Figure 12 I-90 Two-Way Transit & hoV operations.

Figure 13 RapidRide B line inauguration ceremony.
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Proposed transit Speed and 
Reliability Projects

similar to the projects implemented in the ten years 

since adoption of the 2003 Transit plan, the Capital 

Vision identifies a total of 107 capital projects that 

would benefit transit speed and reliability. As shown 

in Table 1, these include 19 running way improvement 

projects, 39 spot improvement projects, 5 tracking 

and additional study projects, and 44 near-term 

transit signal priority (Tsp) projects.

These include some existing projects already 

adopted in the Transportation Facility plan (TFp) 

and/or Transportation Improvement program 

(TIp), previously proposed projects from past 

planning efforts (e.g. eastgate/I-90 land use and 

Transportation project, Downtown Transportation 

plan update), and numerous new projects conceived 

during the TMp Capital element planning process. 

new projects were advanced through a multi-stage 

process that began with the development of a transit 

priority toolbox, was followed by a geographic 

information system- (GIS-) based issue identification 

analysis, and ultimately proceeded through several 

iterations of project feasibility screening. Travel 

demand modeling was used to provide some inputs 

into the issue identification analysis, and travel 

demand and micro-simulation models were used to 

help assess the potential degree of benefit provided 

by certain subsets of the total project list.

General cost estimates were identified for each 

project, as summarized in Table 2. Figure 14 maps the 

location and estimated costs of all running way and 

spot improvement projects, as well as two location-

specific tracking projects. Citywide tracking projects 

and Tsp projects are not included in the map, the 

latter because they are too numerous to include in a 

single map together with the others. Refer to Figure 

127 on page 160 for a map of the near-term Tsp 

projects being proposed.

Project type
No. of 

Projects

Running Way Improvements 19

hoV lanes 8

BAT lanes 6

Roadway Construction 5

Spot Improvements 39

Queue Jump lanes 16

Intersection and Roadway Improvements 13

signalization Improvements 10

TSP Projects (Near-term) 44

Tracking & Additional Study 5

Total 107

Table 1 summary of speed and reliability projects by type.

estimated Project Cost
No. of 

Projects

No Cost (NC)
These projects primarily require staff time to track, review, 
or revise using existing City resources and staff time.

6

Tens of Thousands ($)
These projects primarily include low-cost changes like 
striping or signal equipment additions or modifications. 
These projects do not involve any physical changes.

66

Hundreds of Thousdands ($$)
These projects include more significant striping or signal 
modification, which could include some small physical 
modifications to an intersection or signal. More significant 
projects include lane construction at intersection 
approaches assuming minimal land acquisition, 
environmental mitigation, and slope stabilization.

16

Millions ($$$)
These projects include construction of new lanes through 
multiple intersections and/or construction of new lanes 
along intersections where constraints exist.

18

Not Applicable (N/A)
This project highlights a need for improvement but does 
not recommend a specific solution. Further study of the 
situation will only require staff time to complete (i.e., no 
cost), and the cost of subsequent actions can only be 
estimated after the chosen solution is identified. 

1

Total 107

Table 2 summary of speed and reliability projects by cost.
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Figure 14 Transit running way and spot improvement projects by estimated cost range.
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More significant projects include lane construction at intersection approaches assuming minimal
land acquisition, environmental mitigation, and slope stabilization.

Millions ($$$). These projects include construction of new lanes through multiple intersections
and/or construction of new lanes along intersections where constraints exist.
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Staff Project Prioritization Criteria

Base Priority Identification:
1.) long-Term Corridor Composite score(s)

 – High: 19–24

 – Medium: 16–18

 – Low: n/A–15

Priority Refinement:
2.) Current TFp/CIp projects

3.) Projects specifically required to implement 

future FTn route structure

 – E.g. Project L5: 108th Ave NE Bus Priority Corridor 
(high) from the Downtown Transportation plan

4.) projects for which the Transportation 

Commission has provided specific guidance

 – E.g. Project 27: Bellevue College Connection (High), 
Project L13: NE 10th St HOV Lane (Low)

Project Implementation Horizon:
5.) project Cost estimate

 – Short-Term (2014–2018):  
no Cost, n/A, and Tens of Thousands ($)

 – Mid-Term (2018–2022): 
hundreds of Thousands ($$)

 – Long-Term (2023–2030): 
Millions ($$$)

Preliminary Staff 
Project Prioritization

total  
Projects

Project type / Potential implementation Horizon

Running Way Spot improvement

Short-Term Mid-Term Long-Term Short-Term Mid-Term Long-Term

High 19 2 2 6 8 1 1

Medium 22 1 2 5 5 5 3

Low 19 0 1 1 10 5 2

Total 60 3 5 12 23 11 6

Table 3 summary of preliminary staff project prioritization.

Project Prioritization

At the request of the Transportation Commission, 

Transportation Department staff reviewed the running 

way and spot improvement projects included in 

this report and assigned priorities and potential 

implementation horizons to each. The results of this 

preliminary priorization are summarized in Table 3 

and mapped in Figure 15. It must be emphasized 

that the priorities identified here are preliminary and 

will be refined through further discussion with the 

Transportation Commission. Final project prioritization 

advanced by the Transit Master plan will be presented 

in the Transit Master Plan Summary Report, which is 

expected to be adopted by City Council in July 2014.

Composite scores serve as the primary means 

of identifying a project's priority. The ranges for 

high, Medium, and low priority (shown at left) are 

consistent with the categories shown on the long-

term composite score map (see Figure 113 on 

page 141). For projects that span multiple corridor 

analysis segments and are characterized by more 

than one long-term composite score, a simple 

average of the maximum and minimum scores was 

used to determine a project's base priority. 

These initial priority assignments were then refined 

according to three separate considerations. First, 

if a proposed project has already been adopted by 

the Transportation Facilities plan (TFp) or Capital 

Investment program (CIp), that project's priority 

was increased by one category. likewise, the same 
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Figure 15 preliminary Transportation Department staff prioritization of the proposed transit running way and spot improvement projects.
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2030 Frequent Transit Network (FTN),
Growing Resources Scenario

PRIORITIZATION OF RUNNING
WAY AND SPOT IMPROVEMENTS

High

Medium

Low

L27 Snoqualmie River Rd
& 142nd Pl Upgrade|

L26 SB lane from
24th to 20th|

L25 148th from SR-520
EB ramp to Bel-Red Rd|

L24 SB lane from
City limits to 24th|

L23 NB lane from
Northup to Bel-Red|

L22 SB lane from
Bel-Red Rd to 8th|L20 Widen 124th from

Bel-Red Rd to 14th|

L19 NE 6th St from
I-405 to 120th|

L17 SB lane from
P&R to SR-520|

L14 NB and SB lanes from
112th to Northup|

L13 10th St EB lane from
Bellevue Way to 112th|

L12 NE 6th St from
BTC to I-405|

L11 Main St EB lane from
Bellevue Way to 112th|

L9 bypass lane|

L6 SB lanes from Lake
Hills Blvd to 24th|

L5 108th Ave NE
Bus Priority Corridor|

L4 SB median lane
to Bellevue Way|L3 SB lane from

107th to 112th|

L2 SB lane from
112th to P&R|

L1 SB lane from
P&R to I-90|

Q5, R11

Q5, R13

R14

Q6

Q2

Q3

S7

S1
S2

S4

S6

S8

R2

R3

R4

R5

R9

R10

R15

R16

S9, Q7

Q9, Q10

Q12, Q13, Q14, Q15 Q16, Q17, Q18 S10, R12, Q19

S3

R17

L25

L25
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action was taken if a project is specifically required to 

implement the future Frequent Transit network (FTn) 

route structure. The latter consideration applied to 

two projects, the ne 6th st extension (project l19) 

and the Bellevue College Connection (project l27), 

both of which also have associated TFp projects. 

Therefore, while these projects both ranked as low 

priority based on their composite scores, they have 

been elevated to high priority. It is worth noting that 

these are new road construction and road upgrade 

projects, respectively, both of which will have transit 

as the facilities' dominant user. General purpose 

traffic congestion (and its associated impacts on 

intersection los, delay, and queues) would therefore 

be minimal, hence their low composite scores. 

however, both facilities will provide considerable 

travel time savings by simplifying route structures 

and avoiding more congested intersections through 

which routes would otherwise have to travel.

The final priority refinement consideration relates 

to input previously received from the Transportation 

Commission during earlier stages of the Capital element 

planning process. Unlike the other two refinement 

categories, this consideration could increase or 

decrease a project's base priority, depending on the 

direction provided by Commission. For example, 

the Commission has expressed particular interest in 

pursuing the Bellevue College Connection (project 

l27) for a variety of reasons, such as its ability to 

significantly improve travel time and route directness 

while maintaining service to Bellevue College, its 

inclusion of non-motorized facility improvements, 

including improved connection between the college 

and the Mountains to sound Greenway Trail, and the 

potential for this project to compete for funding as 

part of the sound Transit 3 (sT3) system expansion 

program. Thus, if the Bellevue College Connection 

project had not already been elevated to high priority 

by the previous refinement considerations, it would 

have been so elevated by this one. Conversely, 
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following an in-depth micro-simulation analysis, 

projects l11 and l13 (hoV lanes on Main st and ne 

10th st, respectively) were considered to provide a 

relatively small benefit despite similar costs to some 

other hoV/BAT lane projects. Therefore, although 

these projects were initially identified as having High 

and Medium priority, respectively, on the basis of 

their composite scores, both were reduced one level 

(to Medium and low priority, respectively). 

After the preliminary staff project prioritzation was 

completed, project costs were used to identify the 

likely implementation period of each project. Costs 

were not considered as a factor in the prioritization 

of projects because it is believed that this should 

be determined based solely on the projects' merits 

and projected benefits, rather than on whether they 

might be convenient to fund. That is, an expensive 

project is not inherently less worthy of pursuit, nor 

is an inexpensive project more worthy. however, 

cost considerations may significantly impact how 

imminently a project can reasonably be pursued. 

Implementation periods were generally identified 

according to the scheme shown on page 16 

unless the timing of a particular project relates directly 

to other on-going projects (e.g. coordinating projects 

l1–l4 with east link light rail implementation) or 

specific nearer-term needs (e.g. implementation of the 

Bellevue College Connection is a central component 

of the Mid-Term network route structure in eastgate). 

The time horizons identified should be thought of as 

the ideal or earliest likely implementation period; they 

are not intended to reflect any assessment of whether 

the City might have adequate funding available to 

pursue the projects, as there are many other capital 

projects that will compete for scarce resources.
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CoordInatIng transIt 
and land use

The “development lot” represents both the origin 

and destination of the transit trip (see Figure 18–20 

for a sampling of development types in Bellevue). 

Factors that differentiate development types include 

urban structure (the spatial layout of a city), density 

(in terms of residential and employment), and design 

(site configuration and the dimensions and design 

of elements in the public realm). All of these factors 

affect the performance of transit in a community.

looking to the future, between 2010 and 2030 the 

City of Bellevue as a whole is expected to increase 

in population by over 28,000. Downtown Bellevue is 

expected to double in size reaching 19,000 by 2030 

comprising about 45 percent of the city’s projected 

population growth over the next twenty years (see 

Figure 16). Bel-Red is expected to accommodate 

about 7,500 in population, almost another third of 

projected growth, and other mixed use areas about 

16 percent. The remaining 7 percent of Bellevue’s 

projected population growth is expected to be 

spread throughout residential areas in the city as 

development occurs on remaining vacant and 

underdeveloped land.

The number of jobs within the city of Bellevue 

is expected to increase by over 54,000 between 

2010 and 2030 (see Figure 17). Downtown Bellevue 

is projected to capture over half of these jobs and 

Bel-Red about 18 percent. eastgate would capture 

almost 14 percent and sR-520 nearly 5 percent. 

other commercial and industrial lands in the city 

would capture the remaining 12 percent of projected 

job growth. Focusing growth and development 

around these major transit stops allows more 

people to live near transit services, and makes more 

destinations accessible by transit.

To support this growth it will be critical to integrate 

the provision of enhanced transit supply with a 

Figure 16 population growth in Bellevue, 2010–2030.
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Figure 17 employment growth in Bellevue, 2010–2030.
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Figure 18 single-family suburban residential neighborhood.

Figure 19 Auto-oriented retail center and office campuses.
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Figure 20 local retail center and multi-family residential developments.

Figure 21 Downtown core with mixed-use office, regional retail, and high-rise residential developments.
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supportive land use mix together with enhanced 

transit passenger and walking amenities, as well as 

transit supportive infrastructure. There are a number 

of promising trends that suggest the continued 

improvement of transit as a viable mobility option 

for Bellevue residents (see Figure 22). 

one of the objectives of Bellevue’s growth 

strategy is to strategically allocate population and 

employment in locations that are or are intended to 

be rich in public amenities, including public transit. 

While many areas of Bellevue are expected to see 

some growth in the future, those growing the fastest 

are concentrated in select areas. The biggest 

clusters of growth are in Downtown Bellevue, along 

the proposed alignment of east link through the 

Downtown Bellevue 2030 vision South Kirkland Park-and-Ride toD Project

eastgate transit oriented Development ConceptBel-Red Subarea Plan

Figure 22 Transit reinforces the Downtown Bellevue 2030 Vision, 
Bel-Red subarea plan, south Kirkland park-and-Ride Transit 
oriented Development project, and eastgate/I-90 Transit oriented 
Development concept.
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"Transit needs to be made easier and 
faster so that people would make 
decisions to ride based off of the 
convenience…. I favor setting up 

high-ridership corridors for transit 
that serve high density areas."

- Dallas Evans, Parks and Community 
Services Board, TMP Forum

Figure 23 Bel-Red land use Vision with the future local street 
system grid.

Bel-Red Corridor, in Factoria, and in the vicinity of 

Bellevue College. These are all areas where transit 

can effectively serve a large population. Future transit 

service increases, whether through new routes or 

frequency improvements, should be successful when 

concentrated in these areas.

Bellevue’s Comprehensive plan acknowledges 

that responding to anticipated growth in travel 

necessitates a multi-modal transportation solution 

that offers the public real choices about how they 

travel within, to, and through Bellevue. The Bellevue 

City Council views transit solutions as an increasingly 

important part of the local and regional transportation 

system—as reflected in the City’s overall goal for the 

Transportation Element of its Comprehensive Plan:
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To maintain and enhance mobility for 

residents and businesses through the creation 

and maintenance of a balanced system of 

transportation alternatives that:

 – Provides a wide range of travel choices;

 – Supports the land use vision of the city;

 – Protects our neighborhoods from adverse 

transportation impacts;

 – Reflects the regional role of the city in 

transportation issues; and

 – Reduces the overall dependency on 

automobiles throughout the city

The Bellevue Transit Master plan aims to support 

the City’s growth strategy with a Frequent Transit 

Network by: (i) directing service where there is 

anticipated to be high ridership, typically where 

there is some mix of higher residential or commercial 

density, major activity centers, and measures that 

discourage driving; (ii) building and supporting park 

and ride facilities that help people access the transit 

system; (iii) improving the way people make transit 

connections so they can reach more destinations in 

less time; and, (iv) investing in speed and reliability 

enhancements such as transit priority measures and 

bus rapid transit.

"Rezoning a corridor to encourage 
mixed-use development, creating 

a comprehensive plan for the area, 
actively reaching out to investors, 
marketing the program, offering 

financial incentives — these elements 
of a strong official involvement 

directly predicted TOD success."

- Eric Jaffe, The Surprising Key to 
Making Transit-Oriented Development 

Work (2013)
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BaCkground
The terms ‘access’ and ‘accessibility’ can be 

defined in several different ways, depending on 

context. For example, in the context of the Americans 

with Disability Act of 1990 (ADA), accessible facilities 

are those that meet certain design requirements 

to ensure that individuals with mobility, vision, and 

hearing impairments are able to fully enjoy public 

accommodations. For the purposes of this report, 

access is considered more broadly as simply the 

ability to reach one’s desired destination, wherein 

the desired destinations being considered are transit 

stops in the 2030 Frequent Transit network (FTn), 

and the means of travel to these stops are on foot 

and by bicycle.

All transit users are pedestrians for some part of 

their trip. For this reason, the provision of an accessible 

pedestrian network is an essential component 

of a useful transit system. If potential transit users 

are unable to reach a bus stop easily, quickly, and 

reasonably directly, they are more likely to consider 

alternative travel modes if any are available to them.

The purpose of this analysis is to determine which 

existing pedestrian and bicycle projects proposed 

by other planning efforts would specifically improve 

non-motorized access to transit. unlike the ‘Transit 

Running Way’ section of this report, this section 

does not propose any new projects, nor does the 

basic assessment presented here assign any priority 

ranking (e.g. high/medium/low) to a project for which 

this has not already been done. This represents only 

a first-level of screening for identifying pedestrian and 

bicycle projects that should be considered a priority 

from the perspective of transit. A more rigorous 

analysis, briefly previewed at the end of this section, 

will leverage more complex accessibility metrics 

to propose a means of prioritizing non-motorized 

projects based on the degree to which they improve 

one’s ability to access transit.

Why aCCess matters:

Increased ridership and revenue. safe, 
effective and convenient access to transit stops 
maximizes ridership and revenue. Barriers that 
prevent, or conditions that discourage, a potential 
customer from accessing a transit stop depress 
transit ridership.

More efficient fixed-route transit service. 
Access deficiencies may cause bus routes to 
deviate or to take an indirect path to serve hard-
to-access destinations like office complexes 
surrounded by surface parking, or medical 
complexes with multiple entrances. The more 
direct a transit route is, the less running time and 
potentially cost is required to provide a given 
level of service. Also, more direct service can be 
more competitive with the auto and attract more 
customers and revenue.

Increased opportunity for pedestrian travel 
for any trip. All transit customers are pedestrians 
for some part of the trip. This includes the walk 
from one’s origin to the stop, transfers between 
an auto and transit vehicle and transferring 
between two transit vehicles. Improved access 
to transit leads to improved conditions for other 
walking trips.

More balanced transportation modes. 
Application of the standards presented in this 
Recommended Practice will have benefits for 
pedestrian trips of all kinds, not just those to 
access transit. Access solutions such as off-
street paths may benefit cycling trips as well as 
walking and access to transit. even auto trips 
may benefit if increased connectivity results in 
more direct trips. In many communities, auto 
access may trump access by other modes. As 
communities prepare for environmental, resource 
and economic challenges of the future, a more 
balanced transportation system my help them 
adapt.

Source: ApTA, Design of On-street Transit Stops and 
Access from Surrounding Areas (2012: iii)
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“The ability for patrons of transit 
agencies to get to and from, or 
access, transit stops is critical 

for providing a safe, pleasant and 
convenient trip from beginning to 
end. Improvements to the ways in 

which patrons access stops can yield 
higher ridership and greater patron 

satisfaction.”

- APTA, Design of On-street Transit Stops 
and Access from Surrounding Areas 

(2012: iii)

Community input

The characterization of pedestrian and bicycle 

access to transit as an important consideration for 

transit planning is supported by some of the results 

obtained by the Bellevue Transit Improvement 

survey conducted in early 2012. When asked 

how the City should invest municipal resources to 

improve transit, 5 percent of current transit users 

supported installation of additional bicycle facilities 

to better connect neighborhoods to bus services, 

and 2 percent supported improvements to sidewalk 

connectivity at and around bus stops. Although 

this is not current transit users’ highest priority, at a 

combined 7 percent, access network improvements 

remain a notable concern (see Figure 24). 

perhaps even more tellingly, when those who 

have never used transit in Bellevue were asked what 

Figure 24 priorities for municipal investment in transit among those who currently use transit services in Bellevue.
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“Failure to provide adequate access 
means that some people will be 
denied opportunities for leisure, 
employment, trading, healthcare, 
education – even for taking part in 

the electoral process. Accessibility is 
not just about being ‘nice’ to people 
with difficulties, it is about ensuring 
that the benefits and responsibilities 
of living in society are truly available 
to, and are shared between, the vast 

majority of its members.”

- Nick Tyler, Accessibility and the Bus 
System: From Concepts to Practice 

(2002: 2)

Figure 25 priorities for municipal investment in transit among those who have never used transit services in Bellevue.

improvements would make them consider riding 

the bus, 46 percent selected the proximity of stops 

to their home and/or destinations, and 8 percent 

selected improved pedestrian connections to bus 

stops. The Transit Service Vision Report has already 

defined its intentions for Bellevue’s future transit 

networks through 2030—even though, as noted 

in the Transit stop section of this report, stop-level 

recommendations are not being proposed, though 

some assumptions are made for analytical purposes 

(see page 54)—so the absolute proximity of stops 

to properties around Bellevue has already generally 

been established. however, the perceived distance 

between properties and bus stops can be significantly 

affected by the pedestrian and bicycle facilities that 

are available to connect those properties to their 

nearest bus stop. Many situations exist citywide 

where a well-located non-motorized facility could 

dramatically reduce the walking or bicycling distance 

from a given property to its nearest transit stop.
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Comprehensive Plan Policies

Given these stated preferences from members of 

the community, it is clear that facilitating non-motorized 

access should be of interest to the City, and indeed 

there are several policies in the Comprehensive plan 

that directly address this issue. The policies listed at 

right is not a comprehensive list of all policies with 

some relation to non-motorized access to transit; 

rather, it is a representative sample of some of the 

most directly relevant policies.

Abundant Access vision

The Transit Master Plan has also defined strategies 

that relate specifically to the subject of access to 

transit. When the “Abundant Access” vision was 

established during the service element planning 

process, one of the six service-oriented strategies 

specifically addressed this issue, as does one of the 

four Capital-oriented strategies. Both the service and 

capital components of the "Abundant Access" vision 

are presented on the following pages, with excerpts 

of the relevant text providing additional context for 

the language used to define the strategy. 

TR-77: Consider pedestrians and bicycles 

along with other travel modes in all aspects of 

developing the transportation system.

TR-79: Assign high priority to pedestrian and 

bicycle projects that… [p]rovide accessible 

linkages to the transit and school bus systems.

TR-56: Develop partnerships with transit 

providers to implement projects providing 

neighborhood–to–transit links that improve 

pedestrian and bicycle access to transit service 

and facilities.

TR-80: encourage transit use by improving 

pedestrian and bicycle linkages to existing and 

future transit and school bus systems, and by 

improving the security and utility of park-and-

ride lots and bus stops.

UD-49: Design and coordinate the proximity 

of bike racks, wheelchair access, pedestrian 

amenities, and other modes of transportation 

with transit facilities.
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service-oriented strategy

EnCouragE walking and CyCling

As the transit network moves towards attracting more patrons who take transit by 
choice, it will be increasingly important to factor in the pedestrian and bicycle experience 
as part of a more holistic ridership strategy so that transit can run more efficiently. 

The efficiency of the transit network is compromised when bus routes try to get too close to everyone’s 

home — no matter how winding the road network or dispersed the land use patterns. Integrating 

pedestrian and bicycle use with transit service is an effective means of attracting new riders by increasing 

the catchment areas of stations and stops without expensive investments in route expansion or new 

routes. since transit cannot provide universal door-to-door access, ensuring that stops are easily 

accessible to a large percentage of the public is important to enhancing ridership. Walking and cycling 

are already the predominant methods by which people access transit; today only 16 percent of transit 

customers access public transportation at park-and-Ride facilities in Bellevue.  Transit’s role is not to 

compete with walking or cycling, but rather to compete with cars, so it must focus on faster services 

that are worth walking or cycling to.

6

MAKE CONNECTIONS  EASY
AND ATTRACTIVE

ENCOURAGE WALKING AND
CYCLING3

FOCUS ON HIGH-RIDERSHIP
MARKETS2

1

6

5

FOCUS ON DIVERSITY OF
RIDERSHIP AND TRIP PURPOSE

4

“Abundant Access”

MEET PEAK COMMUTE NEEDS
BUT ENCOURAGE GROWTH OF

THE ALL-DAY MARKET

CREATE A CIVILIZED
EXPERIENCE

Figure 26 six service-oriented strategies comprise the "Abundant Access" vision.
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Capital-Oriented Strategy

Design transit facilities to  
enhance accessibility, connectivity,  
anD user experience

The location and design of transit stops, centers, and park & ride facilities is an important 
factor in determining how far pedestrians, cyclists, and drivers must travel to reach 
transit services and the quality of the wait once they get there. These facilities are the 
most consistently visible image of a city’s transit system. 

When stops, transit centers, and park & ride facilities are poorly designed, difficult to reach, or 

uncomfortable for users, it can negatively affect the image of a transit system and reduce opportunities 

for capturing choice ridership. When local governments partner with transit agencies—as is the case 

with work underway at the South Kirkland Park & Ride, a transit oriented development project that 

integrates housing within a transit hub—the transit facility environment will enhance connectivity 

between different modes of transportation and contribute to a positive community identity.

2

INVEST IN TRANSIT
PRIORITY MEASURES 3

USE URBAN DESIGN AND
DEVELOPMENT REGULATIONS

TO SUPPORT TRANSIT USE
1

EMPLOY INNOVATION AND
COMMUNITY COLLABORATION
WHEN IMPLEMENTING TRANSIT
PRIORITY MEASURES

4

DESIGN TRANSIT FACILITIES
TO ENHANCE ACCESSIBILITY,
CONNECTIVITY AND USER
EXPERIENCE

2

“Abundant Access”

Figure 27 Four Capital-Oriented Strategies comprise the "Abundant Access" vision.
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Pedestrian and Bicycle 
access imProvement 
Projects

The projects included in this analysis are all derived 

from two existing plans: the 2009 Pedestrian and 

Bicycle Transportation Plan Report (hereafter referred 

to as the 2009 Ped-Bike Plan), and the Eastgate/I-90 

Transportation Strategies Report. Nearly all of the 

projects included in the final list come from the former, 

with the latter plan adding only a few projects. The 

2009 Ped-Bike Plan includes a total of 504 projects, 

of which 237 are sidewalk projects, 167 are bicycle 

projects, 46 are offstreet path projects, 53 are trail 

projects, and 1 (not included in this analysis) is an 

education program. Figure 30 depicts the categories 

of projects included in the 2009 Ped-Bike Plan.

Of the 17 projects in the Eastgate/I-90 Plan that 

include non-motorized improvements, seven are 

not already reflected by projects in the 2009 Ped-

Bike Plan. These include one each of sidewalk, 

offstreet path, and trail projects, and four multimodal 

intersection improvement projects. Figure 32 on page 

40 provides a map of all 511 of these projects.

Although, as noted, the Capital Vision does not 

propose any new pedestrian or bicycle projects, 

one of the running way improvement projects (L27: 

Bellevue College Connection) is a multimodal corridor 

that includes non-motorized components. The 2009 

Ped-Bike Plan already includes two projects along 

the same rights-of-way, so the descriptions of those 

two projects are revised to reflect the proposal being 

advanced by the Transit Master Plan, as described in  

on page A175.

Figure 28 The 2009 Pedestrian and Bicycle Transportation 
Plan Report is the principle reference for planning, designing, 
constructing, and maintaining pedestrian and bicycle facilities in 
Bellevue.

Figure 29 Additional projects considered include those included in 
the Eastgate/I-90 Transportation Strategies Report, adopted by City 
Council in April 2012.

CITY OF BELLEVUE
January 2012

Department of Planning and Community Development
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6 ft. walk and 4 ft. planter

Wide Outside Lane5 ft. walk without planter Primitive Hiking Trail

8 ft. walk and 4 ft. planter

12 ft. walk and 4 ft. planter Boardwalk

Multi-Use Gravel Trail

Walking TrailBike Shoulder

Off-Street Path

Bike Lane

Figure 30 Existing non-motorized transportation facility types, as identified by the 2009 Pedestrian and Bicycle Transportation Plan Report�
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Ped-Bike Project Prioritization

The 2009 ped-Bike plan assigned one of three 

priority designations—high, medium, or low—to each 

project included in that plan, with ranks assigned 

according to the criteria reproduced in Figure 4 

below. It should be noted that quarter-mile proximity 

to and stop-level ridership at a bus stop is among the 

corridor conditions contributing to a project's priority 

ranking. however, transit considerations were only 

one part of the overall prioritization scheme used in 

the 2009 ped-Bike plan, as the emphasis of that plan 

was not on transit. For the purposes of this preliminary 

screening of transit priority pedestrian and bicycle 

projects, these priority rankings are considered and 

reported, but the more rigorous access analysis 

will assign new, transit-centric priority rankings 

according to other metrics. The eastgate/I-90 plan 

did not assign priority rankings to any of the projects 

proposed therein.

Category
total transit 

Priority Projects

Corridor Conditions

system linkage (connectivity to other sidewalk/bikeway facilities) 20

severity of problem (how many collisions have occurred) 10

Roadway arterial classification 10

Bus stop-level ridership (1/4 mile proximity) 10

social Justice

Vehicle ownership (%) 5

Below poverty level (%) 5

under 18 or 65 and over (%) 5

Destination network

park proximity (%) 5

school proximity (%) 5

Community center/social service/library proximity (%) 5

Retail proximity (%) 5

Major employment center (Comprehensive plan) 5

housing density (Comprehensive land use plan) 10

Table 4 2009 pedestrian-Bicycle Transportation plan GIs-Based 
project prioritization Framework.

“[B]us systems—as with any public 
transport system—involve the 

superimposition of two networks: 
the access network used by people 

to reach the system and the bus 
network provided by bus operators 
as a response to their perception of 
users’ needs. The connecting points 

between these two networks are 
formed by bus stops...”

-Nick Tyler, Accessibility and the Bus 
System: From Concepts to Practice 

(2002: 2)
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transit Priority Ped-Bike Projects

As noted on the opposite page, the bus stop is the 

point of connection between the two networks that 

comprise the bus system—the access and transit 

networks. As such, when assessing which pedestrian 

and bicycle projects should be prioritized from the 

perspective of transit, the projects of interest are those 

that are proximate to bus stops. For the purposes of 

this preliminary screening, any project that has some 

portion within one quarter-mile of an FTn bus stop was 

selected and identified as being a priority to transit. 

Figure 31 depicts the Frequent Transit network, its 

major stations, the stops assumed to be served for 

the purposes of this analysis, and the consolidated 

quarter-mile radial area around those stops. 

Figure 33 on page 41 depicts the 342 non-

motorized projects that have some portion within 

one-quarter mile of an FTn stop. That map retains the 

consolidated quarter-mile radial area for reference but 

removes FTn route lines so that lines corresponding to 

non-motorized projects can be identified more easily. 

Table 5 below summarizes the number of projects of 

each type and priority ranking (if applicable) identified 

as a transit priority pedestrian-bicycle project. The full 

list of identified projects is documented by project type 

in Appendix B1, Appendix Tables 1 through 5.

Project type
2009 Pedestrian-Bicycle Plan Project Priority eastgate/i-90 total transit 

Priority Projectslow Medium High N/A*

sidewalk projects 14 50 89 1 154

Bicycle projects 31 39 48 0 118

offstreet path projects 12 13 11 1 37

Trail projects 3 7 18 1 29

Multimodal Intersections 0 0 0 4 4

All Projects 60 109 166 7 342

*Projects from the Eastgate/I-90 Transportation Strategies Report were not prioritized, thus their priority is identified as 'N/A' or 'Not Applicable'.

Table 5 preliminary transit priority pedestrian and bicycle projects.

Figure 31 Freqeunt Transit network (FTn) with quarter-mile radial 
areas around stops.
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Sidewalk Projects

Bicycle Projects

O�street Path Projects

Trail Projects

Eastgate/I-90 Multimodal
Intersection Projects

PED-BIKE PROJECTS
From Existing Plans

Figure 32 Citywide pedestrian and bicycle projects identified by other plans.
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Figure 33 preliminary transit priority pedestrian and bicycle projects.

Sidewalk Projects

Bicycle Projects

O�street Path Projects

Trail Projects

Eastgate/I-90 Multimodal
Intersection Projects

PED-BIKE PROJECTS
Within 1/4-mile of FTN Stops

1/4-mile bu�er
around FTN stops

East Link Light Rail

Frequent Transit Network BELLEVUE TRANSIT
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Sidewalk Projects

A summary of the transit priority sidewalk projects 

is forthcoming�
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PED-BIKE PROJECTS
Within 1/4-mile of FTN Stops

East Link Light Rail

Frequent Transit Network

FTN stop

Sidewalk Projects

Eastgate/I-90 Multimodal
Intersection Projects

2030 Frequent Transit Network

Figure 34 preliminary transit priority sidewalk projects.
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Bicycle and Offstreet Path Projects

A summary of the transit priority bicycle and 

offstreet path projects is forthcoming�
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Bicycle Projects

O�street Path Projects

Eastgate/I-90 Multimodal
Intersection Projects

PED-BIKE PROJECTS
Within 1/4-mile of FTN Stops

East Link Light Rail

Frequent Transit Network

FTN stop

2030 Frequent Transit Network

Figure 35 preliminary transit priority bicycle and offstreet path projects.
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Trail Projects

A summary of the transit priority trail projects is 

forthcoming�
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PED-BIKE PROJECTS
Within 1/4-mile of FTN Stops

East Link Light Rail

Frequent Transit Network

FTN stop

Trail Projects

2030 Frequent Transit Network

Figure 36 preliminary transit priority trail projects.
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2030 ftn aCCess
For the purposes of a preliminary assessment of 

transit network accessibility, areas with access reflect 

those highlighted in Figure 37 below (reproduced from 

page 74 of the Transit Service Vision Report). White 

areas in the map are within one radial quarter-mile 

of a bus stop served by one or more 2030 Frequent 

Transit network (FTn) routes, which are those routes 

operating 15-minute headways or better all day. This 

network service area was also used to begin prioritizing 

pedestrian and bicycle projects from the perspective 

of transit, a process addressed later in this section. 

Figure 38 on page 49 is expanded to also 

include quarter-mile radii around Coverage services 

(Routes 31-36), which are those routes that operate 

infrequently (every 30 minutes). The service Vision 

Report also presented access maps for half-mile 

radii around FTn and Coverage service bus stops. 

Although further than many riders who choose to use 

transit may be willing to walk, a half-mile remains a 

reasonable service distance to provide for those who 

depend on transit for some or all of their personal 

mobility needs.

Figure 37 Access to transit in Bellevue within one-half mile of 15-minute or better service on weekdays (proposed 2030).

Access to Transit in Bellevue within One-Half Mile of 
15-Minute or Better Service on Weekdays (Proposed 2030)

Growing Resources Scenario Stable Funding Scenario Reduced Funding Scenario

funding
Scenario

2030 employment Projection
total 
Jobs

Quarter-Mile Half-Mile

15-min 30-min 15-min 30-min

Growing 82.2% 93.3% 95.2% 98.6%

184,300stable 82.2% 89.8% 95.2% 97.2%

Reduced 82.2% 82.2% 95.2% 95.2%

funding
Scenario

2030 Households Projection
total 
HH

Quarter-Mile Quarter-Mile

15-min 30-min 15-min 30-min

Growing 58.1% 76.6% 75.4% 91.3%

70,300stable 57.7% 68.5% 75.3% 85.4%

Reduced 57.8% 57.8% 75.3% 75.5%

funding
Scenario

2030 Population Projection
total 
Pop

Quarter-Mile Half-Mile

15-min 30-min 15-min 30-min

Growing 51.2% 72.6% 69.9% 89.3%

157,400stable 50.9% 63.2% 69.8% 82.1%

Reduced 50.9% 51.0% 69.8% 70.0%

Table 6 Forecast (2030) populations in Bellevue with access to 
transit operating 15- and 30-minute frequencies. 
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Figure 38 Access to transit in Bellevue within one-half mile of 30-minute or better service on weekdays (proposed 2030).

Access to Transit in Bellevue within One-Half Mile of 
30-Minute or Better Service on Weekdays (Proposed 2030)

Growing Resources Scenario Stable Funding Scenario Reduced Funding Scenario

Accessibility Analysis Method and Data Notes:

Model output from the puget sound Regional Council’s (psRC) 

urbansim model for employment, households, and household 

population in 2030 was obtained and reviewed by Bellevue’s 

planning and Community Development department. employment 

and household figures were adjusted upward for the forecast zone 

containing the eastgate subarea by a factor of approximately 1.106 

and 1.158, respectively, to better reflect policies in the Eastgate 

Subarea Plan. Household population figures in the forecast zone 

containing Downtown Bellevue were adjusted down by a factor of 

approximately 0.921 to account for the smaller household size that is 

typical within Downtown. 
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Figure 39 The se 28th pl stairs to 112th Ave ne . Imagery from 
Google Maps.

netWork analysIs
Description of this analysis is forthcoming�
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Figure 40 The se 28th pl stairs to 112th Ave ne dramatically 
reduce the distance for portions of the enatai neighborhood. 
Imagery from Google Maps.
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"The bus stop is the first point of 
contact between the passenger 

and the bus service. The spacing, 
location, design, and operation of bus 

stops significantly influence transit 
system performance and customer 

satisfaction."

- Transportation Research Board, 
Guidelines for the Location and Design 

of Bus Stops (1996: 1)

BaCkground
As noted in the previous section, bus systems are 

comprised of access and transit service networks, 

and the transit stop serves as the connecting points 

between these two. The efficient placement of bus 

stops near major destinations with well-connected 

pedestrian and bicycle facilities helps to provide 

communities with viable transportation choices 

by making the entire transit trip shorter and more 

pleasant. Also important to the ability of transit to 

attract ridership is the quality and comfort of the 

transit stop and its environment.

The Transit Master plan (TMp) will not make 

specific recommendations about bus stop locations 

for the route networks defined in the Transit Service 

Vision Report. That document provides general stop 

spacing guidelines based on the various service types 

defined, and for the purposes of conducting stop-

related analyses, some preliminary assumptions have 

been made about which stops may be served by those 

networks. however, the elimination of existing stops 

and siting of new stops requires specific consideration 

of a variety of factors including existing boarding and 

alighting patterns at a given stop and others nearby, 

right-of-way availability, impacts to other traffic, and 

implications to accessibility. such analyses will be 

conducted in the future as implementation planning 

for the proposed route structures begins.

Instead, this section focuses on three other 

subjects related to the transit stop:

1. Bus stop amenities

2. Commuter parking

3. Bus layover

The first two of these subjects relate primarily to 

how transit users experience their first point of 

contact with the transit system. As shown in Figure 

41, these are issues of particular interest to current 

transit users in Bellevue. Individually, the provision of 
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Figure 41 priorities for municipal investment in transit among those who currently use transit services in Bellevue.

real-time bus arrival and schedule and wayfinding 

information ranked as the second- and fourth-

highest priorities for municipal investment in transit, 

respectively, but together, these investments in 

improving the information provided at bus stops 

rank as respondents' most-cited priority. Increasing 

the capacity of vehicle parking at park-and-ride 

lots was the third most commonly-cited priority 

for municipal investment, and while the City does 

not build or maintain its own parking facilities for 

transit users, it  can help to facilitate partnerships 

with other local organizations that have a surplus of 

underutilized parking to permit use of those facilities 

for park-and-ride purposes.

While the first two subjects addressed in this 

section are user-centric, the third subject—bus 

layover—deals with operational considerations. The 

layover, or amount of time between the end of one 

trip and the start of the next trip, requires that space 

be provided at transit facilities or designated along 

nearby streets or parking lots for transit vehicles 

to park while not in service. Inefficiencies result 

when vehicles must travel from their route terminal 

to reach the layover location. understanding how 

much layover space will be required and where 

that space can most efficiently be accommodated 

can help to ensure that the scarce regional transit 

resources allocated to Bellevue are used to provide 

service to passengers, not lost to operational 

inefficiencies. 
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BuS Stop amEnitiES
Waiting area amenities increase the convenience, 

comfort, safety, and usefulness of bus stops 

and influence the overall attractiveness of public 

transportation. stop locations that are designed 

with paved waiting pads, shelters, benches, lighting, 

windbreaks, route information, trash bins, bicycle 

racks, and, in some cases, off-board pay stations and 

real-time arrival information make bus stops more 

hospitable places to be. While frequent services help 

to reduce the amount of time transit users will typically 

have to wait at a bus stop, waiting area amenities can 

make for a more pleasant experience, regardless of 

how long or short the wait. 

Although a form of public space that few would 

consider a destination unto itself, thousands of 

people spend time standing or sitting at bus stops 

every day. so to the extent possible, stops should be 

designed with the same care and attention to user 

experience as other more esteemed aspects of the 

public realm. however, unlike other public amenities 

like parks and plazas, bus stops are more numerous, 

scattered throughout much of the city, and despite 

being sited in widely varying urban and suburban 

contexts (e.g. along major urban arterials and in 

quiet residential neighborhoods), stops must remain 

similar enough to one another to be easily recognized 

as part of a coherent network. however, given scarce 

resources and investments in improving waiting areas 

should be targeted to locations that demonstrate a 

particular need.
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Figure 42 stop-level daily boardings and alightings (ons/offs) in spring 2013.
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Bus Shelters

The most fundamental of the various bus stop 

amenities is the bus shelter, which provides protection 

from the elements and seating. In areas where 

building frontages are adjacent to the sidewalk—

most common in Downtown (see Figure 45) and 

other neighborhoods with mixed-use development—

awnings can be designed to serve as waiting areas for 

transit users with built-in cover from the elements. In 

most other parts of the city, where the only overhead 

protection from the elements is likely to be the tree 

canopy, if any at all, free-standing bus shelters 

like those pictured in Figure 43 are typically used. 

Benches are often provided in these shelters, and the 

Metro Bus shelter Mural program offers communities 

an opportunity to paint shelter panels to reflect local 

character. All stations and stops in Metro's RapidRide 

network use a consistent shelter typology (see Figure 

44) to clearly identify this enhanced service type from 

those that serve standard bus stops.

Several factors influence the determination of 

need for various stop amenities. For stop shelters, 

the primary consideration is stop-level passenger 

activity. King County Metro's bus shelter warrant 

standard requires shelters to be installed at stops 

with 25 or more average daily boardings. Figure 42 

depicts the number of stop-level daily boardings and 

alightings (ons/offs) at all bus stops served in Bellevue 

in spring 2013. The 2030 Growing Resources 

network is shown in the background for reference, as 

investments in shelters should be targeted to stops 

that will continue to be served as the network evolves 

in the coming years. however, while passenger 

activity is the primary consideration, other factors 

may also warrant installation of a bus shelter in the 

absense of high ridership. For example, stops with 

nearby healthcare facilities or services oriented toward 

older adults, rapidly growing areas, or areas that 

are particularly vulnerable to the elements, such as 

Figure 45 This stop on 108th Ave ne—Bay 1 of the Bellevue 
Transit Center—provides an example of a building awning 
providing shelter for pedestrians and waiting transit users alike.

Figure 44 stops served by RapidRide lines throughout the King 
County Metro system are distinguished from other services by the 
style, materials, color of and amenities at stations and stops. 

PHOTO BY Ned Ahrens

Figure 43 Most bus shelters in Bellevue are similar to 
these, which may include benches and murals reflective of the 
surrounding neighborhood.

PHOTO BY Kurt Clark PHOTO BY Ned Ahrens
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Figure 46 Bus stops warranting shelters based on spring 2013 stop-level boardings and alightings (ons/offs).
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PHOTO BY John Tiscornia

Figure 47 Real-time arrival information signboard installed by 
King County Metro at the Bellevue Transit Center for RapidRide 
B line service.

PHOTO BY Oran Viriyincy

Figure 48 A digital signboard in Downtown seattle, funded and 
installed by the seattle DoT, displaying real-time arrival information 
from oneBusAway.

highway overpasses (e.g. 142nd pl se) may indicate 

a need for targeted investment to improve passenger 

comfort and encourage additional transit use. 

In general, all new bus stops should be constructed 

with sufficient space to accommodate a standard bus 

shelter and bench, even if these are not installed when 

service to the stop begins. however, some existing 

bus stop locations may not have been established 

with this standard in mind. It is therefore possible 

that some stops that serve a sufficient number of 

daily boardings to warrant a shelter cannot have one 

installed due to limited available right-of-way.

Schedule information

Although shelters are the amenity with the most 

readily apparent impact on the transit user's 

experience while waiting at the bus stop, other 

features that improve comfort, convenience, and 

information can also contribute to passengers' 

decision to use transit instead of traveling by some 

other mode. According to current transit users who 

completed the Transit Improvement survey in early 

2012, the most highly-valued of these other amenities 

relate to the provision of schedule information. When 

asked how the City should invest municipal resources 

to improve transit in Bellevue, 21 percent indicated 

that real-time bus arrival information should be 

provided at major stops, similar to that available for 

the RapidRide B line at the Bellevue Transit Center 

(see Figure 47) and other stations along that route. 

Although King County Metro currently has no plans 

to implement this feature more broadly at standard 

bus stops throughout its service network, precedent 

exists in the region for municipalities to pursue such 

investments on their own.

Thanks to technological advances and the 

increased availability of data in recent years, software 

like oneBusAway allows users to track upcoming 

bus arrivals in real-time from any internet-connected 

PHOTO BY John Tiscornia

Figure 49 Major stops like the eastgate Freeway station provide 
riders with more information than standard bus stops, including 
more comprehensive schedule information and route maps.
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home computer or mobile device. For transit users 

on the go with compatible cell phones or tablets, this 

free software helps to reduce the actual and perceived 

amount of time spent waiting at a bus stop and the 

perception of transit service reliability. however, 

those without such devices must continue to rely 

on posted schedules at all non-RapidRide stops in 

Bellevue. In seattle, the Department of Transportation 

has installed digital monitors in downtown storefront 

windows adjacent to several high passenger activity 

bus stops that display real-time arrival data for all 

routes serving those stops (see Figure 48). 

At this time, the City of Bellevue has not yet 

adopted plans or allocated capital improvement 

funds to embark on a similar program. however, 

given sufficient community interest, available 

resources, and willing business property owners, 

the opportunity exists for the City to pursue such 

investments at costs many times less than most 

other transit infrastructure improvements.

BELLEVUE TRANSIT
MASTER PLAN 61

Draft



Dra
ft commutEr parking

BaCkground
Commuter parking facilities play an important 

role in concentrating transit rider demand, often in 

lower-density areas that would otherwise be unable 

to support frequent services. These facilities provide 

convenient access to transit via automobile or bicycle 

for people who do not live within convenient walking 

distance of a standard bus stop. park-and-ride 

facilities also serve as a meeting place for carpool 

and vanpool partners.

As the regional inventory of housing and 

employment grows, the demand for roadway capacity 

increases. Because roadway capacity and the ability 

to expand roadways is limited, park-and-ride lots 

provide an important amenity that supports the use 

of alternatives to the single-occupant vehicle, thereby 

requiring less overall roadway capacity. Further, by 

concentrating transit boardings at a single point, a 

more frequent level of service can be supported. 

This section reviews commuter parking demand 

assessments for the I-405 and I-90 corridors and 

considers this demand in light of existing parking 

facilities. This analysis predicts that if a transit 

network were established that is consistent with the 

Growing Resources scenario depicted in Bellevue's 

Transit Service Vision Report, then there would be an 

undersupply of parking stalls available along the two 

study corridors serving Bellevue, I-405 and I-90. If an 

unlimited supply of parking were available along each 

of the corridors, the I-90 corridor would be short by 

approximately 6,300 park-and-ride stalls, and the 

I-405 corridor would be short by approximately 4,600 

stalls.  

An assessment of commuter parking facility 

needs is long overdue. Although King County Metro 

publishes quarterly reports detailing the utilization 

Dra
ft

TransiT service 
vision reporT

City of Bellevue
October 2013

Department of Transportation

KING COUNTY  
METRO TRANSIT 
 
PARK-AND-RIDE UTILIZATION 
REPORT 
 
FOURTH QUARTER 2012

King County Department of Transportation
Metro Transit Division 

Transit Route Facilities Group

January 2013

Transportation 2040

MAY 20, 2010

toward a sustainable transportation system

Puget Sound Regional Council

Figure 50 King County Metro publishes Park-and-Ride 
Utilization Reports (top left) quarterly, while the Puget Sound Park 
& Ride System Update (top right) by WsDoT is the last study 
reporting on the regional demand for park-and-ride capacity. 
psRC's Transportation 2040 (bottom left) and the TMp's Transit 
Service Vision Report (bottom right) also provide context for this 
report's assessment of park-and-ride capacity in Bellevue.
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Draftof all 131 park-and-ride facilities operating in the 

Metro service area, regional needs were last studied 

in 2001 when the Washington state Department of 

Transportation (WsDoT) conducted a study of park-

and-ride lots in King, pierce, snohomish, and Kitsap 

Counties (parsons Brinckerhoff 2001). This Puget 

Sound Park & Ride System Update recommended 

that commuter parking needs should be reassessed 

every five to ten years to maintain their usefulness as 

a planning tool. The puget sound Regional Council 

(psRC) also stated in Transportation 2040 that transit 

agencies, WsDoT, and psRC all recognize the 

need to re-examine the region’s commuter parking 

strategy. 

This section analyzes capacity, use, and projected 

demand data for park-and-ride lots along two corridors: 

I-405 and I-90, as defined by the 2001 WSDOT 

study. Consistent with the Bellevue Transit Master 

Plan, the planning horizon for this study is through 

2030, and projected demand is based on the transit 

network proposed by the 2030 Growing Resources 

scenario in Bellevue's Transit service Vision Report. 

This assumes an increase in transit service of about 

47 percent from spring 2012 to accommodate the 

projected near tripling of transit demand by 2030.

“For those of us who commute into Downtown 
Seattle, it isn't very realistic to catch the bus 
from our neighborhoods and transfer. So we 
depend upon the Park and Rides. It is therefore 
crucial that adequate parking spaces be provided 
at the Park and Rides in order for Bellevue 
residents to use transit for commuting.”

-Sarah, Work and Special Event Transit User
 Resident of Bellevue1

1 Write-in comment from the Transit Improvement Survey 
Summary Report (2012)�
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Comprehensive Plan Policies

In recognition of the important role of commuter 

parking facilities in providing local and regional 

access to transit, consolidating demand for service, 

and reducing vehicle trips and traffic congestion, the 

City of Bellevue Comprehensive Plan includes several 

policies related to commuter parking facilities. The 

City is dedicated to providing effective commuter 

parking options and to working in partnership with 

transit providers and the state to increase capacity 

as needed by expanding existing facilities, developing 

additional facilities, and pursuing lot lease agreements 

with other local entities. 

POLICY TR-53. Work with transit providers to 

maintain and improve public transportation services 

to meet employer and employee needs. Develop 

and implement attractive transit commuter options, 

such as park and ride facilities and local shuttle 

systems with sufficient frequencies to increase use of 

transit for commuting and reduce reliance on private 

automobiles.

POLICY TR-62. Work to ensure that the regional 

transit system includes park and ride lots to serve 

activity centers in the region and on the Eastside to:

1. Intercept trips by single occupant vehicles 

closer to the trip origins;

2. Reduce traffic congestion; and

3. Reduce total vehicle miles traveled

POLICY TR-64. encourage transit providers and the 

state to provide new and expanded park and ride 

lots to adequately serve city residents and to develop 

additional capacity outside Bellevue at other strategic 

eastside locations to serve outlying residents.
Figure 51 With more than 1,600 stalls, eastgate park-and-Ride 
concentrates ridership, thereby facilitating service by multiple 
transit routes that provide more frequent service than would 
otherwise be possible in the surrounding area. 

PHOTO BY John Tiscornia
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DraftPOLICY TR-65. Work with transit providers and 

local property owners to develop new leased park 

and ride lots.

POLICY TR-75.27. provide reliable access to the 

system for Bellevue residents in cooperation with 

local and regional transit providers, by ensuring that 

adequate existing and new park and ride lot capacity, 

neighborhood bus connections and local and regional 

express bus services are available.

POLICY TR-75.30. evaluate proposed new park and 

ride facilities and expansion of existing park and ride 

facilities to serve light rail transit, for their effectiveness 

to serve the community and the light rail system, 

and for their potential environmental and community 

impacts. new or expanded park and ride facilities 

should be consistent with the Comprehensive plan 

vision for each specific location.

Community input

The Bellevue Transit Master plan provides insight 

into the value of commuter parking facilities in 

relation to other components of the transit system. In 

particular, the Bellevue Transit Improvement Survey, 

completed in october 2012, and the Existing and 

Future Conditions Report, completed in August 2013, 

provide context about the issue of commuter parking 

in Bellevue in terms of their use and perceived value.

According to the Bellevue Transit Improvement 

survey, investment in park-and-ride facilities 

is the third highest ranked priority among ten 

alternative municipal investment options. (see 

Figure 52). however, investment in speed and 

reliability infrastructure and the provision of real-time 

information are ranked as higher priorities. 
1 Write-in comment from the Transit Improvement Survey 
Summary Report (2012)�

"…[M]ore parking needs to be made available at 
Park-and-Ride lots to enable more users to ride 
the buses. I would utilize bus service more if 
there was a safe place and convenient place 
for me to park my car!"

-Michelle, Non-Rider
 Resident of Snohomish1
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ft While park-and-ride lots are clearly an important 

amenity supporting transit use in Bellevue, the 

Existing and Future Conditions Report indicates 

that the majority of people riding transit in Bellevue 

access bus service at other types of facilities (Figure 

51). In Fall 2011, about 38 percent (15,408/27,889) 

of daily ons/offs took place in Downtown Bellevue, 

including at the transit center; about 36 percent 

(14,523/27,889) occurred on local streets outside 

of Downtown Bellevue; and park-and-ride facilities, 

including eastgate (2,166), south Bellevue (1,588), 

newport hills (281), Wilburton (51), and the eastgate 

Direct Access Ramp (2,270), collectively accounted 

for about 16 percent of daily boardings and alightings.

Figure 52 According to the Bellevue Transit Improvement survey, transit users requested park-and-ride improvements as the third most 
common response. This illustration shows the percent of all survey respondents who select each potential improvement (large blue numbers), the 
percent of Bellevue only respondents who select the improvement (black numbers below in parentheses), and the total number of respondents 
(in parentheses following each blue description).

Downtown
Bellevue

38%

Shopping
Malls
6%Bellevue

College
4%

Local
Streets
36%

Park &
Rides
16%

Figure 53 Transit use patterns in Bellevue based on Fall 2011 
boarding and alighting (on/off) data.
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park-and-rIde use
For the purpose of this report, park-and-ride usage 

is measured by corridor, which were first established 

by WsDoT's 2001 Puget Sound Park & Ride System 

Update (parsons Brinkerhoff, 2001)� Corridors 

provide organizational structure to the existing park-

and-ride lots. Capacity needs for park-and-ride 

lots are considered in general—not in a lot-specific 

sense—allowing for more flexibility in analyzing the 

findings and in developing solutions.

Corridor-level analysis allows for the capture of 

both local park-and-ride demand and demand that 

may be shifting between facilities within the corridor. 

shifts between facilities, called “lot substitutions,” 

are caused when a transit rider travels further, or in 

some conditions a short distance in the direction 

opposite of their destination, to reach a lot with more 

favorable conditions. These favorable conditions 

often include higher frequency services, a wider 

range of destinations, or more parking lot capacity. 

lot substitution is observed in Bellevue where transit 

riders pass park-and-ride lots closer to their homes 

in favor of parking at the south Bellevue park-and-

Ride, where faster and more frequent service is 

available. The map in Figure 54 on page 68 depict 

lots representing the corridor broadly defined by 

I-405 in green and those within the I-90 corridor are 

shown in orange. This map shows Bellevue and its 

surroundings with selected park-and-ride lots located 

within the identified corridors.

A review of park-and-ride usage in the puget 

sound Region over the past ten years reveals two 

trends. First, there is an uneven regional distribution of 

park-and-ride use. several lots east of Bellevue and/

or an inconvenient distance from the Frequent Transit 

network (FTn) are under-capacity, while several lots 

in western Bellevue such as the south Bellevue park-

and-Ride are over-capacity, as shown by the images 

in Figure 55. This imbalance of lot usage indicates that 
1 Write-in comment from the Transit Improvement Survey 
Summary Report (2012)�

"Park and Rides are full in Bothell and Lynnwood 
very early - doesn't align with school schedules"

-Elesa, Non-Rider
 Resident of Bothell1
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Figure 54  park-and-ride lots in the I-405 (green) and I-90 (orange) corridors. 
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lot location in relationship to the FTn is an important 

factor to consider when siting new facilities. 

Figure 56 on page 70 presents a trend of 

increasing utilization of park-and-ride lots. overall 

usage of park-and-ride lots in both corridors increased 

from 5,375 to 8,779 stalls used daily between 2000 

and 2013, a 63 percent increase. An analysis by 

corridor reveals that park-and-ride usage rose by 

128 percent (2,497 vehicles) for the I-90 corridor from 

2000 to 2013, and usage in the I-405 corridor rose 

by 26 percent (907 vehicles) over the same period. 

Refer to Appendix 1 on page A192 for the complete 

associated data. Contributing to this increased use 

is the construction of the new 1,600-stall eastgate 

park-and-Ride facility in 2005. The 2013 opening 

of a 525-stall parking garage at the south Kirkland 

park-and-Ride facility is further increasing usage. As 

shown in Table 24 on page 168, there are a total of 

3,377 park-and-ride stalls and 351 leased lot stalls 

within Bellevue city limits as of December 2013. 

occupancy rates for leased lots vary considerably 

among Metro's quarterly utilization reports.

 park-and-ride usage in Bellevue varies by the 

size and location of the lot. Two of the most popular 

lots are profiled in the appendices of this report: 

south Bellevue park-and-Ride and eastgate park-

and-Ride. The south Bellevue park-and-Ride is a 

surface parking lot with a 519-stall capacity. It is 

heavily utilized, especially by users originating a great 

distance from the lot. 44% of all users commute from 

a distance of greater than five miles from the lot. 

 The Eastgate Park-and-Ride is a five story parking 

structure with a capacity of 1,614 vehicles. The 

composition of the users of the eastgate park-and-

Ride differ from those of the south Bellevue park-and-

Ride lot in that 52% of the users commuted between 

one and three miles to reach the lot. Additional 

information on the south Bellevue park-and-Ride lot 

and the eastgate park-and-Ride lot may be found in 

Appendix 7 and Figure 113.
Figure 55 The south Bellevue park-and-Ride is often over 
capacity, with vehicles parked along the shoulders of the driveway 
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To quantify corridor-level park-and-ride demand 

under constrained and unconstrained conditions, 

forecasts for 2030 were developed based on the 

"Growing Resources scenario" depicted in Bellevue's 

Transit service Vision Report. Demand projections 

used the Bellevue-Kirkland-Redmond (BKR) Travel 

Demand Model (Mp0r12), The demand for park-and-

ride use in the I-90 and I-405 corridors is estimated 

using all standard assumptions in the model, except 

that the unconstrained demand estimates remove 

capacity as a constraint for all park-and-ride lots. 

The following are standard assumptions and 

sources from the BKR Travel Demand Model: 

• Baseline data is derived primarily from a 

regional survey conducted by the puget sound 

Regional Council (psRC). This data is validated 

by census data and data from the psRC 

regional household travel survey. 

• The base-year model platform is updated 

annually to reflect changes in the land use and 

roadway network. 

• The model is then validated with observed 

traffic counts and transit ridership on an annual 

basis. 

Figure 56 historic fourth quarter utilization of park-and-ride facilities in the I-405 and I-90 corridors (King County Metro 2008 to 2013, 
parsons Brinkerhoff 2001).

1,950
3,442 3,660 3,830 4,044 4,314

3,425

3,660 3,627
3,956

4,162 4,109

0

1,000

2,000

3,000

4,000

5,000

6,000

7,000

8,000

9,000

2000 2008 2009 2010 2011 2012

I-405 
Corridor

I-90 
Corridor

2013

4,332

4,447

Table 7 2013 park-and-ride and leased lot capacity and usage.

Park-and-Ride facility 
lot

Capacity
% 

occupancy

Park-and-Ride lots:

eastgate 1,614 99%

newport hills 275 84%

south Kirkland (Bellevue and Kirkland) 783 75%

south Bellevue 519 107%

Wilburton 186 87%

total 3,377

leased lots:

Bellevue Christian Reformed Church 20 38%

Bellevue Foursquare Church 35 20%

eastgate Congregational Church 20 100%

Grace lutheran Church 50 100%

newport Covenant Church 75 24%

newport hills Community Church 37 64%

st. luke's lutheran Church 30 18%

st. Andrew's lutheran Church 20 63%

total 351
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• As travel survey data becomes available, 

enhancements are made to the BKR base model 

to more accurately project travel demand. 

• Trip assignments constrain transit capacity, and 

park-and-ride capacity typically constrains the 

mode split process. 

• The same park-and-ride attractiveness factors 

are carried forward from the constrained 

demand projection to the unconstrained 

demand projection. 

• Attractiveness factors include size and ratio of 

lot size to average lot size in the system, and 

these are represented by a proxy figure in the 

model. Characteristics of transit service quality, 

such as frequency of service at a given park-

and-ride facility, are not specifically considered 

by the model.

Both constrained and unconstrained scenarios use 

the same set of assumptions but differ only in that the 

constrained scenario limits the parking capacity to 

the expected size of each lot and the unconstrained 

scenario places no limit to the number of available 

parking stalls. This concept is graphically illustrated 

by Figure 57.

Figure 57 The parked cars in these images represent the 
difference between constrained (above) versus unconstrained 
(below) in the 2030 travel demand forecast.

Constrained

unconstrained
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Anticipated demand for park-and-ride lots in 2030 

is shown for the I-90 and I-405 corridors in   and  on 

page A227, based on the modeling methodology 

outlined in the previous section. Refer to   to  on page 

A245 for the complete associated data. These charts 

show that for the year 2030, both constrained and 

unconstrained demand for each of the two corridors 

exceeds projected lot capacity for each corridor. If an 

unlimited supply of parking were available at all park-

and-ride lots in both corridors, the model predicts 

that an additional 6,300 stalls would be required in 

the I-90 corridor and an additional 4,600 stalls would 

be required for the I-405 corridor to meet anticipated 

commuter parking demand in these corridors. 

Model results show that unconstrained demand 

is approximately 200% greater than constrained 

demand, suggesting that new riders will likely begin 

using the system given increased parking availability. 

Figure 58 Constrained and unconstrained demand for park-
and-ride lots along the I-90 corridor.
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Figure 59 Constrained and unconstrained demand for park-
and-ride lots along the I-405 corridor.
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reCommendatIons
There are many ways to address the projected 

regional shortage of park-and-ride spaces. This 

section presents both supply and demand side 

solutions. From the supply side, It is recommended that 

new lots be constructed or existing lots be expanded 

using the guidance from this section regarding sizing 

and siting strategies. From the demand perspective, 

it is recommended that service be fast, reliable, and 

accessible. It is also recommended that service be 

provided in residential areas through the use of leased 

lots. While traditional park-and-Ride lots are located 

near highways and arterials, leased lots could provide 

access to the frequent transit network for low density 

residential areas and their locations would blend in 

well the character of these neighborhoods. Finally, 

this section discusses several already underway 

regional strategies to improve the capacity of park-

and-ride lots.

Siting / Sizing Strategies

A strategic response to the unmet commuter 

parking needs in the I-90 and I-405 corridors warrants 

consideration of guidance found in "Characteristics 

of a successful Rapid Transit-Focused park-and-

Ride lot", within TCRP Report 153: Guidelines for 

Providing Access to Public Transportation (see Table 

25). This report identifies the following characteristics 

of successful park-and-ride lots:

•	 Locate	in	advance	of	congestion. park-and-

ride lots in combination with rapid transit lines 

generate the greatest use (and transit ridership) 

in travel corridors that experience the most 

intense traffic congestion (i.e., peak-hour peak 

direction freeway speeds of less than 30-35 

miles per hour. park-and-ride facilities should 

intercept motorists in advance of congestion 

and before points of major route convergence. 

Figure 60 Transit Cooperative Research program (TCRp) Report 
153: Guidelines for Providing Access to Public Transportation 
Stations identifies qualities of successful park-and-ride lots.

Copyright © National Academy of Sciences. All rights reserved.

TCRP Report 153:  Guidelines for Providing Access to Public Transportation Stations

Guidelines for Providing Access to 
Public Transportation Stations

TRANSIT
COOPERATIVE
RESEARCH
PROGRAMTCRP 

REPORT 153

Sponsored by 

the Federal 

Transit Administration

144 pages; Perfect Bind with SPINE COPY = 24.75 pts (can reduce type to 12 pts); 
***UPDATE PAGE COUNT = FM + PAGES * ONLY ADJUST SPINE FOR McARDLE JOBS***

BELLEVUE TRANSIT
MASTER PLAN 73



Dra
ft

sites near junctions of radial transit lines and 

beltways or major arterial roads can tap a wide 

catchment area. Access to the lot should be 

upstream of major congestion points. 

•	 Locate	 sufficiently	 far	 away	 from	 the	 city	

center.	 park-and-ride facilities should be 

located as far from the downtown area as 

practical to remove the maximum number of 

travelers (and vehicle miles traveled (VMT) from 

roadways during peak periods. They generally 

should be located at least 5 to 8 miles from the 

city center. They should be far enough away to 

compensate for the time spent changing travel 

modes. Increasing parking spaces on the fringes 

of the downtown area is not desirable, as it could 

divert existing passengers from feeder transit 

services and non-motorized access modes. 

•	 Locate	 in	 safe	 areas. park-and-ride facilities 

should be placed in areas that are perceived 

as safe by patrons. They should not be located 

in high-crime areas, or in settings that are 

considered unattractive to users.

•	 Complement	and	reinforce	land	development.	

park-and-ride facilities should be compatible 

with the surrounding environments. large 

facilities—especially open-lot parking—should 

be limited or avoided in town centers, areas of 

high population and development density, and 

locations where transit-supportive uses are 

planned or encouraged around stations. Where 

garages are built, they should be carefully 

integrated with their surroundings. 

•	 Provide	 good	 roadway	 access. Facilities 

should be accessible and visible from nearby 

freeways and arterial roadways.

•	 Serve	 multiple	 markets. Most rapid transit-

focused park-and-ride lots serve downtown 

travelers. however, there is a growing tendency 
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to also serve other large activity centers along 

the rapid transit lines. The lots should be located 

between their catchment areas and major 

activity centers. Motorists will use facilities that 

can be easily accessed en-route, but are less 

likely to backtrack.

•	 Provide	fast	and	frequent	rapid	transit	service.	

Rapid transit should operate at frequencies of 10 

to 12 minutes or less during peak periods, while 

frequencies up to 20 minutes are acceptable 

during midday hours. headways of 20 to 30 

minutes are acceptable for commuter rail and 

commuter bus service during commute hours.

•	 Serve	 low-density	 residential	 areas. In 

general, population densities in park-and-ride 

catchment areas should be less than 4,000 to 

6,000 persons per square mile, or about 4 to 6 

dwelling units per net acre. 

leased lots

leased lots, shared use park-and-ride lots, 

often blend in well with the character of residential 

neighborhoods and are a good tool to use to better 

serve low-density residential areas. other cities along 

the I-90 and I-405 corridors regard lease lots as an 

allowable use. however, the City of Bellevue currently 

requires applicants to undergo an administrative 

conditional use permit application process with 

approval by the planning Director. An administrative 

conditional use permit requires the following: a $4,490 

submittal fee (2014), mailed notice to property owners 

within 500 feet of the site, minimum public comment 

period of 14 days, and permit application and fees 

for all signs posted. processing an administrative 

conditional use permit can take up to 120 days. This 

procedure is regulated by the Bellevue City Code 

20.20.200, which may be found in Appendix Figure 

20 on page A271 of this report. 

“If the bus route came closer to where I live 
I wouldn't need to drive to the Park and Ride. 
So either the city should have a lot more Park 
and Ride spaces or have more bus routes in 
unserved parts of Bellevue.”

-Pat, Shopping and Social Transit User
Resident of Bellevue1

“I sometimes have to pass two Park-&-Ride 
lots on my route before finding a parking space. 
By that time, I've driven half-way to work.”

-Don, All-Around Transit User
Resident of Kirkland1

1 Write-in comment from the Transit Improvement Survey 
Summary Report (2012)�
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Transit network with the location of existing faith 

communities (i.e., churches), it is apparent that there 

is a potential for lease lots (established at church 

lots) to relieve future commuter parking demand. 

If all churches within a half-mile walking distance 

of the frequent transit network were to share their 

parking, over 4,700 stalls would become available. 

six churches within this group have large parking 

lots, with over 200 stalls each. For example, the 

neighborhood Church, with 230 stalls, has direct 

access to FTn 14. These churches are not evenly 

distributed among the Frequent Transit network, 

with greater access to Routes 1, 11, and 14.

This study identifies faith communities based on a 

2013 InfousA database. of the 105 churches listed 

in this database, 50 have their own dedicated parking 

lots. of these 50 locations, 35 churches are located 

within a half mile walking distance of stops along the 

2030 FTn. Table 8 lists the churches relative to each 

FTn route. It lists the approximate number of parking 

stalls at each location based on stall counts from 

aerial photos. The table also provides the distance 

in feet between the church lot and the nearest FTn-

served transit stop. 

Figure 61 provides a reference map showing the 

25 church locations that fall within a quarter-mile 

radius of FTn stops. Also shown are an additional 

seven churches that are within a half mile walking 

distance to FTn stops. 

Table 8  potential leased lots relative to FTn routes.

Potential lease lot facility Address
Distance 
to transit 

(feet)

lot 
Capacity

ftN Route 1 (issaquah Highlands - Bellevue - u District)

First presbyterian Church 1717 Bellevue Way ne 440 365

First Congregational Church* 752 108th Ave ne 580 15

Church in Bellevue 1835 Bellevue Way ne 620 66

Bellewood presbyterian Church 10936 ne 24th st 1,870 70

First united Methodist Church 1934 108th Ave ne 2,210 168

Church of Jesus Christ of lDs 10675 ne 20th st 2,320 160

ftN Route 2 (lynnwood - Bellevue)

First Congregational Church* 752 108th Ave ne 580 15

ftN Route 3 (Westwood village - Renton - Bellevue)

First Baptist Church - Bellevue* 10431 se 11th st 180 84

Bellevue Church of Christ* 1212 104th Ave se 200 90

pilgrim lutheran Church* 1030 Bellevue Way se 200 55

ftN Route 6 (Crossroads - Bellevue)

lake sammamish Foursquare* 14434 ne 8th st 700 240

eastside Baha'i Center 16007 ne 8th st #100 1,700 6

ftN Route 7 (Redmond - Crossroads - eastgate - factoria)

overlake park presbyterian 1836 156th Ave ne 10 135

Church of the Resurrection 15220 Main st 1,060 100

Cross of Christ lutheran Church 411 156th Ave ne 1,300 230

Temple B'nai Torah 15727 ne 4th st 1,800 50

new hope Ministries 15760 ne 4th st 2,150 52

ftN Route 11 (Bellevue - factoria - Renton)
(In Addition to the Churches in the FTN Route 3 Corridor)

st Margaret's episcopal Church 4228 Factoria Blvd se 250 160

holy Cross lutheran Church 12835 se newport Way 500 40

Korean pilgrim presbyterian 6016 120th Ave se 500 56

east shore unitarian Church 12700 se 32nd st 1,390 60

Bellevue Korean Church 3105 125Th Ave se 2,400 34

st Madeleine sophie Catholic 4400 130th pl se 2,400 300

ftN Route 12 (eastgate - overlake village - Kirkland)

lake sammamish Foursquare* 14434 ne 8th st 700 240

All saints lutheran Church 5501 148th Ave ne 100 84

Islamic Center of eastside 14700 Main st 400 14

highland Covenant Church 15022 Bel Red Rd 650 80

Coal Creek Chapel 14615 se 22nd st 720 100

ftN Route 13 (Bellevue - eastgate)

eastgate Bible Fellowship 15005 se 38th st 1,200 100

Crossroads Bible Church 15815 se 37th st 2,000 580

eastside Christian Comm. Church 3615 164th pl se 2,300 90

Gathering place (Foursquare) 2015 Richards Rd 2,300 110

ftN 14 (Kirkland - Bel-Red - eastgate)

Westminster Chapel 13646 ne 24th st 2,500 630

neighborhood Church 625 140th Ave ne 150 230

seventh-Day Adventist Church 15 140th Ave ne 600 65

Blue sky Church 1720 130th Ave ne #100 700 60

Bellevue Kingdom hall 2211 140th pl se 1,000 35

Church of Christ lake hills 14213 lake hills Blvd 150 10

* nearest transit stop is served by multiple FTn routes.
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Figure 61 potential lease lots
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Regional efforts are underway to address park-

and-ride needs. King County Metro and The puget 

sound Regional Council initiated an "Access to 

Transit Work Plan", which will define the role of park-

and-rides and other community infrastructure related 

to access to transit. psRC's Transportation 2040 

recommends that the region study park-and-rides in 

more depth, including potentially charging for parking 

at these facilities. Also, sound Transit is conducting 

parking Management pilot studies (Fall 2013 - early 

2015)offering limited permit parking for frequent 

riders at the Issaquah Transit Center, Mukilteo 

station, sumner station, and Tukwila International 

Blvd station. This study also provides real-time 

customer information about parking availability at 

select locations, and collaborates with rideshare 

programs. Finally, the King County Metro Right size 

parking project is considering the paid use of parking 

in multi-family apartment buildings during the day to 

facilitate access to transit.
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ConClusIons
This assessment suggests that there is a 

significant shortage of commuter parking along the 

I-90 and I-405 corridors. As the park-and-ride usage 

trends indicate, commuter parking expansions have 

occurred in high-utility areas due to their locations 

in proximity to I-405 and I-90 and their central to 

western location within the City of Bellevue. Indeed, 

past experience shows that lots are quickly filled 

shortly after new park-and-ride facilities are built. 

The constrained travel demand model indicates 

that there are approximately 200 stalls for each 

corridor that are required beyond those provided. 

When an unlimited supply of stalls is provided in 

the model— the unconstrained scenario—there is a 

shortage of approximately 6,300 stalls along the I-90 

corridor and a shortage of approximately 4,600 stalls 

along the I-405 corridor. Thus, each corridor would 

need to have twice the number of stalls to keep up 

with the projected unconstrained demand. 
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BuS layovEr
In addition to serving as the first point of access to 

transit, the location and environment surrounding bus 

stops can also have significant implications on transit 

operating efficiency. Behind the steering wheel of every 

bus is an operator, and operators are contractually 

required a certain amount of break time to rest in 

between individual trips of their route, known as layover or 

recovery time. An essential aspect of bus scheduling, 

this time also helps to ensure that a late-running bus still 

begins its next trip on time. Locations must be identified 

near route terminals for operators—and their buses—to 

park while not operating revenue service. 

This need for parking space can be accommodated 

in a variety of ways depending on local conditions. 

Transit facilities like the eastgate park-and-Ride are 

often designed to provide some layover space on-site 

(see Figure 62), which is the most operationally efficient 

solution to implement when possible. other facilities 

like the Bellevue Transit Center have the capacity to 

accommodate current layover needs for some routes 

at lesser-used bus bays, but as the amount of service 

operated increases in the future, the available bays may 

need to all be used by in-service buses, meaning that 

layover space will need to be identified elsewhere. In such 

cases, and in cases where a route's terminal is not at a 

transit facility, bus layover space is commonly designated 

in the curbside lane of a nearby street. When the use 

of such space in the street right-of-way is necessary, it 

is critical that these spaces be designated as close as 

possible to the route's terminal, as any additional distance 

that buses need to deadhead from terminal to layover 

location represents a reduction in operating efficiency. 

While bus layover may not require the use of the land 

on a development lot per se, it may require the use of 

some portion of a block's street frontage. A relationship 

therefore exists between the transit network and the land 

use and urban design of the public realm in the areas 

Layover/Recovery Time: The scheduled time 

spent at a route’s terminal between consecutive 

trips by a single bus.

Deadhead Time: The scheduled time spent 

driving to and from the base or between trips on 

different routes.
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surrounding bus route terminals. 

This report does not attempt to identify specific 

locations at transit facilities or along street right-

of-ways to be used by transit vehicles for layover. 

Instead, it provides an estimate of the range of total 

linear feet of layover space that will be required to 

operate the 2030 Growing Resources network 

defined in the Transit Service Vision Report. 

Because layover space is intrinsically a place-based 

demand—as noted, it should be as close as possible 

to the route terminal—the total need is then divided 

among Bellevue's Mobility Management Areas as 

an indication of where such space will need to be 

identified in the future. This provides an actionable 

basis for further consideration and analysis without 

being prescriptive about specific details related to 

siting at this time.
Figure 62 The eastgate park-and-Ride has layover space 
available on-site across from the parking garage and bus bays.

PHOTO BY John Tiscornia
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methodology
The process used here to estimate bus layover 

needs consists of the following five steps:

1. Identify terminals of all 2030 Growing Resources 

network services in the greater Bellevue area.

2. using service frequency, span, and cycle time, 

estimate layover time for each route at each 

terminal.

3. estimate the total number of vehicles that may 

be laying over at any given time per route.

4. Multiply the number of vehicles laying over 

at any given time per route by the length  (in 

feet) required to accommodate each vehicle. 

Different bus length assumptions were used 

for FTn, coverage, and peak-only routes.

5. Sum all identified layover length requirements 

by terminal.

In addition to estimating the total linear feet of 

layover space required, this analysis also estimated 

the operational cost of not having layover space 

immediately proximate to the terminal where each 

route ends. These costs were estimated using 

thresholds of 2- and 5-minute travel times to the 

hypothetical layover facility following the four steps:

1. Add twice the threshold travel time (4 or 10 

minutes) to the cycle time for each route.

2. estimate the annual service cost of the 

additional cycle time.

3. Compare the new service costs to the original 

annual costs.

4. sum the difference in service costs for each 

terminal.

note that these estimates assumes that all trips 

must travel to a remote layover location; in practice, 

layover locations can vary throughout the day 

depending on the demand for available space. These 

costs are only meant to be illustrative.

Frequency: The number of transit vehicles of the 

same route passing a point in one direction during 

one hour, often expressed in terms of the number 

of minutes between consecutive trips, known as 

headway.

Span: The time of day during which a particular 

route operates, expressed as the number of 

hours between the first and last trips scheduled 

in each direction.

Cycle Time: For a given route, the sum of the 

inbound and outbound travel times and layover 

time.
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The range of layover space required is based on 

varying transit vehicle ingress and egress lengths and 

assumed schedule efficiencies. The low estimate 

used the following assumptions: curbside lengths of 

60 feet for FTn and peak-only service and 40 feet 

for coverage routes, and estimated layover times that 

are 20 percent of a route’s cycle time or 10 minutes, 

whichever is greater. The high estimate assumed the 

following: 140 feet for FTN and peak-only services 

and 120 feet for coverage services, and estimated 

layover times were 30 percent of cycle time or 10 

minutes, whichever is greater. 

Note that these assumed lengths reflect variations 

in two factors. First, the differentiation between 

FTn and peak-only services and coverage routes 

relates to the size of the vehicles operated by each 

service type. The former are assumed to be 60-foot 

articulated coaches, while the latter are assumed to 

be standard 40-foot coaches. The second factor, 

which differentiates the low and high estimates 

from one another, is the amount of additional space 

assumed to be required to accommodate a bus in 

layover. The low estimate assumes the vehicle’s length 

alone is required, while the high estimate doubles 

the vehicle’s length to accommodate acceleration 

and deceleration and adds 20 feet more for ingress/

egress space, which would permit queued buses to 

pull out and pass one another.

The range of assumed layover time reflect a more 

general estimation. The low estimate (20%) reflects 

the schedule efficiency typically used by King County 

Metro service planners to generate estimated costs 

for new routes. The high estimate (30%) adds a 

premium of 10 percent to reflect conditions with 

reduced schedule efficiency.

Figure 63 The RapidRide B line in layover at the Bellevue Transit 
Center. FTn and peak-only services are assumed to operate 60-
foot articulated coaches with space requirements similar to this one.

Figure 64 Coverage services are assumed to operate standard 
40-foot coaches similar those used by existing Route 241.

PHOTO BY John Tiscornia

PHOTO BY John Tiscornia
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spaCe requIrements
Applying this methodology results in maximum 

layover requirements—that is, the amount needed 

during the time of day when the most buses are in 

operation—ranging from 3,560 to 8,480 feet (see 

Table 9). For each of the variables in this analysis, the 

assumed conditions are appropriate and applicable 

in some cases but either too conservative or 

excessive in others, depending on site- and service-

specific needs. These estimates should therefore be 

interpreted as the extreme lower and upper bounds 

of what may be necessary, with the actual amount 

of layover space required falling somewhere in 

between. Clearly, these assumptions result in a very 

large range—the high estimate is more than double 

the other.

Although, as noted, this analysis does not attempt 

to identify specific layover locations, it is useful to 

consider how these projected layover needs relate 

to the existing supply, both in terms of amount and 

location. And because the routes defined by the 

2030 Growing Resource network include terminals 

in other jurisdictions, it is instructive to consider the 

layover space implications on those cities as well, 

even if only the Bellevue Transit Master plan is only 

specifically planning for Bellevue. 

It is estimated that approximately 7,000 feet of 

layover space currently exist in the study area that 

includes Bellevue and portions of Redmond, Kirkland, 

and Issaquah. While this total might be sufficient to 

accommodate the projected needs in aggregate, 

consideration of the location of this supply (see 

Figures 20 and 21) suggests that adjustments will be 

necessary. For example, layover sites currently exist in 

the north Bellevue, Bel-Red/northup, Richards Valley, 

and Bridle Trails MMAs; however, no routes proposed 

by the 2030 Growing Resources network have 

terminals in these areas. Conversely, the Crossroads 

MMA is projected to need to accommodate between 
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Route terminals
low estimate (feet) High estimate (feet)

AAM AM MD PM EVE NITE Maximum AAM AM MD PM EVE NITE Maximum

Within Bellevue

Downtown Bellevue 580 1,000 580 1,000 580 460 1,000 1,220 2,460 1,800 2,460 1,660 1,240 2,460

Bellevue Transit Center 400 700 400 700 460 340 700 880 1,700 1,240 1,700 1,240 960 1,700

Bellevue Square 120 180 120 180 60 60 180 200 480 420 480 280 140 480

Old Bellevue 60 120 60 120 60 60 120 140 280 140 280 140 140 280

Crossroads 100 160 100 160 100 100 160 260 400 260 400 260 260 400

eastgate p&R 300 600 420 600 300 300 600 920 1,580 1,180 1,580 1,320 920 1,580

Factoria 60 120 120 120 60 60 120 280 420 280 280 280 140 420

s. Bellevue p&R 40 80 40 80 40 40 80 120 240 120 240 120 120 240

Sub-Total 1,080 1,960 1,260 1,960 1,080 960 1,960 2,800 5,100 3,640 4,960 3,640 2,680 5,100

outside of Bellevue

Issaquah 100 340 220 340 160 100 340 260 720 460 720 460 260 720

220th Ave SE/SE 56th St 0 60 0 60 0 0 60 0 60 0 60 0 0 60

Issaquah Highlands 60 180 120 180 60 60 180 140 480 280 480 280 140 480

Issaquah Transit Center 40 100 100 100 100 40 100 120 180 180 180 180 120 180

Kirkland Transit Center 120 240 240 240 120 120 240 420 700 560 700 560 420 700

Mercer Island p&R 60 360 0 360 0 0 360 60 360 0 360 0 0 360

Redmond 160 400 220 400 220 100 400 460 900 580 640 640 260 900

Bear Creek P&R 0 60 0 60 0 0 60 0 60 0 60 0 0 60

Education Hill 40 40 40 40 40 40 40 120 240 240 120 240 120 240

Overlake P&R 0 60 60 60 60 0 60 0 60 60 60 60 0 60

Overlake Transit Center 60 120 0 120 60 0 120 60 120 0 120 60 0 120

Redmond Transit Center 60 120 120 120 60 60 120 280 420 280 280 280 140 420

Totem lake 60 180 60 180 120 60 180 140 340 280 340 280 140 340

yarrow point Fwy stn 80 80 80 80 80 80 80 240 240 240 360 240 240 360

Total 1,660 3,560 2,080 3,560 1,780 1,420 3,560 4,380 8,360 5,760 8,080 5,820 4,000 8,480

Table 9 Minimum layover space required by route terminal location.

320–800 feet of layover space in 2030, but no layover 

locations currently exist there. Because retention of 

the existing layover locations would incur inefficiencies 

as buses travel from their terminals to layover, it is 

clear that additional analysis will be required in the 

coming years to determine where these needs can 

be optimally accommodated.
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Figure 65 Bus layover needs in linear feet by Mobility Management Area (MMA): Conservative (low) estimate.
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Figure 66 Bus layover needs in linear feet by Mobility Management Area (MMA): High estimate.
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loCatIon ImplICatIons
Table 10 and Table 11 offer two different ways of 

considering the impacts of layover location decisions 

on operating efficiency. Table 10 follows the four-step 

methodology presented on page 82 to estimate 

the annual weekday cost in platform hours of locating 

a bus layover location 2 or 5 minutes away from the 

route terminal for each of the eastside terminals 

served by the 2030 Growing Resources network. 

That assessment indicates that between 48,000 to 

108,000 annual additional weekday platform hours 

would be incurred, of which about 30,000 to 70,000 

annual platform hours would be derived from layover 

locations within Bellevue. 

Table 11 provides a hypothetical example that more 

generally illustrates the impacts of moving a layover 

location away from a route terminal, in this case for 

a route with a round trip running time of 90 minutes. 

several scenarios of service frequencies and travel 

times to the layover location are included. The table 

illustrates the significance of layover location selection 

in a general sense to avoid complications that may 

arise in any given specific location. Assuming an 

average speed of 12 mph, the travel times shown 

range from 1 to 4 miles away. Figure 67 on page 91 

provides a representative example of how this might 

be applied to routes with terminals at the Bellevue 

Transit Center, but it must be emphasized that the 

areas shown are based solely on radial distance and 

not meant to reflect actual travel times. 

The calculations in Table 11 make several 

assumptions that should be noted. The additional 

hours shown are relative to if the route's layover 

location were at its terminus. Both the existing and 

new schedule are assumed to require 20 percent 

layover and recovery, which is consistent with the low 

estimate reflected in the terminal-based assessment. 

Finally, the calculations assume six hours of peak and 

ten hours of off-peak operation.

Route terminals

total Annual Additional Weekday 
Platform Hours Given...

2-minute 
terminal Access

5-minute 
terminal Access

Within Bellevue

Downtown Bellevue 15,221 36,679

Bellevue Transit Center 9,518 25,098

Bellevue Square 2,899 5,716

Old Bellevue 2,805 5,865

Crossroads 2,805 8,160

eastgate p&R 9,648 20,804

Factoria 1,785 4,080

s. Bellevue p&R 765 957

Sub-Total 30,224 70,680

outside of Bellevue

Issaquah 2,856 7,523

220th Ave SE/SE 56th St 51 128

Issaquah Highlands 1,777 5,971

Issaquah Transit Center 1,029 1,424

Kirkland Transit Center 3,570 9,690

Mercer Island p&R 952 2,380

Redmond 4,786 8,479

Bear Creek P&R 102 255

Education Hill 2,550 2,550

Overlake P&R 264 659

Overlake Transit Center 85 935

Redmond Transit Center 1,785 4,080

Totem lake 4,335 7,150

yarrow point Fwy stn 1,530 2,295

Total 48,252 108,196

Table 10 Additional annual weekday platform hours incurred by 
traveling to layover locations for each route terminal in the 2030 
Growing Resources network.

BELLEVUE TRANSIT
MASTER PLAN88

Dra
ft



existing Weekday Service levels Annual Platform Hours (90 Minute Roundtrip)

Service Levels
Peak Frequency 5 10 15 20 30

Off-Peak Frequency 10 20 30 40 60

Baseline Annual Hours 61,710 32,130 22,440 16,830 11,220

Additional Annual Weekday Platform Hours Due to Change in layover location By Service level   

Service Levels
Peak Frequency 5 10 15 20 30

Off-Peak Frequency 10 20 30 40 60

if new layover 
location is...

5 Minutes Away 5,610 1,530 — — —

7 Minutes Away 9,690 5,610 4,080 4,080 4,080

10 Minutes Away 15,300 7,140 4,080 4,080 4,080

15 Minutes Away 20,910 11,220 5,610 5,610 4,080

20 Minutes Away 28,050 12,750 9,690 5,610 5,610

Percent impact of layover Relocation on Platform Hours     

if new layover 
location is...

5 Minutes Away 9% 5% 0% 0% 0%

7 Minutes Away 16% 17% 18% 24% 36%

10 Minutes Away 25% 22% 18% 24% 36%

15 Minutes Away 34% 35% 25% 33% 36%

20 Minutes Away 45% 40% 43% 33% 50%

Span of Service Assumes existing route currently takes layover at route terminus�

peak hours 6 Assumes existing schedule at 20% layover and recovery, new schedule at 20% layover and recovery�

off-peak hours 10 Assumes existing roundtrip running time of 90 minutes�

Assumes six hours of peak and ten hours of off-peak operation�

Putting Annual Platform Hours in Context

service hours 
needed to...

Fund a bus during the peak 1,530

Fund a bus midday and evening 2,550

Fund a bus all day 4,080

Table 11 example of service hours impact of layover relocation.

Any specific route would likely experience different 

results in a real world scenario than are shown below. 

however, this model provides a conceptual, planning-

level illustration of the implications of layover site 

selection. Again, for purely illustrative purposes, we 

may consider the implications of the results in Table 

11 on routes terminating at Bellevue Transit Center 

(BTC), as shown in Figure 67. If the hypothetical 

route terminates at BTC, it would incur no additional 

annual platform hours. If the route travels 5 minutes 
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to a layover location within the inner green circle—an 

area generally including Downtown and its immediate 

vicinity—it would incur up to roughly 5,610 additional 

annual weekday platform hours. This means that 

the process of traveling from the route terminal to its 

layover location, which provides no service to transit 

users, adds the equivalent of up to 9 percent of the 

route's existing total annual weekday platform hours, 

reducing the route's operating efficiency and wasting 

scarce transit resources. 

It follows that the further the route must travel to 

reach its layover location, the more significant the 

loss. A route traveling from BTC to the south Bellevue 

park-and-Ride on the edge of the middle yellow circle 

(reflecting 2 miles, or 10 minutes) would incur about 

15,300 additional annual weekday platform hours, 

or about 25 percent more than the route's baseline 

annual hours. This latter hypothetical is particularly 

noteworthy given that south Bellevue station is 

being designed with considerable bus layover 

accommodations, yet the south Bellevue MMA ranks 

fourth of five Bellevue MMAs in terms of the amount 

of layover space it needs to accommodate based on 

the number of 2030 Growing Resources routes with 

terminals there.
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Figure 67 Bus layover needs in linear feet by Mobility Management Area (MMA): Conservative (low) estimate.
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BaCkground
 According to respondents of Bellevue's Transit 

Improvement survey, improving service speed and 

reliability by investing in roadway and traffic signal 

infrastructure is the highest priority for municipal 

investment in transit among current transit users in 

Bellevue (see Figure 68). Building from an extensive 

market analysis, review of future growth patterns, 

and evaluation of transit needs, the City of Bellevue’s 

Transit Master Plan (TMP) will detail specific capital 

projects that will improve transit speed and reliability 

in high ridership bus corridors. This task, identified as 

the Capital element in the TMp scope of work, has 

three primary objectives: 

1. stimulate discussion on congestion in Bellevue 

that compromises transit's efficiency. 

2. evaluate the trade-offs associated with different 

street design decisions. 

3. Assess roadway, signal system, and other 

right-of-way improvements that could be made 

to support the 2030 Frequent Transit network 

outlined in the service Vision Report. 

30% 

Improve service speed and 
reliability by investing in 

roadway and traffic signal 
infrastructure. (595)

10% 

provide additional route, 
schedule, and wayfinding 

information at bus shelters. 
(189)

21% 

provide real-time bus 
arrival information signs at 
major stops, similar to the 

RapidRide B line at Bellevue 
Transit Center. (405)

5% 

Install additional bicycle 
lanes/trails to better connect 

neighborhoods to bus 
services. (105)

14% 

Increase vehicle parking 
capacity at park and Ride 

lots. (264)

Figure 68 The most common way current transit users think the City should invest municipal resources to improve transit service in Bellevue 
is by “improving service speed and reliability by investing in roadway and traffic infrastructure” (30.3%; 595/1,962). The above are the 
five strategies most commonly selected by respondents to the 2012 Transit Improvement Survey. For full results, see the Bellevue Transit 
Improvement Survey Report.

hoW ShoulD thE city invESt?
according to current transit users
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For the purposes of assessing potential capital 

projects, the Capital element references the 2030 

Frequent Transit network (FTn) as proposed in the 

Transit Service Vision Report (see Figure 2 on page 

2 and Figure 1 on page iv). This network is 

comprised of all frequent services operating in the 

2030 Growing Resources scenario, which increases 

service by approximately 47 percent from spring 

2012 levels to accommodate the projected near 

tripling of citywide transit demand by 2030. This is 

both the vision to which the City aspires and that 

with the greatest number of buses in operation—

and hence that with the greatest need for capital 

investments to support fast and reliable service. The 

FTn supports Downtown growth, planned Bel-

Red corridor redevelopment, and Bellevue's other 

activity centers with well-connected bus routes that 

seamlessly interface with east link light rail. people 

traveling along FTn corridors can expect convenient, 

reliable, easy-to-use services that are so frequent, 

riders will not need to refer to a schedule when using 

these routes or connecting to east link.

As part of the ongoing outreach supporting the 

TMp, the Transportation Department held the joint 

Board/Commission Capital and policy Workshop on 

september 6, 2013. Workshop participants engaged 

in a discussion about the appropriate degree to which 

transit should be given priority over other modes—if 

at all—and in which situations. This was considered 

both in terms of the language used in City policies and 

in relation to transit priority treatments along Frequent 

Transit network corridors. Refer to the Capital & 

Policy Workshop Report for additional information. 

Although the Capital & policy Workshop 

represented only an initial step in the capital planning 

process, the perspectives expressed and insights 

gleaned from it prompted numerous rounds of 

staff consultation, field assessment, and technical 
Figure 69 Boards and Commission members provide their 
perspective on potential transit priority policy language and 
treatment options.
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evaluation. on november 14, 2013 Bellevue staff 

published the Draft Capital Element Background 

Report (Volume 1: Speed and Reliability), which 

addressed each of the following:

1. Past Studies – summary of notable previous 

studies conducted since the adoption of the 

2003 Bellevue Transit plan. see pages 99 

through 103 of this report.

2. Toolbox of Corridor Treatments – A review 

of best practices compiled into a toolbox of 

speed and reliability treatments to guide capital 

improvements along FTn corridors. see pages 

105 through 119 of this report.

3. Speed & Reliability Issue Identification –     

evaluation methodology used to determine 

where it might be appropriate for Bellevue to 

consider investing in capital projects along 

FTn corridors. see pages 120 through 141 

of this report.

4. Potential Improvements – A preliminary list 

of potential speed and reliability improvements 

for each of the FTn corridors. see pages 53 

through 77 of the Draft Report. (The current 

list of projects being proposed is presented on 

pages 143 through 163 of this report.)

5. Projected Outcomes – Assessment of 

potential speed and reliability improvements on 

transit and general purpose travel speeds. see 

pages 165 through 169 of this report.

preliminary project descriptions and visualizations 

provided Transportation Commissioners and other 

interested stakeholders with an opportunity to review 

and comment on the potential improvements being 

considered. over the course of several Commission 

meetings, staff responded to requests for additional 

information on many of the projects contained in 
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the Draft Report. In some cases, these requests 

prompted detailed micro-simulation traffic model 

analysis (see Appendix 5 on page A234). During this 

evaluative stage, a number of suggested projects 

were eliminated from further consideration due to one 

or more 'fatal flaws' that were identified, but these 

projects are included for reference in this document 

in Appendix 7 (see page A268).

The current list of speed and reliability 

improvements is based on months of technical review 

and input from the Transportation Commission (see 

pages 143 through 163). still, these projects 

remain conceptual, and the final details of design will 

be developed as the projects proceed further along 

in the implementation process.
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paSt StuDiES 
The first task of the Capital Element was the 

documentation of previously identified transit and 

roadway improvements along the corridors served 

by the Frequent Transit network (FTn). The following 

provides a brief summary of the reports referenced. 

Downtown Transportation Plan Update (current) – 

This on-going project will be a focused update to 

the transportation portion of the Downtown subarea 

plan, which was adopted in 2004. The update 

will incorporate forecasted growth in population 

and employment through 2030 to ensure that the 

Downtown transportation system can function well 

and support this anticipated growth. A multimodal 

strategy is being pursued to accommodate both 

motorized and non-motorized transportation demand. 

The final report will include a revised list of system 

improvements to roadways, transit, pedestrian and 

bicycle facilities, and traffic signal operations. While 

still on-going, some early results of this effort relating 

to the Transit Master plan include the establishment of 

future transit circulation patterns in Downtown, which 

are reflected in the networks proposed in the Transit 

Service Vision Report, and the consideration of projects 

such as the 108th Ave ne Bus priority Corridor. 

East Link Extension Cost Savings Work Plan 

Findings (2012) – Following the november 2011 

execution of a Memorandum of understanding (Mou) 

regarding funding and construction of east link light 

rail, the City of Bellevue and sound Transit analyzed 

cost savings concepts that have the potential to save 

at least $60 million in project costs while supporting 

the system’s performance. This report summarizes 

the cost savings options advanced for further 

development, including alternative alignments for 

Bellevue Way and 112th Ave se segments and several 

Figure 71 Map of the three areas with cost savings options 
advanced for further consideration, from the East Link Extension Cost 
Savings Work Plan Findings�

East Link Extension 
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 Cost Savings Work Plan Report - Advancement of Options 

Page 3 

2.0 Cost Savings Work Plan- Advancement of Options 
The following map, Figure 2.0.0, identifies the locations of the Cost Savings Ideas advanced for further 
development and described in this report:   

  

  
Figure 2.0.0:  
Cost Savings Ideas – Advancement of Options 

Figure 70 The 2030 Transit priority network from the Downtown 
Transportation Plan Update.

Sources:
City of Bellevue

Building Footprints:
Spring 2009
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Figure 72 proposed improvements and revised transit routing 
around Bellevue College along snoqualmie River Rd, from the 
Eastgate/I-90 Transportation Strategies Report.

CITY OF BELLEVUE
January 2012

Department of Planning and Community Development
Department of Transportation

Transportation Strategies Report

32 

delivery at the direct access ramp and at the intersection with SE 36th 
Street.		At	present,	these	two	major	transit	hubs	are	less	than	a	half	mile	
apart	as	the	crow	flies.	Unfortunately,	terrain	and	the	road	network	make	
this	a	very	difficult	connection.		Coaches	go	all	the	way	out	to	148th	Avenue	
and turn onto Eastgate Way; this amounts to three signalized left turns in 
the	northbound	direction,	in	addition	to	a	lot	of	added	distance.		

To	enhance	linkages	between	the	Park	&	Ride	and	College,	the	preferred	
land use and transportation vision incorporates a covered walkway on the 
142nd Place SE bridge (much like the Totem Lake I-405 direct access ramp 
has	between	the	Kingsgate	Park	&	Ride	and	the	flyer	stops).		At	present,	
the	walk	is	exposed	to	the	elements,	which	reduces	the	attractiveness	of	
transferring between local and regional service at this location   

In	addition	to	improving	pedestrian	comfort	with	weather	protection,	bus	
stops would be placed on the 142nd Place SE bridge immediately adjacent to 
the	I-90	flyer	stops	to	allow	for	seamless	transfers	between	regional	service	
on	I-90	and	local	service	to	Factoria,	Bellevue	College,	and	points	beyond.		To	
realize	this	location’s	transfer	potential	(which	will	lead	to	greater	ridership),	
the sidewalk on the bridge would be widened to 8 feet to allow for bus 
stops on the structure (the sidewalk is only 6 feet wide) 

Structural	modifications	of	the	bridge	structure	do	not	appear	necessary	to	
advance these improvements   Visual inspection shows that the travel lanes 
on the 142nd Place SE bridge are 14 feet wide and the sidewalks are 6 feet 
wide  It appears possible to narrow the travel lanes to 12 feet and widen the 
sidewalks	to	8	feet,	which	would	be	required	for	a	bus	stop.	Buses	would	
stop	in-lane	on	the	bridge,	which	may	delay	traffic	on	the	bridge	at	times.

Figure 29 on the previous page shows the concept of a wider/covered 
pedestrian walkway across the 142nd Place SE bridge connecting with and 
contributing to the Mountains to Sound Greenway trail concept on the SE 
36th	Street	frontage	road.		North	of	the	bridge,	improvements	would	be	
made	on	Snoqualmie	River	Road,	which	includes	upgraded	pavement	to	
support	buses,	sidewalks,	accessible	bus	stops,	and	the	south	entrance	
intersection   This capital investment would allow for the bus routing 
concept depicted in Figure 30 (source: Bellevue College Transportation 
Planning Study; July 2011)  

Developing 142nd Place SE as a “transit emphasis corridor” necessitates a 
partnership	between	the	City	of	Bellevue,	Bellevue	College,	Sound	Transit,	
and King County Metro to address the following key challenges: (i) a loss Figure 30 Bellevue College Transit Circulation Concept

BUILDING TBUILDING T

PARK & RIDE

TRANSIT ROUTE OPTION

A. Loss of College parking along Snoqualmie River Road (assumed at about 100 stalls)
B. Conflicts with campus delivery vehicles and parking access driveways
C. Requires improvement to south campus entrance intersection and possible revisions to adjacent 
     residential community access
D. Requires upgrade to pavement structure to support transit buses
E. Require ADA accessible (8’ feet wide) boarding/alighting platforms on both sides of Snoqualmie River Road
F.  Neighborhood condominium developments affected by increase in vehicular generated noise 
G. Non-campus vehicles “cutting through” campus
H. Need for a pedestrian walkway along the east side of roadway
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options for the Downtown station design. The review 

of each of these includes anticipated cost savings, 

impacts to traffic, vehicle and pedestrian access, 

noise, visual appearance, and any impacts to adjacent 

properties, wetlands, and parks. other projects 

are associated with these concepts, including a 

southbound hoV lane along Bellevue Way se between 

112th Ave se and south Bellevue park-and-Ride.

Eastgate/I-90 Land Use and Transportation 

Project (2012) – The Transportation Strategy 

Report outines a vision that will guide public and 

private actions, investments, and capital project 

priorities to improve mobility for all travel modes in 

the eastgate/I-90 corridor. potential improvements 

advanced by the plan are oriented toward finding 

the best transportation solutions for the area that 

are affordable, supported by the community, and 

can be implemented in a reasonable time frame. 

The list includes projects that would improve traffic 

flow at critical intersections, enhance the pedestrian/

bicycle environment, and increase the attractiveness 

of transit as a travel option. one of the transit 

improvements proposed is the development of 

142nd pl se as a transit emphasis corridor, including 

upgrading snoqualmie River Rd to support buses 

and accessible bus stops.

 

SR-520 High-Capacity Plan (2008) – The SR-

520 High Capacity Transit Plan outlines a strategy 

for meeting the demand for cross-lake travel with 

an incremental implementation of bus rapid transit 

service that connects employment, residential areas, and 

activity centers on both sides of lake Washington. 

The plan recommends how transit can build on capital 

investments identified for the SR-520 Corridor Program 

by substantially increasing service and improving off-

corridor transit facilities to help meet future growth in 

travel. of the plan’s three major elements, that most 

relevant to the TMp is the near-term implementation 
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of bus rapid transit service on sR-520 supported by 

hoV lanes and direct-access ramps, transit priority 

treatments at intersections, intelligent transportation 

systems (ITs), and improvements in fare collection 

systems and bus stations. 

I-405 Bus Rapid Transit Concept Reports – 

several reports related to I-405 Corridor BRT planning 

were reviewed to help inform the TMp Capital element, 

including White Paper: I-405 Bus Rapid Transit Line 

Concept (2003) and the I-405 South Corridor Bus 

Rapid Transit Pre-Design Report (2005). The former 

describes components of the proposed BRT line 

for the entire I-405 corridor, including hoV lanes, 

direct access ramps, BRT station locations and 

designs, fare collection, ITs, and other features. 

It also presents ridership forecasts for the corridor 

with and without implementation of the BRT line 

and estimates the cost of the various infrastructure 

investments considered by the plan. The latter report 

builds on earlier I-405 Corridor studies, focusing 

on the the southern portion of the corridor from 

Bellevue to sea-Tac Airport. It assesses the overall 

feasibility of operating BRT along this section of the 

corridor in the short- (2014) and long-term (2030), 

considers current travel times and sources of delay, 

and identifies infrastructure needed to support BRT 

operations along with planning-level cost estimates.

Bellevue Transit Improvement Analysis (2005) –  

In April of 2004, King County Metro, sound Transit, 

and the City of Bellevue collaborated to consolidate 

all of the proposed transit improvements in Bellevue 

from various prior studies and to identify immediate 

transit needs. This report summarizes the results of 

the arterial improvement evaluation and Tsp analysis. 

The goal was to identify routes and corridors with 

the greatest needs based on a qualitative review of 

headways, ridership, and historic delay problems. 

The primary corridors identified include NE 8th St, 

Figure 73 A map depicts the existing transit and hoV facilities on 
sR-520, from the SR-520 High-Capacity Plan.

600 – 108th Avenue NE, Suite 405 
Bellevue, WA 98004 
Main 425-456-8500 
Fax 425-456-8600

I-405 South Corridor 
Bus Rapid Transit Pre-Design 

Final Report 
June 16, 2005

Prepared By: 
IBI Group 

506 Second Avenue, Suite 600 
Seattle, WA 98104

Mirai Associates 
11410 NE 122nd Way, Suite 320 

Kirkland, WA 98034 

Otak
117 S Main Street, Suite 400 

Seattle, WA 98104 

I-405 Bus Rapid Transit Pre-Design: Final Report 
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Exhibit 4-9(a): 2014 AM Peak Period Patterns Exhibit 4-9(b): 2030 AM Peak Period Patterns 

Exhibit 4-10: 2014 & 2030 Forecasted Demand (Total Daily) 
for 4-Route Trunk and Branch Modeling Concept 

2014 Total Demand 2030 Total Demand 
Southbound Northbound Total Southbound Northbound Total

AM Peak Period 2,300 1,460 3,760 4,300 1,970 6,270
PM Peak period 2,590 2,120 4,710 1,970 4,300 6,270
Off-Peak 1,460 2,300 3,760 4,660 3,690 8,350
Daily (Weekday) 6,350 5,880 12,230 10,930 9,960 20,890

Alightings

Boardings

Alightings

Boardings

December 2008

The Washington State Legislature and 
The Joint Transportation Committee

Submitted by:

Prepared for:

Paula J. Hammond
Secretary of Transportation
Washington State Department of Transportation

In cooperation with:

16  SR 520 High Capacity Transit Plan
Chapter 1

Existing Transit and HOV Facilities
Exhibit 1-1

Addressing transit constraints in the 
SR 520 corridor
SR 520 is one of the highest-volume transit corridors in the region. 
Metro, Sound Transit, and Community Transit provide 566 daily bus 
trips on 23 routes across the SR 520 bridge. On an average 
weekday in 2008, Metro and Sound Transit buses carried almost 
15,000 riders across the SR 520 Bridge. That figure includes 5,000 
people riding the bus during the morning peak period (6 to 9 a.m.) 
– equal to a freeway lane operating efficiently for the three-hour 
morning commute.

Travel time data collected by Metro indicates that actual bus travel 
times between NE 51st Street in Redmond and the Montlake 
Flyer Stop in Seattle can range from 10 to 40 minutes westbound 
in the morning peak period and 10 to 35 minutes eastbound in the 
afternoon peak period. These traffic delays make transit less reliable 
and less attractive as a travel choice while increasing the cost to 
provide the service.
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The SR 520 HOV lane system is currently incomplete, as shown in 
Exhibit 1-1. The eastbound lane runs only from 124th Avenue NE 
to West Lake Sammamish Parkway. The westbound lane begins at 
West Lake Sammamish Parkway and terminates before I-405, starts 
again at 108th Avenue NE and ends just before the SR 520 bridge, 
requiring buses to merge with general-purpose traffic. There is no 
eastbound HOV lane between I-5 and I-405, nor is there a 
westbound lane between Evergreen Point Road and I-5. 
Additionally, the HOV lanes as they exist today are on the outside 
of the corridor, requiring other vehicle traffic to weave through HOV 
and transit traffic to reach the general-purpose lanes. This weaving 
and the intermittent HOV lanes cause increased traffic congestion 
as buses, vanpools and carpools merge in and out of 
general-purpose traffic.

Figure 74 Maps depict I-405 BRT stop-level ridership forecasts 
for the AM peak period in 2014 and 2030, from the I-405 Corridor 
Program: Bus Rapid Transit Line Concept�
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Figure 76 High priority projects identified by the ITS Master Plan�

ITS Master Plan
City of Bellevue

“Enhancing Transportation Safety and Efficiency”

July 28, 2004

Prepared by

Executive Summary July 28, 2004

Center-to-Center Integration
This project will implement center-to-center
communications with Redmond’s future central signal
system and will re-establish the
connection to WSDOT.  The center-to-
center communications to WSDOT
requires software upgrades on the
interface servers.

Signal System Upgrade for TSP and TRPS
This project will upgrade
the City’s Computran
system to improve traffic
responsive pattern
selection (TRPS) and
TSP operations.

Transit Signal Priority
In a joint effort with King County Metro and Sound
Transit, The City of Bellevue will deploy new TSP sites
near the Bellevue Transit Center as part of the
Downtown Access Project.  In addition, the City is
starting a project to evaluate TSP along the corridor of
six of the most heavily traveled transit routes
in Bellevue. This project
involves a joint effort with
King County Metro and
Sound Transit to install
TSP at up to 120 sites in
the next twenty years.

Real-Time Transit Arrival Signage
This project will be a joint effort with King County

Metro and
Sound Transit to
deploy signage at
major transit
hubs and transfer
points to notify
travelers of the
estimated arrival
and departure

xiii

Deployment Plan

time for specific transit routes.  The high priority locations
include the Bellevue Transit Center, Eastgate, South
Bellevue, Wilburton and Newport Hill Park and Rides,
Factoria Mall, Bellevue Square and the Crossroads
Shopping Center.

Intra-Agency Video
Sharing
This project will provide
video to the Police, Fire, the
911 center, the Emergency
Operations Center and the
Bellevue Service Center.

Remote Monitoring of City Facilities
This project will monitor
City facilities such as
Downtown Park or water
reservoirs.  The monitoring

may be via CCTV or other technologies.

Flood Warning System
This project will deploy flood
monitoring equipment at six critical
locations in Bellevue.

Traffic Data Query System
This project will enhance the loop data management
program in the Computran system to improve access

to historic system detector
data and provide access to
automated traffic count
information.

Roadway Weather Information System
Weather stations with roadway
temperature monitoring will be
included at six critical locations.

Figure 75 Summary of the TSP analysis process and the fifteen 
highest-ranked intersections prioritized for transit signal priority (Tsp), 
from the Bellevue Transit Improvement Analysis.

Bellevue Transit 
Improvement Analysis

January 24, 2005

Submitted by

 Prepared for

King County Metro
Sound Transit
City of Bellevue

 
 

 
Bellevue Transit Improvement Analysis 
Executive Summary 

ii January 24, 2005 

 

E-1.2 TSP Analysis 
The study corridors encompassed 81 signalized intersections.  The 
goal of this analysis was to determine which intersections warranted 
TSP and of those intersections, determine which were high, medium, 
or low priority locations.  The committee wanted to deploy TSP on a 
corridor basis so all the analysis is ultimately grouped by corridor.  
This decision resulted in excluding intersections in the downtown 
core. 

The first step of the analysis was to evaluate the intersections based on 
the bus delay factor.  This value is calculated by multiplying the 
movement delay calculated from a traffic analysis model (Synchro) by 
the peak hour bus volume.  The AM, midday and PM peak bus delay 
factors were added together to create a score for each intersection.  
The scores were then compiled by corridor and route to determine 
which corridors and routes had the highest average intersection score.  
This evaluation resulted in further review of the five corridors 
previously mentioned.  The selected corridors are shown in Figure 3. 

The further review required the use of King County Metro’s TSP Interactive Model (TIM).  
This model was used to calculate the benefit-to-cost ratio of deploying TSP.  The value of the 
bus passenger’s and transit operator’s time that is saved as the result of TSP is compared 
against the cost of furnishing, installing and maintaining the equipment.   

Intersections that showed a negative benefit-to-cost ratio were dropped from consideration on 
each corridor.  This reduced the number of eligible intersections to 28.  The corridors were 
ranked based on their average net benefit per intersection to help determine the high priority 
TSP locations.  The top two corridors were NE 8th Street and SE Eastgate Way.  Bellevue 
Way was ranked fourth of the five corridors, but was elevated to a high priority corridor 
because it provided the greatest benefit to Sound Transit.  Below is a list of the final 15 high 
priority locations. Figure 5 summarizes the rankings of all the intersections evaluated. 

High Priority Locations 

• NE 8th Street/116th Avenue NE • SE Eastgate Way/P&R Entrance 

• NE 8th St/Old Bel-Red Rd/120th Ave NE • SE Eastgate Way/148th Avenue SE 

• NE 8th Street/124th Avenue NE  • NE 2nd St/Bellevue Way NE 

• NE 8th Street/140th Avenue NE • Main St/Bellevue Way NE 

• NE 8th Street/143rd Avenue NE • Bellevue Way SE/108th Avenue SE 

• NE 8th Street/148th Avenue NE • Bellevue Way/112th Avenue SE (North) 

• SE Eastgate Way/139th Avenue SE • Bellevue Way SE/Bellevue P&R 

• SE Eastgate Way/140th Avenue SE  

156th Ave ne, Bellevue Way, eastgate Way, and 

Factoria Blvd. King County Metro’s Tsp Interactive 

Model (TIM) was used to calculate the benefit-to-

cost ratio of deploying Tsp, wherein the value of the 

bus passenger’s and transit operator’s time saved 

is compared to the cost of furnishing, installing, and 

maintaining the equipment. of the 81 signalized 

intersections originally assessed, most were removed 

from further consideration on the basis of negative 

benefit-to-cost ratios, leaving 28 eligible intersections. 

The fifteen highest ranked locations were estimated 

to cost $543,000 to furnish and install equipment.

ITS Master Plan (2004) – The Bellevue ITs plan is 

a road map to implement an integrated system of 

transportation strategies based on a set of identified 

opportunities. The plan’s purpose is to establish the 

need for ITs investments in the region, to identify 

relative priorities to direct ITs investment, to identify 

specific projects to be deployed to address identified 

needs, and to prioritize financial resources for ITS 

opportunities. The plan was coordinated with regional 

efforts to ensure that ITs strategies are integrated and 

complementary, which helps ensure that Bellevue is 

eligible for federal ITs funding. Among the projects 

identified is a collaborative evaluation with Metro of 

the potential to deploy Tsp at up to 120 along six of 

Bellevue's most heavily traveled transit routes, which 

would be implemented over twenty years.

 

Factoria Area Transportation Study Update (2005) – 

This report is an update to the 1996 Factoria Area 

Transportation Study, which was completed three 

years after the area annexed to Bellevue. The 

update documents the transportation system 

capacity analysis that was conducted, addresses 

the needs of all modes of transportation within 

the area, and provides design guidance for private 

sector redevelopment along Factoria Blvd. Further, 

the update provides a strategy to achieve long-term 
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Invisible page ref — end past studies 

and projects

mobility and safety for all transportation system 

users. It challenges the existing, disconnected 

suburban land use pattern, providing transportation 

and urban design recommendations embraced by 

the community that would create a well-integrated, 

transit supportive, pedestrian oriented, mixed-use 

urban neighborhood. 

148th Avenue Mobility Improvement Package 
(2003) – This study addresses the concerns of 

residents of east Bellevue neighborhoods, who 

were concerned that excessive traffic in the 148th 

Ave corridor was resulting in increased traffic on 

neighborhood streets. The project’s vision is to gain 

community support for transportation improvements 

to optimize north-south travel on 148th Ave that 

maximizes the people-moving capacity of the system 

while minimizing the impacts on parallel arterials and 

neighborhood streets. The report identifies short- and 

mid-term projects to manage congestion problems 

and protect neighborhoods from cut-through traffic. 

some transit projects recommended include Tsp at 

slected locations along 148th Ave and a southbound 

queue jump at se 24th st. 

Figure 78 project extents assessed by the 148th Avenue Mobility 
Improvement Package�

148th Avenue Mobility Improvement Package                 Page 3 
____________________________________________________________________________

EXECUTIVE SUMMARY 

1 - BACKGROUND 

148th Avenue is the primary north-south arterial in East Bellevue.  Traffic on this roadway has 
steadily increased since 1996, partly as a result of development in the Overlake area.
Intersections along 148th Avenue are monitored to measure concurrency for Mobility 
Management Area 9 (MMA 9), and in 2000, the concurrency regulations were triggered due to 
excessive traffic in that corridor.  Residents in East Bellevue are concerned about increased 
traffic in their neighborhoods, traffic that “cuts through” their streets because 148th Avenue is too 
congested.  However, constituents don’t necessarily agree on solutions.   

The Bellevue Transportation Department is undertaking several efforts to identify projects to 
manage traffic congestion and protect neighborhoods in east Bellevue.  The City’s 
Comprehensive Plan and Local Transportation Vision place a high priority on maintaining 
mobility on arterial streets and minimizing the adverse impacts of traffic on neighborhoods.  
These documents charge the City to maintain mobility on arterial streets in an effort to reduce 
neighborhood cut-through traffic. City policy prescribes a multi-modal approach including transit 
improvements, arterial improvements, trip reduction, pedestrian and bicycle improvements, and 
technology enhancements.  The Comprehensive Plan also directs the City to include affected 
neighborhoods, interested citizens, and partnering agencies (such as King County Metro) in the 
planning and design of transportation system improvements. 

Project Vision and Purpose 

At the onset of the project, the project team members held a chartering meeting to identify the 
project purpose and vision, identify key issues and project risks, develop a decision making 
process, and outline various team member roles and responsibilities.  The project vision and 
purpose, as defined by the project team, are shown below. 

Project Vision 

The project vision is to gain community support for transportation improvements to optimize 
north-south travel on 148th Avenue with a product that: 

• Maximizes the people moving capacity of the system 
• Incorporates public involvement through the study process 
• Minimizes the impacts on parallel arterials and neighborhood streets, and 
• Preserves a linear park character of the 148th Avenue corridor by balancing mobility 

improvements with landscaping impacts. 
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Figure 77 Transit facilities and service improvement projects 
identified by the Factoria Area Transportation Study�

 Executive Summary 

City of Bellevue Page 8
Factoria Area Transportation Study Update 
July 2005 

Transit Projects 

Improving transit facilities and services is important to 
Factoria area residents, shoppers, employees, and businesses. 
Investments in transit, together with pedestrian amenities 
will support Factoria livability and may reduce the long-term 
need to expand arterial capacity. Additional transit facility 
projects are included within the Urban Design projects. 

Transit Centers 
TC-1: Develop ”Factoria Station” transit center on 

Factoria Boulevard, near SE 38th St.  

Transit Rider Amenities 
BA-1: Provide bus shelters at bus stops on Factoria 

Blvd
BA-2: Provide and maintain trash receptacles at 

Factoria Boulevard transit stops 

Improve Bus Frequency /Routes 
IFR-1: Enhance regular bus service to the Factoria 

area
IFR-2: Provide additional park and ride facilities at 

local church sites 
IFR-5: Determine the demand for a new bus stop on 

westbound 41st Place at 124th Ave SE 

Transit Layover Space  
L-1: New transit layover site on the east side of 

124th Ave. SE, west of Newport High School 
L-2: Provide a transit layover site on the Newport 

High School campus for school-related buses
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tranSit priority 
toolBox

The Transit priority Toolbox includes a range 

of transit priority treatments being considered for 

implementation on Bellevue's transit corridors by 

2030. The purpose of the toolbox is to guide capital 

improvements on Frequent Transit network (FTn) 

corridors that will improve the speed and reliability of 

these services—both to make them more attractive 

to the public, and to ensure they achieve operating 

speeds consistent with estimates in the Transit Service 

Vision Report.

Treatments considered in the Transit priority 

Toolbox are generally divided into three categories:

1. intersection treatments, including Tsp, queue 

jump lanes, and left turn restrictions;

2. Bus stop treatments, including in-lane stops, 

curb extensions, and transit islands; and

3. Running way treatments, including BAT 

lanes, arterial hoV lanes, transit-only lanes or 

streets, contra-flow bus lanes, and busways.

each category includes strategies with different 

levels of financial investment, degrees of benefit to 

transit, and impacts to other travel modes. some 

improvements are intended for discrete locations, 

while others are meant to be coordinated along 

entire corridors. some locations or corridors may 

warrant multiple improvements based on existing 

configurations and level of transit priority deemed 

appropriate. Figure 79 provides a graphical summary 

of the treatment types organized according to the 

degree of transit operational exclusivity they provide. 

The following pages describe each of the treatments 

being considered, their advantages, disadvantages, 

and approximate cost, and include photographs of 

their application elsehwere in the puget sound region. 
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Figure 79 Diagram of the level of operational exclusivity exhibited by the primary categories of treatments in the Transit priority Toolbox.
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InterseCtIon treatments

transit Signal Priority

Description 

Transit signal priority (Tsp) is an operation that 

adjusts signal timing to prioritize transit vehicle 

movements along a corridor. There are several types 

of signal priority treatments, as shown at left, with 

green extension and early green used most commonly. 

Intersection context and city policy have a significant 

impact on the speed and reliability benefits that TSP 

can provide to transit. Arterials with medium levels 

of congestion and frequent signalized intersections 

are ideal for Tsp. Many other priority treatments are 

paired with Tsp to improve overall effectiveness.

passive Tsp strategies include signal timing 

coordination and the addition of a special signal phase. 

Active Tsp offers the additional ability to give a bus 

priority conditionally based on one or more factors, 

including whether a bus is running late, the number of 

passengers on board, and how recently priority was 

given to another bus. upgrades to signal controllers 

and fiber communication lines are often necessary for 

implementation of active Tsp strategies.

Green Extension – This application keeps a signal 
green for an approaching bus until the bus has passed 
through an intersection. 

Early Green (Red Truncation) – This application 
reduces the amount of time a bus waits for a green 
light by shortening the amount of green time given to 
other traffic.

Phase Rotation – This application switches the 
sequence in which signals turn green, most commonly 
switching a left turn arrow with a through green for an 
approach.

Pre-emption – This application is typically used 
by emergency vehicles and at railroad crossings. 
Designated vehicles receive a green signal upon 
approaching an intersection or crossing. 

Special Phase – This application is used to give a 
green light to a bus only signal when a bus is present. 
This type of application is typically used at or near 
transit centers when buses make unusual movements 
through an intersection.

Figure 80 signal timing operations with early green (left) and 
green extension (right).
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Figure 81 Transit signal priority helps to ensure that buses can 
move along a corridor with minimal delay incurred by red lights.

Advantages

• provides modest speed and reliability improvement

• Improves overall travel time between three to 

fifteen percent and can reduce signal delay for 

transit up to 75%

• no additional right-of-way required

• produces a minimal overall impact to general 

traffic, depending on the level of priority assumed

• Can be implemented with other signal and transit 

enhancements

Considerations

• Performance depends on many factors including:

 – number of intersections

 – priority thresholds 

 – extent of priority

• Tsp has limited impact when buses are on highly 

congested corridors

• May disturb the flow of a coordinated signal system

• Requires inter-jurisdiction coordination

• side-street bus routes may experience additional 

delay when favored routes receive priority

• not as effective with far side stops
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Queue Jump lanes

Description 

Queue jumps allow buses to bypass congested 

choke points through a combination of a short bus-

only lane and a dedicated bus signal, which gives 

buses a green light several seconds before other 

vehicles. This operation allows buses to enter the 

intersection ahead of general traffic. Queue jumps 

are primarily used when the right-of-way at a choke 

point is constrained, but roadways leading up to the 

choke point have sufficient space for a dedicated 

bus-only lane.

Benefits

• Allows buses to bypass congestion at critical 

locations

• Requires less right-of-way than treatments 

along a full corridor

• Can improve bus travel time by five to twenty-

five percent and reduces delay

Considerations

• Impacts to general purpose traffic varies per 

improvement strategy (i.e. use of a right-turn 

lane or conversion of second thru-lane to a 

right-turn only lane with transit queue jump)

• effectiveness will vary depending on location of 

intersection transit stop

• Will be less effective with high volume right-

turn lanes

Figure 82 A bus approaches an intersection in a bus-only 
queue jump lane.

Figure 83 The bus-only queue jump lane (right signal) receives a 
green signal before general purpose traffic (left signal).
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Figure 84 Left turn restriction on general purpose traffic.

Figure 85 A bus turns during a protected phase.

left turn Restrictions

Description

Turn restrictions are generally used to improve 

safety or reduce congestion by restricting left-turns 

during peak periods. In many cases, turn restrictions 

reduce delays caused by turning vehicles blocking 

traffic. This is primarily an issue at intersections 

without dedicated left-turn lanes, such as 2-lane and 

4-lane corridors. Turn restrictions are also used in 

combination with transit priority treatments. A turn 

restriction maximizes the capacity of the remaining 

general purpose lanes or restricts unsafe movements 

that cross bus traffic. Turn restrictions may also give 

transit priority at locations with heavy traffic delays.

Benefits

• Improves traffic operations at intersections and 

along corridors where center turn lanes do not 

exist

• Can be implemented for specific time periods

• provides priority for transit vehicles when 

turning left

• Improves travel time for transit

Considerations

• Can cause confusion for general traffic

• Reduces route options for general purpose 

traffic during peak periods 

• Requires active enforcement

• May increase intersection delays caused by 

vehicle diversion, degrading intersection levels 

of service

• Can impact safety at adjacent intersections 

through the consolidation of left-turning traffic
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Bus stop treatments

in-lane Bus Stops

Description 

In-lane bus stops are locations where a bus stops 

in a travel lane to pick-up or drop-off passengers. This 

type of stop typically generates less delay for the bus 

as compared to bus pullouts, which require the bus 

to leave the traffic stream and re-enter after serving 

passengers. Merging back into the main travel lane 

can significantly delay buses because passenger 

vehicles often do not yield to a bus attempting to 

merge into traffic. This causes additional delay and 

increased potential for conflicts. In-lane stops reduce 

re-entry delay and increase safety for the bus and 

other vehicles. In-lane bus stops are particularly 

effective on roadways with few gaps in traffic.

Benefits

• Reduces re-entry delay after serving a bus stop

• Increases transit visibility

Considerations

• Increases vehicle delays for general traffic 

(may vary with one or two lane directional 

configurations)

• Can increase bike/transit conflicts

Figure 86 RapidRide bus at an in-lane bus stop.

Figure 87 unlike bus pullt-outs, in-lane stops do not incur delay 
by requiring buses to re-enter the traffic stream.
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Figure 88 Curb extension on the far-side of an intersection.

Figure 89 Curb extension following a short parking lane.

Curb extensions

Description

Curb extensions are locations where the sidewalk 

has been extended to allow buses to stop in-lane. 

This design reduces delays for buses by avoiding 

re-entry delay, with the added benefit of providing 

additional sidewalk space for waiting passengers 

and amenities. Curb extensions are typically used in 

locations were on-street parking is provided; buses 

experience delay when re-entering traffic; or additional 

sidewalk space is needed. Roadway capacity may 

be reduced, and conflicts between bikes and transit 

might occur in situations where bicycle lanes exist.

Benefits

• Reduces re-entry delay after serving bus stop

• Allows for retention of on-street parking or load 

zones 

• Increases pedestrian comfort by allowing for 

wider sidewalks and bus stop amenities

• Can improve pedestrian safety by reducing 

crossing distance if incorporated into a mid-

block crosswalk or intersection treatment

Considerations

• Increases vehicle delays for general traffic 

(may vary with one or two lane directional 

configurations)

• Can increase bike/transit conflicts
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transit Boarding islands

Description

Transit islands provide a bus stop in the road right-

of-way separated from the curb through a variety of 

designs. This treatment enables a bus to travel and 

stop in a lane that is not adjacent to the curb while still 

providing amenities to the transit riders. For example, 

buses may use the left lane of a roadway because 

of a priority treatment or a necessary maneuver, and 

a transit island allows buses to serve a bus stop 

without changing lanes. Transit islands can also 

reduce bike and transit conflicts by routing the bicycle 

lane behind the transit island. Transit islands are 

built within the street right-of-way and often reduce 

effective crossing distances for pedestrians, which 

may improve pedestrian connectivity and safety.

Benefits

• Integrates with locations configured with a left 

side transit lane

• Reduces transit vehicle re-entry delay after 

serving a bus stop

• Reduces bike/transit “leap-frog” conflicts

• Can be useful at intersections with significant 

parking activity and right turns

Considerations

• Increases vehicle delays for general traffic, 

particularly if unable to pass the bus 

• Requires space within standard street RoW

• Could create an unsignalized pedestrian 

crossing for riders to access the transit island, 

if configured mid-block

Figure 90 Transit island with in-lane bus stop.

Figure 91 Transit island with bus-only lane.
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runnIng Way treatments

Business Access & transit lanes

Description

Business Access and Transit (BAT) lanes restrict a 

curbside lane of a multilane arterial to transit and right-

turning vehicles only. At intersections, all vehicles 

(including high occupancy vehicles) are required to 

turn right while transit can continue straight through 

the intersection. This preserves access to businesses 

and side-streets, but reduces vehicle volumes in the 

curbside lane such that transit speed and reliability 

are improved. BAT lanes may not benefit transit 

operations well in locations with frequent right-turn 

vehicle movements and heavy conflicting pedestrian 

volumes.

Benefits

• Can result in significant transit speed and 

reliability improvements through congested 

corridors where standing queues from 

intersections increase congestion

• Works well in locations with infrequent right 

turn movements

Considerations

• Requires significant ROW to construct or 

conversion of travel or parking lane to BAT lane

• Can increase general purpose congestion 

through decreasing general purpose capacity

• Can be blocked by cyclist or turning/merging 

vehicles especially in highly congested locations 

or locations with high pedestrian volumes

• effectiveness is limited along high volume 

commercial areas with high right-turn volumes

Figure 92 Transit island with in-lane bus stop.

Figure 93 Transit island with bus-only lane.
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Arterial Hov lanes

Description

Arterial high-occupancy Vehicle (hoV) lanes have 

similar restrictions as freeway hoV lanes. only transit, 

motorcycles, and carpools (2+ or 3+ occupants) are 

allowed to use the lanes. These lanes are typically 

located in areas with heavy reoccurring congestion 

and infrequent right-turns. Allowing carpools can 

increase the person capacity of the lane and works 

well in coordination with the freeway hoV system.

Benefits

• speed and reliability improvement for transit 

and hoV vehicles in congested corridors

• Works well along road segments where transit 

volumes might not be high enough to justify an 

exclusive transit lane and hoV demand is high

• Works well in coordination with freeway hoV 

system and onramps

Considerations

• Can increase general purpose congestion 

• effectiveness is limited along high volume 

commercial areas with high right-turn volumes

• Requires on-going enforcement which is 

complicated by carpools

Figure 94 Bus in an hoV lane.

Figure 95 Bus in an hoV lane at a signalized intersection.
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transit-only lanes

Description

A transit-only lane reserves a lane for exclusive 

transit use along a corridor or through a choke point. 

This provides the highest level of transit priority 

on “local” streets and is often implemented along 

corridors with high bus volumes or with median bus 

rapid transit. Bus-only lanes can result in significant 

improvements to speed and reliability for transit, 

especially through choke points. Bus-only lanes can 

result in turn restrictions for general purpose traffic 

depending on the overall location and configuration 

of side streets.

Benefits

• provides the highest level of transit priority of all 

arterial priority treatments

• Provides significant speed and reliability 

benefits in congested areas

• Ideal for locations with high bus volumes

Considerations

• Can increase general purpose congestion due 

to reduced capacity

• Can result in turn restrictions for general 

purpose traffic

• Generally the most difficult arterial running way 

treatment to implement

• Requires on-going enforcement

Figure 96 Transit-only lane provides non-curb lane for buses.

Figure 97 personal vehicles cannot use a transit-only lane.
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transit-only Street

Description

A transit-only street is a street that is reserved 

for transit vehicles for part or all of the day. This 

designation is often implemented to increase transit 

capacity of a roadway especially in urban centers 

and to ensure that buses are insulated from general 

purpose traffic congestion. Transit-only streets also 

allow for transit service to be consolidated onto a 

single street, simplifying and improving frequency of 

service for riders and reducing the impact of transit 

on general purpose traffic on parallel corridors.

Benefits

• Improves speed and reliability of multiple transit 

routes

• Can reduce transit impacts on parallel streets

Considerations

• Restricts general purpose travel on street and 

can create confusion for general purpose traffic 

at the interface with multi-purpose roadways

• Impacts access for general purpose traffic to 

parking garages and business, but can be 

managed via signage and allowance for access 

to mid-block locations

• Can increase congestion on parallel streets 

due to traffic diversion

Figure 98 Transit-only streets provide additional maneuvering 
space for buses.

Figure 99 Transit-only street during peak hours.
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Busways

Description

Busways are similar to transit only streets, but 

are typically built in their own right-of-way, such as 

abandoned railroad right-of-way. Busways can be fully 

grade-separated, allowing buses to bypass cross-

traffic using bridges or tunnels. Busways can also be 

at-grade with transit signal priority at intersections. 

A combination of the two is also possible. Busways 

offer the highest level of speed and reliability benefits, 

sometimes similar to light rail. Busways can be 

expensive to build, especially fully grade-separate 

ones, and conversion of right-of-way to bus use 

can be complex due to competing objectives for the 

corridor and concern from adjacent property owners.

Benefits

• separates buses from vehicles to a high 

degree, with either full grade-separation or 

transit signal priority for at-grade intersections.

• Provides a reliable corridor, where traffic can’t 

impact bus travel

• provides a high-capacity corridor for very 

frequent transit service

• Can allow for higher travel speeds than allowed 

on city streets

• Can result in transit service with similar speeds 

and frequency of light-rail

Considerations

• In most cases is only viable on unused utility or 

rail corridors

• needs to incorporate grade separation into 

access locations or primary crossings

• Can have a significant cost if corridor needs to be 

acquired or grade-separated crossings are built

• use of corridor often has competing objectives 

and potential opposition from adjacent property 

owners

Figure 100 Busways provide dedicated right-of-way for buses.

Figure 101 Busways may include grade-separated lanes for 
buses.
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Invisible page ref — end Toolbox of 

Corridor Treatments

Contra-flow Bus Lanes

Description

Contra-flow bus lanes allow buses to travel against 

traffic on a one-way street, turning a one-way street 

into a two-way street for transit. Contra-flow lanes 

can vary in length and are generally used to address 

transit routing/access issues.

Benefits

• Facilitates direct, congestion-free routing 

for otherwise complex routing to important 

connecting facilities

• Bus lane is less likely to be blocked by parked 

or loading vehicles

• Two-way routing reduces rider confusion

Considerations

• Can increase congestion due to conversion of 

travel lane to transit only

• Depending on the circulation needs of transit, 

could reduce efficiency of one-way street 

because of signal timing

Figure 102 Contraflow lanes provide critical connections for 
transit networks.

BELLEVUE TRANSIT
MASTER PLAN 119

Draft



iSSuE iDEntification
When the efficiency of transit is reduced, so is 

its attractiveness to potential riders, and the many 

economic, social, and environmental benefits that 

transit provides are then also diminished. While the 

efficiency of transit service is affected by a variety of 

factors, the City of Bellevue has the ability to influence 

some of them, including the timing and coordination of 

traffic signals, the design of roadways, and the extent 

to which transit interacts with traffic congestion.

however, changing any of these factors from 

their current state requires difficult trade-offs to be 

made between competing interests. Whereas transit 

service trade-offs deal primarily with competing 

interests among different groups of transit users, 

capital investments in transit need to be balanced 

against the potential impacts on other modes 

of travel—namely private automobiles, but also 

bicycles and pedestrians. The extent to which the 

right-of-way is segmented in favor of any one mode 

necessarily reduces the availability of this space for 

other travel modes, so it is vital to carefully consider 

how alternative courses of action would affect all 

road users. Due to limitations imposed by financial 

resources, constrained rights-of-way, and the 

impacts that transit priority projects could have on 

other modes of travel, it is not possible to implement 

such projects everywhere that transit operates. 

Instead, attention should be directed to locations of 

particular concern, significance to the success of the 

overall network, and/or those capable of realizing 

notable improvement over existing operations. 

The issue identification methodology presented in 

this section highlights candidate roadway segments 

along Frequent Transit network corridors (based on 

congestion, bus volumes, transit usage, and multiple 

other factors) that would likely benefit from transit 

speed and reliability improvements.

Figure 103 Staff and local stakeholders took part in a field 
review of several corridors being considered for transit priority 
investments, including snoqualmie River Rd on the Bellevue 
College campus, pictured here.
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Figure 104 Bellevue Way ne and ne 12th st facing south. 
A queue jump lane for northbound buses is among the transit 
priority projects being considered based on issues identified by 
the process described here.

data sourCes
This section summarizes the data sources used to 

identify the location and magnitude of transit speed 

and reliability issues as part of the Capital element 

of the TMp. The data sources include multiple 

measures of existing and future roadway congestion, 

bus delays as tracked through Gps data from Metro, 

transit ridership, mode share, bus volumes, and bus 

operator feedback. Data sources selected for this 

analysis were considered for the following reasons:

• Data was available in a format that could be 

used in the analysis.

• Data was relevant to the speed and reliability of 

transit service in Bellevue.

• Data sources provide information on short- and 

long-term measurements.

The following provides an overview of each data 

source used, including a description, review of the 

data's significance, how it was generated and/or 

from whom it was obtained, and any limitations that 

exist. Appendix A summarizes this information. 
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Standing Delays

over the last few years, King County Metro buses 

have been equipped with a Gps-based tracking 

system. Data from the Gps system and other 

instruments like door sensors and the speedometer 

are integrated and recorded by an onboard computer 

during every bus trip operated. using this data, it is 

possible to estimate the amount of time that buses 

are stopped by traffic signals and congestion. 

Time when a bus is stopped to pick up or drop off 

passengers is not included in this measure, as that 

is a function of the boarding and exiting process and 

not related to street congestion.

This is a rich and highly applicable dataset because 

it is a direct measure of the delay experienced by 

transit vehicles on a day-to-day basis. Intersections 

and roadway segments that experience frequent 

standing delays are easily identified through graphical 

representation of the data. standing delay data 

was provided by King County Metro and compiled 

by screening Gps data for instances when a bus 

stopped with its doors closed while not at a bus 

stop. The data used in this analysis was collected on 

weekdays between January 7 and February 15, 2013.

transit Ridership

Transit ridership is measured in terms of the 

forecasted weekday count of passengers that use 

transit in both directions along a street segment. Daily 

transit ridership is critical for highlighting corridors 

where transit priority investments will benefit the 

largest number of riders. For example, while transit 

priority at one location might save five seconds for 

1,000 riders, the same improvement on a heavily 

utilized corridor could save five seconds for 10,000 

riders—a tenfold increase. By identifying corridors 

with strong ridership, high-impact transit priority 

projects can be identified to ensure greater return on 

investment.
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Weekday ridership data for this measure reflects 

2010 observed counts and 2030 forecasts obtained 

from the Bellevue-Kirkland-Redmond (BKR) travel 

demand model (eMMe version Mp30r6.2). Figure 

105 on page 124 and Figure 106 on page 125 depict 

these data sources. Because future transit ridership 

estimates are based on forecast assumptions, 

the results may ultimately vary due to real-world 

divergence from model assumptions.

Bus volumes

Bus volumes are measured in terms of the number 

of buses operating each weekday in both directions 

along a street segment. Total weekday volumes are 

used—as opposed to volumes during a particular 

time of day—so that highlighted locations reflect 

those that exhibit high bus traffic over the course of 

an entire day, rather than a disproportionate surge 

exclusively during peak hours.

Bus volumes are an important measure when 

analyzing the efficiency of the bus network. As with 

transit ridership, focusing transit priority treatments 

where the most buses operate multiplies the benefits 

of transit priority, improving the return on investment. 

This is important for Metro and the City of Bellevue 

because each minute of travel, regardless of the 

number of passengers on-board, costs the same 

amount of money to operate and hence reflects the 

same share of total regional service hours allocated 

locally. The more efficiently transit service can operate 

within Bellevue, the more service Metro can provide 

with the same amount of resources. This is true in 

any circumstance, but it is particularly significant 

given Metro’s continuing budget constraints.

The data used for analysis of bus volumes was 

compiled by City staff and reflects transit services in 

Bellevue as operated by the spring 2012 Baseline 

network and consistent with the span and headways 
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Figure 105 Daily transit usage patterns on Bellevue’s arterials in 2010 by transit passenger per day arterial categories.
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Figure 106 Daily transit usage patterns on Bellevue’s arterials in 2030 by transit passenger per day arterial categories (derived from BKR 
model platform MP30r6.2 with transit routes defined in the 2010 East Link Bus/Rail Integration Plan).
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to be operated by the 2030 Growing Resources 

network. (see the Transit Service Vision Report for 

details about each of these networks.) Figure 107 on 

page 126 and Figure 108 on page 127 compare the 

number of daily bus trips operated in 2012 and 2030, 

respectively. Among future networks, the bus volume 

analysis was completed only for the 2030 Growing 

Resources network because that represents the 

maximum number of bus trips that will be operated 

per day within the TMp's implementation period. All 

routes were associated to the streets on which they 

operate, and the number of daily trips operated by 

each were aggregated for all overlapping segments. 

Approach Delay

Delays experienced by vehicles on city streets are 

primarily the result of intersection related delays from 

traffic control devices like traffic signals. As vehicle 

volumes increase during peak periods and congestion 

builds, delays in the transportation network increase. 

This is particularly evident at signalized intersections. 

In congested and high-volume corridors, a single 

intersection can be a bottleneck for large parts of the 

network, creating significant delays to general purpose 

traffic and any buses traveling in general travel lanes. 

The measure used in this analysis captures the 

sum of the average weekday, pM peak intersection 

approach delay, measured in seconds, along an 

analysis segment. City staff calculated approach 

delay for 2010 and 2030 using the Dynameq travel 

demand model. This model is more detailed than 

the City’s travel demand model because it provides 

specific operational metrics at an intersection level. 

However, not all aspects of traffic are modeled, such 

as the impact of high pedestrian volumes on turning 

vehicle delays. only intersection approaches served 

by bus routes that operate frequent headways were 

included in the analysis.
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Approach Queue

The queue length is measured as the length of 

vehicles waiting to travel through an intersection. 

Intersection approach queues are summarized 

along an analysis segment. The approach queue 

experienced for an intersection approach is influenced 

by its signal timing (green time allocated to that 

approach), signal coordination, and traffic volumes.

Data for the approach queues was included in 

the TMp Capital element analysis because it can 

identify approaches that are currently or expected 

to experience long vehicle queues, impacting the 

speed and reliability along key transit corridors. This 

information can help guide transit priority treatment, 

such as installation of queue jumps or bus-only lanes 

so that buses can bypass queued vehicles.

Forecasted average pM peak hour approach queue 

is reported for 2010 and 2030 in terms of the average 

length in feet (see Figure 109 on page 130 and Figure 

110 on page 131, respectively). This data is based on 

the City of Bellevue’s Dynameq travel demand model. 

intersection level of Service

The performance of an intersection can be reported 

in many ways, but intersection level-of-service (los) 

is the measure most commonly used by traffic 

engineers. los uses the average delay experienced 

by a vehicle at an intersection and assigns a letter 

grade of A through F, with an intersection of los A 

experiencing little delay and an intersection of los F 

experiencing significant delay.

With respect to transit speed and reliability, 

intersection level-of-service has several implications. 

An intersection with a poor los indicates a location 

where transit likely experiences delays; however, it 

also indicates an intersection where transit priority 

treatments are likely more difficult to implement 

successfully due to impacts on other modes or 

physical limitations. In contrast, intersections with 
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medium or good los have less delay and are likely 

easier to implement transit priority because impacts 

on other modes are less significant. However, this also 

means that the benefits realized by any transit priority 

treatments implemented are more limited because the 

delays originally experienced are less substantial. 

As with approach delay data, City staff generated 

intersection los data based on the 2010 and 2030 pM 

peak hour Dynameq travel demand model. Intersection 

los was summarized by analysis segment, using the 

worst intersection los along the segment (see Figure 

109 on page 130 and Figure 110 on page 131 for 

2010 and 2030 data, respectively).

operator feedback

Through their work and often years of experience, 

Metro coach operators learn traffic patterns in a 

way that most road users likely never will. They see 

how traffic changes during the day and over the 

course of a year, as well as how service changes 

affect interactions between transit and traffic. Coach 

operators can therefore provide significant insight 

into existing traffic congestion on Bellevue streets 

and help identify critical points in the network that 

could benefit from closer consideration by planners.

An optional survey was used to solicit feedback 

from coach operators about several general 

categories of issues related to transit speed and 

reliability, as shown at the right. This feedback was 

valuable because it helped to reaffirm some of the 

data provided by other sources and filled in the gaps 

left by those sources in some cases. Responses were 

collected by paper survey with questions, a map, 

and an area for written response (see the Coach 

Operator Outreach Report). The primary challenge 

with leveraging operator feedback is combining this 

more subjective feedback with the more objective 

measures used in other analyses.

Safety – safety is always a paramount concern 

for the City of Bellevue and Metro. safety issue 

can result in slower and less reliability travel times 

as operators slow to ensure they are operating 

coaches safely. 

Signal Failure – At some intersections it can 

take buses multiple green lights to get through an 

intersection, adding delay and travel time reliability 

issues. The cause of these delays vary depending 

on the location.

Signal Timing – Traffic lights are controlled in 

several ways and are generally timed in a way 

to minimize vehicle delay. Identifying locations 

or corridors where coach operators observed 

potentially unnecessary delay due to timing of 

the lights will help identify locations where various 

operational changes like revised traffic light timing 

could be made friendlier to transit.

Maneuver Delays – Metro coaches are some 

of the largest vehicles on many of the roads they 

serve. locations which are hard for operators to 

negotiate can cause speed and reliability issues 

which can repeat hundreds of times a day. 

Intersections were coaches make a right turn can 

be particularly troublesome.

General Delays – While traffic models have 

been used to identify congestion related delays, 

there may be locations where, due to some local 

circumstance or roadway design, additional detail 

from coach operators could help more clearly 

understand the cause of delays and possible 

solutions. locations with left turns are of particular 

concern as the models used are not sensitive to 

these delays.
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data proCessIng 
several data processing steps were necessary to 

convert the above data into information that could be 

used in the issues identification analysis. Data processing 

was completed using geographic information systems 

(GIs) due to the spatial nature of the data and analysis. 

The City of Bellevue and King County Metro provided 

data in several formats, primarily GIS shapefiles. Most 

data sources were derived from a different source, 

so extensive discussion between the City and Metro 

occurred to ensure that data was accurately mapped 

and used. some format conversion, data integration, 

and map modifications of the data were required. 

Several files required modifications to geometry to 

ensure that lines overlapped, but no numeric data 

was modified in the process. 

Data analysis segments, or the unit at which the 

analysis was completed on, was also developed. 

Analysis segments were based off the street 

network, with segments primarily extending from 

one signalized intersection to another. Data from 

each source was summarized using these analysis 

segments. Appendix 1 contains maps of each data 

source displayed using the analysis segments. The 

sections below describe in detail the steps completed 

to prepare data for analysis.

Data Collection

Approach delay, approach queueing and los 

data were provided by the City of Bellevue in 

separate GIS shapefile and excel files which were 

joined and verified to ensure the two data sources 

were correctly joined. This process was completed 

in coordination with the City of Bellevue as City staff 

is intimately familiar with the data. Five batches of 

operator surveys were provided by Metro to the City. 

The location of applicable, specific and clear operator 

survey comments were recorded in GIs.
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Data Mapping

once data was mapped in GIs, several of the 

data sources did not overlap. overlap was necessary 

to combine data in later steps. To ensure that all 

files overlapped, the lines and points of the transit 

ridership and bus volume data layers were shifted to 

overlap with the other layers. These changes were 

generally minor and only involved moving the location 

of the lines and points; no changes were made to the 

numeric values of the data.

Analysis Segment Development

A single common analysis unit is required to 

compare the multiple data sources used in the issue 

identification. The following process, illustrated in 

Figure 111, was used to develop the analysis segments:

1. street segments on which the 2030 Frequent Transit 

Network (FTN) operates were identified and selected 

from the City’s GIS street centerline shapefile.

2. These street segments, of which there is one 

for each city block, were grouped into analysis 

segments comprised of one or more street 

segments. signalized intersections were used as 

the primary break point between analysis segments, 

however some unsignalized intersections were 

used in locations where signalized intersections 

are infrequent.

3. each analysis segment was then buffered by 40 

feet in all directions, creating an 80-foot wide 

polygon slightly longer than the analysis segment. 

This polygon, referred to as the buffered analysis 

segment, was used in the remainder of the 

analysis to combine, analyze, and display the 

issue identification data and composite scores.

1 2 3 4

5

1

2

2

1

1

2

3

Street Segment

Analysis Segment

Buffered Analysis Segment

Figure 111 Analysis segment development.
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Analysis Segment Data transfer

After the buffered analysis segments were 

developed, data from the various GIs data inputs 

was spatially joined to these segments. Bus volumes 

and ridership data was spatial joined to the buffered 

analysis segment using the line’s mid-point to 

reduce overlap issues. Gps-derived standing delays 

within the buffered analysis segment polygons 

were summed to compute the total delay occurring 

inside the polygons. Approach queue and approach 

delay for all intersections within each buffered 

analysis segment polygon were likewise summed. 

Intersection level-of-service (los) was assigned to 

buffer analysis segments based on the worst los of 

all intersections within the buffered analysis segment. 

operator feedback was manually associated to 

relevant buffered analysis segments.
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data analysIs
The analysis steps outlined below brings multiple 

critical measures together into two composite scores 

focused at different time horizons, one for the short-

term and another for the long-term. These composite 

scores help identify locations along the frequent 

transit network where multiple issues compound 

creating larger issues for transit speed and reliability.

The combination of multiple measures into the 

composite score facilitates comparison of the 

system. using the analysis segments previously 

developed, issue identification was completed. This 

involved scoring, grouping and weighting of the 

various important measures. This approach was 

developed and modified with feedback from City and 

Metro staff.

Data Scoring

each data source was grouped into four quartiles 

to evenly distribute data for each measure into four 

groups. each data source was then assigned a score 

of 1 to 4 depending on the quartile in which the data 

was contained. Data with 2010 and 2030 data such 

as transit ridership and bus volumes were grouped 

by quartile using the 2030 results. Table 1 illustrates 

the scoring system.

Intersection los and operator comments, which 

have different scoring systems, were scored in 

accordance to Table 2. los is scored on a letter 

basis with A indicating little congestion and F 

indicating significant congestion. The low number of 

operator comments and general concentration of the 

comments received necessitated a unique scoring 

system.

Quartile Score

Fourth (Top 25%) 4

Third (Middle-Top 25%) 3

second (Middle-Bottom 25%) 2

First (Bottom 25%) 1

none / no Data 0

Table 12 Quartile scoring.

level-of-
Service (loS)

Score
operator 
Comments

Score

F 3 4-8 4

e 2 3 3

D 1 2 2

A, B, C 0 1 1

Table 13 los and operator survey scoring.
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Composite Scores

The data analysis structure was designed to 

capture two key issues. The first issue, related 

to the time horizon, is addressed by developing 

two composite scores, one for the short-term and 

another for the long-term. Current and future needs 

may be different due to changes in the transit and 

transportation network or change in congestion. The 

solutions to short- or long-term problems can also 

vary, from small spot fixes for short-term issues to 

significant capital investments in locations with both 

short- and long-term issues.

Additionally, in the short-term, directly measured 

rather than modeled data is available. This is especially 

the case with bus Gps standing delays which are a 

direct measure of existing transit speed and reliability. 

The use of two composite measures more directly 

links each composite to a set of speed and reliability 

tools.

Data Weighting

The second issue relates to the relative importance 

and combination of multiple data sources. When 

combining multiple measures into a composite 

score, the relative importance of each component 

needs to be assessed. More important measures 

should be elevated, while less important measures 

should be lowered. These adjustments are done 

using weighting factors.

Approach delay, approach queue, intersection 

los and bus standing delay are all highly related 

measure. If one of these four measures is scores 

poorly, the remaining three are also likely to score 

poorly. To address the overlap of these data sources 

and respond to City and Metro comments, approach 

delay, approach queue and intersection los were 

removed from the short-term composite score. 

Short-Term Composite – This composite uses 

existing Gps bus delays, operator feedback, 

existing bus volumes and existing ridership 

volumes. This composite highlight locations 

where investments in speed and reliability will 

realize short-term benefits. 

Long-Term Composite – This composite uses 

future bus volumes, future ridership volumes, and 

future modeled congestion. This is key for guiding 

capital investments to meet future transit needs 

and congestion.

Measure
Short-term Composite long-term Composite

Weight Possible Points Weight Possible Points

standing Delays 4x 16 - -

Transit Ridership 2x 8 2x 8

Bus Volumes 1x 4 1x 4

Approach Delay - - 1x 4

Approach Queue - - 1x 4

Intersection los - - 1x 4

operator survey 1x 4 - -

Total 8x 32 6x 24

Table 14 Composite score Weighting.
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Weighting of both short- and long-term composite 

scores were set such that delay or congestion related 

factors represent half of the overall composite scores. 

Additionally, the Transit Master planning effort has 

clearly identified transit ridership as the major driver 

behind investment in transit service. To account for 

the significant importance of this measure relative to 

other measures a weighting factor of 2x was assigned 

to transit ridership in both the short- and long-term 

composite.

Table 14 on page 137 contains the weighting 

factors used both in the short-term and long-term 

analysis as well as the total score possible for each 

composite. Four measures are used for the short-

term composite, while five measures are used for the 

long-term composite. Although the two measures 

are related, they cannot be directly related because 

point allocations and totals are different.

results
using the scoring, grouping, and weighting 

described above and summarized in Table 15, 

short- and long-term composite measure maps 

were developed (see ). A map for each measure is 

also contained in Appendix 1. As previously noted, 

these maps do not necessarily identify priorities; 

rather, they indicate locations where a confluence of 

issues is concentrated and more detailed analysis will 

be necessary. Buffered analysis segments with low 

composite scores have fewer issues while areas with 

higher scores have more compounding issues.

Twenty corridors of particular interest were 

identified for further consideration, including BKR 

modeling to compare vehicle throughput to person 

throughput, consistent with guidance from the 

Measures of effectiveness Report. Refer to Appendix 

3 on page A212 for additional details.
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Table 15 Issue Identification: Sources, Measures, and Weighting.

Short-term 
Composite 
Measure

Data Source Description limitations Metric Weight

standing 
Delays AVl Gps Data

Gps-based AVl data for standing buses with 
their doors closed. Data is summarized by 

intersection.

Raw data had not 
yet been processed

sum of weekday bus standing 
delays between 1/7 and 2/15 

in minutes
4x

Transit 
Ridership BKR Model estimated average daily transit ridership by model 

segment.
2010 average weekday transit 

ridership 2x

Bus Volumes spring 2013, 2030 
BKR Model

Daily transit trips by road segment based on 
spring 2012 service.

2013 average weekday bus 
volumes 1x

safety Issues operator survey Safety issues identified by coach operators that 
impact speed or reliability. subjective Comment 1x

signal Failure operator survey

Intersections identified by coach operators that 
consistently take multiple green lights to get 

through either due to insufficient green time or 
congestion.

Comment 1x

signal Timing operator survey

Signals or corridors identified by coach operators 
with little vehicle congestion and unnecessary 
delays due to poorly time signals or long signal 

cycles.

subjective Comment 1x

Maneuver 
Delay operator survey

Locations identified by coach operators which 
impact speed and reliability due to difficult turning 

radii, required lane changes, or other roadway 
geometry issues.

Comment 1x

General Delay operator survey Consistent congestion-related delays identified by 
coach operators. subjective Comment 1x

Total Possible: 32

long-term 
Composite 
Measure

Data Source Description limitations Metric Weight

Transit 
Ridership BKR Model estimated average daily transit ridership by model 

segment.
2030 average weekday transit 

ridership 2x

Bus Volumes spring 2013, 2030 
BKR Model

Daily transit trips by road segment based on 
the 2030 Growing Resources Frequent Transit 

network (FTn).

2030 average weekday bus 
volumes 1x

Approach 
Delay Dynameq Model

estimated average pM peak hour delay in 
second by approach for signalized intersections 
in the 2030 Growing Resources Frequent Transit 

network (FTn).

2030 sum of average weekday 
pM peak hour approach delay 

(seconds of delay)
1x

Approach 
Queue Dynameq Model

estimated average pM peak hour queue length 
in feet by approach for signalized intersections 

in the 2030 Growing Resources Frequent Transit 
network (FTn).

Determining 
meaningful 

threshold, related to 
approach delay

2030 sum of average weekday 
pM peak hour approach queue 

length (in feet)
1x

Intersection 
los Dynameq Model

estimated pM peak hour los for signalized 
intersections in the 2030 Growing Resources 

Frequent Transit network (FTn).
2030 intersection los 1x

Total Possible: 24

Measures 
Considered 
But Not used

Data Source Description limitations

street 
Congestion BKR Model estimated pM peak hour vehicle volumes divided by estimated roadway 

capacity. Ratios near or above 1 indicate roadways with congestion.

less accurate than Dynameq in areas 
with closely spaced signals and complex 

vehicle queues.

Mode share BKR Model
estimated pM peak hour hoV person throughout divided by total 

roadway person throughput. Ratios closer to 1 indicate higher relative 
person hoV throughput.

not available for all corridors

scheduled 
speed TpI Travel speed scheduled travel time by time of day divided by the distance between 

origin and destination time point. not available

Travel Time 
Variability TpI Variability Variation in travel time per TpI. high variation indicates TpIs with travel 

time reliability issues. not available
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potEntial 
improvEmEntS

This section responds to the Transportation 

Commission's proposed Capital-Oriented Strategy: 

"Invest in transit priority measures along Frequent 

Transit network corridors" (october 17, 2013). 

It includes sixty-three discrete running way, spot 

improvement, or data collection projects, plus forty-four 

near-term transit signal priority (Tsp) projects. Table 

16 indicates the number of projects being considered 

of each type, and Figure 115 on page 145 depicts 

the location and/or general extent of each project.

This project list and costing was developed by TMp 

consultant Transpo Group with consideration given 

to existing data, field investigation, and input from 

staff and transit agency representatives. The list has 

undergone various stages of development, review, 

and refinement, and that presented here includes all 

of the potentially beneficial projects that have not been 

eliminated from consideration following preliminary 

screening based on exceptional technical or contextual 

limitations. Visualizations have been generated for 

some of the projects presented here to assist the 

communication of how a given type of project could be 

applied to specific situations. It must be emphasized 

that these visualizations are only conceptual and do 

not represent final designs or engineering-level detail.

As noted in other sections, the projects identified 

here include only intersections and roads along 

Frequent Transit network (FTn) corridors, a subset 

of the 2030 Growing Resources scenario. The 

issue identification results presented in the previous 

section informed the development of this project list 

and direct attention to those locations with the most 

significant issues. Projects identified in past plans are 

also included in this list. Refinements to the list of 

potential improvements were informed by the service 

Project type
No. of 

Projects

Running Way Improvements 19

hoV lanes 8

BAT lanes 6

Roadway Construction 5

Spot Improvements 39

Queue Jump lanes 16

Intersection and Roadway Improvements 13

signalization Improvements 10

TSP Projects (Near-term) 44

Tracking & Additional Study 5

Total 107

Table 16 summary of speed and reliability projects by type.

estimated Project Cost
No. of 

Projects

No Cost (NC)
These projects primarily require staff time to track, review, 
or revise using existing City resources and staff time.

6

Tens of Thousands ($)
These projects primarily include low-cost changes like 
striping or signal equipment additions or modifications. 
These projects do not involve any physical changes.

66

Hundreds of Thousands ($$)
These projects include more significant striping or signal 
modification, which could include some small physical 
modifications to an intersection or signal. More significant 
projects include lane construction at intersection 
approaches assuming minimal land acquisition, 
environmental mitigation, and slope stabilization.

16

Millions ($$$)
These projects include construction of new lanes through 
multiple intersections and/or construction of new lanes 
along intersections where constraints exist.

18

Not Applicable (N/A)
This project highlights a need for improvement but does 
not recommend a specific solution. Further study of the 
situation will only require staff time to complete (i.e., no 
cost), and the cost of subsequent actions can only be 
estimated after the chosen solution is identified. 

1

Total 107

Table 17 summary of speed and reliability projects by cost.
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characteristics of bus routes, transit ridership, and 

bus volumes by time of day; arterial traffic volume 

by direction; placement of bus stops, intersection 

geometry, turn movement counts/capacity, and 

safety considerations; pedestrian and bicycle 

impacts; and the overall scale of improvements in 

terms of roadway width and right-of-way.

The cost ranges shown in Table 17 are based 

on a high-level review of the type and extent of 

projects, such as re-channelization, widening, signal 

modification, and sidewalk and road construction, 

as well as potential environmental mitigation, 

slope stabilization, utility modifications, or property 

acquisition. projects were assigned to each cost 

range based on a review of the proposed project, 

site context, and other factors that might impact 

cost. These ranges are consistent with the scale of 

the projects, but they do not reflect detailed design 

or engineering.

Figure 114 Running Way Improvement Project L1: A southbound 
median hoV lane will be constructed on Bellevue Way se between 
the south Bellevue park-and-Ride and I-90 by sound Transit as 
part of the east link light rail extension project. This will be achieved 
by constructing a new lane, thereby maintaining all existing general 
purpose lanes. Aerial images depict roadway striping before and 
after construction.

ConCEPt – for discussion only
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Future extension
to/from Redmond

POTENTIAL PROJECTS

Running Way Improvements

Spot Improvements

Eliminated Projects

2030 Frequent Transit Network (FTN), 
Growing Resources Scenario Note: Map excludes potential TSP projects, which are 

mapped separately because they are more numerous�

Figure 115 potential spot and running-way improvement projects.
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transIt runnIng Way 
Improvements

nineteen projects relating to transit running 

ways are currently being considered, including the 

conversion or restriction of general purpose travel 

lanes and the construction of new lanes for transit 

(see Figure 118 and Table 18 on the following pages). 

potential improvements include high-occupancy 

Vehicle (hoV) lanes and Business Access and Transit 

(BAT) lanes along several Frequent Transit network 

(FTn) corridors. some notable projects include hoV 

lanes along several segments of Bellevue Way se 

and 112th Ave se (see Figures 60, 62, and 63), BAT 

lanes and/or other speed and reliability improvements 

along 108th Ave ne in Downtown, hoV lanes along 

ne 10th st (see Appendix 5 on page A234), Main st, 

and the ne 6th st extension (see Figure 120), and an 

upgrade of snoqualmie River Rd through the Bellevue 

College campus so that it can accommodate bus 

traffic (see Appendix 6 on page A245).  

Figure 116 depicts an early conceptual rendering 

of how three hoV lane projects (l2, l3, and l4) might 

be included in the street right-of-way along Bellevue 

Way se and 112th Ave se (see also Figure 117). 

These treatments are meant to improve travel time for 

southbound buses through this y-intersection to the 

south Bellevue park-and-Ride (see Appendix 4 on 

page A233 for 2030 travel time and person and vehicle 

throughput/volume analysis). project l2 between the 

y-intersection and the park-and-ride was included in 

sound Transit's East Link Extension Cost Savings 

Work Plan Findings report in september 2012, but it 

has since been separated from any improvements 

being made for east link by sound Transit. This corridor 

ranks among those with the greatest need in the short-

term and long-term based on the results of the issue 

identification process, but it remains a sensitive topic 

among some members of adjacent neighborhoods. 

Funding has already been secured for project l1 from the 

Figure 116 Running Way Improvement Projects L2, L3 and L4: 
Median hoV lanes on Bellevue Way se and 112th Ave se would 
improve the movement of transit vehicles through this congested 
y-intersection southbound to south Bellevue park-and-Ride. This 
would be achieved by constructing one lane on Bellevue Way se 
and constructing a new median lane on 112th Ave se. Aerial images 
depict roadway striping before and after lane reconfiguration. This 
concept maintains all existing general purpose travel lanes.

n

ConCEPt – for discussion only
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park-and-ride south to I-90 in the 2011 Memordanum 

of understanding (Mou) between the City and sound 

Transit, and it will be constructed by sound Transit as 

part of the east link project. 

Consistent with the Downtown Transportation 

plan update, the Transit Service Vision Report 

proposes that many key routes follow 108th Ave 

ne through the length of Downtown. BAT lanes 

and/or other speed and reliability improvements are 

proposed along 108th (project l5) to accommodate 

the significant volume of services that will use this 

Downtown transit spine, which ranks among the 

Figure 117 Running Way Improvement Projects L2: A southbound 
median hoV lane on Bellevue Way se would improve the speed 
and reliability of transit vehicles between 112th Ave se to south 
Bellevue park-and-Ride. This would be achieved by constructing 
one lane on Bellevue Way se, thereby maintaining all existing 
general purpose travel lanes. Aerial images depict roadway striping 
before and after construction.

ConCEPt – for discussion only
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Future extension
to/from Redmond

L15 BAT lane from
108th to 33rd|

L16 NB lane for
WB SR-520 on-ramp|

L21 NB lane from
40th to 51st|

L10 Bypass lane at
Richards Rd|

RUNNING WAY IMPROVEMENTS

BAT Lanes

HOV Lanes

Road Construction

Eliminated Projects

2030 Frequent Transit Network (FTN), 
Growing Resources Scenario

L1 SB lane from
P&R to I-90|

L2 SB lane from
112th to P&R|

L4 SB median lane
to Bellevue Way|L3 SB lane from

107th to 112th| L6 SB lanes from Lake
Hills Blvd to 24th|

L9 EB o�-ramp
bypass lane|

L22 SB lane from
Bel-Red Rd to 8th|

L26 SB lane from
24th to 20th|

L23 NB lane from
Northup to Bel-Red|

L24 SB lane from
City limits to 24th|

L17 SB lane from
P&R to SR-520|

L11 Main St EB lane from
Bellevue Way to 112th|

L27 Snoqualmie River Rd
& 142nd Pl Upgrade|

L25 148th from SR-520
EB ramp to Bel-Red Rd|

L5 108th Ave NE
Bus Priority Corridor| L12 NE 6th St from

BTC to I-405|

L14 NB and SB lanes from
112th to Northup|

L19 NE 6th St from
I-405 to 120th|

L20 Widen 124th from
Bel-Red Rd to 14th|

L13 10th St EB lane from
Bellevue Way to 112th|

potential running way projects being considered are 
presented in Table 18. projects no longer under consideration 
are documented in Appendix Table 22 on page A269.

Figure 118 Map of potential transit running way projects.
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iD Project type
ftN Service

Project Description
Composite Scores

Project Need / Potential issues Cost Range
Routes frequency 

(peak/Base/night)

Short-
term

long-
term

l1 Bellevue Way se hoV lane 
- south Bellevue p&R

lane 
Construction 1, 3, 11 ~3 / 3-4 / 

5-6
Construct a southbound hoV lane on Bellevue Way se between 
south Bellevue park-and-Ride and I-90. 19 22

previously noted in multiple plans including east link Cost saving negotiations, 
Bellevue Transit plan, Bellevue Transit Improvement Analysis, and Transportation 
Facilities plan. see TIp-54 and TFp-242.

$$$

l2
Bellevue Way se hoV 

lane - south Bellevue p&R 
extension

lane 
Construction 1, 3, 11 ~3 / 3-4 / 

5-6
Construct a southbound hoV lane on Bellevue Way se between 
south Bellevue park and Ride and y intersection with 112th Ave. 17–24 23 previously noted in Bellevue plans. see TIp-55 and TFp-242. $$$

l3 Bellevue Way se hoV lane 
-  112th Ave se extension

lane 
Conversion/ 
Restriction

3, 11 4 / 5-8 / 
15-20

Construct a southbound median hoV lane on Bellevue Way se 
from 112th Ave se to approximately 107th Ave se. 13–15 16–22

Addresses operator feedback, 2030 los of e and 2030 queuing, and frequent 
service. 

property impacts on the west side of Bellevue Way se at the intersection with 112th 
Ave se.

$$$

l4 112th Ave se hoV lane lane 
Construction 1 8 / 10-15 

/ 30
Construct a southbound median hoV lane on 112th Ave se from 
Bellevue Way se to slightly beyond end of intersection queue. 13 19

Addresses operator feedback, 2030 los of e and 2030 queuing. see TFp-242.

property impacts on the west side of Bellevue Way se at the intersection with 112th 
Ave se.

$$$

l5 108th Ave ne Transit 
Corridor

lane 
Restrictions

1, 2, 3, 5, 
6, 11, 13

~1 / 1-2 / 
~2

Convert existing lanes along 108th Ave ne into BAT lanes and/
or implement other speed and reliability treatments as identified 
by the Downtown Transportation plan update from ne 10th st to 
Main st.

16–27 19–23

Very high bus volumes, revised circulation patterns, increased bus layover needs, 
and higher passenger boarding/alighting volumes will require additional transit 
capacity. previously noted in several plans including the Downtown Transportation 
plan update, Bellevue Transit plan, and Bellevue Transit Improvement Analysis. see 
TIp-51 and TFp-230 .

$$

l6 148th Ave se Improvements 
- Bellevue College

lane 
Construction 12 8 / 10 / 15

Construct a southbound hoV lane and transit queue jump lanes 
and install Tsp on 148th Ave se between lake hills Blvd and se 
24th st.

7–15 8–9 previously noted in the Bellevue Transit plan. see TIp-66. $$$

l9 I-90 Factoria Blvd exit 
expansion

General 
purpose 

lane 
Construction

11 8 / 10 / 15

In coordination with the Mountains to sound Greenway, relocate 
the current trail undercrossing of the ramp between northbound 
I-405 and eastbound I-90 to a new bridge south of the existing 
undercrossing, and add a second off-ramp lane to the current 
ramp undercrossing. evaluate how to best stripe the off-ramp 
lanes to ensure reliable transit operations.

22 16 Addresses 2010 intersection los of e and queuing issues. Could be funded in 
coordination with TIp-35, CIp W/B-78, and TFp-243. $$$

l11 Main st hoV lane lane 
Restriction 1, 13 4 / 5-8 / 

15-20
Convert one eastbound general purpose lane to a pM peak-only 
hoV lane on Main st from Bellevue Way ne to 112th Ave ne. 9–11 23–24 Addresses 2030 intersection los of e/F at multiple intersections as well as 

significant queuing issues. $$

l13 ne 10th sT hoV lane lane 
Restrictions 5 8 / 10 / 15 Convert one eastbound general purpose lane to a pM peak-only 

hoV lane on ne 10th st from Bellevue Way ne to 112th Ave ne. 9–16 17–19 Addresses los of e at one intersection and long queues at multiple intersections 
in 2030. $$

l14 ne 116th Ave ne BAT 
lanes

lane 
Restrictions 5, 14 4 / 5 / ~8

Modify the channelization to allow BAT lanes between ne 12th 
st and northup Way when approaching intersections and/or 
implement other speed and reliability treatments.

17 24 Addresses los of F and long intersection queues at north end of corridor. Very 
frequent service on corridor. $$

l17 108th Ave hoV lanes lane 
Construction 4, 5, 14 ~3 / 3-4 / 

5-6

Construct a southbound lane for SR-520 westbound traffic and 
restrict the second lane for SR-520 eastbound and HOV traffic 
between the sR-520 direct access ramps and the south Kirkland 
park-and-Ride.

16–30 14–23

Addresses current and future los issues (e and F respectively Very frequent service 
on this segment.

This project represents an expansion by one lane of the intersection's north 
approach relative to the reconfiguration project currently being implemented by 
WsDoT as part of the sR-520 Bridge Replacement and hoV program. Further 
analysis is required prior to the advancement of this project to ensure effective 
coordination with the changes currently being made.

$$$

l19 ne 6th st extension Road 
extension 2, 6 4 / 5-8 / 

15-20

Conduct a pre-design analysis for the extension of ne 6th st from 
its current terminus in the median of I-405 to the east over the 
northbound lanes of I-405 and 116th Ave ne to a new intersection 
with 120th Ave ne. evaluate for additional transit improvements.

17 15
Addresses delay associated with signalized turns. previously noted in the Bellevue 
Capital Investment program and Transportation Facilities plan. see TIp-14, CIp 
R-162, and TFp-211.

$

l20 124th Ave ne - Bel-Red 
Road to ne 14th street

Road 
upgrade 14 8 / 10 / 15

Complete a preliminary design for the widening (to 5 lanes) of 
124th Ave ne from Bel-Red Rd to ne 14th st. Coordinate with 
pW-R-166. evaluate for additional transit improvements.

3 14
Addresses delay associated with signalized turns. previously noted in the Bellevue 
Capital Investment program and Transportation Facilities plan. see TIp-18, CIp 
R-169, and TFp-213.

$

l22 140th Ave ne BAT lane lane 
Construction 14 8 / 10 / 15 Construct a southbound BAT lane from Bel-Red Rd to ne 8th st. 9 16 Addresses future LOS of F as well as significant queuing. $$$

l23 156th Ave ne BAT lane - 
northbound

lane 
Construction 7 8 / 10 / 15 Construct a northbound BAT lane from south of northup Way to 

just north of ne 24th st. 17–27 17–18 Addresses future los and queue length issues at multiple intersections. $$$

l24 156th Ave ne BAT lane - 
southbound

lane 
Construction 7 8 / 10 / 15 Construct a southbound BAT lane from City limits to just south of 

ne 24th st. 15–17 16–18 Addresses future los and queue length issues at multiple intersections. $$$

Note: These projects are conceptual and the final details of design will be developed as the projects proceed further along in the implementation process. 

Table 18 potential transit running way projects.
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iD Project type
ftN Service

Project Description
Composite Scores

Project Need Potential 
issuesRoutes frequency 

(peak/Base/night)

Short-
term

long-
term

l25 148th Avenue ne Master 
plan Improvements

Road 
upgrade 12 8 / 10 / 15

Construct the following:
– A third nB through lane on 148th Ave ne from 350 ft south of 

Bel-Red Rd to the SR-520 eastbound on-ramp;
– nB right turn lane and eB/WB dual left turn lanes at 148th Ave 

NE/Bel-Red Rd;
– EB/WB dual left-turn lanes at NE 20th St/148th Ave NE;
– Extend NB and WB right turn lanes at NE 24th St/148th Ave NE;
– EB and WB dual left-turn lanes at NE 24th St/148th Ave NE;
– Configure the NB three-lane approach on 148th Ave NE at the 

sR-520 eastbound on-ramp to right-turn only.

11–13 15–18 Investigate how improvements can be implemented to prioritize hoV and transit. 
previously noted in the Transportation Facilities plan. see TIp-61 and TFp-250. $$$

l26 148th Ave ne BAT lane - 
overlake

lane 
Construction/ 

Restriction
12 8 / 10 / 15 Modify the channelization to allow BAT lanes on 148th Ave ne 

between ne 24th st and ne 20th st. 11–13 15–18 Addresses future los of F for multiple intersections. $$

l27

Bellevue College 
Connection: 142nd Pl SE/
snoqualmie River Road 

Multimodal Corridor

Road 
upgrade 14 8 / 10 / 15

upgrade the snoqualmie River Rd roadway surface and facilities 
to support very frequent transit service. Includes stronger road 
surface, sidewalks, bicycle facilities, bus stops, and parking 
relocation components. non-motorized improvements to the ne 
142nd pl se bridge are also included.

15–19 7–19 previously noted in the eastgate/I-90 land use and Transportation project. see 
TIp-63 and TFp-252. $$$

Figure 119 Running Way Improvement Project L13: PM peak-
only hoV lane on ne 10th st for eastbound buses between 
Bellevue Way ne and ne 112th st. Aerial images depict roadway 
striping before and after lane reconfiguration.

corridors with the greatest long-term needs for 

speed and reliability investments based on projected 

ridership, bus volumes, approach delay, and queue 

length (see Appendix 3 page A214). As a complement 

to the 108th corridor improvements, eastbound hoV 

lanes are being considered along ne 10th st (see 

Figure 119) and Main st between Bellevue Way 

and 112th Ave ne to address approach delay and 

queue length issues, as well as high bus volumes 

and projected ridership. Both hoV projects would 

convert an existing travel lane during pM peak hours 

only. see Appendix 5 on page A234 for the results 

of a Vissim micro-simulation traffic model analysis of 

these Downtown hoV lane projects.

Another important project assumed by the Transit 

Service Vision Report to be complete by 2030 is the 

ne 6th st hoV extension, which is already included in 

Bellevue's Capital Investment Program (Project L19; 

see Figure 120). This project will extend the existing 

ne 6th st hoV direct access ramp bridge from the 

center of I-405 east to 120th Ave ne. This would make 

it possible to remove all transit services from ne 8th 

st west of 120th Ave ne, thereby bypassing multiple 

intersections with long approach queues, delays, and 

ConCEPt – for discussion only

n

Note: These projects are conceptual and the final details of design will be developed as the projects proceed further along in the implementation process. 

Table 7 continued.
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poor level-of-service (los) associated with general 

purpose traffic entering and exiting I-405. 

projects l23 and l24, both pictured in Figure 

121, provide examples of how BAT lanes would be 

implemented in Bellevue, in this case on 156th Ave 

ne. project l23 is a northbound BAT lane that extends 

from just south of northup Way to just north of ne 

24th st, while project l24 is a southbound BAT lane 

extending from the city limits to just south of ne 24th 

st. Both of these projects involve the construction of 

an additional lane to address long queue lengths and 

an los of 'e' and 'F' at multiple intersections along 

this segment in 2030. Because these projects are BAT 

lanes, the additional road capacity would primarily 

benefit transit, but by providing right-turn access to 

businesses for general purpose traffic, these projects 

would also benefit private vehicles by moving turning 

vehicles out of the general purpose travel lanes. 

Another project specifically noted by the Transit 

Service Vision Report—and previously proposed by 

the Eastgate/I-90 Transportation Strategies Report—

is an upgrade of snoqualmie River Rd, which is a 

central factor in increasing service frequency and 

reliability through Bellevue College. This project 

(l27) involves improving the roadway surface to be 

capable of supporting very frequent bus service, new 

bus stops, and associated pedestrian and bicycle 

facilities. Without this improvement, long route 

deviations would continue to be required to serve 

both Bellevue College and the eastgate park-and-

Ride, resulting in an unreasonable waste of limited 

transit resources and a likely need to reconsider the 

route structure in the eastgate area. see Appendix 

6 on page A245 for a preliminary design concept to 

improve circulation to and through the campus for 

transit, pedestrians, and bicyclists. 

Also being considered is a unique roadway project 

that would relocate a portion of the Mountains to 

sound Greenway Trail and expand the I-90 eastbound 

off-ramp roadway to two lanes (Project L9; see 

Figure 120 Running Way Improvement Project L19: Artist rendering 
of east link lRT integrated with the ne 6th st hoV extension.

Figure 121 Running Way Improvement Projects L23 and L24: 
BAT lanes would be constructed on 156th Ave ne northbound 
from northup Way to ne 24th st and southbound from city limits 
to ne 24th st, respectively. Aerial images depict roadway striping 
before and after lane reconfiguration. These concepts both 
maintain all existing general purpose travel lanes.

n

ConCEPt – for discussion only
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Figure 122). presently, the off-ramp diverges from 

one lane to three in the short distance between the 

underpass and the intersection with Factoria Blvd, 

causing long queues, signal operation issues, and 

a pM peak los of 'e'. Widening the existing bridge 

to accommodate both an additional lane and the 

trail would be expensive, but the existing pavement 

width passing under the bridge is sufficiently wide 

to accommodate two vehicular travel lanes if the 

trail is relocated. The concept design shown in 

Figure 122 considers constructing a bridge for the 

trail that spans both I-405 ramps to I-90 eastbound, 

which also facilitates a direct connection from the 

Greenway Trail to the existing Factoria Trail before 

continuing east adjacent to I-90. This would improve 

the Greenway Trail while simultaneously alleviating 

Figure 122 Running Way Improvement Project L9: The eastbound 
I-90 off-ramp would be widened from one lane to two by relocating 
the Mountains to sound Greenway Trail. This project would help 
reduce signal and queuing delay caused by the signal at Factoria Blvd, 
helping both transit and general purpose traffic.

n

delays to transit and general purpose traffic exiting 

I-90 eastbound to Factoria. As such, funding for 

project l9 could be pursued in coordination with 

the ongoing Mountains to sound Greenway Trail 

project (TFp-243). Further study is required to 

determine how to best utilize the additional lane to 

the benefit of transit and other road users.

Although the Transit priority Toolbox (pages 105 

through 119) includes improvements that afford 

transit greater operational exclusivity—treatments 

like bus-only lanes and transit-only streets—no 

such projects are included in this list.

ConCEPt – for discussion only
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spot Improvements
Thirty-nine spot improvement projects are currently 

being considered, including sixteen queue jump 

lanes, thirteen intersection or roadway improvement 

projects, and ten signalization improvement projects. 

Intersection and roadway projects relate primarily to 

turning movements and include improvements to 

turn radii and the construction of new turning lanes. 

signalization improvements relate primarily to adjusting 

signal timing to increase the amount of green time 

allocated to movements operated by FTn routes, but 

they also include some turn restrictions on general 

purpose traffic during peak hours and improvements 

to the responsiveness of existing Tsp controllers. 

Queue Jumps

Queue jumps can be implemented in one of three 

basic configurations, as shown in Figure 125. Which 

variant is pursued for any given project depends 

primarily on the amount of right-of-way available on 

the near and far sides of the intersection. Queue jumps 

require either a complimentary lane on the far-side 

of the intersection (right diagram) or Tsp treatment 

to allow buses to advance through the intersection 

before general purpose traffic (left and center 

diagrams). Where permitted by the amount of right-

of-way available, it is operationally preferable to use a 

designated queue jump lane with an advance green 

signal, as shown by the left and right diagrams. The 

alternative depicted by the center diagram involves 

restriction of the right lane so that only transit vehicles 

can continue through the intersection; for general 

purpose traffic, it becomes a right-turn only lane. This 

latter configuration is less desirable both because it 

removes a through-lane from general purpose traffic 

and because of the potential for buses to be caught 

behind a queue of right-turning vehicles, reducing 

the benefit afforded to transit by the queue jump. 

Figure 123 Running Way Improvement Project L17: Construction 
of a southbound hoV lane on 108th Ave ne between south 
Kirkland park-and-Ride and sR-520. Aerial images depict roadway 
striping before and after lane reconfiguration. This concept adds 
one lane to the north approach relative to the WsDoT intersection 
reconfiguration currently being implemented. A northbound queue 
jump lane was also previously being considered at this intersection 
(see project Q4 on page A271), but it is no longer being considered 
because it cannot be accommodated by WsDoT's plans.

ConCEPt – for discussion only
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Although the conceptual visualizations presented 

here reflect one of these three configurations, 

this does not imply that there is only one way 

to implement a queue jump at a given location. 

Specific queue jump configurations have not yet 

been determined for any of the potential projects, 

but the conceptual renderings indicate one 

possibility. As queue jump projects are advanced 

through feasibility screening and project prioritzation, 

potential design strategies will be assessed based 

on signal operations, right-of-way availability, and 

constructability restrictions.

some notable queue jump projects being 

considered include one on 116th Ave ne for 

northbound buses turning west (left) onto northup 

Way (see Figure 124) and two for nothbound traffic 

on Bellevue Way ne—one at Main st and another at 

ne 12th st. A potential queue jump for northbound 

buses on 108th Ave ne at northup Way, considered 

in the Draft Capital Element Background Report 

(Volume 1: Speed and Reliability), was removed from 

the project list due to space constraints created by 

the sR-520 Bridge Replacement and hoV project 

(see Appendix 7 page A271).

intersection & Roadway 
improvements

All but one of the potential intersection and roadway 

improvement projects deal with improving turn radii to 

better accommodate buses or adding new turn lanes 

to increase traffic flow and help buses pass through 

intersections more reliably in a single signal cycle. The 

only project that does not fall into these two categories 

(R14) simply seeks to improve the clarity of the existing 

channelization on ne 10th st. no negative impacts 

to general purpose traffic are anticipated from these 

improvements, as any right-of-way adjustments are 

lane additions, not conversions, and are not restricted 

to use by hoVs or buses.

n

Figure 124 Spot Improvement Project Q5: Queue jump lane on 
NE 116th St for left turning, northeast-bound traffic at Northup 
Way. Aerial images depict roadway striping before and after lane 
reconfiguration. This concept maintains all general purpose travel 
lanes and requires no new lane construction—both suitable qualities 
for a potential 'quick win' project.

ConCEPt – for discussion only
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Signalization improvements

signalization improvements relate primarily to 

extending the length of green phases associated 

with troublesome transit turning movements, either 

by adjusting normal signal timings or improving 

existing Tsp controller responsiveness. new Tsp 

implementation projects are categorized separately 

and are addressed in the following section. Two 

city-wide projects are also being considered—one 

to upgrade any non-SCATS traffic signals to that 

system, and another to coordinate with Metro to 

establish standards for Tsp equipment and software. 

Figure 125 Various configurations of queue jump lanes.
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SPOT IMPROVEMENTS

Queue Jump Lanes

Roadway Improvements

Signal Improvements

Eliminated Projects

Indicates multiple projects or project types 
identified at a single location

Indicates project(s) affects through-traffic

Indicates project(s) affects turning traffic

Q4, R11

Q5, R13

R14

Q6Q2

Q3

S7

S1
R18

S4

S6

S8

R2

R3

R4

R5

R9

R10

R15

R16

Q9, Q10

Q12, Q13, Q14, Q15

Q16, Q17, Q18

S3

L25
L25

Q11

S9, Q7

S10, R12, Q19

L25

R17

potential spot improvement projects being considered are 
presented in Table 19. projects no longer under consideration 
are documented in Appendix Table 22 on page A269.

Figure 126 potential spot improvement projects.
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iD Project type
ftN Service

Project Description
Composite Scores

Project Need / Potential issues Cost Range
Routes frequency 

(peak/Base/night)

Short-
term

long-
term

Queue Jump lanes

Q2 Bellevue Way and ne 12th 
st - northbound Queue Jump 1 8 / 10-15 

/ 30 Add a queue jump to the northbound right turn lane. 13 14 high frequency transit service $

Q3 Bellevue Way and Main st - 
northbound Queue Jump 3, 11 4 / 5-8 / 

15-20 Modify channelization to allow a northbound queue jump. 24 18 Addresses operator comments and high bus volumes. uses existing facilities to 
prioritize transit. $

Q4 northup Way and 116th Ave 
ne - northbound Queue Jump 2, 5, 14 2-3 / 3-4 / 

8-10 Add a northbound to westbound queue jump lane. 17 24 Addresses future los and queuing issues, and very high bus volumes $

Q5 116th Ave ne and ne  12th 
st - southbound Queue Jump 5, 14 4 / 5 / ~8 Add a queue jump without a far side lane to the northbound 

approach in the right-turn only lane. 17 24 Addresses high bus volumes $

Q6 ne 10th st and 112th Ave 
ne - Westbound Queue Jump 5 8 / 10 / 15 Add a queue jump to the westbound approach in the right-turn 

only lane. 11 15 Addresses future intersection los of e. $

Q7 Main st and 112th Ave ne - 
Westbound Queue Jump 1, 13 4 / 5-8 / 

15-20
Add a queue jump to the westbound approach in the right-turn 
only lane. 11 24 Addresses future intersection LOS of F and significant queuing. $

Q9 lake hills Connector and 
se 8th st - eastbound Queue Jump 13 8 / 10 / 15 Add a queue jump to the eastbound approach in the right-turn 

only lane. 16 16 Addresses future intersection LOS of E and significant queuing. $$

Q10 lake hills Connector and 
se 8th st - Westbound Queue Jump 13 8 / 10 / 15 Add a queue jump to the westbound approach in a newly 

constructed queue jump lane. 14 16 Addresses future intersection los of e. $$

Q12 ne 8th street and 140th 
Ave ne - eastbound Queue Jump 6 8 / 10 / 15 Add a queue jump to the eastbound approach in the right-turn 

only lane. 15 18 Addresses future intersection los of e and queuing. $

Q13 ne 8th street and 140th 
Ave ne - northbound Queue Jump 6, 14 4 / 5 / ~8 Add a queue jump to the northbound approach in a newly 

constructed queue jump lane. 9 16 Addresses future intersection los of e. $

Q14 ne 8th street and 140th 
Ave ne  - Westbound Queue Jump 6, 14 4 / 5 / ~8 Add a queue jump to the westbound approach in a newly 

constructed queue jump lane. 17 17 Addresses future intersection los of e. $$$

Q15 ne 8th street and 140th 
Ave ne  - southbound Queue Jump 6, 14 4 / 5 / ~8 Add a queue jump to the southbound approach in the right-turn 

only lane. 9 16 Addresses future intersection LOS and significant queuing issues. $

Q16 ne 8th st and 148th Ave 
ne - eastbound Queue Jump 6, 12 4 / 5 / ~8 Add a queue jump to the eastbound approach in the right-turn 

only lane. 19 15
Addresses operator comments.

Right turn volumes might be too high to make this viable.
$

Q17 ne 8th st and 148th Ave 
ne - northbound Queue Jump 6, 12 4 / 5 / ~8 Add a queue jump to the northbound approach in the right-turn 

only lane. 20 14 Addresses operator comments. $

Q18 ne 8th st and 148th Ave 
ne - southbound Queue Jump 6, 12 4 / 5 / ~8 Add a queue jump to the southbound approach in the right-turn 

only lane. 20 19 Addresses operator comments. $

Q19 ne 8th st and 156th Ave 
ne (nB) Queue Jump 6, 7 4 / 5 / ~8 Modify channelization to allow a queue jump. 21 14 $

intersection and Roadway improvements

R2 156th Ave ne and ne 24th 
st Turn Radii Turn Radii 7 8 / 10 / 15 Improve the turn radius for the eastbound right turn on 156th Ave 

ne at ne 24th st. n/A n/A previously noted in the eastgate/I-90 land use and Transportation project. $$

R3 northrup Way and 156th 
Ave ne Turn Radii Turn Radii 7 8 / 10 / 15 Improve the turn radius for the southbound right turn on northup 

Way at 156th Ave ne. 27 17 previously noted in the Bellevue Transit plan and Bellevue Transit Improvement 
Analysis. $$

R4
landerholm Circle 
and 148th se Radii 

Improvements
Turn Radii 7, 13 4 / 5 / ~8 Improve the turn radius for the eastbound right turn on 148th Ave 

se at landerholm Circle. n/A n/A previously noted in the Bellevue Transit plan and Bellevue Transit Improvement 
Analysis. $$

R5 se 32nd st and 139th Ave 
se Radii Improvement Turn Radii 14 8 / 10 / 15 Improve the turn radius for the westbound right turn on 139th Ave 

se at se 32nd st. 7 8 previously noted in the Bellevue Transit plan and Bellevue Transit Improvement 
Analysis. $$

R9 ne 2nd st and Bellevue 
Way ne Turn Improvement

Road 
upgrade 3, 5, 6 ~3 / 3-4 / 

5-6
Add a northbound right-turn lane and a second southbound left 
turn lane. 15–17 15 previously noted in the Bellevue Transit plan and Bellevue Transit Improvement 

Analysis. $$$

R10 se 36th sT and 142nd Ave 
se Turn lanes 7 8 / 10 / 15

Improve eastbound to northbound and southbound to westbound 
turn movement through construction of southbound right turn lane 
and northbound bus stop pullout.

11–19 13–19 previously noted in the eastgate/I-90 land use and Transportation project. $$$

R11 northup Way and ne 116th 
st Turn Improvement Turn lanes 5, 14 4 / 5 / ~8 Add an eastbound to southbound right turn lane. 16 24 Addresses future intersection los of F with queuing issues, high bus frequency. $$

Note: These projects are conceptual and the final details of design will be developed as the projects proceed further along in the implementation process. 

Table 19 potential queue jump, intersection, roadway, and signalization projects.
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iD Project type
ftN Service

Project Description
Composite Scores

Project Need Cost Range
Routes frequency 

(peak/Base/night)

Short-
term

long-
term

intersection and Roadway improvements (cont.)

R12 ne 8th st and 156th Ave 
ne Turn Radii Turn Radii 6, 7 4 / 5 / ~8 Improve the southbound to westbound turn radius. 21 14 Addresses operator comment. $$

R13 ne 12th st and 116th Ave 
ne Turn lane Turn lanes 5, 14 4 / 5 / ~8 Add a westbound to northbound right turn lane. 15 16 Addresses future intersection los of e and queuing issues. $$

R14 ne 10th st and 116th Ave 
ne Channelization Channelization 5 8 / 10 / 15 Clarify channelization of the eastbound approach such that right 

lane feeds into curb right-turn only lane and first left-turn only lane. 18 13 prioritizes lane with transit at closely spaced intersection. $

R15 116th Ave se and Main st 
Turn lane Turn lanes 13 8 / 10 / 15 Add a second northbound to westbound turn lane. Time of day 

ITs solutions might eliminate the need for lane construction. 10 13 Addresses existing left turn queuing issues. $$$

R16 ne 8th st and 120th Ave 
ne Turn lane Turn lane 6 8 / 10 / 15 Add a second westbound to southbound turn lane and restrict to 

hoV and transit. 16 16 Addresses existing left turn queuing issues. $$

R18 ne 4th st and Bellevue Way 
Turn Improvement

Turn 
Improvement 3, 5, 6 ~3 / 3-4 / 

5-6
Add a southbound right turn lane, a westbound right turn lane, 

and dual westbound left turn lanes. 21 17 previously noted in the Transportation Facilities plan. see TIp-48 and TFp-222. $$$

Signalization improvements
Citywide-

s1
Traffic Computer System 

upgrade ITs nA nA Citywide replacement of traffic signal and software to upgrade to 
SCATS traffic system. n/A n/A sCATs implementation has shown to reduce travel times across, which will 

generally result in improved speed and reliability of transit service. nC

Citywide-

s2
Controller equipment and 

software standards standards nA nA Coordinate with King County Metro on equipment and software 
Tsp standards for all new signal controllers. n/A n/A ensures Tsp treatments can be easily implemented in the future with existing 

equipment and software nC

s1 ne 4th st and 108th Ave 
Turn Improvement

Turn 
Improvement 3, 6 4 / 5-8 / 

15-20

Improve the eastbound left turn level-of-service (los) for transit 
through increased time allocation or Tsp. explore strategies to 
reduce southbound right turn delays caused by pedestrians.

26 18 Addresses top operator comment location. $

s3 south Kirkland p&R 
signalizations signalization 4, 5, 14 ~3 / 3-4 / 

5-6
signalize 108th Ave ne at the south Kirkland park-and-Ride 

entrance. 16 13–14 previously noted in the Bellevue Transit plan and Bellevue Transit Improvement 
Analysis $$

s4
Coal Creek pkwy se 

and 119th Ave se Turn 
Improvement

Turn 
Improvement 11 8 / 10 / 15 Improve the westbound to southbound and northbound to 

eastbound turn movements through timing prioritization and Tsp. 13–17 19–20 Addresses future intersection los of F and queuing issues. $

s6 se 37th st and 150th Ave 
se Turn Restriction

Turn 
Restriction 13 8 / 10 / 15

Restrict southbound to eastbound turns during pM peak hours to 
hoV and transit to reduce volumes and ensure that eastbound se 

37th St is not blocked by queuing traffic from I-90 eastbound.
14 14 Addresses existing and future los of e and F. $

s7 Bellevue Way and ne 10th 
st Turn Improvement

Turn 
Improvement 1 4 / 5 / 15

Improve the southbound to eastbound turn movement through 
signal timing prioritization and Tsp. Improve the westbound to 
northbound movement through conversion of the right through 

lane to a right-turn only lane.

13 14 Reduces intersection signal delay $

s8
Bellevue Way and south 

Bellevue park and Ride Tsp 
Improvement

Tsp 
Improvement 1, 3, 11 ~3 / 3-4 / 

5-6 Improve the responsiveness of northbound Tsp operations. 19 22 Addresses multiple operator comments that northbound Tsp was not responsive 
enough $

s9 112th Ave ne and ne Main 
st Turn Improvement

Turn 
Improvement 1, 13 4 / 5-8 / 

15-20
Improve the northbound to westbound turn movement through 

timing prioritization and Tsp. 14 20 Addresses future intersection los of F. $

s10 ne 8th st and 156th Ave 
ne Turn Improvement

Turn 
Improvement 6, 7 4 / 5 / ~8

Improve the eastbound to northbound left turn through timing 
prioritization and Tsp. If improvements are inadequate, consider 

construction of a second left turn lane.
24 17 Addresses multiple operator comments. $$$

Note: These projects are conceptual and the final details of design will be developed as the projects proceed further along in the implementation process. 

Table 8 continued.
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transIt sIgnal prIorIty
potential transit signal priority (Tsp) projects 

were initially being considered at all signalized 

intersections through which 2030 Frequent Transit 

network (FTn) routes will operate. Following the 

completion of early feasibility screening, potential 

transit signal priority (Tsp) projects were then divided 

into three groups. The first group, shown in Table 20 

on page 161, includes forty-four near-term projects 

that will be pursued through 2020. These represent 

all signalized intersections that are served by existing 

Route 271 (FTn Routes 1 and 13) and the RapidRide 

B line (FTn Routes 6 and 7) that have not been 

eliminated by early feasibility screening. While Tsp 

has already been deployed on some intersections 

served by the B line, near-term projects along ne 8th 

st, 156th Ave ne, and 148th Ave ne would complete 

implementation associated with that route.

A cost estimate is not provided for near-term Tsp 

projects in Table 20 because the cost of implementation 

at each intersection is estimated to be $15,000. Tsp 

costs for each intersection were estimated based on 

approximate costs provided by King County Metro. 

These estimates do not include capital or operational 

costs of communication, nor do they include signal 

controller, cabinet, or foundation upgrades. More 

detailed analysis of the communication, cabinet, 

controller, and signal upgrades necessary for Tsp 

implementation is required for more detailed cost 

estimates to be developed.

The second group of projects (see Appendix 

Table 23 on page A270) are those that have been 

eliminated from further consideration following 'fatal 

flaw' early feasibility screening. Twelve intersections 

for which potential signal projects were identified 

have been eliminated based on known signal and/or 

roadway limitations, and two additional intersections 

were removed by project consultants. Generally, the 

intersections with 'fatal flaws' identified are those that 
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POTENTIAL TSP PROJECTS

Near-Term Projects
Present – 2020

Long-Term Projects
2020 – 2030

Eliminated Projects
No Further Consideration

POTENTIAL TSP PROJECTS

Near-Term Projects
Present – 2020

Eliminated Projects
No Further Consideration

Long-Term Projects
2020 – 2030
Unspecified other FTN-served signalized intersections

near-term projects are presented in Table 20. eliminated 
projects are presented in Appendix 7 (see page A268), and 
long-term projects are documented as they were originally 
being considered in Appendix 8 (see page A272).

Figure 127 potential transit signal priority (Tsp) projects.
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intersection 
iD Cross Streets Direction(s)

Approach Composite Scores
ftN Route(s) Previous 

tSP Priority
Related 

tMP Project
Related tfP 

ProjectShort-term long-term
5 Bellevue Way ne & ne 12th Ave northbound, southbound 7–13 13–14 1
6 Bellevue Way ne & ne 10th Ave southbound, Westbound 9–13 14–17 1 X
21 ne 8th st & 108th Ave ne northbound, southbound 27 23 1, 5 X X
33 ne 8th st & 120th Ave ne northbound, Westbound 16–17 14–16 6 X X
35 ne 8th st & 124th Ave ne eastbound, Westbound 10–16 12–16 6 X
41 ne 8th st & 140th Ave ne eastbound, Westbound, northbound, southbound 9–17 16–18 6, 14 X
43 lake hills Connector & 140th Ave se eastbound, northbound, southbound 11–16 11–16 13, 14 X
43 lake hills Connector & se 8th st northbound, southbound 12–16 12–16 13, 14 X
44 lake hills Blvd & 145th pl se eastbound, northbound, southbound 11–16 11–16 7, 13, 14 X
45 Kamber Rd & 145th pl se northeastbound, northwestbound, southeastbound 3–17 10–18 7, 13, 14 X
46 ne 8th st & 143rd Ave ne eastbound, Westbound 17–19 15–17 6 X
54 se 24th st & 145th pl se eastbound, southbound 17–19 12–18 7, 12, 13
62 156th Ave ne & northup Way northbound, southbound 21–27 14–17 7 X
63 ne 8th st & 156th Ave ne eastbound, Westbound, northbound, southbound 15–24 9–17 6, 12 X
66 156th Ave ne & ne 15th st northbound, southbound 12–14 8–9 6, 7
67 156th Ave ne & ne 10th st northbound, southbound 17–21 9–14 7
69 Bellevue Way ne & ne 24th Ave northbound, southbound 7–9 11–12 1
70 156th Ave ne & ne 13th Way northbound, southbound 12–14 8–9 7
73 Main st & 116th Ave eastbound, northbound 5–10 13–18 13 X
79 148th Ave ne & ne 40th st northbound, southbound 13–23 18–21 12 X
91 se eastgate Way & 160th Ave se Westbound 10 9 13
92 se eastgate Way & 161st Ave se Westbound 6 7 13
107 ne 6th st & 112th Ave ne eastbound, Westbound 24–28 23 2, 6 X
124 ne 6th st & 110th Ave ne eastbound, Westbound 27–32 20–21 2, 6 X
126 ne 6th st & 108th Ave ne northbound, southbound, Westbound 26–32 18–23 1, 2, 5, 6 X X
131 116th Ave se & se 1st st northbound, southbound 10–12 11–13 13
134 lake hills Connector & Richards Rd eastbound, Westbound 12–14 14–16 13 X
136 Bellevue Way ne & 2900 Block Crosswalk northbound, southbound 7 12–15 1
137 Bellevue Way ne & 1700 Block Crosswalk northbound, southbound 7–9 11–13 1
154 ne 10th st & 106th Ave ne eastbound, Westbound 9 17–19 1 X
190 ne 10th st & 108th Ave ne eastbound, northbound, Westbound 9–27 19–23 1, 5 X X
213 Bellevue Way ne & sR-520 spuI northbound, eastbound 7 15 1 X
227 150th Ave se & se 37th st southbound 14 14 13 X
249 148th Ave ne & ne 51st st northbound, southbound, Westbound 19–21 21 7, 12 X
272 se eastgate Way & 139th Ave se eastbound, Westbound, southbound 7–26 12–14 13, 14 X
287 148th Ave ne & ne 60th st northbound, southbound 9 14 7, 12
288 ne 8th st & 13300 Block Crosswalk eastbound, Westbound 10–15 12–18 6
299 ne 8th st & 158th Ave ne eastbound, Westbound 5–15 5–14 6
319 se eastgate Way & 140th Ave se eastbound, southbound, Westbound 17 12–15 7, 13, 14 X

nA_1 lake hills Connector & I-405 nB off-ramp eastbound, Westbound 12–16 11–16 13
nA_2 se eastgate Way & eastgate p&R entrance Westbound, eastbound 19–26 13–14 13
nA_3 148th Ave ne & ne 4200 Block northbound, southbound 13–23 18–21 12 X
nA_3 148th Ave ne & ne 5600 Block northbound, southbound 9–19 14–21 7, 12
nA_4 148th Ave ne & ne 46th st northbound, southbound 21–23 21 12 X

Table 20 potential near-term transit signal priority (Tsp) projects.

Note: These projects are conceptual and the final details of design will be developed as the projects proceed further along in the implementation process. 
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have such significant congestion—often in all travel 

directions—that the use of signal pre-emption for transit 

would seriously interfere with signal phasing and cause 

unacceptable delays to cross traffic. For example, 

the intersections of 148th Ave ne/ne 20th st and 

Factoria Blvd/se 36th st both experience substantial 

congestion due to nearby freeway interchanges, 

making Tsp implementation untenable there.

The final group of potential TSP projects are 

those that may be pursued between 2020–2030. 

This group includes an unspecified number of the 

remaining signalized intersections served by 2030 

FTn routes, indicated in Figure 127 by a yellow area 

covering much of the city (see Appendix 8 on page 

A272). If transit efficiency and reliability were the only 

two considerations necessary in determining where 

Tsp should be deployed—that is, if cost were no 

object, impacts to other travel modes were deemed 

insignificant, and no technical limitations existed on 

where Tsp could be deployed—then Tsp might 

reasonably be pursued at all or most of these signals. 

however, this is of course not the case, as all of 

these other factors are also critical considerations 

in determining where transit priority can and should 

be implemented. Therefore, the specific projects that 

may be included in this group will not be identified until 

after 2020, after Metro has identified its anticipated 

capacity to expand its Tsp capabilities. 

BELLEVUE TRANSIT
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In addition to the physical infrastructure 

improvement projects proposed, five projects 

dealing with performance tracking and further study 

have also been identified (Table 21). Though less 

visible than the 'brick-and-mortar' running way and 

spot improvement projects, and less immediately 

impactful to transit operations than transit signal 

priority projects, these tracking and study projects 

would provide valuable opportunities for the City 

to ensure that its investments in transit priority are 

functioning as intended and providing the greatest 

return on investment possible.

The tracking and study projects include two 

targeted projects and three city-wide projects. 

Project L12 would track the volumes of traffic 

between Bellevue Transit Center and the ne 6th st 

direct-access ramp to I-405 to ensure that speed 

iD Project type
ftN Service Composite Scores

Project Description Project Need
Routes frequency 

(peak/Base/night)

Short-
term

long-
term

l12 ne 6th st Bus 
priority Corridor Tracking

1, 2, 3, 
5, 6, 11, 

13

~1 / 1-2 / 
~2 24–28 23

highlight transit priority over 
general purpose and hoV 

traffic on NE 6th St from BTC 
to I-405 direct access ramps. 

Track general purpose and 
hoV volumes to ensure they 
do not result in degradation 
of speed and reliably below 

existing levels, and take steps to 
mitigate growing hoV volumes 

if needed.

Addresses very high 
bus volumes between 
BTC and I-405.

Citywide-

R1
Transit Turn 

priority Tracking nA nA n/A n/A

Monitor right and left turn 
pockets used by Frequent 

Transit network (FTn) routes for 
level-of-service and adequacy 
of pocket length. use signal 

timing work to prioritize these 
movements to ensure fast and 

reliable transit service. 

Turning moments at 
major intersections 
with long signal 
cycles can have a 
significant impact 
on the speed and 
reliability of routes.

R17

sR-520 and 
108th Ave ne 

exit Transit 
priority

study 4 8 / 10-15 
/ 30 30 23

Improve the speed and reliability 
of sR-520 westbound buses 
to south Kirkland park-and-

Ride through signal operations, 
striping, or construction of bus 

facilities.

Addresses 2010 and 
2030 intersection 
los of e and F.

Citywide-

s3

Tsp 
performance 
Tracking and 
optimization

Tracking nA nA n/A n/A

Develop Tsp performance 
standards in coordination with 

King County Metro. Track 
performance and ensure 

that Tsp is operational and 
optimized.

Develop shared 
goals of successful 
Tsp implementation 
between the City of 
Bellevue and King 
County Metro.

Citywide-

s4
Tsp Before and 

After study study nA nA n/A n/A

Complete a before and after 
study at select intersections 

to assess the benefits of TSP 
to transit and the impacts on 
general purpose traffic. Use 

person throughput and person 
delay as performance measures.

provides a local 
example of the 
benefits and 
impacts on Tsp 
implementation 
for staff and policy 
makers.

Table 21 Tracking projects and studies.

and reliability do not decline over time, and project 

R17 would study how speed and reliability could 

be improved for westbound buses from sR-520 

to the south Kirkland park-and-Ride. Citywide-R1 

would track the adequacy of turn pocket lengths 

along FTn corridors and adjust signal timing as 

needed. Citywide-s3 and Citywide-s4 both deal 

with Tsp performance. The former would develop 

Tsp performance standards and track the resulting 

measures to ensure that Tsp systems are functional 

and optimized, while the latter project would 

conduct a before-and-after study of the benefits 

provided to transit by Tsp at selected intersections, 

as well as its impacts on general purpose traffic. 

none of these projects have associated capital 

costs, and project R17 is the lone project whose 

cost was identified as 'N/A' (see Table 17 on page 

traCkIng & further study
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projEctED 
outcomES

This section summarizes the results of initial 

efforts to model the impacts of implementing some 

of the potential projects considered in this report. 

The results presented here were generated using 

Dynameq, a dynamic traffic simulaton application 

that is capable of assessing traffic patterns under 

congested conditions. This software models vehicles 

of multiple modes and captures lane-based effects 

and explicit signal timing, making it a useful tool 

for considering how hoV and BAT lane projects 

would affect transit and automobile travel time along 

Frequent Transit network (FTn) corridors. other 

project types like queue jumps and Tsp cannot be 

modeled with this application and are therefore not 

considered in this analysis. It should be noted that 

at this level of study, the modeling is done on the set 

of proposed hoV and BAT lane projects as a group 

(identified as the HOV/BAT Lane scenario; see Table 

18 on page 149 for details about all of the projects 

included). As implementation of the Transit Master 

plan progresses, more detailed modeling will be 

done to assess the benefits of individual projects. 

This Dynameq-based assessment suggests that 

implementation of every hoV and BAT lane project 

being proposed will improve the average transit 

travel speed for each category of FTn service 

by roughly 1 mph (Table 22). Although this may 

sound like a small improvement, this level of speed 

increase represents approximately half of the total 

improvement needed for Frequent local (Fl) routes 

to achieve the operating speeds assumed in the 

Transit Service Vision Report. Frequent Rapid (FR) 

routes achieve about one-third of the improvement in 

average speed required, and Frequent express (FX) 

routes about one-quarter.  

Scenario

Avg. Speed Along 
ftN Corridors by 
Service type (mph)

fX fR fl

Transit

Baseline 18 12 12

hoV/BAT lane projects 19 13 13

2030 Targets 22 15 14

General Purpose Traffic

Baseline 20 13 13

hoV/BAT lane projects 21 14 14

Source: Dynameq model D30R1.0.3, for november 14, 2013 
Transportation Commission meeting.

Table 22 Average transit and general purpose travel speeds 
by FTn service category before and after hoV and BAT lane 
implementation.
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ftN 
Route

ftN 
type from / to Dir. Dist. 

(miles)

Baseline Hov/BAt lane Projects
Avg. travel 
time (min)

Avg. Speed 
(mph)

Avg. travel 
time (min)

Avg. Speed 
(mph)

transit

1 FX
lakemond Interchange to In 11.41 37.1 18.4 34.9 19.6

ne 84th st out 11.15 46.8 14.3 44.1 15.2

2 FX
ne 124th st Interchange to In 8.03 22.8 21.1 21.1 22.8

ne 102nd Ave out 7.64 40.4 11.3 40.7 11.3

3 FX
Kennydale to In 8.34 18.6 25.9 18.4 27.2

Bellevue Transit Center out 8.34 34.0 13.8 30.2 16.6

4 FX
union hill/sR520 to In 10.05 24.2 24.9 20.8 28.9

ne 84th Ave out 8.91 20.5 26.1 21.4 25.0

5 FR
ne 124th st Interchange to In 9.17 34.8 15.8 37.9 14.5

Bellevue Transit Center out 9.42 53.4 10.6 53.5 10.6

6 FR
Crossroads to In 3.62 23.3 9.3 22.5 9.6

Bellevue Way/ne 4th out 3.55 20.8 10.2 19.5 10.7

7 FR
Town square to In 12.55 57.3 13.1 55.8 13.5

Factoria Mall out 11.97 54.5 13.2 48.8 14.6

11 Fl
newcastle Way to In 7.94 34.4 13.9 35.6 13.5

Bellevue Transit Center out 7.99 47.0 10.2 41.8 11.3

12 Fl
148th/old Redmond Rd to In 7.20 32.3 13.4 32.5 13.3

eastgate park-and-Ride out 7.20 40.0 10.8 33.0 13.1

13 Fl
Bellevue Transit Center to In 7.89 39.4 12.0 38.3 12.4

eastgate park-and-Ride out 7.95 36.3 13.1 31.5 15.1

14 Fl
eastgate park-and-Ride to In 7.91 37.2 12.7 32.9 14.4

lake Wash Blvd out 7.88 39.6 11.9 38.4 12.3

General Purpose Traffic

1 FX
lakemond Interchange to In 11.41 35.2 19.4 31.4 21.8

ne 84th st out 11.15 42.6 15.7 41.8 16.0

2 FX
ne 124th st Interchange to In 8.03 22.2 21.7 18.3 26.3

ne 102nd Ave out 7.64 35.5 12.9 37.8 12.1

3 FX
Kennydale to In 8.34 17.7 28.2 17.9 27.9

Bellevue Transit Center out 8.34 31.7 16.0 23.6 21.5

4 FX
union hill/sR520 to In 10.05 22.0 27.4 20.2 29.8

ne 84th Ave out 8.91 18.1 29.5 18.1 29.5

5 FR
ne 124th st Interchange to In 9.17 30.4 18.1 34.6 15.9

Bellevue Transit Center out 9.42 47.2 12.0 51.5 11.0

6 FR
Crossroads to In 3.62 21.5 10.1 17.4 12.5

Bellevue Way/ne 4th out 3.55 20.5 10.4 21.1 10.1

7 FR
Town square to In 12.55 51.5 14.6 51.2 14.7

Factoria Mall out 11.97 53.1 13.5 46.4 15.5

11 Fl
newcastle Way to In 7.94 28.6 16.6 30.2 15.8

Bellevue Transit Center out 7.99 42.2 11.4 39.7 12.1

12 Fl
148th/old Redmond Rd to In 7.20 28.8 15.0 29.4 14.7

eastgate park-and-Ride out 7.20 40.4 10.7 31.6 13.7

13 Fl
Bellevue Transit Center to In 7.89 39.5 12.0 39.7 11.9

eastgate park-and-Ride out 7.95 37.7 12.7 33.4 14.3

14 Fl
eastgate park-and-Ride to In 7.91 29.4 16.2 30.0 15.8

lake Wash Blvd out 7.88 33.5 14.1 32.0 14.8

Source: Dynameq model D30R1.0.3, for november 14, 2013 Transportation Commission meeting.
Notes: The above figures reflect only the length of each route operating either wholly within Bellevue or to the nearest bus stop outside of Bellevue city limits. 
For example, Route 3 terminates at Kennydale park-and-Ride for the purposes of this modeling exercise. This is done to minimize the extent to which route 
segments outside of Bellevue's jurisdiction, which do not benefit from the HOV and BAT lane projects being considered in Bellevue, affect the average speeds 
and travel times realized as a result of these potential improvements.

Table 23 Transit and general purpose travel time by FTn route before and after hoV and BAT lane implementation.
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That Frequent express routes would realize less 

substantial improvements than Frequent local routes 

stands to reason given the nature of these routes and 

the projects reflected in this analyis. Frequent Express 

routes operate long segments on highways, while all 

of the hoV and BAT lane projects assessed here are 

on local streets over which Bellevue has jurisdiction. 

To achieve additional improvement to Frequent 

express travel times, some transit accommodations 

may be necessary on sR-520, I-90, and I-405, such 

as increasing hoV lane use requirements from 2+ to 

3+ passengers, for example. By contrast, Frequent 

local routes operate entirely on local arterial streets, 

so these running way projects are able to more 

directly target the range of issues affecting them.

Table 23 indicates that most routes would realize 

travel time improvements of two minutes or more in one 

or both travel directions, including Route 1FX, Route 3FX 

outbound, Route 4FX inbound, Route 5FR inbound, 

Route 7FR outbound, Route 11Fl outbound, Route 

12Fl outbound, Route 13Fl outbound, and Route 

14Fl inbound. note that many potential hoV and BAT 

lane projects apply only to one direction of travel, hence 

the benefits are not realized equally by inbound and 

outbound trips. outbound trips of Routes 7FR, 11Fl, 

and 12Fl would realize the largest improvements—

roughly six minutes for each—which may suggest that 

projects l1-l3, l6, l23, l24, and l26 are particularly 

effective in addressing the speed and reliability issues 

affecting transit on these corridors. however, because 

all projects are modeled simultaneously, as noted 

above, it is not clear from this analysis which of these 

projects has the greatest impact.

Table 24 reflects the systemwide impacts of 

implementing every potential hoV and BAT lane project 

currently being considered. Although the number of 

signalized intersections with an los of 'B' decreases 

and those rated 'C' increase, intersections with an 

los of 'D', 'e', and 'F' all decline, resulting in an overall 

improvement in citywide vehicle delay of 2 seconds.
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stated simply, time is money. In this case, this 

addage applies both to the value of transit users' time 

spent riding the bus and to the cost for transit providers 

to operate the service. For riders, time spent traveling 

could be better used to achieve more productive ends. 

For transit operators, minutes lost to traffic congestion 

can mean the difference between requiring three buses 

or four to operate the same route at a given frequency. 

The improvements in speed and travel time realized by 

implementing hoV and BAT lane projects can therefore 

be monetized to estimate the aggregate value of the 

time saved. As shown in Table 25, these improvements 

in travel time translate to societal savings of between 

$2.5–$4.2 million annually during the pM peak alone, 

depending on the rate at which riders' time spent 

traveling is valued relative to the region's mean hourly 

wage. Additional savings would also be realized 

during other times of day, particularly in the AM peak, 

but because travel demand model outputs reflect 

pM peak conditions, no assumptions are made here 

about the savings realized during other periods. 

For transit operators, the calculation is somewhat 

more complicated for two reasons. First, the ability to 

remove a bus from a schedule while maintaining the 

same headways depends on multiple factors that 

2030 Reduced funding 
w/o Hov/BAt Projects

2030 Growing Resources 
w/o Hov/BAt Projects

2030 Growing Resources 
with Hov/BAt Projects

le
ve

l o
f s

er
vi

ce
 (l

o
s

)

A 8 8 8

B 27 31 28

C 49 49 54

D 50 53 52

e 33 30 33

F 28 24 20

Citywide los D D D

Citywide Avgerage 
Vehicle Delay (sec)

51.8 49.9 48.3

Citywide Total Delay 
hours

8,141 7,665 7,350

Source: Dynameq model D30R1.0.3, for november 14, 2013 Transportation Commission meeting.

Table 24 2030 pM peak hour signalized intersection los before 
and after hoV and BAT lane implementation.

Invisible page ref — Value of Travel Time savings
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are not reflected by this analysis. Second, the travel 

demand models used here to assess transit travel 

speed assume the service frequencies defined by the 

2030 Growing Resources scenario as model inputs. 

however, it will only be possible to operate these 

frequencies within the budget defined by the Funding 

Scenarios Report if transit travel speeds meet or exceed 

the speeds assumed for each service type in the 

Service Vision Report. nevertheless, it is still instructive 

to estimate the operating cost savings attributable to 

implementing these hoV and BAT lane projects, even 

if these savings are reinvested in prodiving service at 

the frequencies being proposed. To that end, Table 

26 indicates that transit service providers would save 

between about $510,000–$780,000 annually based 

on the travel time savings achieved in the pM peak 

period alone, depending on the assumed operating 

cost per hour. see Appendix 9 on page A275 for 

additional information about how these figures for the 

value of travel time savings were calculated.

Given that only a portion of the proposed transit 

priority projects can be modeled (i.e. hoV and BAT 

lanes), it can be expected that implementation of 

the entire package of improvements would result in 

greater travel time savings than are reflected here. 

This is because hoV and BAT lanes are often paired 

with other improvements, such as queue jump lanes 

and/or Tsp to help transit pass through problematic 

intersections more efficiently. This assessment 

therefore only presents part of the picture—the 

degree of benefit achieved by HOV and BAT lanes in 

isolation of any other related transit priority projects—

so the results presented in Table 22 should not be 

understood to mean that the City will be unable to 

achieve the target travel speeds assumed in the 

Transit Service Vision Report. The other types of 

priority projects being considered will also contribute 

to transit travel speed improvement, but those 

projects' benefits will need to be assessed using 

more detailed applications. 

ftN 
Service 

type

Annualized 
PM Peak 

Pass Hours 
Saved

value of Pass Hours Saved

low Medium high

FX 148,592  $1,439,564  $2,056,519  $2,344,432 

FR 17,414  $168,711  $241,016  $274,759 

Fl 99,779  $966,655  $1,380,936  $1,574,267 

Annual total:  $2,574,930  $3,678,471  $4,193,457 

Notes: Value of travel time savings based on the May 2012 mean 
hourly wage for seattle-everett-Bellevue of $27.68, obtained from the 
us Department of labor Bureau of labor statistics. low, Medium, and 
high estimates are based on the percentage of that wage considered 
when valuing transit passenger time, reflecting 35%, 50%, and 57%, 
respectively. higher rates of time valuation relative to the mean hourly 
wage correspond to reduced perceived convenience due to lower 
intersection los (e.g. high corresponds to los 'D') and/or standing 
rather than sitting. see Appendix 9 on page A275 for details.

Table 25 Value of Annualized pM peak Travel Time savings for 
Transit users from proposed hoV/BAT projects.

ftN 
Service 

type

Annualized PM 
Peak Revenue 
Hours Saved

value of Revenue Hours Saved

low1 high2

FX 2,352 $209,285 $319,054

FR 521 $46,399 $70,736

Fl 2,869 $255,322 $389,238

Annual total: $511,007 $779,027

1. low estimate based on King County Metro's 2010 marginal hourly 
operating cost of $89.
2. high estimate based on King County Metro's 2012 'Transit operating 
Cost per Vehicle Hour', as reported on the agency's website at: 
http://metro.kingcounty.gov/am/reports/annual-measures/financial.
html#cost-per-hour. see Appendix 9 on page A275 for details.

Table 26 Value of Annualized pM peak Travel Time savings to 
Transit operators from proposed hoV/BAT projects.

Invisible page ref — end projected outcomes
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appEnDix B
appendIx B1:
transIt prIorIty 
pedestrIan and BICyCle 
projeCt lIsts

Consistent with the maps presented on The 

following pages itemize all transit priority pedestrian 

and bicycle projects in four parts:

1. sidewalk projects

2. Bicycle projects

3. offstreet path projects

4. Trail projects

All projects reflected in these tables are derived 

from the 2009 pedestrian and Bicycle Transportation 

plan Report except for projects p-1, p-2, s-1, I-1, I-2, 

I-3, and I-4, which all come from the eastgate/I-90 

Transportation strategies Report. Additionally, the 

descriptions and extents of two projects derived from 

the 2009 ped-Bike plan have been revised in these 

tables: sidewalk project S-464 and bicycle project 

B-146. These projects have been updated to reflect 

the details of Running Way project l27—the 142nd pl 

se/snoqualmie River Rd Multimodal Transportation 

Corridor—proposed in this report. Thus, revised 

project s-464 recommends constructing a sidewalk 

on the west side of 142nd pl se from se 36th st 

to se 32nd st, on the east and south sides of the 

re-aligned snoqualmie River Rd from se 32nd st to 

se 24th st. And whereas project B-146 previously 

recommended the installation of a bicycle lane on both 

the east and west sides of 142nd pl se from se 36th 

st to se 28th st, the revised project recommends 

constructing an off-street bicycle facility only on the 

east side from se 36th st to se 32nd st and on the 

west side of snoqualmie River Rd from se 32nd st 

to se 24th st.
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type Project # link limits Description Priority

sidewalk s-101-n ne 8th st 116th Ave ne to 120th Ave ne Add a 12 foot wide sidewalk and a 4 foot wide planter strip on the north side of ne 8th street from 116th Avenue ne to 120th Avenue ne where not complete. high

sidewalk s-101-s ne 8th st 116th Ave ne to 120th Ave ne Add a 12 foot wide sidewalk and a 4 foot wide planter strip on the south side of ne 8th street from 116th Avenue ne to 120th Avenue ne where not complete. high

sidewalk s-102-e 100th Ave se/se 
Bellevue pl Meydenbauer Way se to Main st Add a 12 foot wide sidewalk and 4 foot wide planter strip on the east side of 100th Avenue se and se Bellevue place from Meydenbauer Way se to Main street. high

sidewalk s-200-e 124th Ave ne northup Way to Bel-Red Rd Add an 8 foot wide sidewalk and a 4 foot side planter strip on the east side of 124th Avenue ne from northup Way to Bel-Red Road where not complete.  high

sidewalk s-200-W 124th Ave ne northup Way to Bel-Red Rd Add an 8 foot wide sidewalk and a 4 foot side planter strip on the west side of 124th Avenue ne from northup Way to Bel-Red Road where not complete.  high

sidewalk s-204-s ne 11th st 111th Ave ne to 112th Ave ne Add an 8 foot wide sidewalk and a 4 foot wide planter strip along the south side of ne 11th street from 111th Avenue ne to 112th Avenue ne. high

sidewalk s-205-W 105th Ave ne ne 4th st to ne 2nd st Add an 8 foot wide sidewalk and a 4 foot wide planter strip along the west side of 105th Avenue ne from ne 4th street to ne 2nd street. high

sidewalk s-207-e 111th Ave ne ne 4th st to ne 2nd st Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the east side of 111th Avenue ne from ne 4th street to ne 2nd street. high

sidewalk s-207-W 111th Ave ne ne 4th st to ne 2nd st Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the west side of 111th Avenue ne from ne 4th street to ne 2nd street. high

sidewalk s-209-s ne 1st st (old Bellevue 
sidewalks) 103rd Ave ne to Bellevue Way Add an 8 foot wide sidewalk and a 4 foot wide planter strip along the south side of ne 1st street from 103rd Avenue ne to Bellevue Way. high

sidewalk s-210-W 107th Ave ne ne 2nd st to Main st Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the west side of 107th Avenue ne from ne 2nd street to Main street where not complete. high

sidewalk s-211-W 110th Ave ne ne 2nd st to Main st Add an 8 foot wide sidewalk and a 4 foot wide planter strip along the west side of 110th Avenue ne from ne 2nd street to Main street where not complete. high

sidewalk s-212-s ne 2nd st Bellevue Way to 106th Ave ne Add an 8 foot wide sidewalk and a 4 foot wide planter strip along the south side of ne 2nd street from Bellevue Way to 106th Avenue ne.  high

sidewalk s-213-n Main st Bellevue Way to 116th Ave ne Add an 8 foot wide sidewalk and a 4 foot wide planter strip along the north side of Main street from Bellevue Way to 116th Avenue ne. high

sidewalk s-214-e 120th Ave ne Bel-Red Road to northup Way Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the east side of 120th Avenue ne from ne Bel-Red Road to northup Way where not compete. high

sidewalk s-214-W 120th Ave ne Bel-Red Road to northup Way Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the west side of 120th Avenue ne from Bel-Red Road to northup Way where not compete. high

sidewalk s-215-e 102nd Ave ne ne 10th st to ne 8th st Add an 8 foot wide sidewalk and a 4 foot wide planter strip along the east side of 102nd Avenue ne from ne 10th street to ne 8th street where not complete. high

sidewalk s-217-e 150th Ave se se 38th st to se 43rd st Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the east side of 150th Avenue se from se 38th street to se 43rd street where not complete. high

sidewalk s-217-W 150th Ave se se 37th st to se 43rd st Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the west of 150th Avenue se from se 37th street to se 43rd street where not complete. high

sidewalk s-301-n northup Way ne 33rd pl to 124th Ave ne Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the north side of northup Way from ne 33rd place to 124th Avenue ne where not complete. high

sidewalk s-301-s northup Way Bellevue Way to 124th Ave ne Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the south side of northup Way from Bellevue Way ne to 124th Avenue ne where not complete.  high

sidewalk s-303-W 112th Ave ne 108th Ave ne to 400' s of ne 24th st Add a 6 foot wide sidewalk and a 4 foot-wide planter strip along the west side of 112th Avenue ne from 108th Avenue ne to 400 feet south of ne 24th street. high

sidewalk s-305-n ne 40th st 140th Ave ne to 142nd pl ne Add a curb, gutter, and separated pathway or sidewalk where physical constraints exist, on the north side of ne 40th street from 140th Avenue ne to 142nd place ne.  (shared lanes and planter strip where feasible) high

sidewalk s-308-n ne 24th st 105th Ave ne to 108th Ave ne Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the north side of ne 24th street from 105th Avenue ne to 108th Avenue ne. high

sidewalk s-308-s ne 24th st Bellevue Way ne to 108th Ave ne Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the south side of ne 24th street from Bellevue Way ne to 108th Avenue ne. high

sidewalk s-310-e 132nd Ave ne ne 16th st to ne 8th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the east side of 132nd Avenue ne from ne 16th street to ne 8th street where not complete. high

sidewalk s-310-W 132nd Ave ne Bel-Red Rd to ne 8th st Add an 6 foot wide sidewalk and a 4 foot wide planter strip on the west side of 132nd Avenue ne from Bel-Red Road to ne 8th street where not complete. high

sidewalk s-311-n northup Way 161st Ave ne to ne 8th st Add a 6 foot-wide sidewalk and a 4 foot-wide planter strip on the north side of northup Way from 161st Avenue ne to ne 8th street where not complete. high

sidewalk s-311-s northup Way 156th Ave ne to ne 170th Ave ne Add a 6 foot-wide sidewalk and a 4 foot-wide planter strip on the south side of northup Way from 156th Avenue ne to 170th Avenue ne where not complete.  high

sidewalk s-313-e 100th Ave ne ne 14th st to ne 24th st Add a 6 foot-wide sidewalk and a 4 foot-wide planter strip on the east side of 100th Avenue se from ne 14th street to ne 24th street. high

sidewalk s-314-e 108th Ave ne ne 24th st to ne 14th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip along the east side of 108th Avenue ne from ne 24th street to ne 14th street where not complete. high

sidewalk s-314-W 108th Ave ne ne 24th st to ne 12th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip along the west side of 108th Avenue ne from ne 24th street to ne 12th street where not complete. high

sidewalk s-316-e 160th Ave ne  Crossroads park to ne 8th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the east side of 160th Avenue ne from Crossroads park and Community Center to ne 8th street. high

sidewalk s-316-W 161st Ave ne  ne 8th to Crossroads park Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the west side of 160th Avenue ne from Crossroads park and Community Center to ne 8th street. high

sidewalk s-319-W 128th Ave ne/se ne 7th st to se 7th pl Add a 6 foot wide sidewalk along the west side of 128th Avenue ne/se from ne 7th street to se 7th place, except in front of Wilburton park. high

sidewalk s-321-s ne 6th st 148th Ave ne to 164th Ave ne Add a 6 foot wide sidewalk and a 4 foot wide planter strip along the south side of ne 6th street from 148th Avenue ne to 164th Avenue ne where not complete. high

sidewalk s-326-n Main st 118th Ave se to 124th Ave ne Add a 6 foot wide sidewalk and a 4 foot planter strip on the north side of Main street from 118th Avenue se to 124th Avenue ne. high

sidewalk s-327-e 124th Ave ne ne 4th pl to Main st Add a 6 foot wide sidewalk and a 4 foot planter strip on the east side of 124th Avenue ne from ne 4th place to Main street. high

sidewalk s-327-W 124th Ave ne ne 2nd st to Main st Add a 6 foot wide sidewalk and a 4 foot planter strip on the west side of 124th Avenue ne from ne 2nd street to Main street. high

Continued on following page

Appendix Table 1  Transit priority sidewalk projects.
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type Project # link limits Description Priority

sidewalk s-328-e 118th Ave se Main street to se 4th pl (Botanical 
Garden frontage) Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the east side of 118th Avenue se from Main street to se 4th place where not complete. (mainly Botanical Garden frontage) high

sidewalk s-328-W 118th Ave se Main street to se 4th pl (Botanical 
Garden frontage) Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the west side of 118th Avenue se from Main street to se 4th place where not complete. (mainly Botanical Garden frontage) high

sidewalk s-329-e 114th Ave se se 6th to se 8th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the east side of 114th Avenue se from se 6th street to se 8th street. high

sidewalk s-329-W 114th Ave se se 6th to se 8th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the west side of 114th Avenue se from se 6th street to se 8th street. high

sidewalk s-330-n se 8th st 121th Ave se to lake hills Connector Add a 6 foot-wide sidewalk and a 4 foot-wide planter strip on the north side of se 8th street from 121st Avenue se to lake hills Connector. high

sidewalk s-330-s se 8th st 114th Ave/118th Ave se to 121st 
Avenue se Add a 6 foot-wide sidewalk and a 4 foot-wide planter strip on the south side of se 8th street from 114th Avenue se/118th Avenue se to 121st Avenue se. high

sidewalk s-331-n se 7th pl lake hills Connector to 128th Ave se Add a 6 foot wide sidewalk and a 4 foot wide planter strip along the north side of se 7th place from lake hills Connector to 128th Avenue se where not complete. high

sidewalk s-333-n lake hills Blvd 143rd Ave se to se 12th pl Add a 6 foot-wide sidewalk and a 4 foot-wide planter strip on the north side of lake hills Boulevard from 143rd Avenue se to se 12th place where not complete, while preserving the existing on-street bicycle facility. high

sidewalk s-333-s lake hills Blvd 144th Ave se to se 12th pl Add a 6 foot-wide sidewalk and a 4 foot-wide planter strip on the south side of lake hills Boulevard from 143rd Avenue se to se 12th place, while preserving the existing on-street bicycle facility. high

sidewalk s-334-n lake hills Blvd 155th Ave se to 156th Ave se Add a 6 foot-wide sidewalk and a 4 foot-wide planter strip along the north side of lake hills Boulevard from 155th Avenue se to 156th Avenue se, while preserving the existing on-street bicycle facility. high

sidewalk s-335-s se 6th st 100th Ave se to 102nd Ave se Add a 6 foot wide sidewalk and a 4 foot wide planter strip along the south side of se 6th street from 100th Avenue se to 102nd Avenue se. high

sidewalk s-338-e se 20th pl/128th Ave se 123rd Ave se to se 30th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the east side of se 20th place and 128th Avenue se from 123rd Avenue se to se 30th street where not complete, while preserving the existing on-
street bicycle facility. high

sidewalk s-338-W se 20th pl/128th Ave se 123rd Ave se to se 32nd st Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the west side of se 20th place and 128th Avenue se from 123rd Avenue se to se 32nd street where not complete, while preserving the existing on-
street bicycle facility. high

sidewalk s-344-e 145th pl se se 24th st to landerholm Cir se (BCC 
campus) Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the east side of 145th place se from se 24th street to landerholm Circle se and the Bellevue Community College campus. high

sidewalk s-344-W 145th pl se se 24th st to landerholm Cir se (BCC 
campus) Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the west side of 145th place se from se 24th street to landerholm Circle se and the Bellevue Community College campus where not complete. high

sidewalk s-345-n se 24th st 145th pl se to 148th Ave se Add a 6 foot wide sidewalk and a 4 foot wide planter strip along the north side of se 24th street from 145th place se to 148th Avenue se where not complete. high

sidewalk s-346-n se 16th st 148th Ave se to 156th Ave se Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the north side of se 16th street from 148th Avenue se to 156th Avenue se where not complete. high

sidewalk s-346-s se 16th st 148th Ave se to 156th Ave se Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the south side of se 16th street from 148th Avenue se to 156th Avenue se where not complete.  high

sidewalk s-348-n phillips hill Rd (se 35th pl 
and se 34th st) 162nd pl se to 168th pl se Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the north side of phillips hills Road (se 35th place and se 34th street) from 162nd place se to 168th place se.  high

sidewalk s-353-n se 40th ln Factoria Blvd to 133rd Ave se Add a 6 foot sidewalk and a 4 foot planter strip on the north side of se 40th lane from Factoria Boulevard to 131st Avenue se. high

sidewalk s-353-s se 40th ln Factoria Blvd to 133rd Ave se Add a 6 foot sidewalk and a 4 foot planter strip on the south side of se 40th lane from Factoria Boulevard to 131st Avenue se. high

sidewalk s-364-n se 60th st 112th Ave se/lake Washington Blvd 
to 120th Ave se Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the north side of se 60th street from 112th Avenue se/lake Washington Boulevard to 120th Avenue se where not complete.   high

sidewalk s-364-s se 60th st 114th pl se to 116th Ave se Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the south side of se 60th street from 114th place se to 116th Avenue se where not complete.   high

sidewalk s-367-e 123rd Ave se se 60th st to se 64th pl Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the east side of 123rd Avenue se from se 60th street to se 64th place where not complete, while preserving the existing on-street bicycle facility. high

sidewalk s-367-W 123rd Ave se se 60th st to se 64th pl Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the west side of 123rd Avenue se from se 60th street to se 64th place where not complete, while preserving the existing on-street bicycle facility. high

sidewalk s-368-n se 60th st 126th Ave se to 129th Ave se Add a 6 foot wide sidewalk on the north side of se 60th street from 126th Avenue se to 129th Avenue se where not complete.  high

sidewalk s-368-s se 60th st 123rd Ave se to 129th Ave se Add a 6 foot wide sidewalk on the south side of se 60th street from 123rd Avenue se to 129th Avenue se where not complete.  high

sidewalk s-377-s Coal Creek pkwy I-405 to Factoria Blvd se Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the south side of Coal Creek parkway from Factoria Boulevard se to I-405. high

sidewalk s-378-n eastgate Way Richards Rd to 139th Ave se Add a 6 foot wide sidewalk and 4 foot wide planter strip on the north side of eastgate Way from Richards Road to 139th Avenue se where not complete. high

sidewalk s-414-n ne 5th st 120th Ave ne to 124th Ave ne Add a 5 foot wide sidewalk on the north side of ne 5th street from 120th Avenue ne to 124th Avenue ne. high

sidewalk s-414-s ne 5th st 120th Ave ne to 123rd Ave ne Add a 5 foot wide sidewalk on south side of ne 5th street from 120th Avenue ne to 123rd Avenue ne where not complete. high

sidewalk s-418-n ne 6th st 148th Ave ne to 164th Ave ne Add a 5 foot wide sidewalk along the north side of ne 6th street from 148th Avenue ne to 164th Avenue ne. high

sidewalk s-419-e 160th Ave ne/158th pl 
ne/se ne 4th st to se 16th st Add a 5 foot wide sidewalk on the east side of 160th Avenue ne and 158th place ne/se from ne 4th street to se 16th street where not complete. high

sidewalk s-419-W 160th Ave ne/158th pl 
ne/se/160th Ave se ne 4th st to phantom Way Add a 5 foot wide sidewalk on the west side of 160th Avenue ne, 158th place ne/ se, and 160th Avenue se from ne 4th street to phantom Way where not complete. high

sidewalk s-423-s  Meydenbauer Way se se Bellevue pl to 101st Ave se Add a 5 foot wide sidewalk on the south side of Meydenbauer Way se from se Bellevue place to 101st Avenue se where not complete. high

Continued on following page

Continued from previous page
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type Project # link limits Description Priority

sidewalk s-425-e 105th Ave se se Cliff pl to Wolverine Way (high 
school) Add a 5 foot wide sidewalk on the east side of 105th Avenue se from se Cliff place to Wolverine Way (high school) where not complete. high

sidewalk s-425-W 105th Ave se se Cliff pl to Wolverine Way (high 
school) Add a 5 foot wide sidewalk on the west side of 105th Avenue se from se Cliff place to Wolverine Way (high school) where not complete. high

sidewalk s-428-n se 5th st 118th Ave se to Wilburton hill 
Community park Add a 5 foot-wide sidewalk on the north side of se 5th street from 118th Avenue se to Wilburton hill Community park where not complete. high

sidewalk s-429-s se 7th pl lake hills Connector to 128th Ave se Add a 5 foot wide sidewalk along the south side of se 7th place from lake hills Connector to 128th Avenue se where not complete. high

sidewalk s-430-s lake hills Connector 134th Ave se (Bannerwood sports 
park) to 140th Ave se Add a 5 foot wide sidewalk on the south side of lake hills Connector from 134th Avenue se (Bannerwood sports park)  to 140th Avenue se. high

sidewalk s-431-n se 6th st 100th Ave se to Bellevue Way se Add a 5 foot wide sidewalk along the north side of se 6th street from 100th Avenue se to Bellevue Way se where not complete. high

sidewalk s-431-s se 6th st 102th Ave se to Bellevue Way se Add a 5 foot wide sidewalk along the south side of se 6th street from 102nd Avenue se to Bellevue Way se where not complete. high

sidewalk s-435-n se 16th st 104th Ave se to 108th Ave se Add a 5 foot wide sidewalk on the north side of se 16th street from 104th Avenue se to 108th Avenue se where not complete. high

sidewalk s-435-s se 16th st 104th Ave se to 108th Ave se Add a 5 foot wide sidewalk on the south side of se 16th street from 104th Avenue se to 108th Avenue se. high

sidewalk s-436-W 107th Ave se Bellevue Way se to se 20th st Add a 5 foot wide sidewalk along the west side of 107th Avenue se from Bellevue Way se to se 20th street with a planter strip where feasible. high

sidewalk s-443-e 120th Ave se se 35th st to lake Washington Blvd Add a 5 foot wide sidewalk on the east side of 120th Avenue se from se 35th street to lake Washington Boulevard. high

sidewalk s-443-W 120th Ave se se 35th st to lake Washington Blvd Add a 5 foot wide sidewalk on the west side of 120th Avenue se from se 35th street to lake Washington Boulevard. high

sidewalk s-448-e 130th Ave se/130th pl 
se newport Way to se 48th pl Add a 5 foot wide sidewalk on the east side of 130th Avenue se and 130th place se from newport Way to se 48th place where not complete. high

sidewalk s-465-e 112th Ave se se 30th st to se 34th st Add a 5 foot wide sidewalk on the east side of 112th Avenue se from se 30th street to se 34th street. high

sidewalk s-465-W 112th Ave se se 30th st to se 34th st Add a 5 foot wide sidewalk on the west side of 112th Avenue se from se 30th street to se 34th street where not complete. high

sidewalk s-100-n 15th/16th st ne ne 12th st  to 140th Ave ne Add a 12 foot wide sidewalk and a 4 foot wide planter strip on the north side of 15th/16th street ne from ne 12th street to 140th Avenue ne. Medium

sidewalk s-100-s 15th/16th st ne ne 12th st to 140th Ave ne Add a 12 foot wide sidewalk and a 4 foot wide planter strip on the south side of 15th/16th street ne from ne 12th street ne to 140th Avenue ne. Medium

sidewalk s-201-e 130th Ave ne northup Way to Bel-Red Rd Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the east side of 130th Avenue ne from northup Way to Bel-Red Road where not complete.  Medium

sidewalk s-201-W 130th Ave ne northup Way to Bel-Red Rd Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the west side of 130th Avenue ne from northup Way to Bel-Red Road where not complete.  Medium

sidewalk s-202-e 136th pl ne ne 20th st to ne 16th st Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the east side of 136th place ne from ne 20th street to ne 16th street. Medium

sidewalk s-202-W 136th pl ne ne 20th st to ne 16th st Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the west side of 136th place ne from ne 20th street to ne 16th street. Medium

sidewalk s-203-s Bel-Red Rd ne 32nd st (alignment) to ne 24th st Add an 8 foot wide sidewalk and a 4 foot wide planter strip along the south side of Bel-Red Road from ne 32nd street (alignment) to ne 24th street where not complete. Medium

sidewalk s-206-n ne 3rd pl 110th Ave ne to 111th Ave ne Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the north side of ne 3rd place from 110th Avenue ne to 111th Avenue ne where not complete. Medium

sidewalk s-206-s ne 3rd pl 110th Ave ne to 111th Ave ne Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the south side of ne 3rd place from 110th Avenue ne to 111th Avenue ne where not complete. Medium

sidewalk s-219-n ne 2nd pl 110th Ave ne to 111th Ave ne Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the north side of ne 2nd place from 110th Avenue ne to 111th Avenue ne where not complete. Medium

sidewalk s-219-s ne 2nd pl 108th Ave ne to 111th Ave ne Add an 8 foot wide sidewalk and a 4 foot wide planter strip on the south side of ne 2nd place from 108th Avenue ne to 111th Avenue ne where not complete. Medium

sidewalk s-307-s ne 24th st 98th Ave ne to Bellevue Way Add a 6 foot wide sidewalk and a 4 foot wide planter strip along the south side of ne 24th street from 98th Avenue ne to Bellevue Way. Medium

sidewalk s-309-W 116th Ave ne ne 21st st to ne 12th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the west side of 116th Avenue ne from ne 21st street to ne 12th street. Medium

sidewalk s-322-e 156th Ave ne/se ne 6th st to lake hills Blvd Add a 6 foot wide sidewalk on the east side of 156th Avenue ne/se from ne 6th street to lake hills Boulevard where not complete, while preserving the existing on-street bicycle facility. Medium

sidewalk s-332-e 121st Ave se/se 12th 
st/123rd Ave se se 8th st to se 20th pl Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the east side of 121st Avenue se, se 12th street, and 123rd Avenue se from se 8th street to se 20th pl. Medium

sidewalk s-337-e 104th Ave se se 8th st to se 25th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the east side of 104th Avenue se from se 8th street to se 25th street. Medium

sidewalk s-337-W 104th Ave se se 8th st to se 25th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the west side of 104th Avenue se from se 8th street to se 25th street. Medium

sidewalk s-340-W Bellevue Way se se 27th pl (alignment) to se 30th st 
Connector Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the west side of Bellevue Way se from se 27th place (alignment) to se 30th street Connector. Medium

sidewalk s-342-s Kamber Rd  (se 26th st) Richards Rd (132nd Ave se) to 138th 
Ave se (sunset Mini park)

Add a 6 foot wide sidewalk and a 4 foot wide planter strip along the south side of Kamber Road from Richards Road to 138th Avenue se and sunset Mini park where not complete, while preserving the existing on-
street bicycle facility. Medium

sidewalk s-354-n se Allen Rd se newport Way to se 38th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the north side of se Allen Road from se newport Way to se 38th street, while preserving the existing on-street bicycle facility. Medium

sidewalk s-354-s se Allen Rd se newport Way to se 38th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the south side of se Allen Road from se newport Way to se 38th street, while preserving the existing on-street bicycle facility. Medium
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sidewalk s-356-W 130th Ave se/130th pl 
se newport Way to se 48th pl Add a 6 foot wide sidewalk and a 4 foot wide planter on west side of 130th Avenue se and 130th place se from newport Way to se 48th place where not complete. Medium

sidewalk s-366-e 120th Ave se se 60th st to se 64th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the east side of 120th Avenue se from se 60th street to se 64th street. Medium

sidewalk s-366-W 120th Ave se se 60th st to se 64th st Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the west side of 120th Avenue se from se 60th street to se 64th street. Medium

sidewalk s-413-n ne 7th st 126th Ave ne to 128th Ave ne Add a 5 foot wide sidewalk on the north side of ne 7th street from 126th Avenue ne to 128th Avenue ne. Medium

sidewalk s-413-s ne 7th st 126th Ave ne to 128th Ave ne Add a 5 foot wide sidewalk on the south side of ne 7th street from 126th Avenue ne to 128th Avenue ne. Medium

sidewalk s-415-e 128th Ave ne/se ne 7th st to se 7th pl Add a 5 foot wide sidewalk along the east side of 128th Avenue ne/se from ne 7th street to se 7th place. Medium

sidewalk s-417-s Main st 136th Ave to 140th Ave Add a 5 foot-wide sidewalk on the south side of Main street from 136th Avenue to 140th Avenue. Medium

sidewalk s-426-W 109th Ave se se 2nd st to se 4th st Add a 5 foot wide sidewalk on the west side of 109th Avenue se from ne 2nd street to se 4th street, while preserving the existing on-street bicycle facilitiy Medium

sidewalk s-427-s se 4th st/111th Ave se 109th Ave se to 112th Ave se Add a 5 foot wide sidewalk on the south side of se 4th street and 111th Avenue se from 109th Avenue se to 112th Avenue se where not complete, while preserving the existing on-street bicycle facility. Medium

sidewalk s-433-e 102nd Ave se se 6th st to se 8th st Add a 5 foot wide sidewalk on the east side of 102nd Avenue se from se 6th street to se 8th street. Medium

sidewalk s-433-W 102nd Ave se se 6th st to se 8th st Add a 5 foot wide sidewalk on the west side of 102nd Avenue se from se 6th street to se 8th street. Medium

sidewalk s-434-n se 7th st/se 8th st 99th Ave se to Bellevue Way Add a 5 foot wide sidewalk on the north side of se 7th street and se 8th street from 99th Avenue se to Bellevue Way. Medium

sidewalk s-434-s se 7th st/se 8th st 99th Ave se to Bellevue Way Add a 5 foot wide sidewalk on the south side of se 7th st and se 8th street from 99th Avenue se to Bellevue Way. Medium

sidewalk s-439-W 137th Ave se Kamber Rd(se 26th st) to se 24th st Add a 5 foot wide sidewalk and a 4 foot wide planter strip on the west side of 137th Avenue se from Kamber Rd to se 24th street. Medium

sidewalk s-442-n se 32nd st 125th Ave se to 128th Ave se Add a 5 foot wide sidewalk on the north side of se 32nd street from 125th Avenue se to 128th Avenue se. Medium

sidewalk s-442-s se 32nd st 125th Ave se to 128th Ave se Add a 5 foot wide sidewalk on the south side of se 32nd street from 125th Avenue se to 128th Avenue se. Medium

sidewalk s-445-n se 38th st 154th Ave se to 156th Ave se Add a 5 foot wide sidewalk on the north side of se 38th street from 154th Avenue se to 156th Avenue se, while preserving the existing on-street bicycle facility. Medium

sidewalk s-445-s se 38th st 154th Ave se to 156th Ave se Add a 5 foot wide sidewalk on the south side of se 38th street from 154th Avenue se to 156th Avenue se, while preserving the existing on-street bicycle facility. Medium

sidewalk s-446-e 156th Ave se/se 42nd st se 38th st to 153rd Ave se Add a 5 foot wide sidewalk on the east side of 156th Avenue se and the south side of se 42nd street from se 38th st to 153rd Avenue se, while preserving the existing on-street bicycle facility. Medium

sidewalk s-446-W 156th Ave se/se 42nd 
s/153rd Ave se se 38th st to se newport Way Add a 5 foot wide sidewalk on the west side of 156th Avenue se, the north side of se 42nd street, and the west side of 153rd Avenue se from se 38th st to se newport Way, while preserving the existing on-street 

bicycle facility. Medium

sidewalk s-452-e 123rd Ave se 150 feet north of se 52nd st (approx) 
to se 56th st Add a 5 foot wide sidewalk on the east side of 123rd Avenue se from 150 feet north of se 52nd street (approx) to se 56th street. Medium

sidewalk s-452-W 123rd Ave se 151 feet north of se 52nd st (approx) 
to se 56th st Add a 5 foot wide sidewalk on the west side of 123rd Avenue se from 150 feet north of se 52nd street (approx) to se 56th street. Medium

sidewalk s-454-n se 56th st 119th Ave se to 128th Ave se Add a 5 foot wide sidewalk on the north side of se 56th street from 119th Avenue se to 128th Avenue se where not complete. Medium

sidewalk s-454-s se 56th st 126th Ave se to 128th Ave se Add a 5 foot wide sidewalk on the south side of se 56th street from 126th Avenue se to 128th Avenue se where not complete. Medium

sidewalk s-456-e 126 Ave se se 56th st to se 60th st Add a 5 foot wide sidewalk on the east side of 126th Avenue se from se 56th street to se 60th street where not complete. Medium

sidewalk s-456-W 126 Ave se se 56th st to se 59th st Add a 5 foot wide sidewalk on the west side of 126th Avenue se from se 56th street to se 59th street where not complete. Medium

sidewalk s-463-n se 30th st Connector 112th Ave se to  Bellevue Way Add a 5 foot wide sidewalk on the north side of se 30th street connector from 112th Avenue se to Bellevue Way. Medium

sidewalk s-463-s se 30th st Connector 112th Ave se to  Bellevue Way Add a 5 foot wide sidewalk on the south side of se 30th street connector from 112th Avenue se to Bellevue Way where not complete. Medium

sidewalk s-464-e snoqualimie River Road 
Connection

se 24th street to se 28th street 
alignment Add a 5 foot-wide sidewalk along the east side of snoqualimie River Road from se 24th street to se 28th street alignment. Medium

sidewalk s-315-s ne 20th st Bellevue Way to 108th Ave ne Add a 6 foot wide sidewalk and a 4 foot wide planter strip along the south side of ne 20th street from Bellevue Way to 108th Avenue ne. low

sidewalk s-320-n ne 4th st extension 116th Ave ne to 120th Ave ne Add a 6 foot-wide sidewalk and 4 foot wide planter strip on the north side of ne 4th street extension from 116th Avenue ne to 120th Avenue ne.  low
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sidewalk s-320-s ne 4th st extension 116th Ave ne to 120th Ave ne Add a 6 foot-wide sidewalk and 4 foot wide planter strip on the south side of ne 4th street extension from 116th Avenue ne to 120th Avenue ne.  low

sidewalk s-323-s ne 4th st 156th Ave ne to 164th Ave ne Add a 6 foot wide sidewalk and a 4 foot wide planter strip along the south side of ne 4th street from 156th Avenue ne to 164th Avenue ne. low

sidewalk s-325-s Main st 159th Ave to 164th Ave Add a 6 foot wide sidewalk and a 4 foot wide planter strip along the south side of Main street from 159th Avenue to 164th Avenue where not complete, while preserving the existing on-street bicycle facility. low

sidewalk s-362-n lake Washington Blvd se 
at I-405 I-405 overpass Add a 6 foot wide sidewalk and a 4 foot wide planter strip on the north side of lake Washington Boulevard se at the I-405 overpass. low

sidewalk s-369-e
112th Avenue se/se 

68th st/se 69th Way (se 
newport Way)

se 64th st to Coal Creek pkwy Add a 6 foot-wide sidewalk and a 4 foot-wide planter on the east side of 112th Avenue se and the north side of se 68th street/se 69th Way(se newport Way) from se 64th street to Coal Creek parkway where not 
complete, while preserving the existing on-street bicycle facility. low

sidewalk s-376-W 115th Ave ne railroad tracks, under I-405 to 116th 
Ave ne Add a 6 foot wide sidewalk and a 4 foot wide planter strip along the west side of 115th Avenue ne from the railroad tracks, under I-405, to 116th Avenue ne. low

sidewalk s-408-n ne 20th st Bellevue Way to 108th Ave ne Add a 5 foot wide sidewalk along the north side of ne 20th street from Bellevue Way to 108th Avenue ne. low

sidewalk s-409-n ne 17th st Bellevue Way to 108th Ave ne Add a 5 foot wide sidewalk along the north side of ne 17th street from Bellevue Way to 108th Avenue ne where not complete. low

sidewalk s-409-s ne 17th st Bellevue Way to 108th Ave ne Add a 5 foot wide sidewalk along the south side of ne 17th street from Bellevue Way to 108th Avenue ne where not complete. low

sidewalk s-420-n ne 4th st 156th Ave ne to 164th Ave ne Add a 5 foot wide sidewalk along the north side of ne 4th street from 156th Avenue ne to 164th Avenue ne. low

sidewalk s-421-n Main st 156th Ave to 164th Ave Add a 5 foot wide sidewalk along the north side of Main street from 156th Avenue to 164th Avenue, while preserving the existing on-street bicycle facility. low

sidewalk s-444-s se 37th st/I-90 south 
Frontage Road 150th Ave se to 164th Ave se Add a 5 foot-wide sidewalk on the south side of se 37th street and I-90 south Frontage Road from 150th Avenue se to 164th Avenue se. low
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Bicycle B-100-n northup Way Bellevue Way to 120th Ave ne Add a 5 foot-wide bike lane on the north side of northup Way from Bellevue Way to 120th Avenue ne. high

Bicycle B-100-s northup Way Bellevue Way to 120th Ave ne Add a 5 foot-wide bike lane on the south side of northup Way from Bellevue Way to 120th Avenue ne. high

Bicycle B-101-e 108th Ave ne/ne 38th st northern city limits to northup Way Add a 5 foot-wide bike lane on the east side of 108th Avenue NE and NE 38th Street from the northern city limits to Northup Way.  Component of priority bike corridor; NS-2: Lake Washington Loop Trail. high

Bicycle B-101-W 108th Ave ne/ne 38th st northern city limits to northup Way Add a 5 foot-wide bike lane on the west side of 108th Avenue NE and NE 38th Street from the northern city limits to Northup Way.  Component of priority bike corridor; NS-2: Lake Washington Loop Trail. high

Bicycle B-104-e 112th Ave ne northup Way to ne 12th st Add a 5 foot-wide bike lane on the east side of 112th Avenue NE from Northup Way to NE 12th Street.   Component of priority bike corridor; NS-2: Lake Washington Loop Trail. high

Bicycle B-104-W 112th Ave ne northup Way to ne 12th st Add a 5 foot-wide bike lane on the west side of 112th Avenue NE from Northup Way to NE 12th Street.  Component of priority bike corridor; NS-2: Lake Washington Loop Trail. high

Bicycle B-112-e 140th Ave ne ne 24th st to ne 8th st Add 5 foot-wide bike lanes on the east side of 140th Avenue NE between NE 24th Street and NE 8th Street.  Component of priority bike corridor; NS-4: Somerset-Redmond Connection. high

Bicycle B-112-W 140th Ave ne ne 24th st to ne 8th st Add 5 foot-wide bike lanes on the west side of 140th Avenue NE between NE 24th Street and NE 8th Street.  Component of priority bike corridor; NS-4: Somerset-Redmond Connection. high

Bicycle B-115-e Bel-Red Rd 156th Ave ne to ne 20th st Add a 5 foot-wide bike lane on the east side of Bel-Red Road from 156th Avenue ne to ne 20th street. high

Bicycle B-115-W Bel-Red Rd 156th Ave ne to ne 20th st Add a 5 foot-wide bike lane on the west side of Bel-Red Road from 156th Avenue ne to ne 20th street. high

Bicycle B-117-n northup Way ne 8th st to 156th Ave ne Add a 5 foot-wide bike lane on the north side of northup Way from ne 8th street to 156th Avenue ne. high

Bicycle B-117-s northup Way ne 8th st to 156th Ave ne Add a 5 foot-wide bike lane on the south side of northup Way from ne 8th street to 156th Avenue ne. high

Bicycle B-119-e 120th Ave ne northup Way to ne 4th street Add a 5 foot-wide bike lane on the east side of 120th Avenue ne from northup Way to the ne 4th street extension.  high

Bicycle B-119-W 120th Ave ne northup Way to ne 4th street Add a 5 foot-wide bike lane on the west side of 120th Avenue ne from northup Way to the ne 4th street extension.  high

Bicycle B-120-e 124th Ave ne West Tributary Trail to Main st Add a 5 foot-wide bike lane on the east side of 124th Avenue ne from West Tributary Trail to Main street.  high

Bicycle B-120-W 124th Ave ne West Tributary Trail to Main st Add a 5 foot-wide bike lane on the west side of 124th Avenue ne from West Tributary Trail to Main street.  high

Bicycle B-126-e 112th Ave ne ne 12th st to ne 6th st Add a 5 foot-wide bike lane on the east side of 112th Avenue NE from NE 12th Street to NE 6th Street.  Component of priority bike corridor; NS-2: Lake Washington Loop Trail. high

Bicycle B-126-W 112th Ave ne ne 12th st to ne 6th st Add a 5 foot-wide bike lane on the west side of 112th Avenue NE from NE 12th Street to NE 6th Street.  Component of priority bike corridor; NS-2: Lake Washington Loop Trail. high

Bicycle B-127-e 114th Ave ne (Frontage 
Road) ne 6th st to se 8th st

Add a 5 foot-wide bike lane on the east side of 114th Avenue ne (Frontage Road), from ne 6th street to se 8th street.  Implement mid-block connections through redevelopment and complete a 10 foot connection 
along the north side of the ne 6th street hoV ramp.  preserve opportunities for an off-street multi-purpose pathway between ne 6th street and se 8th street in the event the facilities are displaced by future 
improvements to I-405.  Improvements in this segment are constrained by I-405 to the east and an existing stream channel to the west.  Component of priority bike corridor; NS-2: Lake Washington Loop Trail.

high

Bicycle B-127-W 114th Ave ne (Frontage 
Road) ne 6th st to se 8th st

Add a 5 foot-wide bike lane on the west side of 114th Avenue ne (Frontage Road), from ne 6th street to se 8th street.  Implement mid-block connections through redevelopment and complete a 10 foot connection 
along the north side of the ne 6th street hoV ramp.  preserve opportunities for an off-street multi-purpose pathway between ne 6th street and se 8th street in the event the facilities are displaced by future 
improvements to I-405.  Improvements in this segment are constrained by I-405 to the east and an existing stream channel to the west.  Component of priority bike corridor; NS-2: Lake Washington Loop Trail.

high

Bicycle B-129-n Main st Bellevue Way ne to 116th Ave ne Add a 5 foot-wide bike lane on the north side of Main Street from Bellevue Way NE to 116th Avenue NE.  Component of priority bike corridor; EW-3: Lake to Lake Trail. high

Bicycle B-134-n Main st ne 1st st to 124th Ave ne Add a 5 foot-wide bike lane on the north side of Main street from ne 1st street to 124th Avenue ne. high

Bicycle B-135-n se 8th st 114th Ave se to lake hills Connector Add a 5 foot-wide bike lane on the north side of SE 8th Street from 114th Avenue SE to Lake Hills Connector.  Component of priority bike corridor; EW-3: Lake to Lake Trail. high

Bicycle B-137-n Bellevue Way 108th Ave se to 112th Ave se Add a 5 foot-wide bike lane on the north side of Bellevue Way from 108th Avenue se to 112th Avenue se. high

Bicycle B-137-s Bellevue Way 108th Ave se to 112th Ave se Add a 5 foot-wide bike lane on the south side of Bellevue Way from 108th Avenue se to 112th Avenue se. high

Bicycle B-141-n se 16th st 148th Ave se to 156th Ave se Add a 5 foot-wide bike lane on the north side of SE 16th Street from 148th Avenue SE to 156th Avenue SE.  Component of priority bike corridor; EW-3: Lake to Lake Trail. high

Bicycle B-141-s se 16th st 148th Ave se to 156th Ave se Add a 5 foot-wide bike lane on the south side of SE 16th Street from 148th Avenue SE to 156th Avenue SE.   Component of priority bike corridor; EW-3: Lake to Lake Trail. high

Bicycle B-142-n se 24th st 145th pl se to 148th Ave se Add a 5 foot-wide bike lane on the north side of se 24th street from 145th place se to 148th Avenue se. high

Bicycle B-142-s se 24th st 145th pl se to 148th Ave se Add a 5 foot-wide bike lane on the south side of se 24th street from 145th place se to 148th Avenue se. high

Bicycle B-144-s eastgate Way Richards Road to 148th Ave se Add a 5 foot-wide bike lane on the south side of eastgate Way from Richards Road (132nd Avenue se) to 148th Avenue se. high

Bicycle B-145-s se 32nd st 139th Ave se to 142nd Ave se Add a 5 foot wide bike lane on the south side of se 32nd street from 139th Avenue se to 142nd Avenue se. high

Bicycle B-147-n eastgate Way 148th Ave se to phillips hill Rd (se 
35th st) Add a 5 foot-wide bike lane on the north side of eastgate Way from 148th Avenue se to phillips hill Road (se 35th street). high

Bicycle B-147-s eastgate Way 148th Ave se to phillips hill Rd (se 
35th st) Add a 5 foot-wide bike lane on the south side of eastgate Way from 148th Avenue se to phillips hill Road (se 35th street). high

Bicycle B-202-e 100th Ave ne ne 24th st to ne 8th st Add a wide bike shoulder on east side of 100th Avenue ne from ne 24th street to ne 8th street. high

Bicycle B-202-W 100th Ave ne ne 24th st to ne 8th st Add a wide bike shoulder on the west side of 100th Avenue ne from ne 24th street to ne 8th street. high

Bicycle B-205-n ne 24th st Bel-Red Rd to 172nd Ave ne Add a wide bike shoulder on the north side of ne 24th street from Bel-Red Road to 172nd Avenue ne, in front of Ardmore park. high

Bicycle B-205-s ne 24th st Bel-Red Rd to 172nd Ave ne Add a wide bike shoulder on the south side of ne 24th street from Bel-Red Road to 172nd Avenue ne, in front of Ardmore park. high

Appendix Table 2  Transit priority bicycle projects.
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Bicycle B-210-n Main st 100th Ave ne to Bellevue Way ne Add a wide bike shoulder on the north side of Main Street from 100th Avenue NE to Bellevue Way NE.  Component of priority bike corridor; EW-3: Lake to Lake Trail. high

Bicycle B-210-s Main st 100th Ave ne to Bellevue Way ne Add a wide bike shoulder on the south side of Main Street from 100th Avenue NE to Bellevue Way NE.  Component of priority bike corridor; EW-3: Lake to Lake Trail. high

Bicycle B-212-s lake hills Connector Main st to 140th Ave se Add a wide bike shoulder on the south side of Lake Hills Connector from Main Street to 140th Avenue SE where not complete.  Component of priority bike corridor; EW-3: Lake to Lake Trail. high

Bicycle B-213-n se 16th st 104th Ave se to 108th Ave se Add a wide bike shoulder on the north side of se 16th street from 104th Avenue se to 108th Avenue se. high

Bicycle B-213-s se 16th st 104th Ave se to 108th Ave se Add a wide bike shoulder on the south side of se 16th street from 104th Avenue se to 108th Avenue se. high

Bicycle B-400-s ne 24th st 140th Ave ne to 148th Ave ne Add a wide outside lane on the south side of NE 24th Street from 140th Avenue NE to 148th Avenue NE where not complete.  Portion from 140th Ave NE to NE 29th Place is a component of priority bike corridor; 
NS-4: Somerset-Redmond Connection. high

Bicycle B-404-e 139th Ave se eastgate Way to the southern edge of 
sunset Mini park Add a wide outside lane on the east side of 139th Avenue se from eastgate Way to the southern edge of sunset Mini park where not complete. high

Bicycle B-404-W 139th Ave se eastgate Way to the southern edge of 
sunset Mini park Add a wide outside lane on the west side of 139th Avenue se from eastgate Way to the southern edge of sunset Mini park where not complete. high

Bicycle B-501-e 160th Ave ne Crossroads park and Community 
Center to ne 8th st Add a shared wide outside lane on the east side of 160th Avenue ne  from Crossroads park and Community Center to ne 8th street. high

Bicycle B-501-W 160th Ave ne Crossroads park and Community 
Center to ne 8th st Add a shared wide outside lane on the west side of 160th Avenue ne  from Crossroads park and Community Center to ne 8th street. high

Bicycle B-502-n lake hills Blvd 156th Ave se to 159th pl se Add a shared wide outside lane on the north side of lake hills Boulevard from 156th Avenue se to 159th place se. high

Bicycle B-106-s ne 40th st 140th Ave ne to 148th Ave ne Convert the existing wide shoulder on the south side ne 40th street from 140th Avenue ne to 148th Avenue ne into a bicycle climbing lane. Medium

Bicycle B-108-e Bellevue Way ne 24th st to ne 12th st Convert the existing wide shoulder on the south side ne 40th street from 140th Avenue ne to 148th Avenue ne into a bicycle climbing lane. Medium

Bicycle B-108-W Bellevue Way ne 24th st to ne 12th st Add a 5 foot-wide bike lane on east side of  Bellevue Way from ne 24th street to ne 12th street. Medium

Bicycle B-109-e 116th Ave ne northup Way to Main st Add a 5 foot-wide bike lane on the west side of  Bellevue Way from ne 24th street to ne 12th street. Medium

Bicycle B-109-W 116th Ave ne northup Way to Main st Add a 5 foot-wide bike lane on the east side of 116th Avenue ne between Main street and northup Way. Medium

Bicycle B-111-n northup Way/ne 20th st 124th Ave ne to 140th Ave ne Add a 5 foot-wide bike lane on the north side of Northup Way/NE 20th Street from 124th Avenue NE to 140th Avenue NE.  Component of priority bike corridor; EW-2: Downtown-Overlake Connection. Medium

Bicycle B-111-s northup Way/ne 20th st 124th Ave ne to 140th Ave ne Add a 5 foot-wide bike lane on the south side of Northup Way/NE 20th Street from 124th Avenue NE to 140th Avenue NE.  Component of priority bike corridor; EW-2: Downtown-Overlake Connection. Medium

Bicycle B-114-n Bel-Red Rd ne 40th st to 156th Ave ne Add a 5 foot-wide bike lane on the north side of Bel-Red Road from ne 40th street to 156th Avenue ne. Medium

Bicycle B-114-s Bel-Red Rd ne 40th st to 156th Ave ne Add a 5 foot-wide bike lane on the south side of Bel-Red Road from ne 40th street to 156th Avenue ne. Medium

Bicycle B-116-n ne 20th st Bel-Red Rd to 156th Ave ne Add a 5 foot-wide bike lane on the north side of ne 20th street from Bel-Red Road to 156th Avenue ne. Medium

Bicycle B-116-s ne 20th st Bel-Red Rd to 156th Ave ne Add a 5 foot-wide bike lane on the south side of ne 20th street from Bel-Red Road to 156th Avenue ne. Medium

Bicycle B-118-s ne 12th st 100th Ave ne to 112th Ave ne Add a 5 foot-wide bike lane on the south side of NE 12th Street from 100th Avenue NE to 112th Avenue NE.  Component of priority bike corridor; EW-2: Downtown-Overlake Connection. Medium

Bicycle B-121-e 136th pl ne ne 16th st to ne 20th st Add a 5 foot-wide bike lane on the east side of 136 Place NE from NE 16th Street to NE 20th Street.  Component of priority bike corridor; EW-2: Downtown-Overlake Connection. Medium

Bicycle B-121-W 136th pl ne ne 16th st to ne 20th st Add a 5 foot-wide bike lane on the west side of 136 Place NE from NE 16th Street to NE 20th Street.  Component of priority bike corridor; EW-2: Downtown-Overlake Connection. Medium

Bicycle B-125-e 108th Ave ne ne 12th st to Main street Add a 5 foot-wide bike lane on the east side of 108th Avenue NE from NE 12th Street to  Main Street.  Component of priority bike corridor; NS-1: Enatai-Northtown Connection. Medium

Bicycle B-125-W 108th Ave ne ne 12th st to Main street Add a 5 foot-wide bike lane on the west side of 108th Avenue NE from NE 12th Street to  Main Street.  Component of priority bike corridor; NS-1: Enatai-Northtown Connection. Medium

Bicycle B-133-s se 5th st 116th Ave se to BnsF corridor Add a 5 foot wide bike lane on the south side of se 5th street from 116th Avenue se to the BnsF corridor. Medium

Bicycle B-146-e 142nd pl se se 28th st to se 36th st Add a 5 foot-wide bike lane on the east side of 142nd place se from se 28th street to se 36th street. Medium

Bicycle B-146-W 142nd pl se se 28th st to se 36th st Add a 5 foot-wide bike lane on the west side of 142nd place se from se 28th street to se 36th street. Medium

Bicycle B-149-e 124th Ave se/se 38th st se 38th st at Factoria Blvd se to 
124th st at se 41st pl Add a 5 foot-wide bike lane on the east side of 124th Avenue se from se 41st place to se 36th street and on the south side of se 38th street from 124th Avenue se to Factoria Boulevard. Medium

Bicycle B-149-W 124th Ave se/se 38th st se 38th st at Factoria Blvd se to 
124th st at se 41st pl Add a 5 foot-wide bike lane on the west side of 124th Avenue se from se 41st place to se 36th street and on the north side of se 38th street from 124th Avenue se to Factoria Boulevard. Medium

Bicycle B-151-e Factoria Blvd/se newport 
Way Coal Creek pkwy to 129th pl se Add a 5 foot-wide bike lane on the east side of Factoria Boulevard and se newport Way from Coal Creek parkway to 129th place se. Medium

Bicycle B-151-W Factoria Blvd/se newport 
Way Coal Creek pkwy to 129th pl se Add a 5 foot-wide bike lane on the west side of Factoria Boulevard and se newport Way from Coal Creek parkway to 129th place se. Medium

Bicycle B-153-e lake Washington Blvd se 106th Ave se to se 60th st Add a 5 foot-wide bike lane on the east side of Lake Washington Boulevard SE from 106th Avenue SE to SE 60th Street where not complete.  Component of priority bike corridor; EW-5: Coal Creek-Cougar 
Mountain Connection. Medium
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Bicycle B-153-W lake Washington Blvd se 106th Ave se to se 60th st Add a 5 foot-wide bike lane on the west side of Lake Washington Boulevard SE from 106th Avenue SE to SE 60th Street where not complete.  Component of priority bike corridor; EW-5: Coal Creek-Cougar 
Mountain Connection. Medium

Bicycle B-157-n se 60th st lake Washington Blvd to Coal Creek 
pkwy

Add a 5 foot-wide bike lane on the north side of SE 60th Street from Lake Washington Boulevard to 129th Avenue SE; and then only on the north side from 129th Avenue SE to Coal Creek Parkway.  Component of 
priority bike corridor; EW-5: Coal Creek-Cougar Mountain Connection. Medium

Bicycle B-157-s se 60th st lake Washington Blvd to Coal Creek 
pkwy

Add a 5 foot-wide bike lane on the south side of SE 60th Street from Lake Washington Boulevard to 129th Avenue SE; and then only on the north side from 129th Avenue SE to Coal Creek Parkway.  Component of 
priority bike corridor; EW-5: Coal Creek-Cougar Mountain Connection. Medium

Bicycle B-201-n ne 24th st Bellevue Way ne to 112th Ave ne Add a wide bike shoulder on the north side of NE 24th Street from Bellevue Way to 112th Avenue NE.  Component of priority bike corridor; NS-1: Enatai-Northtown Connection. Medium

Bicycle B-201-s ne 24th st Bellevue Way ne to 112th Ave ne Add a wide bike shoulder on the south side of NE 24th Street from Bellevue Way to 112th Avenue NE.  Component of priority bike corridor; NS-1: Enatai-Northtown Connection. Medium

Bicycle B-204-e 108th Ave ne ne 24th st to ne 12th st Add a wide bike shoulder on the east side where not complete on 108th Avenue NE from NE 24th Street to NE 12th Street.  Component of priority bike corridor; NS-1: Enatai-Northtown Connection. Medium

Bicycle B-204-W 108th Ave ne ne 24th st to ne 12th st Add a wide bike shoulder on the west side where not complete on 108th Avenue NE from NE 24th Street to NE 12th Street.  Component of priority bike corridor; NS-1: Enatai-Northtown Connection. Medium

Bicycle B-209-e 100th Ave ne ne 8th st to Main st Add a wide bike shoulder on the east side of 100th Avenue ne from Main street to ne 8th street. Medium

Bicycle B-209-W 100th Ave ne ne 8th st to Main st Add a wide bike shoulder on the west side of 100th Avenue ne from Main street to ne 8th street. Medium

Bicycle B-401-n ne 2nd st 102nd Ave se to 114th Ave ne Add a wide outside lane on the north side of ne 2nd street from  102nd Avenue se to 114th Avenue ne.  Medium

Bicycle B-401-s ne 2nd st 102nd Ave se to 114th Ave ne Add a wide outside lane on the south side of ne 2nd street from  102nd Avenue se to 114th Avenue ne.  Medium

Bicycle B-402-e Bellevue Way Main st to 108th Ave se Add a wide outside lane on the east side of Bellevue Way se from Main street to 108th Avenue se where not complete. Medium

Bicycle B-402-W Bellevue Way Main st to 108th Ave se Add a wide outside lane on the west side of Bellevue Way se from Main street to 108th Avenue se where not complete. Medium

Bicycle B-403-n se 22nd st 145th pl se to 156th Ave se Widen the existing 11 foot-wide lane to 14 feet (without fog line) on the north side of se 22nd street from 145th place se to 156th Avenue se.   Medium

Bicycle B-403-s se 22nd st 145th pl se to 156th Ave se Widen the existing 11 foot-wide lane to 14 feet (without fog line) on the south side of se 22nd street from 145th place se to 156th Avenue se.   Medium

Bicycle B-102-e ne 36th pl/115th Ave ne 113th Ave ne to 116th Ave ne Add a 5 foot-wide bike lane on the east side of ne 36th place and 115th Avenue ne from 113th Avenue ne to 116th Avenue ne. low

Bicycle B-102-W ne 36th pl/115th Ave ne 113th Ave ne to 116th Ave ne Add a 5 foot-wide bike lane on the west side of ne 36th place and 115th Avenue ne from 113th Avenue ne to 116th Avenue ne. low

Bicycle B-103-e Bellevue Way ne 24th st to 103rd Ave ne Add a 5 foot bike lane on the east side of Bellevue Way from ne 24th street to 103rd Avenue ne. low

Bicycle B-103-W Bellevue Way ne 24th st to 103rd Ave ne Add a 5 foot bike lane on the west side of Bellevue Way from ne 24th street to 103rd Avenue ne. low

Bicycle B-107-n ne 24th st 98th Ave ne to 100th Ave ne Add a 5 foot-wide bike lane on the north side of ne 24th street from 98th Avenue ne to 100th Avenue ne. low

Bicycle B-130-n ne 4th street extension 120th Ave ne to 116th Ave ne Add a 5 foot-wide bike lanes on the north side of the ne 4th street extension from 120th Avenue ne to 116th Avenue ne.  low

Bicycle B-130-s ne 4th street extension 120th Ave ne to 116th Ave ne Add a 5 foot-wide bike lanes on the south side of the ne 4th street extension from 120th Avenue ne to 116th Avenue ne.  low

Bicycle B-131-e 132nd Ave ne Bel-Red Rd to ne 8th st Add a 5 foot-wide bike lane on the east side of 132nd Avenue ne from Bel-Red Road to ne 8th street. low

Bicycle B-131-W 132nd Ave ne Bel-Red Rd to ne 8th st Add a 5 foot-wide bike lane on the west side of 132nd Avenue ne from Bel-Red Road to ne 8th street. low

Bicycle B-132-n Main st 156th Ave ne to 158th pl ne Add a 5 foot-wide bike lane on the north side of Main street from 156th Avenue ne to 158th place ne. low

Bicycle B-136-n se 7th pl lake hills Connector to east edge of 
Wilburton hill Community park Add a 5 foot-wide bike lane on the north side of se 7th place from lake hills Connector to the east edge of Wilburton hill Community park. low

Bicycle B-136-s se 7th pl lake hills Connector to east edge of 
Wilburton hill Community park Add a 5 foot-wide bike lane on the south side of se 7th place from lake hills Connector to the east edge of Wilburton hill Community park. low

Bicycle B-139-n Kamber Road (se 26th 
st)

Richards Rd (132nd Ave se) to 145th 
pl se Add 5 foot-wide bike lanes on the north side of Kamber Road (se 26th street) between Richards Road (132nd Avenue se) to 145th place se. low

Bicycle B-139-s Kamber Road (se 26th 
st)

Richards Rd (132nd Ave se) to 145th 
pl se Add 5 foot-wide bike lanes on the south side of Kamber Road (se 26th street) between Richards Road (132nd Avenue se) to 145th place se. low

Bicycle B-148-n phillips hill Rd/164th pl 
se/se 38th st

eastgate Way to West lake 
sammamish pkwy Add a 5 foot-wide bike lane on the north side of se 38th street, 164th place se, and phillips hill Road from eastgate Way to West lake sammamish parkway se. low

Bicycle B-148-s phillips hill Rd/164th pl 
se/se 38th st

eastgate Way to West lake 
sammamish pkwy Add a 5 foot-wide bike lane on the south side of se 38th street, 164th place se, and phillips hill Road from eastgate Way to West lake sammamish parkway se. low

Bicycle B-154-e 119th Ave se Coal Creek pkwy to se 60th st Add a 5 foot-wide bike lane on the east side of 119th Avenue se from Coal Creak parkway to se 60th street. low

Bicycle B-154-W 119th Ave se Coal Creek pkwy to se 60th st Add a 5 foot-wide bike lane on the west side of 119th Avenue se from Coal Creak parkway to se 60th street. low

Bicycle B-200-s ne 24th st 98th Ave ne to Bellevue Way ne Add a wide bike shoulder on the south side of ne 24th street from 98th Avenue ne to Bellevue Way ne where not complete. low

Bicycle B-211-e
101 Ave se to 100th Ave 
se to 98th Ave se to se 

97th pl
Main st to se 16th st Provide bike shoulders on 101 Avenue SE - 100th Avenue SE - 98th Avenue SE - SE 97th Place from Main Street to SE 16th Street when overlayed if feasible, particularly on uphill lanes; implement slow street design 

that accommodates bicycles. low
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Bicycle B-211-W
101 Ave se to 100th Ave 
se to 98th Ave se to se 

97th pl
Main st to se 16th st Provide bike shoulders on 101 Avenue SE - 100th Avenue SE - 98th Avenue SE - SE 97th Place from Main Street to SE 16th Street when overlayed if feasible, particularly on uphill lanes; implement slow street design 

that accommodates bicycles. low

Bicycle B-215-e 112th Ave se/se 34th st Bellevue Way se (Mercer slough 
nature park) to 108th Ave se Add a wide bike shoulder on the east side of 112th Avenue se and se 34th street from se  Bellevue Way se (Mercer slough nature park) to 108th Avenue se. low

Bicycle B-215-W 112th Ave se/se 34th st Bellevue Way se (Mercer slough 
nature park) to 108th Ave se Add a wide bike shoulder on the west side of 112th Avenue se and se 34th street from se  Bellevue Way se (Mercer slough nature park) to 108th Avenue se. low

Bicycle B-216-e 156th Ave se se 27th st to se eastgate Way Add a wide bike shoulder on the east side of 156th Avenue se from se 27th street to se eastgate Way. low

Bicycle B-216-W 156th Ave se se 27th st to se eastgate Way Add a wide bike shoulder on the west side of 156th Avenue se from se 27th street to se eastgate Way. low

Bicycle B-219-n se 56th st 119th Ave se to 128th Ave se Add a wide bike shoulder the north side of se 56th street and 119th Avenue se to 128th Avenue se where not complete. low

Bicycle B-219-s se 56th st 119th Ave se to 128th Ave se Add a wide bike shoulder on the south side of se 56th street and 119th Avenue se to 128th Avenue se where not complete. low

Bicycle B-303-n se Allen Rd 139th Ave se to se 40th st Add a shared shoulder on the north side of se Allen Road from 139th Avenue se to se 40th street. low

Bicycle B-400-n ne 24th st 140th Ave ne to 148th Ave ne Add a wide outside lane on the north side of ne 24th street from 140th Avenue ne to 148th Avenue ne where not complete. low

Bicycle B-500-e 130th Ave ne ne 16th st to Bel-Red Rd Add a shared wide outside lane on the east side of 130th Avenue ne from ne 16th street to Bel-Red Road.  low

Bicycle B-500-W 130th Ave ne ne 16th st to Bel-Red Rd Add a shared wide outside lane on the west side of 130th Avenue ne from ne 16th street to Bel-Red Road.  low
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offstreet path o-100-s sR520 / ne points Dr Bellevue Way Interchange area to 
Bellevue Way

Add a 10-14 foot-wide off street path along the south side of ne points Drive from the western part of the interchange area to the south side of northup Way just east of the interchange.  Component of priority bike 
corridor; EW-1: SR-520 Trail. high

offstreet path o-101 sR520 / ne points Dr Bellevue Way Interchange area (just 
north of sR-520) to Bellevue Way

Add a 10-14 foot-wide off street path along SR-520 connecting NE Points Drive to Northup Way over the Bellevue Way Interchange area (just north of SR-520).  Component of priority bike corridor; EW-1: SR-520 
Trail. high

offstreet path o-103 sR-520 Regional Trail evergreen point Bridge to 124th Ave 
ne

Construct 10-14 foot-wide path from Bellevue Way/evergreen point Bridge to the west terminus of existing sR-520 trail at 124th Avenue ne.  This facility extends east of Bellevue Way along the south side of 
Northup Way to 108th Avenue NE; along the east side of 108th Avenue NE; continuing east along the north side of SR-520 and eventually leading back to the proposed BNSF regional trail.  East of the BNSF regional 
trail, completing the connection along the north side of SR-520 and south side of NE 24th Street to the existing trail system.  Component of priority bike corridor; EW-1: SR-520 Trail.

high

offstreet path o-115 Crossroads e-W 
Connection 156th Ave ne to 164th Ave ne Add a 10-14 foot-wide off street path south of highland Middle school connecting 148th Avenue ne to 156th Avenue ne, called the Crossroads east-west Connection. high

offstreet path o-116 trail 159th Ave ne to Crossroads park and 
Community Center Add a 10-14 foot-wide off street path connecting 159th Avenue ne and northup Way to Crossroads park and Community Center. high

offstreet path o-121-s Main st Bellevue Way ne  to 116th Ave ne Add a 10 to 14 foot wide off street path on the south side of Main Street from Bellevue Way NE to 116th Avenue NE.  Component of priority bike corridor; EW-3: Lake to Lake Trail. high

offstreet path o-123-n lake hills Connector Main st to 140th Ave se Add a 10-14 foot-wide off street path on the north side of Lake Hills Connector from Main Street to 140th Avenue SE.  Component of priority bike corridor; EW-3: Lake to Lake Trail. high

offstreet path o-124-s Main st ne 1st st to 124th Ave ne Add a 10-14 foot-wide off street path on the south side of Main street from ne 1st street to 124th Avenue ne where not complete. high

offstreet path o-127-s se 8th st 114th Ave se to lake hills Connector Add a 10-14 foot-wide off street path on the south side of SE 8th Street from 114th Avenue SE to Lake Hills Connector.  Component of priority bike corridor; EW-3: Lake to Lake Trail. high

offstreet path o-128-s se 7th pl edge of Wilburton hill Community park 
to 128th Ave se Add a 10-14 foot-wide off street path on the south side of se 7th place from edge of Wilburton hill Community park to 128th Avenue se. high

offstreet path o-130-s se 8th st 112th Ave se to 114th Ave se Add a 10-14 foot-wide off street path on the south side of se 8th street from 114th Avenue se to 112th Avenue se. high

offstreet path o-102-e Bellevue Way northup Way to 103rd Ave ne Add a 10-14 foot-wide off street path along the east side of Bellevue Way from 103rd Avenue ne to northup Way. Medium

offstreet path o-104 Burlington northern Bike 
path

southern city limits to northern city 
limits

Add a 10-14 foot-wide off-street path along the Burlington northern santa Fe railroad right-of-way from the southern city limits to the northern city limits.  This is part of a proposed regional trail that would connect 
eastside communities from Renton to Woodinville. Approximately 7.5 miles of the trail is located within the City of Bellevue. The regional trail shall have connections to pedestrian and non-motorized city facilities and 
be compliant with current trail standards. potential trail connections include newcastle Beach park, Greenwich Crest, the I-90 trail, Woodridge, the Wilburton area, downtown Bellevue, Bel-Red, ne 15th st, the West 
Tributary Trail and the SR 520 trail.   Identified as priority bike corridor NS-3: BNSF Trail Corridor.

Medium

offstreet path o-108-n ne 12th st 100th Ave ne to 116th Ave ne Add a 10 to 14 foot wide off-street path on the north side of NE 12th Street from 100th Avenue NE to 116th Avenue NE.  Component of priority bike corridor; EW-2: Downtown-Overlake Connection. Medium

offstreet path o-110-n ne 16th st 116th Ave ne to 140th Ave ne Add 10-14 foot-wide off street path along the north side of NE 16th Street from 116th Avenue NE to 140th Avenue NE.  Component of priority bike corridor; EW-2: Downtown-Overlake Connection. Medium

offstreet path o-114 trail highland Middle school to ne 8th st Add a 10-14 foot-wide off street path connecting highland Middle school to ne 8th street. Medium

offstreet path o-117 ne 6th st (ped corridor) Bellevue Way to 110th Ave ne Construct NE 6th Street "Pedestrian Corridor" between Bellevue Way and 110th Avenue NE consistent with design guidelines; pursue interim improvements (ahead of full redevelopment) where appropriate. Medium

offstreet path o-118-s ne 6th st  extension 112th Ave ne to 120th Ave ne Add a 10-14 foot wide off street path along the south side of the ne 6th street extension, across I-405, from 112th Avenue ne to 120th Avenue ne. Medium

offstreet path o-131-e 112th Ave se/Bellevue 
Way se se 8th st to I-90 trail  Add a 10-14 foot-wide off street path on the east side of 112th Avenue se and Bellevue Way se from se 8th street to 113th Avenue se (I-90 trail). Medium

offstreet path o-132-n BCC Thruway 142nd pl se to 144th Ave se Add a 10-14 foot-wide off street path along the north side of the BCC Thruway from 142nd place se to 144th Avenue se. Medium

offstreet path o-134 161st Ave se across 
Landfill Park Site 156th Ave se to se eastgate Way Add a 10-14 foot-wide off street path on along 161st Avenue SE from 156th Avenue SE to SE Eastgate Way.    Component of priority bike corridor; NS-5: Spirit Ridge-Sammamish River Connection. Medium

offstreet path o-135-s I-90 Tunnel se37th st to se eastgate Way Increase sidewalk width on south side of I-90 tunnel to 10 feet to offer cyclists improved accommodation from se 37th street. under I-90 to eastgate Way/se 35th place intersection.  Coordinate with WsDoT to 
improve lighting within the tunnel.  Improve signing to the tunnel to increase awareness of cyclists.  Component of priority bike corridor; NS-5: Spirit Ridge-Sammamish River Connection. Medium

offstreet path o-137-n Mountains to sound 
Greenway

Factoria Blvd to sunset pedestrian 
Bridge

A paved multiuse trail of 10 feet or greater paved width is proposed beginning at the current end of the trail at Factoria Blvd and running eastward along the north side of se 36th st to the curve near the southwest 
quadrant’s ramps of the 148th-150th Ave se interchange, then following a new independent alignment to the 150th Avenue se/se 37th st intersection at 150th Ave se.  eastward from 150th Ave se the trail would 
follow se 37th st (which here serves as an I-90 frontage road) to the sunset pedestrian Bridge where cyclists will cross to the north side of I-90 and make use of the sunset Trail to Wlsp.  Construction of the 
recommended MTSG I-90 trail links such as the segment along SE 36th St should not eliminate existing on-street bicycle facilities; the latter should be maintained, and improved where improvement is needed, such 
as in the vicinity of the 148th-150th Ave interchange as se 36th st curves to become se 37th st.  Additional coordination between City of Bellevue, WsDoT, King County, and Greenway Trust required to study this 
route.  Identified as priority bike corridor EW-4.

Medium

offstreet path o-139-W Coal Creek pkwy 124th Ave se to the southern city limits Add a 10-14 foot-wide off street path along the west side of Coal Creek Parkway from 124th Avenue SE to the southern city limits.  Component of priority bike corridor; EW-5: Coal Creek-Cougar Mountain 
Connection. Medium

Appendix Table 3  Transit priority offstreet path projects.
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offstreet path o-109 West Tributary Trail BnsF Corridor to Bel-Red Rd Add a 10-14 foot-wide off street path along the West Tributary of Kelsey Creek between the BnsF Corridor and Bel-Red Road.  provide grade separation of this trail at arterial crossings. low

offstreet path o-111-e 132nd Ave ne ne 20th st to Bel-Red Rd Add a 10-14 foot-wide off street path on the east side of 132nd Avenue ne from ne 20th street to Bel-Red Road. low

offstreet path o-112 east highland/ Rockwood 140th Ave ne to 141st pl ne Add a 10-14 foot-wide off street path connecting Rockwood/east highland from 140th Avenue ne to 141st place ne. low

offstreet path o-113 trail 148th Ave ne to 156th Ave ne Add a 10-14 foot-wide off street path south of highland Middle school connecting 148th Avenue ne to 156th Avenue ne. low

offstreet path o-119 Bel-Red Mini park Bel-Red Rd at 122nd Ave (alignment) 
to Bel-Red Rd at 124th Ave ne Add a 10-14 foot-wide off street path through the Bel-Red Mini park from Bel-Red Road at 112nd Avenue (alignment) to Bel-Red Road at 124th Avenue ne. low

offstreet path o-122 Main st extension 116th Ave ne to BnsF Add a 10-14 foot wide off street path along the Main st extension from 116th Avenue ne to the BnsF corridor. low

offstreet path o-125 existing BBG/Wilburton 
hill Trails 118th Ave se to se 4th pl Add a 10-14 foot wide off street path along the existing trails through the Bellevue Botanical Garden and Wilburton hill Community park from approximately 118th Avenue se in the BBG to se 4th place outside of 

Wilburton hill Community park. low

offstreet path o-133 Robinswood to eastgate se 28th st to eastgate Way Add a 10-14 foot-wide off street path along the connection from Robinswood to eastgate from se 28th street to se eastgate Way. low

offstreet path o-138 156th Ave se se 37th st to intersection with east/
west portion of B-256 Add a 10-14 foot-wide off street path along 156th Avenue se from se 38th street to the intersection where it connects with project B-256.  Improve RoW to create connection. low

offstreet path o-142 pipeline Trail se 60th st to se 68th pl Add a 10-14 foot-wide off street path along the pipeline Trail from se 60th street to se 68th place. low

offstreet path o-300 northtowne Center Trail 106th Ave ne to Bellevue Way via 
shopping center

Add a 6 foot-wide off street path as a connection thru the shopping center site, extending the existing neighborhood-shopping center trail to Bellevue Way and northtowne park.   obtain easement and maintain 
existing trail to shopping center . low

offstreet path o-302 ne 28th st Bel-Red Road to ne 28th st and Ms 
Campus Add a 6 foot-wide off street path along ne 28th street right-of-way from Bel-Red Road to ne 28th street and Ms Campus. low
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Trail T-202 Rockwood to highland ne 14th st to Bel-Red Rd Construct 6-10 foot wide boardwalk along Rockwood to highland  from ne 14th street to Bel-Red Road. high

Trail T-203 se 10th st Bellevue Way to 106th Ave ne Add a 6-10 foot wide boardwalk along se 10th street from Bellevue Way to 106th Avenue ne. high

Trail T-204 Kelsey Creek park Kelsey Creek to Richards Valley Add a 6-10 foot wide boardwalk through Kelsey Creek  park connecting Kelsey Creek to Richards Valley. high

Trail T-205 Richards Valley nature Trail Richards Valley open space to the 
lake hills Connector Add a 6-10 foot wide boardwalk called Richards Valley nature Trail connecting the Richards Valley open space to lake hills Connector. high

Trail T-206 128th Ave se se 25th st se to se 32nd st se Construct 6-10 foot wide boardwalk along 128th Avenue se from se 25th street se to se 32nd street se. high

Trail T-207 se 30th st 128th Ave se to Richards Rd Add a 6-10 foot wide boardwalk along 128th Avenue se from se 24th street to se 32nd street . high

Trail T-208 Monthaven-Factoria 
Connector

132nd Ave se @ sunset elementary 
school to 132nd Ave se at newport 

Office Pk; and to SE 38th St
Construct 6-10 foot wide boardwalk along the Monthaven-Factoria Connector from 132nd Ave SE @ Sunset Elementary School to 132nd Ave SE at Newport Office Pk; and to SE 38th Street. high

Trail T-209 se 41st st Factoria Blvd to 133rd Ave se Add a 6-10 foot wide boardwalk along se 41st street from Factoria Boulevard to 133rd Avenue se. high

Trail T-302 136th Avenue powerline 
Corridor Bel-Red Rd to se 3rd pl Add an 8-12 foot wide multiple use gravel trail called the 136th Avenue powerline Corridor connecting Bel-Red Road to se 3rd place. high

Trail T-303 Bellefield Office Park se 8th st to se 18th st alignment Add an 8-12 foot wide multiple use gravel trail through the Bellefield Office Park connecting SE 8th Street to SE 18th Street alignment. high

Trail T-304 lake hills Connector se 8th st to Richards Road Add an 8-12 foot wide multiple use gravel trail along lake hills Connector from se 8th street to Richards Road. high

Trail T-305 Richards Valley on se 
24th st 145th pl se to Kamber Rd Add an 8-12 foot wide multiple use gravel trail through Richards Valley along se 24th street connecting 145th place se to Kamber Road. high

Trail T-306 seattle Water pipeline Coal Creek parkway to 128th Ave 
se @ newport Way Add an 8-12 foot wide multiple use gravel trail called the seattle Water pipeline Trail from Coal Creek parkway to 128th Avenue se at newport Way. high

Trail T-408 unigard Trail system northup to ne 24th st e/o 156th 
Avenue ne Add a 2-6 foot wide pedestrian walking trail within the unigard Trail system connecting northup Way to either ne 24th street or 156th Avenue ne. high

Trail T-409 hillaire to Crossroads ne 6th street to ne 8th street Add a 2-6 foot wide multiple use gravel trail from hillaire to Crossroads connecting ne 6th street to ne 8th street. high

Trail T-410 hillaire Access Trail ne 4th street to hillaire park Add a 2-6 foot wide multiple use gravel trail called the hillaire Access Trail connecting ne 4th street to hillaire park. high

Trail T-415 Richards Valley nature Trail Richards Valley open space to 
Kamber Road Add a 2-6 foot wide pedestrian walking trail called the Richards Valley nature Trail connecting Richards Valley open space to Kamber Road. high

Trail T-423 newport Creek Coal Creek parkway to 119th Ave 
se at se 56th st (swim club) Add a 2-6 foot wide pedestrian walking trail along newport Creek connecting Coal Creek parkway to 119th Avenue se at se 56th street (swim club). high

Trail T-100 Mercer slough park Trail I-90 to 118th Ave se Add a 6-10 foot wide boardwalk called the Mercer slough park Trail connecting I-90 to 118th Avenue se. Medium

Trail T-301 126th Ave ne Wilburton hill park and ne 4th pl Add an 8-12 foot wide multiple use gravel trail called the 126th Avenue ne Trail connecting Wilburton hill park and ne 4th place. Medium

Trail T-401 ne 28th st RoW Trail 116th Ave ne to 120th Ave ne Add a 2-6 foot wide pedestrian walking trail called the ne 28th street RoW Trail connecting 116th Avenue ne to 120th Avenue ne. Medium

Trail T-413 Woodridge to lk hills 
Connect

Woodridge Div 9 to lake hills 
Connector Add a 2-6 foot wide multiple use gravel trail that connects Woodridge Div 9 to lake hills Connector. Medium

Trail T-418 Vasa Creek system newport Way to I-90 Add a 2-6 foot wide pedestrian walking trail within the Vasa Creek system connecting newport Way and I-90. Medium

Trail T-421 park & Ride Connection I-405 park & Ride to se 60th st Add a 2-6 foot wide pedestrian walking trail called the park & Ride Connection connecting I-405 park & Ride to se 60th street. Medium

Trail T-424 123rd Ave se Connection 123rd Ave se to Coal Creek 
parkway Add a 2-6 foot wide pedestrian walking trail called the 123rd Avenue se Connection connecting 123rd Avenue se to Coal Creek parkway. Medium

Trail T-200 35th pl ne Western City limits to 31st pl ne Add a 6-10 foot wide boardwalk along approximately 35th place ne from the Western City limits to 31st place ne. low

Trail T-308 se 64th pl 127th se to 129th Ave se Add an 8-12 foot wide multiple use gravel trail along se 64th place from 127th Avenue se to 129th Avenue se. low

Trail T-422 newport hills Connection park & Ride Connection to 116th 
Ave se Add a 2-6 foot wide pedestrian walking trail called the eastside Catholic Connection connecting the park & Ride to 116th Avenue se. low

Appendix Table 4  Transit priority trail projects.
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type Project # intersection Description Priority

Multimodal 
Intersection I-1 Factoria Blvd / se 36th st Redesign the Factoria Blvd and se 36th st intersection to enhance 

pedestrian and bicycle crossings. n/A

Multimodal 
Intersection I-2 150th Ave se / se 

eastgate Way

Redesign 150th Ave se and se eastgate Way intersection to enhance 
traffic flow, upgrade pedestrian and bicycle crossings, and establish a 
gateway treatment, potentially to include developing a modern roundabout.

n/A

Multimodal 
Intersection I-3 156th Ave se / se 

eastgate Way

Redesign 156th Ave se and se eastgate Way intersection to enhance 
traffic flow, upgrade pedestrian and bicycle crossings, and establish a 
gateway treatment, potentially to include developing a modern roundabout.

n/A

Multimodal 
Intersection I-4 150th Ave se / I-90 

eastbound off-Ramp

Redesign 150th Ave se and I-90 eastbound off-Ramp (se 37th st) 
intersection to enhance traffic flow, upgrade pedestrian and bicycle 
crossings, and establish a gateway treatment, potentially to include 
developing a modern roundabout.

n/A

Appendix Table 5  Transit priority multimodal intersection improvement projects.
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appendIx C2:

Appendix Table 6  Distances traveled by users to reach the 
eastgate park-and-Ride.

Place of Residence

Survey Date: August 2013

park-and-Ride Capacity 519

# of Washington registered vehicles 517

< 1 mile 28

1-2 miles 54

2-3 miles 84

3-4 miles 58

4-5 miles 48

> 5 miles 212

Total 484

Note: Of the 517 Washington-registered vehicles, 6% 
could not be geocoded.

Appendix Table 7   Distances traveled by users to reach the south 
Bellevue park-and-Ride.

Place of Residence

Survey Date: August 2013

park-and-Ride Capacity 1,614

# of Washington registered vehicles 1,078

< 1 mile 116

1-2 miles 309

2-3 miles 255

3-4 miles 115

4-5 miles 41

> 5 miles 242

Total 1078

Note: Of the 1,078 Washington-registered vehicles, 4% 
could not be geocoded.

Appendix Table 8  historic utilization of park-and-ride lots for the I-405 and I-90 corridors.

 2000 2008 2009 2010 2011 2012 2013

I-90 Corridor park-and-Rides 1,950 3,442 3,660 3,830 4,044 4,314 4,447

I-405 Corridor park-and-Rides 3,425 3,660 3,627 3,956 4,162 4,109 4,332

Total number of p&R spaces used daily 5,375 7,102 7,287 7,786 8,206 8,423 8,779

Appendix Table 9  Constrained and unconstrained demand for park-and-ride lots along the I-90 corridor.

2013 2030

Constrained Model 4,236 5,838

unconstrained Model 4,236 11,901

2013 2030

Constrained Model 3,977 5,516

unconstrained Model 3,977 9,914

Appendix Table 10  Constrained and unconstrained demand for park-and-ride lots along the I-405 corridor.
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appEnDix D
appendIx d1:
Issue IdentIfICatIon 
measure maps

The maps on the following pages present all of the 

measures used in the issue identification methodology 

described on pages 27-49. This includes the following 

measures:

• Short Term Measures:

 – Weekday bus standing delay (in minutes)

 – 2010 average weekday transit ridership

 – 2013 weekday bus volumes

 – Coach operator survey comments

• Long-Term Measures:

 – 2030 projected average weekday transit ridership

 – 2030 planned weekday bus volumes

 – 2030 projected sum of average weekday pM peak 

approach delay (in seconds)

 – 2030 projected sum of average weekday pM peak 

approach queue length (in feet)

 – 2030 projected intersection level-of-service (los)
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Appendix Figure 1  Short-Term: Weekday Bus Standing Delay.
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Appendix Figure 2  Short-Term: 2010 Average Weekday Transit Ridership.
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Appendix Figure 3  Short-Term: 2013 Weekday Bus Volumes.
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Appendix Figure 4  Short-Term: Operator Survey Comments.
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Appendix Figure 5  Long-Term: 2030 Average Weekday Transit Ridership.
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B6

Appendix Figure 6  Long-Term: 2030 Weekday Bus Volumes.
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B7

Appendix Figure 7  Long-Term: 2030 Average Weekday PM Peak Approach Delay.
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B8

Appendix Figure 8  Long-Term: 2030 Average Weekday PM Peak Approach Queue Length.

BELLEVUE TRANSIT
MASTER PLAN a207

Draft



15
6t

h  
A

ve
 N

E

Bellevue W
ay SE

Main St

B
el

le
v u

e 
W

ay
 N

E

119th  A
ve SE

1 4
8t

h 
A

ve
 N

E

SE 36th St

145th Pl SE

NE 10th St

Fa
ct

or
ia

 B
l v

d
 S

E

SE Eastgate Way

11
6t

h 
A

ve
 N

E

Ka
m

be
r R

d

N
orthup W

ay

NE 8th St

Lake Hills Connector

12
3r

d
 A

v e
 S

E

NE 6th St

I-90 R amp

156th A
ve S E

14
0t

h 
A

v e
 N

E

1
24

th
 A

ve
 S

E

14
0t

h 
A

ve
 S

E

NE 8th StNE 8th St

14
8t

h 
A

ve
 N

E

148th  A
ve N

E

I-90 Ramp

Legend

2030 Intersection LOS

A; B; C

D

E

F

N/A

I 0 0.55 1.10.275
Miles

Long-Term: Intersection LOS
Bellevue Transit Master Plan - Capital Element

FIGURE

B9

Appendix Figure 9  Long-Term: 2030 Intersection Level-of-Service (LOS).
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appendIx d2: data sourCes 
ConsIdered But not used

After additional review several data sources which 

were presented at the project kickoff meeting or 

discussed with staff will not be used. These data 

sources, while related to transit speed and reliability, 

had various issues which made them poorly fitted to 

the analysis, unavailable, tedious to use, or simply 

less useful than other similar data sources.

on-time Performance

on-time performance is measured as the percent 

of trips which depart their respective time points 

less than two minutes early or five minutes late. For 

example, RapidRide B line on-time performance 

is measured as the percent of trips within +/- three 

minute of that trip’s scheduled headway. Multiple 

issues were identified with this data source: 

1. The data is coarse, with data available only for an 

entire route or at some time points. only some 

terminal time points can be used due to known 

issues with data when buses layover. 

2. Delays from insufficient recovery time at route 

terminals can contribute to poor on-time 

performance.

3. on-time performance is calculated by comparing 

actual departure times against scheduled 

departure time. By adding time to a schedule, 

Metro planners can improve on-time performance 

without actually improving the speed and reliability 

of routes. 

4. Delays occurring outside the city, especially on 

highways, are not directly relevant to this analysis, but 

their impact cannot be removed from the data. 

Because of these issues and the more detailed 

data provided by bus Gps data, on-time performance 

is not used at this time.
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Street Congestion

Congestion on road segments can be measured 

as the ratio of vehicles to roadway capacity. 

The closer vehicle volumes are to the capacity 

of the roadway, the more delay a road segment 

experiences. This measure was originally identified 

because it could help identify road segments where 

buses might experience delay when reentering traffic 

after stopping at an out-of-lane bus stop. however, 

because very few locations in Bellevue require buses 

to merge back into traffic and intersection delay is 

available from the more detailed Dynameq model, it 

was determined that this data was duplicative.

travel time Reliability

Reliability of travel time is highly important for transit 

systems. When transit travel times are unreliable the 

service operator must schedule extra time at the end 

of each trip to ensure the bus can depart on time for 

its next trip. This additional time, called recovery time, 

is necessary to operate a reliable transit system but 

also results in “wasted” service hours because buses 

are not carrying passengers during this time. 

The reliability of travel time can be measured as the 

variation of travel time throughout the day from one 

time point to another. The lower the variability, the more 

reliable a time point interval is. While presented at the 

project kickoff meeting as a very important data point, 

further discussion with King County Metro revealed 

that Metro’s database structure is set up in such a way 

that this measure could not be calculated. Alternative 

approaches to use this data were reviewed because 

of the value of this data but no good alternative was 

ultimately identified. 
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Scheduled Speed

The average scheduled travel speed between two 

time points can be calculated using the scheduled 

travel time and distance between the time points. The 

first reason this data was not used is due to the lack 

of detail with regards to time point intervals, the route 

between time points, which can be several miles long. 

The second, more practical reason, is because King 

County Metro doesn’t have a shapefile which time 

point interval data can be joined to. 

Mode Share

Mode share is a ratio that describes the relative use 

of a street by different modes of transportation such 

single occupant vehicles (soVs), high occupancy 

vehicles (hoVs), buses, pedestrians, and bicyclists. 

Whereas low-density, auto-oriented areas have a 

high soV mode share, areas like Downtown have 

a higher non-soV mode share. The mode share 

of key transit corridors will be used to identify and 

prioritize the locations for transit priority treatments, 

but this data is not available for all areas served by 

the Frequent Transit network (FTn). 
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appendIx d3: CorrIdor 
throughput analysIs

Following the development of composite scores for 

all FTn analysis segments (see pages 120 through 

141), twenty corridor segments of particular interest 

were identified for further consideration. As reflected 

in the tables and charts on the following pages, 

composite scores and their constituent parts were 

compiled for each corridor, and the BKR travel demand 

model (Mp30R6.2) was leveraged to compare vehicle 

throughput to person throughput, consistent with 

guidance from the Measures of effectiveness Report. 

The BKR model produces peak-period person 

Throughput (pppT) by mode for the corridor segments 

that comprise the Frequent Transit network (FTn). 

This takes into account average vehicle occupancy 

for personal vehicles and buses, thereby facilitating a 

comparison of vehicle and person throughput for both 

transit and personal vehicles along FTn corridors. For 

example, on Bellevue Way ne between ne 10th st 

and ne 32nd pl, the 2030 projected pppT on transit 

is 36 percent of all person trips, yet transit represents 

only 0.8 percent of all vehicle trips along this corridor. 

Clearly, bus service is projected to make efficient use 

of the roadway capacity here.

Whereas the composite scores indicate how great 

a particular corridor's need is for transit speed and 

reliability investments relative to other FTn corridors, 

the throughput analysis provides insight into the 

relative share of total person trips served by transit 

and private vehicles. The composite scores help to 

prioritize corridors for potential projects based solely 

on characteristics that directly affect transit operations, 

while throughput by mode helps to assess how 

reasonable it might be to allocate limited right-of-way 

to one mode or another based on their relative ability 

to move people. The larger the share of person trips 

served by transit along a corridor, the more appropriate 

it may be to consider transit priority projects.

LEGEND
Weighted Scores2

Long-Term

Composite Score 5-11 12-15 16-18 19-24

Weekday Ridership 0-2 4 6 8

Weekday Bus Volumes 1 2 3 4

Approach Delay (sec) 1 2 3 4

Approach Queue Length (ft) 1 2 3 4

Intersection LOS 0-1 2 3 4

2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.

Appendix Table 11  legend of long-Term Weighted score color-
coded tables.
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Bus Auto

36%

64%

0.8%

99.2%

Person Throughput

Vehicle Throughput

Corridor 1

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 11  -  15  (  13.0  )

Weekday Ridership 6

Weekday Bus Volumes 2

Approach Delay (sec) 1   -   3   (  1.8  )

Approach Queue Length (ft) 1   -   3   (  1.8  )

Intersection LOS 1   -   2   (  1.4  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Invisible Page Ref to A96: 

stats for Corridor 2 (108th Ave 

Downtown)

Bus Auto

59%

41%

2.9%

97.1%

Person Throughput

Vehicle Throughput

Corridor 2

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 19  -  23  (  21.0  )

Weekday Ridership 8

Weekday Bus Volumes 4

Approach Delay (sec) 3   -   4   (  3.6  )

Approach Queue Length (ft) 2   -   4   (  3.0  )

Intersection LOS 2   -   3   (  2.4  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

43%

57%

1.5%

98.5%

Person Throughput

Vehicle Throughput

Corridor 3

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 24

Weekday Ridership 8

Weekday Bus Volumes 4

Approach Delay (sec) 4

Approach Queue Length (ft) 4

Intersection LOS 4

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

19%

81%

0.6%

99.4%

Person Throughput

Vehicle Throughput

Corridor 4

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 12  -  18  (  15.8  )

Weekday Ridership 4   -   6   (  4.3  )

Weekday Bus Volumes 2   -   3   (  2.2  )

Approach Delay (sec) 2   -   4   (  3.3  )

Approach Queue Length (ft) 2   -   4   (  3.3  )

Intersection LOS 2   -   4   (  2.7  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

20%

80%

0.8%

99.2%

Person Throughput

Vehicle Throughput

Corridor 5

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 8   -  17  (  11.4  )

Weekday Ridership 4

Weekday Bus Volumes 2   -   3   (  2.3  )

Approach Delay (sec) 1   -   4   (  1.9  )

Approach Queue Length (ft) 1   -   4   (  1.9  )

Intersection LOS 0   -   3   (  1.4  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

10%

90%

0.5%

99.5%

Person Throughput

Vehicle Throughput

Corridor 6

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 6   -  14  (  9.1  )

Weekday Ridership 2

Weekday Bus Volumes 2

Approach Delay (sec) 1   -   4   (  2.3  )

Approach Queue Length (ft) 1   -   4   (  1.9  )

Intersection LOS 0   -   2   (  1.0  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

25%

75%

0.9%

99.1%

Person Throughput

Vehicle Throughput

Corridor 7

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 13  -  24  (  16.8  )

Weekday Ridership 8

Weekday Bus Volumes 3   -   4   (  3.6  )

Approach Delay (sec) 1   -   4   (  2.0  )

Approach Queue Length (ft) 1   -   4   (  2.0  )

Intersection LOS 0   -   4   (  1.2  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

51%

49%

2.1%

97.9%

Person Throughput

Vehicle Throughput

Corridor 8

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 24

Weekday Ridership 8

Weekday Bus Volumes 4

Approach Delay (sec) 4

Approach Queue Length (ft) 4

Intersection LOS 4

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

13%

87%

0.4%

99.6%

Person Throughput

Vehicle Throughput

Corridor 9

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 14  -  21  (  17.8  )

Weekday Ridership 4   -   8   (  5.4  )

Weekday Bus Volumes 1   -   4   (  2.6  )

Approach Delay (sec) 1   -   4   (  3.1  )

Approach Queue Length (ft) 1   -   4   (  3.2  )

Intersection LOS 0   -   4   (  3.5  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.

BELLEVUE TRANSIT
MASTER PLAN a221

Draft



Bus Auto

11%

89%

0.5%

99.5%

Person Throughput

Vehicle Throughput

Corridor 10

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 8   -  15  (  11.0  )

Weekday Ridership 2   -   4   (  3.0  )

Weekday Bus Volumes 2

Approach Delay (sec) 2   -   4   (  2.5  )

Approach Queue Length (ft) 2   -   3   (  2.5  )

Intersection LOS 0   -   2   (  1.0  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

13%

87%

0.4%

99.6%

Person Throughput

Vehicle Throughput

Corridor 11

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score N/A

Weekday Ridership N/A

Weekday Bus Volumes N/A

Approach Delay (sec) N/A

Approach Queue Length (ft) N/A

Intersection LOS N/A

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

58%

42%

2.7%

97.3%

Person Throughput

Vehicle Throughput

Corridor 12

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 15  -  23  (  20.3  )

Weekday Ridership 6   -   8   (  7.5  )

Weekday Bus Volumes 2   -   4   (  3.5  )

Approach Delay (sec) 2   -   4   (  3.3  )

Approach Queue Length (ft) 3   -   4   (  3.5  )

Intersection LOS 2   -   3   (  2.5  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

30%

70%

0.9%

99.1%

Person Throughput

Vehicle Throughput

Corridor 13

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 17  -  24  (  20.0  )

Weekday Ridership 4   -   8   (  6.4  )

Weekday Bus Volumes 2   -   4   (  3.2  )

Approach Delay (sec) 3   -   4   (  3.8  )

Approach Queue Length (ft) 3   -   4   (  3.6  )

Intersection LOS 2   -   4   (  3.0  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

31%

69%

0.7%

99.3%

Person Throughput

Vehicle Throughput

Corridor 14

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 12  -  20  (  15.8  )

Weekday Ridership 6

Weekday Bus Volumes 2

Approach Delay (sec) 2   -   4   (  3.0  )

Approach Queue Length (ft) 2   -   4   (  3.0  )

Intersection LOS 0   -   4   (  1.8  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.

Invisible page ref — Corrdor 14
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Bus Auto

44%

56%

1.1%

98.9%

Person Throughput

Vehicle Throughput

Corridor 15

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 16  -  22  (  18.0  )

Weekday Ridership 8

Weekday Bus Volumes 3   -   4   (  3.3  )

Approach Delay (sec) 1   -   4   (  2.0  )

Approach Queue Length (ft) 1   -   4   (  2.3  )

Intersection LOS 1   -   3   (  2.5  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.

Invisible page ref — Corrdor 15
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Bus Auto

13%

87%

0.5%

99.5%

Person Throughput

Vehicle Throughput

Corridor 16

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 11  -  16  (  13.6  )

Weekday Ridership 2   -   4   (  3.2  )

Weekday Bus Volumes 2

Approach Delay (sec) 1   -   3   (  2.6  )

Approach Queue Length (ft) 2   -   4   (  3.2  )

Intersection LOS 2   -   3   (  2.6  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

83%

17%

16.7%

83.3%

Person Throughput

Vehicle Throughput

Corridor 17

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 12

Weekday Ridership 6

Weekday Bus Volumes 4

Approach Delay (sec) 1

Approach Queue Length (ft) 1

Intersection LOS 0

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

53%

47%

6.4%

93.6%

Person Throughput

Vehicle Throughput

Corridor 18

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 15  -  19  (  17.0  )

Weekday Ridership 0   -   4   (  2.0  )

Weekday Bus Volumes 3

Approach Delay (sec) 4

Approach Queue Length (ft) 4

Intersection LOS 4

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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Bus Auto

37%

63%

1.1%

98.9%

Person Throughput

Vehicle Throughput

Corridor 19

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 22  -  23  (  22.7  )

Weekday Ridership 8

Weekday Bus Volumes 4

Approach Delay (sec) 2   -   4   (  3.0  )

Approach Queue Length (ft) 4

Intersection LOS 3   -   4   (  3.7  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.

Invisible page ref — Corrdor 19
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Bus Auto

34%

66%

1.0%

99.0%

Person Throughput

Vehicle Throughput

Corridor 20

Weighted Scores2

Long-Term
Projected  Travel Demand1

2030 PM Peak 

Composite Score 17  -  19  (  18.0  )

Weekday Ridership 6   -   8   (  7.0  )

Weekday Bus Volumes 1   -   3   (  2.3  )

Approach Delay (sec) 2   -   4   (  3.3  )

Approach Queue Length (ft) 2   -   4   (  3.3  )

Intersection LOS 2   -   3   (  2.3  )

1. Based on the City of Bellevue 2030 PM Peak Hour BKR Model (MP30R6.2).
2. Derived from Issue Identification Methodology; see the Capital Element Background Report for details.
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appendIx d4:
Bellevue Way se traffIC 
analysIs summary

 

Belway HOV Summary Table For Council 1-24-13.Docx  

City of 
Bellevue 

 
 
 

Bellevue Way SE Traffic Analysis Summary 
 

January 24, 2013 
 
 
Numerous analyses of Bellevue Way SE have been conducted during the planning and preliminary 
engineering stage of the East Link project.  Initially, analyses were focused on the effects of the East Link 
project itself, with a focus on ensuring that the 900+/- stall expansion of the South Bellevue Park and 
Ride would be adequately mitigated.  Subsequently, the City Council expressed an interest in addressing 
underlying corridor traffic congestion. For the purposes of this summary, the “Project” is defined as the 
addition of the southbound HOV lane from the “Y” to the South Bellevue Park and Ride Lot. 
 
 
PM Peak Hour Indicators: 
Summary:  The Project would substantially reduce transit, HOV, and general purpose travel times while 
increasing person and vehicle throughput/volumes.  At the same time it would reduce neighborhood 
cut-through traffic.  Overall, the Project would result with a more efficient transportation system. 
 
“Y” to Park and Ride No Build/East Link 

Mitigated 
Project Change Percent Change 

Travel Time Minutes     
General purpose 3.4 2.0 -1.4 -41% 
Transit 3.9 1.4 -2.5 -64% 
HOV 3.4 1.2 -2.2 -65% 
Volumes     
Bellevue Way SE 
southbound vehicles 

 
 

2390 

1840 GP 
1160 HOV 
3000 total 

 
 

+610 

 
 

+26% 
Transit routes 9 9 0 0 
Person trips – total 4440 6030 1590 +36% 
Person trips – transit 1520 1690 170 +11% 
Person trips – Auto-HOV 2920 1830 + 2510 1420 +49% 
Southbound 
neighborhood vehicle 
volumes 

470 (108th Ave SE) 
300 (104th Ave SE) 

770 total 

210 (108th Ave SE) 
190 (104th Ave SE) 

400 total 

-260 (108th) 
-110 (104th) 
-370 total 

-55% 
-37% 

-48% total 
Cost     
 $18-20m (City build 

independently) 
$11m (City share of 
$22m joint project) 
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appendIx d5: 
doWntoWn Bellevue 
mICro-sImulatIon analysIs

In the Draft Speed and Reliability Project List 

(november 2013), Bellevue staff brought forward a 

number of potential arterial high-occupancy Vehicle 

(hoV) lane projects for Transportation Commission 

consideration. These projects are intended to support 

Bellevue’s Frequent Transit network (FTn) vision of 

enabling more people to reach more destinations in 

less time (see the Transit Service Vision Report).

At its november 14, 2013 meeting, the Commission 

requested additional information about Running Way 

projects l11 and l13, eastbound hoV lanes between 

Bellevue Way and 112th Ave ne on Main street and ne 

10th st, respectively. Both projects propose converting 

an existing general purpose travel lane in the eastbound 

direction into an hoV lane. This memo summarizes 

the results of a VISSIM micro-simulation traffic model 

analysis of these Downtown Bellevue hoV alternatives.

The VIssIM model used in this assessment 

of potential hoV lanes is based on the platform 

developed for the Downtown Bellevue light Rail 

Alternatives Analysis (see Documentation Report, 

February 2010). VIssIM is a microscopic, time 

step- and behavior-based simulation developed to 

model urban traffic and public transit operations. The 

program can analyze traffic and transit operations 

under constraints such as lane configuration, traffic 

composition, traffic signals, and transit stops, thus 

making it a useful tool for the evaluation of various 

alternatives based on transportation engineering 

and planning measures of effectiveness. Appendix 

Figure 10 shows the Downtown Bellevue study area 

boundaries considered in this assessment.

Appendix Figure 11 depicts the existing configuration 

of the roadway and the proposed restriping for both 

ne 10th st and Main st. As noted, these projects 

Appendix Figure 10  Downtown Bellevue study area boundaries.

Appendix Figure 11  Existing configuration of the roadway and 
the proposed restriping for both ne 10th street and Main street.

Existing Configuration

future with improvement
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remain within existing street rights-of-way. The hoV 

lane alternative incorporates Transit signal priority 

(Tsp) along ne 10th st at 106th Ave ne, 108th Ave 

ne, 110th Ave ne, and 112th Ave ne.

Traffic Analysis Methodology

VIssIM was used to assess the 2030 pM peak 

impacts of the hoV lane alternative on general 

purpose (Gp), high-occupancy vehicle (hoV), and 

transit (Bus) travel times, as well as measurements 

of vehicle and person delay. Travel time is one of 

the largest categories of transport costs, and time 

savings are often claimed to be the greatest benefit 

of transport projects like roadway and public transit 

improvements. Appendix Figure 12 reflects the seven 

step methodology used for the travel time analysis:

1. Factor inbound volume at 108th Ave ne/

ne 10th st to route volume based on 

eMMe travel demand model output.

2. Factor vehicle volume to person volume 

based on occupancy rate for each mode.

3. Vehicle travel time difference from baseline 

to hoV Alternative for each route/mode.

4. Multiply travel time difference with total 

person for each route/mode.

5. Factor pM peak-hour improvement to daily 

improvement.

6. Factor hourly wages into travel time values 

for each mode. Multiply person travel time 

savings with travel time values for each 

route/mode.

7. extend travel time savings from daily to 

annual for each route/mode.

PERSON TRAVEL TIME
SAVINGS (PM PEAK)

DAILY  TRAVEL TIME
VALUE SAVINGS

ANNUAL TRAVEL TIME
VALUE SAVINGS

VEHICLE VOLUMES
(PM PEAK)

PERSON TRIPS
(PM PEAK)

TRAVEL TIME SAVINGS
(PM PEAK)

Travel Time
Simulation Research

DAILY PERSON
TRAVEL TIME SAVINGS

Travel Demand Model

Transit Master Plan

Travel Demand Model

Transit Master Plan

Assumption: Similar conditions for 2 hours
during AM peak and 2 hours during PM Peak

Prevailing Hourly Wage: $27.68

Travel Time Values Relative to Prevailing Wages:
GP
69%

HOV
56%

BUS
57%

x 5 Days x 52 Weeks
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Appendix Figure 12  Seven step traffic analysis methodology.
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Appendix Figure 13  six routes to/from and along ne 10th street.

As indicated, this methodology produces pM peak 

vehicle travel time (in seconds) and person travel time 

(in hours) statistics by mode (Gp, hoV, and Bus). 

Daily person travel time savings figures are derived 

from these statistics and then monetized based on 

the average hourly wage of workers in the seattle-

Bellevue-Everett Metropolitan Division (Source: Bureau 

of Labor Statistics, May 2012). The valuation of time 

is cross-referenced with adjustment factors to reflect 

qualitative factors such as comfort, convenience, and 

reliability using level-of-service ratings for various 

modes (Source: Victoria Transport Policy Institute, 

see page 5.2-10). The final step of the analysis 

annualizes the value of daily travel time savings.

The analysis methodology for the ne 10th st 

improvements considers the travel time impact 

on general purpose (Gp), high-occupancy vehicle 

(hoV), and transit (Bus) for the six different routes to/

from and along ne 10th street described at left (see 

Appendix Figure 13).

Route 1: 

From: Bellevue Way NE/NE 10th Street

To: 112th Avenue NE/NE 10th Street

Route 2:

From: Bellevue Way NE/NE 10th Street

To: 108th Avenue NE/NE 8th Street

Route 3: 

From: 112th Avenue NE/NE 10th Street

To: Bellevue Way NE/NE 10th Street

Route 4:

From: 112th Avenue NE/NE 10th Street

To: 108th Avenue NE/NE 8th Street

Route 5:

From: 108th Avenue NE/NE 8th Street

To: Bellevue Way NE/NE 10th Street

Route 6:

From: 108th Avenue NE/NE 8th Street

To: 112th Avenue NE/NE 10th Street
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Ne 10th Street Analysis Results

Appendix Tables 2 through 9 below and on the 

following pages provide the results from the analysis 

methodology for each of the six routes identified for 

the ne 10th st analysis.

Appendix Table 12  Routes vehicle volume estimation (pM peak-hour) values derived from factoring inbound 
volumes at 108th Ave ne/ne 10th street to route volume based on eMMe travel demand model output. 

From	EMME	Travel	Demand	Model In	Vissim	Model

total inbound volume @ 
108th & 10th

Route
vol at 
Start

vol at 
the end

total 
vol

total inbound volume @ 
108th & 10th

Route
total 
vol

Eastbound 1,156
1 728 815 513

Eastbound 1,262
1 560

2 728 99 62 2 68

Westbound 1,308
3 936 549 393

Eastbound 576
3 173

4 936 355 254 4 112

Northbound 849
5 849 79 79

Northbound 574
5 53

6 849 269 269 6 182

Estimated	Volumes	per	Route	per	Mode

Mode Split vehicle volume

GP Hov-2 Hov-3+ Hv GP Hov-2 Hov-3+ Hv BuS

70% 21% 7% 2% 392 118 39 11 —

70% 21% 7% 2% 48 14 5 1 8

70% 21% 7% 2% 121 36 12 3 —

70% 21% 7% 2% 78 23 8 2 8

70% 21% 7% 2% 37 11 4 1 8

70% 21% 7% 2% 127 38 13 4 8
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Appendix Table 13  Routes person volume estimation (pM peak-hour) 
values derived from factoring vehicle volume to person volume based on 
occupancy rate for each mode.

Benefit	-	
HOV+TSP

Vehicle	Volume

Route GP Hov-2 Hov-3+ Hv BuS

1 392 118 39 11 —

2 48 14 5 1 8

3 121 36 12 3 —

4 78 23 8 2 8

5 37 11 4 1 8

6 127 38 13 4 8

Person	Volume

GP Hov-2 Hov-3+ Hv BuS

1 2 3�5 2 90

Benefit	-	
HOV+TSP

Person	Volume

Route GP Hov-2 Hov-3+ Hv BuS

1 392 236 136�5 22 —

2 48 28 17�5 2 720

3 121 72 42 6 —

4 78 46 28 4 720

5 37 22 14 2 720

6 127 76 45�5 8 720
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Appendix Table 14  Travel time difference (pM peak-hour) values based on vehicle travel time difference from 
baseline to hoV Alternative for each route/mode.

Baseline	(Direct	output	from	VISSIM)

vehicle travel time 
Measurement

tRAvtM(All) tRAvtM(1) tRAvtM(10) tRAvtM(12) tRAvtM(13) tRAvtM(20) tRAvtM(31)

1 247�44 247�19 247�02 243�87 259�69 255�18 0

2 209�57 212�15 210�74 213�09 150�77 177�51 215�69

3 139�33 139�91 139�4 136�34 143�86 151�98 0

4 160 165�9 146�94 137�62 141�33 183�46 193�54

5 197�31 200�37 247�33 169�91 320�28 168�08 160�8

6 241�52 243�9 244�08 235�77 235�55 213 248�2

HOV	+	TSP	(Direct	output	from	VISSIM)

vehicle travel time 
Measurement

tRAvtM(All) tRAvtM(1) tRAvtM(10) tRAvtM(12) tRAvtM(13) tRAvtM(20) tRAvtM(31)

1 309�88 343�34 343�48 231�88 236�82 333�93 0

2 245�18 247�69 277�35 228�69 217�47 305�72 188�29

3 142�55 141�21 141�72 144�01 148�82 130�95 0

4 209�9 211�97 200�59 186�23 195�1 109�87 234�45

5 180�19 173�17 216�77 216�95 142�46 70�54 127�4

6 224�9 227�28 230�79 217�1 225�03 214�17 187�67

Vehicle	Travel	Time	Change	(in	seconds)	-	TSP+HOV

Route GP Hov-2 Hov-3+ Hv BuS

1 96�46 -11�99 -22�87 78�75 0

2 66�61 15�6 66�7 128�21 -27�4

3 2�32 7�67 4�96 -21�03 0

4 53�65 48�61 53�77 -73�59 40�91

5 -30�56 47�04 -177�82 -97�54 -33�4

6 -13�29 -18�67 -10�52 1�17 -60�53
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Appendix Table 15  person travel time savings (pM peak-hour) values derived from multiplying the 
travel time difference with total person for each route/mode.

Route GP Hov-2 Hov-3+ Hv BuS total by Route

1 10�50 -0�79 -0�87 0�48 — 9�33

2 0�89 0�12 0�32 0�07 -5�48 -4�08

3 0�08 0�15 0�06 -0�04 — 0�25

4 1�16 0�62 0�42 -0�08 8�18 10�30

5 -0�31 0�29 -0�69 -0�05 -6�68 -7�45

6 -0�47 -0�39 -0�13 0�00 -12�11 -13�10

total by Mode 11.85 0.00 -0.89 0.38 -16.08 -4.74

Appendix Table 16  person travel time savings (daily) values derived from factoring pM peak-hour 
improvement to daily improvement.

Person	Travel	Time	Change	(in	hours)	-	TSP+HOV	(Daily)

Route GP Hov-2 Hov-3+ Hv BuS total by Route

1 42�01 -3�14 -3�47 1�93 — 37�33

2 3�55 0�49 1�30 0�28 -21�92 -16�30

3 0�31 0�61 0�23 -0�14 — 1�02

4 4�65 2�48 1�67 -0�33 32�73 41�21

5 -1�26 1�15 -2�77 -0�22 -26�72 -29�81

6 -1�88 -1�58 -0�53 0�01 -48�42 -52�40

total by Mode 47.40 0.01 -3.57 1.54 -64.34 -18.96

PM	Peak-Hour	to	Daily	Rate

GP Hov-2 Hov-3+ Hv BuS

4 4 4 4 4

** Assumes 2 hours during PM and same benefitial impact during AM 
2 hour period
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Appendix Table 17  Travel time values derived from factoring hourly wages into travel time values for 
each mode.

Average	Hourly	Wage:	$27.68

GP Hov-2 Hov-3+ Hv BuS

Relative to Prevailing Wages 67% 57% 53% 135% 57%

Travel Time Values $18�55 $15�78 $14�67 $37�37 $15�78

Appendix Table 18  Total travel time savings (daily) values derived from multiplying travel time savings 
with travel time values for each route/mode.

Daily	Travel	Time	Savings	-	TSP+HOV

Route GP Hov-2 Hov-3+ Hv BuS total by Route

1 $779�10 ($49�54) ($50�91) $72�12 — $750�77 

2 $65�84 $7�73 $19�07 $10�46 ($345�84) ($242�74)

3 $5�75 $9�62 $3�37 ($5�23) — $13�52 

4 $86�24 $39�13 $24�50 ($12�33) $516�40 $653�93 

5 ($23�37) $18�14 ($40�64) ($8�22) ($421�58) ($475�66)

6 ($34�87) ($24�93) ($7�78) $0�37 ($763�95) ($831�15)

total by Mode $878.69 $0.16 ($52.37) $57.17 ($1,014.97) ($131.32)

Appendix Table 19  Total travel time savings (annual) values derived from extending travel time savings 
from daily to annual for each route/mode.

Workdays per Week:
Weeks per year:

5
52

Annual	Travel	Time	Savings	-	TSP+HOV	(in	thousands)

Route GP Hov-2 Hov-3+ Hv BuS total by Route

1 $202�57 ($12�88) ($13�24) $18�75 — $195�20 

2 $17�12 $2�01 $4�96 $2�72 ($89�92) ($63�11)

3 $1�49 $2�50 $0�88 ($1�36) — $3�51 

4 $22�42 $10�17 $6�37 ($3�21) $134�26 $170�02 

5 ($6�08) $4�72 ($10�57) ($2�14) ($109�61) ($123�67)

6 ($9�07) ($6�48) ($2�02) $0�10 ($198�63) ($216�10)

total by Mode $228.46 $0.04 ($13.62) $14.86 ($263.89) ($34.14)
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Ne 10th Street Summary

Appendix Figure 14 on page A243 provides a 

summary of the travel time impact on general purpose 

(Gp), high-occupancy vehicle (hoV), and transit 

(Bus) for the six different routes to/from and along ne 

10th st described above. some routes experience 

travel time penalties while others experience travel 

time benefits. When all of the various routes to/from 

and along ne 10th st are taken into account, the 

hoV lane alternative results in an annual travel time 

savings of $34,140. After considering these impacts 

at two meetings (on January 22, 2014 and January 

23, 2014), the Transportation Commission was in 

unanimous agreement that these Downtown Bellevue 

hoV lane projects should remain in the Transit Master 

plan for consideration when bus frequencies along 

these corridors justify this lane conversion.
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Appendix Figure 14  Travel time impacts to the six routes to/from and along ne 10th st.
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Main Street Analysis

The improvement evaluated at the Main 

street/112th Avenue intersection included the 

conversion of the eastbound general purpose curb 

lane to an hoV lane (project l11) and the widening of 

Main street to provide a dedicated eastbound right-

turn lane. The analysis assumed that right-turns for 

general purpose traffic would be permitted from the 

hoV lane.

similar to the analysis of ne 10th st, the impacts 

of the Main st project were also measured using 

VIssIM. The VIssIM model used for this analysis is 

consistent with that described for the NE 10th St; 

however, unlike the analysis of the ne 10th project, 

this analysis focused on intersection delay, both from 

a vehicle perspective and person delay perspective. 

since this improvement is limited to the subject 

intersection only, the analysis focuses primarily 

on the intersection operations. The impact of the 

use restriction of the curb lane is reflected in the 

intersection operations summary, the results of which 

are shown in Appendix Table 20.

Main Street Summary

The analysis shows that the average vehicle delay 

at the intersection is reduced from 62.0 seconds to 

54.5 seconds, and person delay is reduced from 

66.8 seconds to 53.7 seconds with the improvement. 

Although the curb lane is restricted to HOV traffic, 

the right-turn lane provides additional intersection 

capacity that results in the improvements in both 

vehicle and personal delay shown in Appendix 

Table 20. As part of the next level of analysis, further 

evaluation of the length of the right turn lane and 

its impact on the corridor performance should be 

conducted.

Appendix Table 20  Impacts to vehicle and person delay at Main 
street/112th Ave ne resulting from Running Way project l11.

Main St / 
112th Ave Ne

Baseline Hov + tSP

los
Delay 
(sec)

los
Delay 
(sec)

Vehicle Delay e 62.0 D 54.5
person Delay e 66.8 D 53.7

Assumed vehicle occupancy:

SOV: 1

Buses: 90
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appendIx d6: Bellevue 
College ConneCtIon – 
142nd pl se / snoqualmIe rIver rd 
multImodal transportatIon CorrIdor

One of the more significant projects included in this 

report is the Bellevue College Connection Multimodal 

Transportation Corridor (Running Way project l27), 

which is located between the intersection of 142nd 

pl se and se 36th st on the south end and se 

24th st and Kelsey Creek Rd on the north end. The 

corridor spans the length of the 142nd pl se Bridge 

from se 36th st to se 32nd st, continues north along 

snoqualmie River Rd to its intersection with Kelsey 

Creek Rd, and proceeds north to se 24th st (see 

Appendix Figure 16 on page A246). This multimodal 

corridor as proposed and reflected in the preliminary 

designs presented here is intended to support 

pedestrians, bicyclists, and transit users. 

This project was previously highlighted in the 

Transportation Strategies Report, part of the 

Eastgate/I-90 Lane Use and Transportation Project 

completed in 2012 (see Appendix Figure 15). That 

report outines a vision that will guide public and 

private actions, investments, and capital project 

priorities to improve mobility for all travel modes in 

the eastgate/I-90 corridor. potential improvements 

advanced by the plan are oriented toward finding 

the best transportation solutions for the area that are 

affordable, supported by the community, and can 

be implemented in a reasonable time frame. The list 

includes projects that would improve traffic flow at 

critical intersections, enhance the pedestrian/bicycle 

environment, and increase the attractiveness of transit 

as a travel option. one of the transit improvements 

proposed is the development of 142nd pl se as a transit 

emphasis corridor, including upgrading snoqualmie 

River Rd to support buses and accessible bus stops. 

This project has since been adopted into the 2013-

2024 Transportation Facilities Plan (TFp-252). 

Appendix Figure 15  Revised transit routing around Bellevue 
College along snoqualmie River Rd, as presented in the Eastgate/I-90 
Transportation Strategies Report, adopted in January 2012.

32 

delivery at the direct access ramp and at the intersection with SE 36th 
Street.		At	present,	these	two	major	transit	hubs	are	less	than	a	half	mile	
apart	as	the	crow	flies.	Unfortunately,	terrain	and	the	road	network	make	
this	a	very	difficult	connection.		Coaches	go	all	the	way	out	to	148th	Avenue	
and turn onto Eastgate Way; this amounts to three signalized left turns in 
the	northbound	direction,	in	addition	to	a	lot	of	added	distance.		

To	enhance	linkages	between	the	Park	&	Ride	and	College,	the	preferred	
land use and transportation vision incorporates a covered walkway on the 
142nd Place SE bridge (much like the Totem Lake I-405 direct access ramp 
has	between	the	Kingsgate	Park	&	Ride	and	the	flyer	stops).		At	present,	
the	walk	is	exposed	to	the	elements,	which	reduces	the	attractiveness	of	
transferring between local and regional service at this location   

In	addition	to	improving	pedestrian	comfort	with	weather	protection,	bus	
stops would be placed on the 142nd Place SE bridge immediately adjacent to 
the	I-90	flyer	stops	to	allow	for	seamless	transfers	between	regional	service	
on	I-90	and	local	service	to	Factoria,	Bellevue	College,	and	points	beyond.		To	
realize	this	location’s	transfer	potential	(which	will	lead	to	greater	ridership),	
the sidewalk on the bridge would be widened to 8 feet to allow for bus 
stops on the structure (the sidewalk is only 6 feet wide) 

Structural	modifications	of	the	bridge	structure	do	not	appear	necessary	to	
advance these improvements   Visual inspection shows that the travel lanes 
on the 142nd Place SE bridge are 14 feet wide and the sidewalks are 6 feet 
wide  It appears possible to narrow the travel lanes to 12 feet and widen the 
sidewalks	to	8	feet,	which	would	be	required	for	a	bus	stop.	Buses	would	
stop	in-lane	on	the	bridge,	which	may	delay	traffic	on	the	bridge	at	times.

Figure 29 on the previous page shows the concept of a wider/covered 
pedestrian walkway across the 142nd Place SE bridge connecting with and 
contributing to the Mountains to Sound Greenway trail concept on the SE 
36th	Street	frontage	road.		North	of	the	bridge,	improvements	would	be	
made	on	Snoqualmie	River	Road,	which	includes	upgraded	pavement	to	
support	buses,	sidewalks,	accessible	bus	stops,	and	the	south	entrance	
intersection   This capital investment would allow for the bus routing 
concept depicted in Figure 30 (source: Bellevue College Transportation 
Planning Study; July 2011)  

Developing 142nd Place SE as a “transit emphasis corridor” necessitates a 
partnership	between	the	City	of	Bellevue,	Bellevue	College,	Sound	Transit,	
and King County Metro to address the following key challenges: (i) a loss Figure 30 Bellevue College Transit Circulation Concept

BUILDING TBUILDING T

PARK & RIDE

TRANSIT ROUTE OPTION

A. Loss of College parking along Snoqualmie River Road (assumed at about 100 stalls)
B. Conflicts with campus delivery vehicles and parking access driveways
C. Requires improvement to south campus entrance intersection and possible revisions to adjacent 
     residential community access
D. Requires upgrade to pavement structure to support transit buses
E. Require ADA accessible (8’ feet wide) boarding/alighting platforms on both sides of Snoqualmie River Road
F.  Neighborhood condominium developments affected by increase in vehicular generated noise 
G. Non-campus vehicles “cutting through” campus
H. Need for a pedestrian walkway along the east side of roadway

KEY CHALLENGES FOR USING SNOQUALMIE RIVER ROAD TRANSIT ROUTE

S.M. STEMPER       ARCHITECTS
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Appendix Figure 16  Full extents of the Bellevue College Connection: 142nd Pl SE / Snoqualmie River Rd Multimodal Transportation Corridor.
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This corridor is especially significant to the Transit 

Master Plan because it improves the efficiency of 

transit operations to the eastgate park-and-Ride while 

maintaining direct frequent service to the Bellevue 

College campus. As described in the Transit Service 

Vision Report, the layout of Bellevue College currently 

presents a major obstacle to efficient service, and it 

also creates a conflict between the goal of serving the 

college well and the goal of providing efficient north-

south service connecting Crossroads and overlake to 

eastgate and Factoria. The key is to put Bellevue College 

“on the way” between Eastgate and Crossroads; 

currently, Bellevue College is a time-consuming cul-

de-sac that discourages all north-south ridership 

across the eastside of Bellevue. eastgate will continue 

to grow more important as a regional connection site, 

so it must be possible to serve both the campus and 

eastgate with a minimal amount of deviation.

As shown in Appendix Figure 17, the 2030 Growing 

Resources scenario envisions three FTn routes 

operating along the 142nd pl se/snoqualmie River 

Rd Multimodal Transportation Corridor: Frequent 

Rapid Route 7 and Frequent local Routes 12 and 13. 

The design of the Bellevue College Connection thus 

suggests two main types of linear segments along the 

corridor based on the location of transit, pedestrian, 

and bicycle traffic flows and the width of travel lanes:

 – snoqualmie River Rd/Kelsey Creek Rd

 – 142nd pl se Bridge

All three FTn routes traverse the snoqualmie 

River Rd/Kelsey Creek Rd segment. At the se 32nd 

st intersection, Routes 12Fl and 13Fl continue 

southwest to the eastgate park-and-Ride, providing 

connections to Frequent local Route 14, Coverage 

Routes 32, 33, and 35, and peak-only Route 46. 

Route 7FR continues south to the eastgate Freeway 

station, providing connections to Frequent express 

Route 1, Coverage Route 32, and several peak-only 

routes serving Downtown seattle and Issaquah (see 

Appendix Figure 18 on page A249). 

12

To/From 
Westwood Village

To/From 
Renton

To/From 
Issaquah

To/From 
Lynnwood

To/From 
Totem Lake

1FL

1

3

1

3

1

2

2

5

6
6

7

7

7

7

11

11

11

12

12

12

13

13
14

14

In Redmond and Kirkland, only routes 
serving Bellevue are shown.

14

4

4

To/From 
Education Hill

Routes 33 and 35 are combined to 
through-route with Route 13 at 
Eastgate P&R.

5

FACTORIA

EASTGATE

S. BELLEVUE 
P&R

CROSSROADS

S. KIRKLAND
P&R

KIRKLAND TC

OVERLAKE 
VILLAGE

OVERLAKE TC 

Route 14 is assumed to branch into
two routes serving Kenmore & Totem
Lake, respectively. 

REDMOND TC

31

31

32

32

32

32

33

33

33

34

34

35

35

To/From 
Seattle

Future extension
to/from Redmond

3334

NE 8th

NE 10th

Main

NE 4th

11

13

6

3

1

1

Be
lle

vu
e W

ay
2

11
2t

h A
ve

DOWNTOWN BELLEVUE
(All-day service only)

14

32

32

31

31

534

41

41

44
45

46
47

43
44

45
46

47

55

56

55
56

53

54

53

54

50

50

49

49

52

52

48

52
48

52

To/From 
Duvall

To/From 
Kenmore

To/From 
Issaquah

BELLEVUE TC
East Link, 1, 2, 3, 5, 6, 
11, 13, 31, 32, 34, 53, 
54, 55, 56
EASTGATE
1, 7, 12, 13, 14, 32, 33
35, 43, 44, 45, 46, 47
FACTORIA
7, 11, 32
SOUTH BELLEVUE P&R
East Link, 1, 3, 11, 31,
41
CROSSROADS
6, 7, 33, 34
OVERLAKE VILLAGE
East Link, 12, 34, 52
OVERLAKE TC
East Link, 4, 7, 33, 48, 
49, 52
REDMOND TC
4, 7, 33, 48
KIRKLAND TC
5, 12, 14, 50
SOUTH KIRKLAND P&R
4, 5, 14, 50

MAJOR HUBS

33

East Link (Seattle - Overlake)

Issaquah Highlands - Bellevue - U-District

Lynnwood - Bellevue

Westwood Village - Renton - Bellevue

Redmond - U-District

Totem Lake - Kirkland - Bellevue

Crossroads - Bellevue

Redmond - Crossroads - Eastgate - Factoria

Bellevue - Factoria - Renton

Eastgate - Overlake Village - Kirkland

Bellevue - Eastgate

Kirkland - Bel-Red - Eastgate

South Bellevue - Bellevue - Yarrow Point

Eastgate - Factoria - Bellevue - Yarrow Point

Redmond - Overlake - Crossroads - Eastgate

Crossroads - Bel-Red - Bellevue

Issaquah - Eastgate

South Bellevue - Lake Kathleen

Eastgate - Seattle

North Bend - Issaquah - Eastgate - Seattle

Bear Creek - Sammamish - Eastgate - Seattle

Seattle - Eastgate - North Issaquah

Issaquah Highlands - Eastgate - Seattle

Duvall - Redmond - Overlake

Kenmore - Kingsgate - Overlake

Kirkland - Seattle

Issaquah - Sammamish - Overlake

Shoreline - Bothell - Bellevue

Everett - Bellevue

Auburn - Kent - Renton - Bellevue

Kent - Bellevue

2030 GROWING RESOURCES

1
2

3

4

5

11

12

13

14

6

7

31

34

35

32

33

41

43

44

45

46

47

48

49

50

52

53

54

55

56

1
4

To/From 
Seattle

To/From 
University District

Frequent Express

Frequent Rapid 
 

Frequent Local

Coverage

Peak-Only* (Express & Local)

Peak                Base               Night

8                  10 - 15                 30

8                      10                      15

8                      10                      15

30                     30                      30

*Peak frequencies vary by route                       

WEEKDAY ALL-DAY SERVICE FREQUENCIES (in minutes)

BELLEVUE TC

13

14
13

46
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and in eastgate and vicinity, as proposed by the 2030 Growing 
Resources scenario in the Transit Service Vision Report. 
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Snoqualmie River Rd /  
Kelsey Creek Rd

Pedestrian flow is logically oriented on the north and 

east sides of snoqualmie River Rd around campus 

structures. A sidewalk is recommended to provide direct 

access to campus, with widths varying from 6-10 feet 

depending on the volume of pedestrian flow and the 

locations of the bus zones. To minimize conflict points 

between pedestrians and driveways, bicycle traffic is 

moved west of the road to a 10-foot-wide two-way path, 

with multiple points of access to the college provided. 

Two 12-foot-wide travel lanes are provided, one for 

each direction. General purpose vehicular traffic may be 

restricted along snoqualmie River Rd to facilitate better 

transit operation and access for delivery trucks. A sound 

wall along snoqualmie River Rd west of the bicycle facility 

is designed to minimize noise generated by traffic for the 

neighboring condominium developments. 

142nd Pl Se Bridge

The 142nd pl se Bridge currently has two 14-foot-

wide travel lanes (one for each direction) and 6-foot-

wide sidewalks on both sides. no bicycle facility is 

provided, making riding over the bridge uncomfortable 

for most riders. There is significant pedestrian traffic on 

the west side of the 142nd pl se Bridge, mainly to/from 

the eastgate park-and-Ride and eastgate Freeway 

station. Due to pedestrian volumes, an 8-foot-wide 

sidewalk is recommended on the west side of the 

road. The east side of the road is identified as a suitable 

location for an independent bicycle facility, providing a 

direct connection to the Mountains to sound Greenway 

at the northeast corner of se 36th st and 142nd pl 

se. A 10-foot-wide, two-way, elevated bicycle facility 

is thus recommended on the east side of the road. 

These non-motorized facilities leave 22 feet for general 

purpose travel lanes, which at 11-feet per lane satisfies 

the minimum width criteria to support transit operations.
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Appendix Figure 18  Transit services at the eastgate park-
and-Ride and eastgate Freeway station in 2030 based on the 
Growing Resources network. Frequent connections are available 
to Bellevue College, Crossroads, Downtown Bellevue, Factoria, 
Issaquah, overlake, Redmond, and Kirkland.

Corridor Sub-segments

Within these two main linear segments, multiple 

sub-segments warrant specific design consideration:

Segment 1: Kelsey Creek Rd/se 24th st to Kelsey 

Creek Rd/snoqualmie River Rd

Segment 2: snoqualmie River Rd/Kelsey Creek 

Rd to Delivery Zone

Segment 3: Delivery Zone to Greenhouse

Segment 4: Bellevue College Transit Center on 

snoqualmie River Road

Segment 5: 142nd pl se/se 32nd st

Segment 6: south of 142nd pl se/se 32nd st to 

142nd pl se north of I-90 Direct Access Ramp

Segment 7: 142nd pl se/I-90 Direct Access Ramp 

to 142nd pl se/se 36th st

each of these corridor sub-segments is addressed 

individually on the following pages. 
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Segment 1
kelsey Creek rd/se 24th st to  
kelsey Creek rd/snoqualmie river rd

A 6-foot wide sidewalk is proposed for the south 

and southeast side of the road. The parking lot is 

redesigned with only two driveways to reduce the 

number of the conflict points between pedestrians, 

transit, and general purpose traffic. The new parking 

lot design increases the number of stalls by 74, from 

227 to 301 stalls (see Appendix Table 21 on page 

A267).

West of the intersection of Kelsey Creek Rd and se 

24th st, a two-way bicycle facility will be constructed 

on the north side of the road. east of this intersection, 

bicycle lanes will be provided in the shoulders of 

both sides of the road. Bicycle users will transition 

between these facilities at the se 24th st intersection, 

such that bicyclists traveling westbound on se 24th 

st would continue directly onto the two-way bicycle 

facility, while those traveling northeastbound from the 

campus would cross the street from the new bicycle 

path and continue along se 24th st on the south side 

of the road. Bicyclists also have access to campus 

at the northwest corner of snoqualmie River Rd and 

Kelsey Creek Rd.
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Segment 2
snoqualmie river rd/kelsey Creek rd 
to delivery Zone

This segment is realigned and shifted north next to 

the athletic fields to reduce the number of potential 

conflicts between pedestrians, bicyclists, transit,  

general purpose traffic, and parking lot users. Parking 

lot traffic is focused on one side of Kelsey Creek Rd, 

compared to the current configuration that includes 

driveways on both sides. This also creates a single 

parking lot that is larger than the multiple separate 

existing lots, which allows for a design that maximizes 

parking capacity. This redesign adds 93 more stalls, 

increasing the number of stalls in this segment from 

203 to 296 (see Appendix Table 21 on page A267). 

Another advantage of moving the road north is that 

it increases the turning radius between snoqualmie 

River Rd and Kelsey Creek Rd, which will improve 

transit operations. Bus zones are located between 

the intersection of snoqualmie River Rd/Kelsey Creek 

Rd and the pedestrian crossing to the athletic fields, 

as this is the longest distance without driveways or 

pedestrian crossings (about 300 feet). Ten-foot-wide 

sidewalks are provided on the north and south sides of 

snoqualmie River Rd for the westbound (southbound) 

and eastbound (northbound) bus zones, respectively.

Two pedestrian crossing corridors are provided 

through the parking lot to facilitate pedestrian 

movement perpendicular to the parking aisles. 

pedestrian access from the gymnasium buildings to 

the baseball fields remains at almost the same place 

as its current location. Ideally, to minimize the number 

of conflicts with bicyclists, it would be combined with 

the athletic fields' driveway, and the driveway would 

be moved slightly north from its current location. 

The bicycle facility is separated from the westbound 

(southbound) bus zone by a 4-foot-wide planter strip 

to avoid conflicts with pedestrians. Bicyclists have 

access to campus and to transit at that bus platform.  

BELLEVUE TRANSIT
MASTER PLANa252

Dra
ft



existing:

proposed:

PrEliminary dESign ConCEPt

n

BELLEVUE TRANSIT
MASTER PLAN a253

Draft



Segment 3
delivery Zone to greenhouse

The primary consideration for the Bellevue 

College delivery zone is preserving the road width 

to accommodate delivery truck operations. study of 

this area resulted in two options for preserving the 

road width: (1) moving the bicycle facility west of the 

roadway, or (2) using a mountable curb. While both 

scenarios have advantages and disadvantages, this 

design gives preference to the independent bicycle 

facility west of the roadway. Although this is a more 

expensive design due to easement and topology, it is 

much safer and more comfortable for bicyclists, and 

they would not be required to stop and wait while 

deliveries take place. 

A 6-foot-wide sidewalk provided on the east side 

of the road, east of the current travel lanes, would be 

sufficient to support the light pedestrian traffic in this 

area. Transit vehicles will need to stop and wait for 

delivery trucks to enter or exit the delivery zone.

With these changes to the roadway and non-

motorized facilities, the redesigned parking lot cannot 

maintain all of the existing stalls in this segment. 

The number of stalls decreases from 173 to 156, a 

loss of 17 stalls. however, the parking lot just north 

of this location (see segment 2) is close and gains 

93 additional stalls, which compensates for the loss 

realized in this segment (see Appendix Table 21 on 

page A267). 
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Segment 4
Bellevue College transit Center on 
snoqualmie river road

This segment includes the primary transit access 

point to the Bellevue College campus. Bus zones for 

the Bellevue College Transit Center will be aligned 

with the campus' main east-west axis, as requested 

by Bellevue College staff. The pedestrian plaza on 

the east side of the road may be designed to include 

a café and magazine kiosk, and a covered area could 

be provided for tables and chairs.

A 10-foot-wide (minimum requirement) platform 

area is recommended to accommodate both bus 

shelters and ADA requirements. pedestrians cross 

snoqualmie River Rd to/from the southbound bus zone 

at a 24-foot-wide pedestrian crossing area. This design 

scenario recommends locating bus zones on the near-

side of the pedestrian crossing. Although far-side zones 

would allow buses to leave sooner and reduce dwell 

times, such a configuration would ultimately encourage 

unsafe passing, and there are other factors that also 

support near-side zones. For example, if far-side zones 

are pursued, two driveways will need to be eliminated—

one for the existing handicap parking and one used by 

delivery trucks. This design preserves the location of the 

pedestrian access from the neighboring condominium 

complexes at the north end of the southbound 

platform. Ideally, it would align with the pedestrian 

crossing area to reduce the number of conflict points 

bewteen pedestrians and bicyclists. The bicycle facility 

west of the southbound zone is separated from the bus 

platform by a 4-foot-wide planter strip to avoid conflicts 

with pedestrians. The 24-foot-wide pedestrian crossing 

extends to the bicycle facility to provide bicyclists access 

to transit and the campus.

This redesigned roadway eliminates 92 parking 

stalls along snoqualmie River Rd (see Appendix 

Table 21 on page A267). A new parking lot could not 

be built without significant tree canopy loss. 
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Segment 5
142nd pl se/se 32nd st

This intersection would undergo significant 

changes under this preliminary proposed design 

concept. Currently effectively a five-leg intersection, 

the realignment of snoqualmie River Rd would result 

in a four-leg intersection. Access to the condominium 

developments along 142nd pl se north of se 32nd 

st would be provided from snoqualmie River Rd, 

instead of directly from the primary intersection. The 

alignment of Coal Creek Rd would be moved slightly 

to the north to accommodate a 45-foot turn radius 

for buses traveling northbound on 142nd pl se and 

continuing westbound on se 32nd st.

several bus routes will pass through this 

intersection, including Routes 7FR, 12Fl, and 13Fl, 

and Coverage Route 32. Transit movements will 

thus consist of north-south travel from 142nd pl se 

to snoqualmie River Rd (Route 7FR), northbound-

to-westbound and eastbound-to-southbound turns 

between 142nd pl se and se 32nd st (Route 32), 

and eastbound-to-northbound and southbound-

to-westbound turns between se 32nd st and 

snoqualmie River Rd (Routes 12Fl and 13Fl). The 

rest of the vehicular traffic consists of private vehicles 

and delivery trucks to and from the condominium 

complexes and college campus.

Pedestrian traffic at the intersection comes from 

Bellevue College (sidewalks on the east side of 

snoqualmie River Rd and on the north and south 

sides of Coal Creek Rd), 142nd pl se (sidewalks on 

the east and west sides of 142nd pl se, connecting to 

the eastgate park-and-Ride and northbound bus zone 

platform), the condominium complex (northwest of the 

intersection), se 32nd st, and from the bus zones. 

Transit shares the road with other traffic west and south 

of the intersection, but a restriction may be necessary 

on general purpose traffic along Snoqualmie River Rd 

north of the condominium complex access road.
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A pair of bus zones already exists on the south 

leg of the intersection of 142nd pl se and se 32nd 

St. To better align with the modified intersection, and 

to facilitate two-door operation, the northbound zone 

is moved slightly further north. This eliminates transit 

conflicts with bicyclists using the bicycle facility on 

the east side of 142nd pl se and pedestrians using 

the pedestrian trail from the lower elevation. 

To balance transit access and speed, and to limit 

the number of potential conflicts between modes, 

King County Metro recommends only a pair of bus 

zones on the south leg of the intersection—one 

for north- and westbound buses and a second for 

southbound buses. That would mean that buses 

traveling eastbound on se 32nd st and continuing 

northbound on snoqualmie River Rd (Routes 12Fl 

and 13Fl) would not make a stop at the intersection, 

instead continuing to the Bellevue College Transit 

Center. limiting bus zones to only the south leg of 

the intersection offers more flexibility in addressing 

access to the condominium complex and the 

crossing of the bicycle path. The pair of zones on the 

south leg of 142nd pl se can and should remain in-

lane stops. Traffic coming from the Bellevue College 

campus should be minor, as should the los for 

the intersection's west approach. Dwell times are 

expected to be nominal. King County Metro does 

not recommend construction of an additional general 

purpose travel lane. north of the 142nd pl se bridge 

structure, the width of travel lanes would be increased 

from 11 to 12 feet to facilitate bus operations.

Pedestrian traffic changes sides at the intersection, 

from the west side of the road on 142nd pl se to 

the east side of the road on snoqualmie River Rd. 

sidewalks remain 8-feet wide except for at the bus 

zones, where the sidewalk width increases to 10 

feet. A new 8-foot-wide sidewalk is designed on the 

north side of Coal Creek Rd between the intersection 

and the pedestrian crossing on Coal Creek Rd, 

approximately 250 feet east of the intersection. 
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pedestrian access to the condominium development 

consists of an 8-foot-wide sidewalk to the west of 

and separated from the new bicycle facility by a 

4-foot-wide planter strip.

Bicycle traffic also changes sides at the 

intersection. south of the intersection, it runs along 

the west side of 142nd pl se, has a direct access to 

the northbound bus zone, and then shifts east of the 

zone, separated by a 2.5-foot-wide planter strip. A 

4-foot-wide planter strip is recommended and may 

be found to be feasible in later design stages. Bicycle 

traffic using this intersection will come mainly from 

the new bicycle facility proposed for the east side 

of 142nd pl se, which connects to the Mountains 

to sound Greenway Trail, and from the new bicycle 

facility proposed for the west side of snoqualmie 

River Rd.

The northeast corner of this intersection would 

be designed as a campus gateway that includes 

the Bellevue College logo. landscaping could 

include a water element and/or a cut-thru crossing, 

which would benefit pedestrians traveling between 

snoqualmie River Rd and Coal Creek Rd. The 

parking lot northeast of the intersection helps to 

compensate for the 28 parking stalls lost along 

snoqualmie River Rd, increasing the number of stalls 

in this segment from 77 to 105 (see Appendix Table 

21 on page A267).
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Segment 6
south of 142nd pl se/se 32nd st to  
north of 142nd pl se/I-90 direct access ramp

Consistent with recommendations in the 

Eastgate/I-90 Transportation Strategies Report, this 

preliminary design concept proposes modifications 

to the 142nd pl se Bridge that would improve the 

walking and bicycling experience there. There is 

significant pedestrian traffic on the west side of 142nd 

pl se Bridge, mainly to/from the eastgate park-and-

Ride and eastgate Freeway station. Due to pedestrian 

volumes, an 8-foot-wide sidewalk is recommended on 

the west side of the road. The east side of the road 

is identified as a suitable location for an independent 

bicycle facility, providing a direct connection to the 

Mountains to sound Greenway at the northeast corner 

of se 36th st and 142nd pl se. A 10-foot-wide, two-

way, elevated bicycle facility is thus recommended on 

the east side of the road. These non-motorized facilities 

leave 22 feet for general purpose travel lanes, which at 

11-feet per lane satisfies the minimum width criteria to 

support transit operations. 
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Segment 7
142nd pl se/I-90 direct access ramp 
to 142nd pl se/se 36th st

users of the 142nd pl se/se 36th st intersection 

include pedestrians, bicyclists, transit, and general 

purpose traffic. Bus movements through the 

intersection include Route 7FR, which travels 

southbound-to-westbound and eastbound-to-

northbound, and Coverage Route 32, which travels 

southbound-to-eastbound and westbound-to-

northbound. south of the 142nd pl bridge structure, 

the travel lane width increases from 11 to 12 feet to 

facilitate bus operations.

A pair of bus zones is recommended on both 

sides of 142nd pl se just north of se 36th st—one 

for northbound and one for southbound buses. 

These stops serve as a transfer point for transit users 

connecting from Route 7FR or 32 to routes serving 

the eastgate Freeway station, located 300 feet north 

of the intersection. The southbound bus zone is in the 

only southbound lane of travel, so a bus pullout is not 

practical at this location, as buses turning eastbound 

onto se 36th st would not be allowed to make the 

turn. A pullout lane is designed for the northbound 

bus zone, allowing other traffic to pass while a bus 

is stopped at the zone. Additionally, the improved 

40-foot turn radius will allow a bus to start from its 

own lane of travel and finish within the receiving lane 

without encroaching on opposing traffic.

Because bus zones are located on both sides of 

142nd pl se just north of se 36th st, 10-foot-wide 

sidewalks are provided to comply with criteria for 

bus zone platform width. Transit users going to the 

northbound bus zone would cross to the west side 

of 142nd pl se at se 36th st, not at the I-90 Direct 

Access Ramp intersection. pedestrians and bicyclists 

using the intersection come from the Mountains to 

sound Greenway Trail, se 36th st, 142nd pl se, and 

from the bus zones.
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A 10-foot-wide two-way bicycle facility begins at 

the Mountains to sound Greenway Trail on the east 

side of 142nd pl se, east of the northbound bus 

zone, separated from the zone by a 2.5-foot-wide 

planter strip. A 4-foot-wide horizontal separation 

between the bicycle facility and the bus zone is 

recommended; however, a wider planter strip would 

require a wider and thus more expensive bridge 

structure, especially given the existing slope of the 

site. later design stages may consider a wider planter 

strip or a vertical separation instead. Bicyclists would 

cross to the west side of 142nd pl se at se 36th st 

or at the I-90 Direct Access Ramp.
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Segment 1 Segment 2 Segment 3 Segment 4 Segment 5

total Kelsey Creek Rd/
se 24th st to Kelsey 

Creek Rd/snoqualmie 
River Rd

snoqualmie River Rd/
Kelsey Creek Rd to 

Delivery Zone

Delivery Zone to 
Greenhouse

Bellevue College 
Transit Center on 
snoqualmie River 

Road

142nd pl se/se 32nd 
st

proposed 301 296 156 16 105 874
Current 227 203 173 108 77 788
Difference +74 +93 -17 -92 +28 +86

Note: Segments 6 and 7 correspond to the 142nd Pl SE Bridge, which currently does not and will not include any parking.

Appendix Table 21  Impacts of the Multimodal Transportation 
Corridor preliminary design concept on parking stalls by segment.

Next Steps

The preliminary design concept for the Bellevue 

College Connection: 142nd Pl SE/Snoqualmie River 

Rd Multimodal Transportation Corridor presented 

here represents the result of several months of 

coordination between the staffs at the City of Bellevue, 

Bellevue College, and King County Metro. This design 

was developed to account for the facility dimension 

requirements for each of the various modes and to 

comply with ADA requirements, but it should not be 

construed as a final engineering-level design, nor 

have the various stakeholders officially endorsed this 

proposal at the time of this report's publication.

Discussion with Bellevue College is ongoing and 

will continue, and final design decisions will be made 

in close coordination with the College in the coming 

months and years. The Transit Service Vision Report 

assumes the completion of this project prior to 

2022, as the mid-term transit networks are designed 

to utilize this facility. however, the implementation 

timeline for this project will be determined as the 

process advances into later design stages. 
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appendIx d7:
projeCts no longer 
under ConsIderatIon

over the course of the Capital element planning 

process, several potential projects were eliminated 

from further consideration due to one or more 

limitations that render the projects 'fatally flawed'. 

Appendix Table 22 documents the potential transit 

running way, queue jump, intersection, roadway, 

and signalization projects that are no longer being 

considered for advancement by the Transit Master 

plan. The transit signal priority projects that have 

been eliminated from further consideration are listed 

in Appendix Table 23 on page A270.

Determining what constitutes a 'fatal flaw' is highly 

contextual, and there is no single characteristic 

that uniformly resulted in designation of a potential 

project as 'fatally flawed'. Generally, the potential 

projects identified as such are those for which limited 

right-of-way precludes required roadway expansion, 

ongoing or planned projects cannot accommodate 

the proposed changes or any similarly beneficial 

substitute, or the proposed projects lie entirely 

outside of Bellevue's jurisdiction. In the case of Tsp 

projects,  those eliminated from further consideration 

were primarily those for which Traffic Engineering staff 

identified significant conflicts with traffic patterns, 

signal phasing limitations, or other related issues.

The elimination of these projects from further 

consideration should not be construed to suggest 

that the projects are without merit, nor that the needs 

these projects address are inconsequential. In fact, 

the composite scores for projects Q4, Q20, and l21 

are all in the highest tier, indicating significant LOS and 

queuing issues. nevertheless, transit priority projects 

cannot be accommodated at these locations. It is 

therefore all the more important that other transit 

priority projects are implemented so that transit 

n

Appendix Figure 19  Running Way Improvement Project L10: 
A shoulder transit-only bypass lane would eliminate signal and 
queuing delay for northwest-bound buses on this segment of 
lake hills Connector. It is no longer being considered because 
adjacent wetland easements limit the available right-of-way. Also 
pictured is spot Improvement project Q11, a queue jump lane 
that would assist southeast-bound buses. The latter project is still 
being considered and would require a new lane to be constructed 
if implemented as shown, but all existing general purpose travel 
lanes would be maintained.

ConCEPt – for discussion only
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Appendix Table 22  potential transit running way, queue jump, intersection, roadway, and signalization projects eliminated from further consideration.

iD Project type
ftN Service

Project Description
Composite Scores

Project Need Reason for Project elimination
Routes frequency 

(peak/Base/night)

Short-
term

long-
term

Deleted Hov, BAt or General Purpose lanes

l10 lake hills Connector Tee 
Intersection Bypass

lane 
Construction 13 8 / 10 / 15 Construct westbound transit bypass lanes at 

T-intersections with Richards Rd. 12–14 14–16 Addresses 2030 intersection los of e 
and queuing issues.

Wetland easements surround the intersection of lake hills 
Connector and Richards Rd, limiting the available space for 
construction of additional lanes.

A sidewalk currently exists on the north side of the roadway, and 
a 10-14 foot-wide off-street path (o-123-n) is planned for this 
location as part of the lake to lake Trail priority bicycle corridor 
(eW-3). Construction of the proposed bypass lane would require 
removal of the existing pedestrian facility and preclude construction 
of the planned facility. 

l15 northup Way BAT lane lane 
Restrictions 5, 14 4 / 5 / ~8

Implement BAT on northup Way from 108th Ave ne to n 
33rd pl and add protected turn phase to improve los for 

turn.
16 24

Addresses current and future los issues 
(e and F, respectively) and queuing 
issues. Very frequent service on corridor.

Construction of the WsDoT sR-520 eastside Transit and hoV 
project had already commenced before TMp Capital element 
planning began. 

That WsDoT project includes reconstruction of the intersection 
of northup Way and 108th Ave ne, and the channelization being 
implemented was established based on the needs projected by 
WsDoT models of travel demand. Barring a substantial shift in 
mode split in favor of transit compared to the conditions projected 
by WSDOT, it is therefore considered highly unlikely that sufficient 
capacity will exist to convert a general purpose travel lane into a 
BAT lane without significant negative impacts to intersection LOS 
and queue lengths. 

l16 Bellevue Way hoV lane lane 
Construction 1 8 / 10-15 

/ 30

Construct northbound hoV lane for sR-520 westbound 
on-ramp to allow HOV traffic to bypass ramp meter and 

traffic queue.
7–9 12–15 Allows buses/hoV to bypass ramp 

queues.

Construction of the WsDoT sR-520 eastside Transit and hoV 
project had already commenced before TMp Capital element 
planning began. 

Modifications to highway on-ramps and overpasses were therefore 
deemed to be highly unlikely if not impossible during the TMp 
planning horizon.

l21 148th Ave ne BAT lane lane 
Construction 12 8 / 10 / 15 Construct northbound BAT lane on 148th Ave ne from 

approximately ne 40th st to ne 51st st. 21–23 21
Addresses current queuing issues as 
well as future los of F and very long 
queue.

project extents lie entirely outside of Bellevue, in the jurisdiction of 
the City of Redmond.

Deleted Queue Jumps

Q1 Bellevue Way to sR-520 
Westbound hoV Queue Jump 1 8 / 10-15 

/ 30
Construct hoV queue jump lane for transit and hoV to 

bypass general purpose traffic at onramp meter. 7-9 12-15 Allows buses/hoV to bypass ramp 
queues.

Construction of the WsDoT sR-520 eastside Transit and hoV 
project had already commenced before TMp Capital element 
planning began. 

Modifications to highway on-ramps and overpasses were therefore 
deemed to be highly unlikely if not impossible during the TMp 
planning horizon.

Q4 108th Ave ne and northup 
Way northbound Queue Jump 4, 5, 14 ~3 / 3-4 / 

5-6 Add queue jump to northbound right turn lane. 30 23
Addresses operator comments, existing 
and future los and queuing issue, and 
very high bus volumes

Construction of the WsDoT sR-520 eastside Transit and hoV 
project had already commenced before TMp Capital element 
planning began. 

That WsDoT project includes reconstruction of the intersection 
of northup Way and 108th Ave ne, which includes the addition of 
one general purpose travel lane to southbound 108th Ave ne and 
the inclusion of a bicycle lane in the northbound direction. Given 
the design of the intersection being implemented, it would not be 
possible to incorporate a queue jump lane in the northbound right 
turn lane.

Q11 lake hills Connector and 
Richards Rd - eastbound Queue Jump 13 8 / 10 / 15 Add queue jump to eastbound approach partially in of 

right turn lane and partially in new queue jump lane. 14 16 Addresses future intersection los of e 
and significant queuing.

Wetland easements surround the intersection of lake hills 
Connector and Richards Rd, limiting the available space for 
construction of additional lanes.

Q20 148th Ave ne and ne 51st 
st - northbound Queue Jump 7, 12 4 / 5 / ~8 Add queue jump to northbound approach in new right 

turn only lane. 21 21 Addresses existing queuing and future 
LOS of F and significant queuing

project extents lie entirely outside of Bellevue, in the jurisdiction of 
the City of Redmond.

Note: These projects are conceptual and the final details of design would be developed if the projects were reconsidered and advanced further along in the implementation process. 
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intersection 
iD Cross Streets Direction(s)

Approach Composite Scores
ftN Route(s) Reason for Project elimination

Short-term long-term

8 Bellevue Way ne and ne 4th st northbound, Westbound 15–21 15–17 3, 6
Eliminated during the initial 'fatal flaw' screening per the direction of Traffic 
Engineering staff due to significant conflicts with traffic patterns, signal phasing 
limitations, and other related issues.

9 Main st and Bellevue Way northbound, southbound, Westbound 16–24 15–18 3, 11
Eliminated during the initial 'fatal flaw' screening per the direction of Traffic 
Engineering staff due to significant conflicts with traffic patterns, signal phasing 
limitations, and other related issues.

47 148th Ave ne and ne 20th st northbound, southbound 11 15 12
Eliminated during the initial 'fatal flaw' screening per the direction of Traffic 
Engineering staff due to significant conflicts with traffic patterns, signal phasing 
limitations, and other related issues.

51 lake hills Blvd and 148th Ave se northbound, southbound, Westbound, eastbound 3–15 9–13 7, 12
Eliminated during the initial 'fatal flaw' screening per the direction of Traffic 
Engineering staff due to significant conflicts with traffic patterns, signal phasing 
limitations, and other related issues.

61 156th Ave ne and ne 24th st northbound, southbound 12–16 17–18 7
Eliminated during the initial 'fatal flaw' screening per the direction of Traffic 
Engineering staff due to significant conflicts with traffic patterns, signal phasing 
limitations, and other related issues.

81 148th Ave ne and ne 24th st northbound, Westbound 13 18 12
Eliminated during the initial 'fatal flaw' screening per the direction of Traffic 
Engineering staff due to significant conflicts with traffic patterns, signal phasing 
limitations, and other related issues.

86 se eastgate Way and 156th Ave se Westbound, eastbound 15–21 15–17 3, 6 Intersection no longer included on the most recent revision of the Tsp project 
list submitted by consultant. no explanation was provided for its elimination. 

90 se eastgate Way and 158th Ave se Westbound, eastbound 15–21 15–17 3, 6 Intersection no longer included on the most recent revision of the Tsp project 
list submitted by consultant. no explanation was provided for its elimination. 

101 se eastgate Way and 150th Ave se northbound, Westbound, eastbound 14–26 12–14 13
Eliminated during the initial 'fatal flaw' screening per the direction of Traffic 
Engineering staff due to significant conflicts with traffic patterns, signal phasing 
limitations, and other related issues.

204 Factoria Blvd and se 36th st northbound, Westbound, eastbound 20–23 11–20 7, 11
Eliminated during the initial 'fatal flaw' screening per the direction of Traffic 
Engineering staff due to significant conflicts with traffic patterns, signal phasing 
limitations, and other related issues.

222 Factoria Blvd and se 38th st northbound, southbound 20–22 22–24 7, 11
Eliminated during the initial 'fatal flaw' screening per the direction of Traffic 
Engineering staff due to significant conflicts with traffic patterns, signal phasing 
limitations, and other related issues.

223 Coal Creek pkwy se and 119th Ave se northbound, Westbound 13–17 19–20 11
Eliminated during the initial 'fatal flaw' screening per the direction of Traffic 
Engineering staff due to significant conflicts with traffic patterns, signal phasing 
limitations, and other related issues.

nA_10 ne 8th st and 148th Ave ne northbound, southbound, Westbound, eastbound 19–24 14–19 6, 12
Eliminated during the initial 'fatal flaw' screening per the direction of Traffic 
Engineering staff due to significant conflicts with traffic patterns, signal phasing 
limitations, and other related issues.

nA_11 148th Ave ne and Bel-Red Rd northbound, southbound 11–20 15–19 12
Eliminated during the initial 'fatal flaw' screening per the direction of Traffic 
Engineering staff due to significant conflicts with traffic patterns, signal phasing 
limitations, and other related issues.

Appendix Table 23  potential transit signal priority (Tsp) projects eliminated from further consideration. 

Note: These projects are conceptual and the final details of design would be developed if the projects were reconsidered and advanced further along in the implementation process. 



Appendix Figure 20  Spot Improvement Project Q4: Queue 
jump lane on 108th Ave ne for northbound buses at northup Way. 
This project is no longer being considered because it cannot be 
accommodated by WsDoT plans currently being implemented. 
Also pictured is Running Way Improvement project l17 along 108th 
Ave ne, a southbound hoV lane between south Kirkland park-
and-Ride and sR-520. Aerial images depict roadway striping before 
and after lane reconfiguration. Running Way Improvement Project 
l15, a BAT lane on northup Way, is not pictured.

services can travel quickly and efficiently, with minimal 

delay due to congestion, along other portions of the 

Frequent Transit network to compensate for these 

locations where reduced speed and reliability is likely.

Running Way Improvement project l10 and spot 

Improvement project Q4 provide representative 

examples of the kinds of projects no longer being 

considered because of 'fatal flaws' identified during 

the Capital element planning process. project l10 is 

a transit-only bypass lane that would be constructed 

in the shoulder on the north side of lake hills 

Connector. This lane would bypass long queuing 

delay and lengthy queues for northwest-bound 

buses on this segment, which in the 2030 pM peak 

are projected to average over 2 minutes and stretch 

nearly 1,000 feet. The intersection being bypassed is 

also projected to have an los of e in 2030. however, 

the project is no longer being considered because 

adjacent wetland easements limit the right-of-way 

available for construction of an additional lane, and a 

10-14 foot-wide off-street path (o-123-n) planned for 

this location as part of the lake to lake Trail priority 

bicycle corridor (eW-3) precludes the bypass lane.

project Q4 would have restructured the south 

approach of 108th Ave ne at northup Way to 

incorporate the queue jump into a modified right 

turn lane. This would address 2030 average queuing 

delays of 4 minutes, average queue lengths of 

nearly 500 feet, and an los of F—all issues that 

are compounded by very high bus volumes of 675 

daily trips. The project is no longer being considered 

because it cannot be accommodated by the WsDoT 

plans that are currently being implemented as part of 

the sR-520 Bridge Replacement and hoV program. 

However, because the intersection configuration 

currently being constructed by WsDoT includes a 

northbound curbside bicycle lane, it would not be 

possible to modify the right turn lane as proposed 

without putting buses and bicycles in direct conflict 

with one another.

n

ConCEPt – for discussion only
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appendIx d8: potentIal 
long-term tsp loCatIons

As noted in the section about transit signal priority 

projects (see page 159), potential Tsp projects 

have been organized into three groups: near-term 

projects, deleted projects, and long-term projects. 

Appendix Table 24 lists all intersection approaches 

served by the 2030 Frequent Transit network (FTn) 

that are not among the near-term or deleted projects. 

This should not be construed as a list of all long-term 

projects; rather, these are all of the signals that have 

not yet been eliminated from further consideration. 

King County Metro is expected to provide guidance 

by 2018 about its anticipated capacity to expand 

its Tsp capabilities. The City will then consider that 

information when reviewing this list of intersection 

approaches to determine which should have long-

term Tsp projects pursued between 2020–2030.

If transit efficiency and reliability were the only 

two considerations necessary in determining where 

Tsp should be deployed—that is, if cost were no 

object, impacts to other travel modes were deemed 

insignificant, and no technical limitations existed on 

where Tsp could be deployed—then Tsp might 

reasonably be pursued at all or most of these signals. 

however, this is of course not the case, as all of 

these other factors are also critical considerations 

in determining where transit priority can and should 

be implemented. Therefore, the specific projects that 

may be included in this group will not be identified 

until after 2020 when more information is available.
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intersection 
iD Cross Streets Direction (Approach)

long-term 
Approach 

Composite Scores
ftN Route(s) Previous 

tSP Priority
Related 

tMP Project
Related tfP 

Project

10 Bellevue Way se & se Wolverine Way northbound, southbound 18 3, 11
11 Bellevue Way se & se 8th st northbound, southbound 18 3, 11
12 Bellevue Way se & se 10th st northbound, southbound 16–18 3, 11
13 Bellevue Way se & 108th Ave se eastbound, Westbound, northbound, southbound 16–22 3, 11 X X
14 Bellevue Way se & 112th Ave se eastbound, Westbound, northbound, southbound 19–23 1, 3, 11 X X X
17 ne 4th st & 106th Ave ne eastbound, Westbound 17–19 3, 5, 6
19 Main st & 106th Ave eastbound, Westbound 17–18 11
22 ne 4th st & 108th Ave ne eastbound, northbound, southbound 18–19 1, 3, 5, 6, 11, 13 X X
23 108th Ave ne & ne 2nd st northbound, southbound 18–19 1, 2, 3, 5, 6, 11, 13 X X
24 Main st & 108th Ave eastbound, Westbound, southbound 18–24 1, 11, 13 X X
29 116th Ave ne & ne 12th st northbound, southbound, Westbound 16–24 5, 14
31 Bellevue Way ne & ne 2nd st eastbound, Westbound, northbound, southbound 6–18 3. 5, 6 X X X
36 Main st & 112th Ave eastbound, Westbound, northbound 18–24 1, 13 X
37 Bel-Red Rd & 130th Ave ne eastbound, Westbound 10–15 14
38 Bel-Red Rd & 132th Ave ne eastbound, Westbound 8–10 14
40 Bel-Red Rd & 140th Ave ne northbound, Westbound 11–16 14 X
50 Main st & 148th Ave northbound, southbound 9–14 12
52 148th Ave se & se 16th st northbound, southbound 20 12
53 148th Ave se & se 22nd st northbound, southbound 8 12 X
55 148th Ave se & se 24th st eastbound, southbound 15 12 X
60 156th Ave ne & Bel-Red Rd northbound, southbound 16–18 7 X
65 148th Ave se & se 8th st northbound, southbound 6–10 12
78 northup Way & 108th Ave ne eastbound, northbound, southbound 23–24 4, 5, 14 X
83 Main st & 156th Ave northbound, southbound 8–12 7
84 lake hills Blvd & 156th Ave se eastbound, southbound 9–13 7
89 112th Ave se & se 8th st northbound, southbound 12 1
105 se eastgate Way & Richards Rd northbound 19 11
108 Bellevue Way se & Bellevue p&R entrance eastbound, Westbound, northbound, southbound 14–22 1, 3, 11 X X X
114 northup Way & ne 116th Ave eastbound, northbound 24 5, 14 X
135 Bellevue Way se & se 16th st northbound, southbound 16 3, 11
157 Main st & 110th Ave eastbound, Westbound 19–24 13 X
165 ne 10th st & 116th Ave ne eastbound, southbound 11–13 5 X
171 se 36th st & 142nd pl se eastbound, Westbound, southbound 13–19 7 X
175 Bel-Red Rd & 134th Ave ne eastbound, Westbound 8–11 14
180 116th Ave se & overlake hospital northbound, southbound 11–17 5 X
191 ne 6th st & I-405 Direct Access Ramp eastbound, Westbound, northbound, southbound 15–23 2, 6 X X
202 Factoria Blvd & se newport Way northbound, southbound 15–18 7, 11
203 Coal Creek pkwy & Factoria Blvd eastbound, southbound 17–18 7, 11
214 108th Ave ne & sR-520 Direct Access Ramp eastbound, Westbound, southbound 23 4, 5, 14 X
234 ne 10th st & 112th Ave ne eastbound, Westbound 15–17 5 X
259 ne 10th st & I-405 on-ramp eastbound, Westbound 13–15 5
263 156th Ave ne & ne 28th st northbound, southbound 16–18 7 X

Appendix Table 24  Intersection approaches potentially eligible for long-term transit signal priority (Tsp) projects.

Note: These projects are conceptual and the final details of design will be developed as the projects proceed further along in the implementation process. 
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intersection 
iD Cross Streets Direction (Approach)

long-term 
Approach 

Composite Scores
ftN Route(s) Previous 

tSP Priority
Related 

tMP Project
Related tfP 

Project

268 148th Ave ne & ne 22nd st northbound, southbound 19 12 X X
280 Kamber Rd & 139th Ave se northbound, southwestbound 7–10 14
282 Factoria Blvd & se 41st st eastbound, northbound, southbound 5–14 7, 11
284 Coal Creek pkwy & 124th Ave se eastbound, Westbound, southbound 9–20 7
285 Factoria Blvd & 3600 Block northbound, southbound 19–20 7, 11 X
291 se 36th st & 132nd Ave se Westbound, eastbound 6–20 7
298 112th Ave se & se 6th st northbound, southbound 12–20 1
301 Factoria Blvd & newport high school entrance northbound, southbound 13–15 7, 11
304 148th Ave se & lake hills Greenbelt Trail Crosswalk northbound, southbound 16 12
305 se 36th st & 136th pl se eastbound, Westbound 6–13 7
318 Factoria Blvd & se 40th ln northbound, southbound 14–22 7, 11
332 ne 10th st & Bellevue library Crosswalk eastbound, Westbound 15–17 5 X
332 ne 10th st & 110th Ave ne eastbound, Westbound 17–23 5 X

nA_5 Bel-Red Rd & 124th Ave ne northbound, southbound 14–15 14 X X
nA_6 148th Ave ne & ne 36th st southbound, Westbound 16–18 12
nA_7 ne 15th st & 120th Ave ne eastbound, Westbound 16 14
nA_8 ne 15th st & 124th Ave ne eastbound, northbound 14–15 14
nA_9 ne 6th st & 120th Ave ne eastbound, southbound 14–15 6 X X

Note: These projects are conceptual and the final details of design will be developed as the projects proceed further along in the implementation process. 

Appendix Table 15 continued.
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appendIx d9: value of 
travel tIme savIngs

To better understand the value of the projected 

improvements to travel speed realized by 

implementing all of the proposed hoV and BAT 

lane projects, an analysis was conducted to 

determine the aggregate number of revenue and 

passenger hours saved and the monetized value of 

these travel time savings to both transit users and 

operators. This appendix explains how the figures 

presented in the potential outcomes section (see 

page 168) were calculated . 

Data from two separate travel demand models 

was used to complete this analysis, both of which 

assessed pM peak conditions based on the 

2030 Growing Resources scenario. The first was 

ftN 
Service 

type

PM Peak 
Rev Miles

PM Peak Avg Speed 
(mph)

est. PM Peak Rev 
Hours

est. PM Peak Rev 
Hours Saved

PM Peak 
Pass Hr /
Rev Hr

Annualized 
PM Peak 

Pass Hours 
SavedBaseline HOV/BAT

Est�
Baseline

Est� HOV/
BAT

Baseline - 
HOV/BAT

% Diff

Data Source: planned Dynameq Model Calculated Calculated BKR Model Calculated

FX 816,446 18.1 19.1 45,008 42,657 2,352 5.2% 63.2 148,592

FR 290,891 12.4 12.6 23,535 23,014 521 2.2% 33.4 17,414

Fl 474,491 12.1 13.1 39,117 36,248 2,869 7.3% 34.8 99,779

Annual total: 265,786

Appendix Table 25  2030 projected difference in pM peak speed and travel time by FTn service type - Baseline vs. hoV/BAT scenarios.

ftN 
Service 

type

Annualized 
PM Peak 

Pass Hours 
Saved

Mean 
Hourly 
Wage
(seattle-
Bellevue-
everett)

travel time value
(Relative to Wage)

value of time
($/person hr)

value of Pass Hrs Saved

Low:
los A-C 
(seated) / 

urban peak

Medium:  
los A-C 
(standing)

High: 
los D 

(seating/
standing 
Average)

low Medium high low Medium high

Data Source: Calculated
Bureau 
of labor 
statistics

Victoria Transport policy Institute Calculated Calculated

FX 148,592

$27.68 35% 50% 57% $9.69 $13.84 $15.78 

 $1,439,564  $2,056,519  $2,344,432 

FR 17,414  $168,711  $241,016  $274,759 

Fl 99,779  $966,655  $1,380,936  $1,574,267 

Annual total:  $2,574,930  $3,678,471  $4,193,457 

Notes: Value of travel time savings based on the May 2012 mean hourly wage for seattle-everett-Bellevue of $27.68, obtained from the us Department of 
labor Bureau of labor statistics. low, Medium, and high estimates are based on the percentage of that wage considered when valuing transit passenger time, 
reflecting 35%, 50%, and 57%, respectively. Higher rates of time valuation relative to the mean hourly wage correspond to reduced perceived convenience 
due to lower intersection los (e.g. high corresponds to los 'D') and/or standing rather than sitting.

Appendix Table 26  2030 projected value of pM peak travel time savings for passengers from proposed hoV/BAT projects by service type.

Dynameq model D30R1.0.3, which was used 

to obtain transit travel speeds with and without 

implementation of all proposed hoV and BAT lane 

projects, as described on page 165 (see Table 

23 on page 166 for results). Travel speeds were 

aggregated by FTn service type (i.e. FX, FR, and Fl), 

and these were multiplied by the total annualized 

pM peak revenue miles operated by the routes in 

each category to obtain the estimated number of 

pM peak revenue hours operated. The number 

of hours operated in the hoV/BAT lane scenario 

was subtracted from the Baseline hours to obtain 

the estimated number of pM peak revenue hours 

saved, as shown in Appendix Table 25 below.
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The second model that provided data for this 

analysis was the BKR travel demand model (eMMe 

version Mp30R6.2), which was used to project 

ridership by route. These ridership figures were 

multiplied by three (to convert from the single-hour 

projection to the full length of the pM peak period), 

then multiplied by 255 to provide an annualized 

weekday total. These were divided by the number 

of revenue hours planned for each route to estimate 

the number of passengers per revenue hour, which 

were then averaged by FTn service type, as shown 

in the second to last column in Appendix Table 

25. estimated pM peak revenue hours saved 

were multiplied by the number of passenger hours 

per revenue hour to obtain the total number of 

passenger hours saved by FTn service type, which 

when summed equals 265,786 hours annually. This 

figure is an estimate of the passenger-weighted 

hours saved during the pM peak period—that 

is, an aggregation of the couple of minutes each 

passenger would save each day during their 

evening commute over the course of a year. 

A literature review was conducted to determine 

how to most appropriately value passenger travel 

time when monetizing these figures, and different 

sources provided different recommendations. 

Ultimately, figures recommended by the Victoria 

Transport policy Institute (VTpI) were selected for this 

analysis, both because they are provided in the form 

of rates, which allow results to be calibrated to reflect 

the local average wage, and because different rates 

are provided for different travel modes, each with 

adjustments to reflect qualitative factors like comfort, 

convenience, and reliability (see Appendix Table 27). 

In Appendix Table 26, the low, Medium, and high 

rates are 35%, 50%, and 57%, respectively. The low 

rate is consistent with both that for seated transit 

passengers in los A-C conditions, and also with 

that cited by the VTpI for transit passengers under 

urban peak conditions (see VTpI 2009 page 5.2-20). 

travel Mode
loS 
A-C

loS 
D

loS 
e

loS 
f

personal Vehicle Driver 50% 67% 84% 100%

Adult Car passenger 35% 47% 58% 70%

Adult Transit passenger – 
seated

35% 47% 58% 70%

Adult Transit passenger – 
standing

50% 67% 83% 100%

pedestrians and Bicyclists 50% 67% 84% 100%

Adapted from "Transportation Cost and Benefit Analysis: Techniques, 
estimates and Implications, second edition" by VTpI (2009), page 5.2-10.

Appendix Table 27  Recommended travel time values relative to 
prevailing wages by travel mode and level-of-service (los).
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The Medium rate is consistent with that for standing 

transit passengers in los A-C conditions, and the 

High rate reflects the average of the rates for seated 

and standing passengers in los D conditions. Given 

that the citywide average los is projected to be los 

D in 2030 whether or not hoV/BAT lane projects 

are implemented (see Table 24 on page 168), the 

high rate may be the most appropriate to consider, 

but a range is nevertheless provided to reflect the 

uncertainty inherent in such an analysis. 

The wage by which all travel time valuation 

calculations are multipied in this analysis is $27.68. This 

is consistent with the May 2012 mean hourly wage 

estimate for the seattle-Bellevue-everett Metropolitan 

Division, as published by the us Bureau of labor 

statistics. Multiplying this wage by each of the rates 

noted above provides a range for the value of time per 

person hour, by which the total pM peak passenger 

hours saved were then multiplied for each FTn service 

type. This assessment suggests that transit passengers 

in Bellevue in 2030 will save between $2.5–$4.2 million 

worth of travel time annually in the pM peak period 

alone if the proposed hoV/BAT lanes are implemented.

As noted in the potential outcomes section, 

assessing the value of travel time savings for transit 

operators is somewhat more complicated. This is both 

because the ability to remove a bus from a schedule 

while maintaining the same headways depends on 

multiple factors that could not be reflected by this 

analysis, and because the travel demand models 

ftN 
Service 

type

PM Peak 
Rev Miles

PM Peak Avg Speed 
(mph)

est. PM Peak Rev 
Hours

operating Cost per 
Hour

Annualized PM Peak Pass 
Hours Saved

Baseline HOV/BAT
Est�

Baseline
Est� HOV/

BAT
Low1 High2 Low1 High2

Data Source: planned Dynameq Model Calculated King County Metro Calculated

FX 816,446 18.1 19.1 2,352 5.2%

$89.00 $135.68

$209,285 $319,054

FR 290,891 12.4 12.6 521 2.2% $46,399 $70,736

Fl 474,491 12.1 13.1 2,869 7.3% $255,322 $389,238

Annual total: $511,007 $779,027
1. low estimate based on King County Metro's 2010 marginal hourly operating cost of $89.
2. High estimate based on King County Metro's 2012 'Transit Operating Cost per Vehicle Hour', as reported on the agency's website at:
    http://metro.kingcounty.gov/am/reports/annual-measures/financial.html#cost-per-hour

Appendix Table 28  2030 projected value of pM peak travel time 
savings for transit operators from proposed hoV/BAT projects by 
FTn service type.
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used here to assess transit travel speed use the 

service frequencies defined by the 2030 Growing 

Resources scenario as model inputs, but operating 

these frequencies will only be possible if transit travel 

speeds meet or exceed the targets established 

in the Service Vision Report. even so, it remains 

instructive to estimate the operating cost savings 

attributable to implementing these hoV and BAT 

lane projects, even if these savings are effectively 

reinvested in prodiving service at the frequencies 

being proposed.

As shown in Appendix Table 28, two values are 

considered in this analysis for operating cost per 

hour. The low estimate ($89) is based on King 

County Metro's 2010 marginal hourly operating 

cost, while the high estimate ($135.68) is based 

on King County Metro's 2012 transit operating 

cost per vehicle hour, as reported on the agency's 

website. Both values are considered here because 

each represents a different way of assessing the 

cost of operating service. The marginal hourly 

operating cost (low estimate) is the rate that is 

typically used when estimating the cost of revising 

existing services (e.g. adding or removing trips 

to an existing route), whereas the operating cost 

per vehicle hour (high estimate) is a more holistic 

cost estimate that also considers the planning, 

implementation, marketing, and other costs 

associated with operating transit service (e.g. the 

costs of fuel, operator wages). Multiplying the 

total travel time savings realized by hoV/BAT lane 

implementation by these operating costs per hour 

suggests that transit service providers would save 

between about $510,000–$780,000 annually in the 

pM peak period alone.
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appendIx d10:
2030 CItyWIde
level of servICe (los)

# Node iD intersection

2030 Reduced funding w/o Hov/BAt Projects 2030 Growing Resources w/o Hov/BAt Projects 2030 Growing Resources with Hov/BAt Projects

Hourly volume
Avg intersec-

tion Delay (sec)
loS

total Delay 
Hours in Peak 

Hour 
Hourly volume

Avg intersec-
tion Delay (sec)

loS
total Delay 

Hours in Peak 
Hour 

Hourly volume
Avg intersec-

tion Delay (sec)
loS

total Delay 
Hours in Peak 

Hour 

1 981 100th Ave/Main street 1,637 25 C 11 1,883 24 C 13 1,726 24 C 12

2 5455 102nd Ave/Main street 1,619 20 C 9 1,417 19 B 8 1,360 19 B 7

3 979 100th Ave ne/ne  8th street 1,799 33 C 17 2,077 26 C 15 2,040 23 C 13

4 5097 102nd Ave ne/ne  8th street 1,900 25 C 13 1,893 22 C 12 1,938 23 C 12

5 1750 Bellevue Way ne/ne 12th street 3,159 32 C 28 3,526 34 C 33 3,134 33 C 28

6 5017 Bellevue Way ne/ne 10th street 3,535 23 C 22 3,491 23 C 22 3,032 26 C 22

7 1738 Bellevue Way ne/ne  8th street 4,463 55 D 68 4,236 52 D 61 4,335 51 D 61

8 2640 Bellevue Way ne/ne  4th street 3,589 37 D 37 3,467 40 D 39 3,328 39 D 36

9 1736 Bellevue Way/Main street 2,577 66 e 48 2,572 37 D 26 2,407 39 D 26

11 5105 Bellevue Way se/se  8th street 3,827 44 D 47 3,609 30 C 30 3,338 24 C 22

12 5106 Bellevue Way se/se 10th street 3,106 10 A 8 2,939 4 A 4 2,840 5 A 4

13 1717 108th Ave se/Bellevue Way se 3,634 62 e 62 2,954 65 e 53 2,905 18 B 15

14 1716 112th Ave se/Bellevue Way se 4,260 119 F 141 3,531 78 e 77 3,588 36 D 35

15 5020 106th Ave ne/ne 12th street 2,621 26 C 19 2,622 28 C 21 2,472 32 C 22

16 5021 106th Ave ne/ne  8th street 4,466 61 e 76 4,360 66 e 80 4,348 69 e 83

17 5022 106th Ave ne/ne  4th street 3,713 46 D 47 3,582 49 D 49 3,534 61 e 60

18 5025 106th Ave ne/ne  2nd street 3,097 27 C 23 3,059 25 C 21 2,684 63 e 47

19 1735 106th Ave/Main street 2,184 24 C 14 2,196 38 D 23 2,028 85 F 48

20 1749 108th Ave ne/ne 12th street 3,563 17 B 17 3,499 21 C 21 3,400 43 D 41

21 1739 108th Ave ne/ne  8th street 4,988 69 e 95 4,786 64 e 85 4,208 76 e 88

22 2641 108th Ave ne/ne  4th street 2,659 34 C 25 2,653 29 C 21 2,944 47 D 38

23 5027 108th Ave ne/ne  2nd street 1,565 68 e 30 1,621 46 D 21 1,829 73 e 37

24 1734 108th Ave/Main street 2,856 24 C 19 2,624 53 D 39 2,764 91 F 70

25 1748 112th Ave ne/ne 12th street 5,129 51 D 73 4,709 50 D 65 4,570 59 e 75

26 1740 112th Ave ne/ne  8th street 7,310 71 e 145 7,571 71 e 150 6,853 91 F 174

27 5031 110th Ave ne/ne  8th street 5,684 65 e 102 5,636 75 e 118 4,832 96 F 129

28 5018 Bellevue Way ne/ne  6th street 2,469 5 A 3 2,160 4 A 3 1,898 4 A 2

29 1747 116th Ave ne/ne 12th street 5,507 68 e 104 5,506 56 e 85 5,283 58 e 84

30 1741 116th Ave ne/ne  8th street 7,375 55 e 113 7,452 53 D 110 6,657 58 e 108

31 5019 Bellevue Way ne/ne  2nd street 3,261 32 C 29 3,111 22 C 19 2,803 23 C 18

32 5509 120th Ave ne/ne 12th street 3,876 39 D 42 4,124 36 D 41 4,254 35 D 41

34 1745 124th Ave ne/Bellevue-Redmond Rd 3,174 51 D 45 3,260 55 D 50 3,338 53 D 49

35 1743 124th Ave ne/ne  8th street 4,907 43 D 59 4,790 51 D 67 4,650 40 D 52

36 1733 112th Ave/Main street 5,177 67 e 96 5,049 90 F 127 5,182 66 e 95

37 5036 130th Ave ne/Bellevue-Redmond Rd 2,026 13 B 7 2,047 13 B 7 2,118 14 B 9

38 5037 132nd Ave ne/Bellevue-Redmond Rd 2,388 18 B 12 2,375 16 B 11 2,439 17 B 12

39 1754 140th Ave ne/ne 20th street 4,471 34 C 42 4,346 34 C 41 4,338 36 D 43

40 1755 140th Ave ne/Bellevue-Redmond Rd 4,165 41 D 48 4,047 44 D 50 3,959 48 D 53

41 1731 140th Ave ne/ne  8th street 4,140 93 F 107 4,031 80 F 90 4,004 55 e 62

Appendix Table 29  Dynameq model output for 2030 citywide level of service (los) for FTn-served intersections.
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# Node iD intersection

2030 Reduced funding w/o Hov/BAt Projects 2030 Growing Resources w/o Hov/BAt Projects 2030 Growing Resources with Hov/BAt Projects

Hourly volume
Avg intersec-

tion Delay (sec)
loS

total Delay 
Hours in Peak 

Hour 
Hourly volume

Avg intersec-
tion Delay (sec)

loS
total Delay 

Hours in Peak 
Hour 

Hourly volume
Avg intersec-

tion Delay (sec)
loS

total Delay 
Hours in Peak 

Hour 

42 5073 140th Ave/Main street 2,032 14 B 8 1,944 14 B 7 1,862 14 B 7

43 1721 140th Ave se/se  8th street 2,549 46 D 33 2,385 39 D 26 2,326 37 D 24

44 5078 145th place se/lake hills Blvd 1,647 31 C 14 1,451 13 B 5 1,450 10 B 4

45 1715 145th place se/se 16th street 2,301 50 D 32 2,052 45 D 26 1,976 40 D 22

47 1763 148th Ave ne/ne 20th street 5,042 103 F 144 4,959 104 F 143 5,723 83 F 132

48 1756 148th Ave ne/Bellevue-Redmond Rd 5,371 75 e 112 5,195 83 F 119 5,497 59 e 89

49 1730 148th Ave ne/ne  8th street 5,485 42 D 64 4,987 45 D 62 4,874 45 D 60

50 5074 148th Ave/Main street 3,737 29 C 30 3,350 28 C 26 3,333 27 C 25

51 1714 148th Ave se/lake hills Blvd 3,081 30 C 26 2,885 32 C 25 2,902 31 C 25

52 1713 148th Ave se/se 16th street 3,372 41 D 38 3,166 33 C 29 3,181 40 D 36

53 1700 148th Ave se/se 22nd street 2,686 44 D 33 2,532 25 C 18 2,679 21 C 16

54 6122 145th place se/se 24th street 1,132 18 B 6 957 12 B 3 1,006 12 B 3

55 6123 148th Ave se/se 24th street 2,770 36 D 28 2,460 22 C 15 2,464 17 B 12

57 6166 148th Ave se/se 28th street 3,990 135 F 150 3,684 130 F 133 3,710 118 F 122

58 1757 Bellevue-Redmond Rd/ne 20th street 4,491 44 D 55 4,588 46 D 58 4,764 41 D 54

59 1762 Bellevue-Redmond Rd/ne 24th street 4,219 53 D 62 4,095 46 D 53 4,055 51 D 57

60 5099 156th Ave ne/Bellevue-Redmond Rd 4,171 93 F 108 4,171 85 F 98 4,635 50 D 64

61 1761 156th Ave ne/ne 24th street 4,008 62 e 69 3,930 59 e 65 4,517 46 D 58

62 1758 156th Ave ne/northup Way 4,383 85 F 103 4,460 62 e 77 4,576 65 e 83

63 1729 156th Ave ne/ne  8th street 3,285 39 D 35 3,157 38 D 34 2,786 40 D 31

64 1765 140th Ave ne/ne 24th street 3,385 78 e 74 3,368 98 F 92 3,151 73 e 64

65 1722 148th Ave se/se  8th street 2,869 6 A 4 2,642 5 A 3 2,657 6 A 5

67 6131 156th Ave ne/ne 10th street 2,083 22 C 13 1,901 23 C 12 1,751 21 C 10

68 1753 130th Ave ne/ne 20th street 2,803 35 C 27 2,854 28 C 22 2,863 33 C 27

69 5003 Bellevue Way ne/ne 24th street 2,440 30 C 20 2,738 29 C 22 2,562 32 C 23

70 5551 156th Ave ne/ne 13th street 2,547 22 C 15 2,461 25 C 17 2,504 25 C 17

71 1719 lk hills Connector/se  8th st/7th pl 3,552 112 F 110 3,491 72 e 69 3,252 79 e 72

72 2642 112th Ave ne/ne  4th street 4,500 135 F 169 4,540 105 F 132 4,845 102 F 138

73 1732 116th Ave/Main street 3,628 34 C 34 3,409 32 C 31 3,463 38 D 37

74 1769 Bellevue Way ne/northup Way ne 2,404 90 F 60 2,621 71 e 52 2,603 110 F 79

75 5057 164th Ave ne/ne 24th street 2,732 35 D 27 2,528 49 D 34 2,443 33 C 23

76 1637 164th Ave ne/northup Way 3,274 32 C 29 3,176 23 C 21 3,080 25 C 22

77 5066 130th Ave ne/ne 24th street 2,201 38 D 23 2,175 39 D 24 2,293 56 e 35

78 1768 108th Ave ne/northup Way ne 3,137 122 F 106 3,300 125 F 114 3,221 116 F 103

79 5058 148th Ave ne/ne 40th street 3,093 71 e 61 2,663 152 F 112 2,908 59 e 48

81 1764 148th Ave ne/ne 24th street 4,890 92 F 125 4,736 85 F 112 4,666 78 e 101

82 1698 Richards Rd/Kamber Rd 2,960 54 D 45 2,956 49 D 40 2,751 36 D 28

83 5075 156th Ave/Main street 2,064 15 B 9 1,916 16 B 9 1,771 16 B 8

84 1724 156th Ave se/lake hills Blvd 1,946 24 C 13 1,797 23 C 12 1,697 21 C 10

85 6054 Richards Rd/se 32nd street 2,626 69 e 50 2,600 52 D 37 2,569 37 D 27

86 1770 156th Ave se/se eastgate Way 2,925 44 D 36 2,758 49 D 38 2,572 43 D 30

87 1728 164th Ave ne/ne  8th street 2,832 45 D 36 2,780 32 C 25 2,689 34 C 26

88 1766 124th Ave ne/northup Way ne 2,798 86 F 67 2,927 64 e 52 3,005 107 F 90

89 1718 112th Ave se/se  8th street 1,532 26 C 11 1,237 18 B 6 1,148 23 C 7

90 6124 158th Ave se/se eastgate Way 1,390 15 B 6 1,287 15 B 5 1,205 14 B 5

Appendix Table 19 continued.

BELLEVUE TRANSIT
MASTER PLANa280



# Node iD intersection

2030 Reduced funding w/o Hov/BAt Projects 2030 Growing Resources w/o Hov/BAt Projects 2030 Growing Resources with Hov/BAt Projects

Hourly volume
Avg intersec-

tion Delay (sec)
loS

total Delay 
Hours in Peak 

Hour 
Hourly volume

Avg intersec-
tion Delay (sec)

loS
total Delay 

Hours in Peak 
Hour 

Hourly volume
Avg intersec-

tion Delay (sec)
loS

total Delay 
Hours in Peak 

Hour 

91 1776 160th Ave se/se eastgate Way 1,188 19 B 6 1,179 20 B 6 1,190 20 C 7

92 5101 161st Ave se/se eastgate Way 1,770 37 D 18 1,697 40 D 19 1,624 34 C 15

93 6156 lk Washington Blvd/ne  1st/ne 10th st 679 32 C 6 1,488 32 C 13 1,404 32 C 13

94 1737 92nd Ave ne/ne  8th street 1,432 16 B 6 1,548 27 C 12 1,510 27 C 11

96 980 100th Ave ne/ne  4th street 1,711 18 B 9 1,580 16 B 7 1,494 16 B 6

97 5080 156th Ave se/se 24th st/22nd pl 1,796 60 e 30 1,599 67 e 30 1,570 56 e 25

98 5104 Coal Creek parkway/Forest Drive 3,362 37 D 34 3,357 40 D 37 3,447 29 C 28

99 5895 somerset Blvd/se newport Way 844 21 C 5 687 24 C 4 692 20 C 4

100 2540 92nd Ave ne/lk Washington Blvd 893 11 B 3 1,537 37 D 16 1,513 53 D 22

101 5331 150th Ave se/se eastgate Way 3,378 35 D 33 3,169 33 C 29 3,132 32 C 28

102 5087 118th Ave se/se  8th street 2,742 95 F 72 2,747 60 e 45 2,641 75 e 55

104 6125 se Allen Rd/se newport Way 1,203 22 C 7 969 17 B 5 907 19 B 5

105 5083 Richards Rd/se eastgate Way 3,453 83 F 80 3,569 48 D 48 3,717 85 F 88

106 2900 121st Ave se/se  8th street 2,277 29 C 19 2,152 40 D 24 2,036 22 C 12

107 5033 112th Ave ne/ne  6th street 3,251 87 F 79 3,525 66 e 64 3,627 62 e 63

108 5109 Bellevue Way se/p&R/112th Ave se 4,890 158 F 214 4,028 185 F 207 3,957 147 F 162

111 1726 northup Way/ne  8th street 1,536 40 D 17 1,609 49 D 22 1,656 56 e 26

114 1767 116th Ave ne/northup Way ne 1,821 86 F 44 1,810 108 F 54 1,457 81 F 33

116 6210 115th place ne/northup Way 2,133 91 F 54 2,389 83 F 55 2,381 56 e 37

117 5510 120th Ave ne/ne 20th street 1,373 28 C 11 1,811 31 C 16 2,058 54 D 31

118 5067 northup Way/ne 24th street 1,836 48 D 25 2,363 36 D 23 2,619 42 D 31

119 5004 108th Ave ne/ne 24th street 1,082 18 B 5 1,110 19 B 6 1,068 22 C 6

123 5059 140th Ave ne/ne 40th street 1,940 101 F 54 1,836 108 F 55 1,880 102 F 53

124 5030 110th Ave ne/ne  6th street 1,779 41 D 20 1,851 41 D 21 1,717 61 e 29

126 5026 108th Ave ne/ne  6th street 1,161 36 D 12 870 47 D 11 999 29 C 8

128 5032 112th Ave ne/ne  2nd street 3,425 62 e 59 3,426 54 D 51 3,154 60 e 52

129 5096 102nd Ave ne/ne 10th street 1,908 15 B 8 2,056 15 B 8 1,793 15 B 8

130 5012 100th Ave ne/ne 10th street 1,106 11 B 3 1,248 14 B 5 1,205 13 B 4

131 5086 116th Ave se/se  1st street 2,813 46 D 36 2,585 36 D 26 2,273 31 C 19

132 2901 Richards Rd/se 30th street 2,061 48 D 27 2,081 24 C 14 1,964 16 B 9

133 1692 150th Ave se/se newport Way 2,690 37 D 27 2,818 47 D 37 2,795 39 D 30

134 1720 Richards Rd/lk hills Connector 1,818 69 e 35 1,765 57 e 28 1,794 47 D 24

135 5107 Bellevue Way se/se 16th street 3,335 43 D 40 3,004 61 e 51 3,190 27 C 24

136 5604 Bellevue Way ne/ne 30th street 2,184 21 C 13 2,538 38 D 27 2,317 52 D 34

138 5053 Bellevue-Redmond Rd/ne 40th street 2,977 37 D 31 2,829 42 D 33 3,015 29 C 24

139 5506 116th Ave ne/ne  4th street 3,989 81 F 90 3,637 71 e 72 3,716 52 D 53

141 5010 100th Ave ne/ne  1st street 2,253 22 C 13 2,176 21 C 12 2,012 16 B 9

143 5894 Coal Creek parkway/se 60th street 2,943 28 C 23 2,810 24 C 19 2,910 23 C 18

144 5463 102nd Ave ne/ne  1st street 1,385 18 B 7 1,306 20 C 7 1,235 19 B 6

145 5426 102nd Ave ne/ne  4th street 1,849 14 B 7 1,733 12 B 6 1,646 14 B 6

146 5326 se eastgate Way/se 35th place 1,406 19 B 7 1,373 21 C 8 1,290 18 B 6

152 5436 105th Ave ne/ne  4th street 2,194 19 B 12 2,128 15 B 9 2,123 19 B 11

153 3387 114th Ave SE/SE  8th St (Bellfield Office 1,135 30 C 9 1,130 17 B 5 1,082 16 B 5

154 5023 106th Ave ne/ne 10th street 3,137 33 C 29 3,193 36 D 32 2,663 58 e 43

157 5028 110th Ave/Main street 2,325 24 C 16 2,289 70 e 44 2,835 34 C 27

Appendix Table 19 continued.
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# Node iD intersection

2030 Reduced funding w/o Hov/BAt Projects 2030 Growing Resources w/o Hov/BAt Projects 2030 Growing Resources with Hov/BAt Projects

Hourly volume
Avg intersec-

tion Delay (sec)
loS

total Delay 
Hours in Peak 

Hour 
Hourly volume

Avg intersec-
tion Delay (sec)

loS
total Delay 

Hours in Peak 
Hour 

Hourly volume
Avg intersec-

tion Delay (sec)
loS

total Delay 
Hours in Peak 

Hour 

158 5029 110th Ave ne/ne  2nd street 2,036 95 F 54 2,136 100 F 59 2,238 95 F 59

159 5641 110th Ave ne/ne  4th street 3,428 116 F 110 3,437 63 e 60 3,780 108 F 114

162 5401 110th Ave ne/ne 12th street 3,738 22 C 23 3,633 24 C 25 3,484 37 D 36

164 5708 ohCM Internal Rd/ne 10th st extension 2,338 29 C 19 2,248 25 C 16 2,218 31 C 19

165 5505 116th Ave ne/ne 10th st extension 3,716 22 C 23 3,746 18 B 19 3,465 37 D 35

171 5088 142nd pl se/se 36th street 1,674 47 D 22 1,576 57 e 25 1,626 43 D 20

173 1712 156th Ave se/se 16th street 2,233 6 A 3 2,095 5 A 3 2,069 5 A 3

174 5595 150th Ave se/se 38th street 3,123 70 e 61 3,122 66 e 58 3,128 72 e 62

175 6252 134th Ave ne/Bellevue-Redmond Rd 2,916 17 B 14 2,938 20 B 16 2,971 19 B 16

179 5024 106th Ave ne/ne  6th street 2,312 15 B 10 2,199 14 B 9 2,112 20 C 12

180 7077 116th Ave ne/ohMC entrance 2,180 14 B 8 2,264 14 B 9 1,995 20 C 11

181 5046 se 1st st/120th Ave/Main street 1,610 29 C 13 1,468 19 B 8 1,394 21 C 8

185 6032 136th place ne/northup Way 2,651 22 C 16 2,532 21 C 15 2,637 21 C 15

186 3109 120th Ave ne/ne  6th street 2,673 23 C 17 2,273 23 C 15 2,149 20 C 12

188 6006 148th Ave ne/ne 29th place 3,494 103 F 100 3,400 107 F 101 3,383 72 e 68

189 5803 ne 29th place/ne 24th street 2,009 14 B 8 1,847 20 B 10 1,683 11 B 5

190 6200 108th Ave ne/ne 10th street 2,839 39 D 31 2,964 45 D 37 2,677 58 e 43

195 2321 148th Ave ne/ne 36th street 2,777 36 D 28 2,584 62 e 45 2,754 34 C 26

198 5050 W lk sammamish parkway/ne 40th street 1,119 12 B 4 1,013 11 B 3 959 10 B 3

202 1693 128th Ave se/newport/se newport Way 2,406 29 C 19 2,325 16 B 10 2,274 16 B 10

203 1694 Factoria BlVD/Coal Creek pkwy 3,075 81 F 69 3,162 52 D 45 3,159 44 D 39

204 5084 128th Ave se/se 36th street 4,075 41 D 46 4,102 33 C 38 4,275 35 C 41

219 5286 I-405 nB Ramps/se  8th street 2,450 48 D 33 2,249 54 D 34 2,354 48 D 32

220 6110 I-405 nB Ramps/Coal Creek parkway 3,572 55 e 55 3,718 38 D 39 3,705 42 D 43

221 6114 I-405 sB Ramps/Coal Creek parkway 2,220 169 F 104 2,249 168 F 105 2,088 171 F 99

222 6065 128th Ave se/se 38th place 3,077 78 e 66 2,936 88 F 72 3,020 82 F 69

223 6109 119th Ave se/Coal Creek parkway 3,667 103 F 105 3,702 81 F 84 3,725 69 e 71

224 5652 I-405 sB Ramps/ne  4th street 3,712 48 D 50 3,689 48 D 49 3,942 48 D 53

225 5653 I-405 nB Ramps/ne  4th street 3,182 59 e 52 3,367 56 e 52 3,324 42 D 39

226 5277 I-405 sB Ramps/se  8th street 1,221 51 D 17 1,068 28 C 8 1,378 37 D 14

227 2902 150th Ave se/I-90 eB off-Ramp/se 36th st 3,026 80 e 67 3,024 92 F 77 3,037 75 e 64

228 1690 lakemont Blvd (sR-901)/se newport Way 3,023 59 e 50 3,132 46 D 40 3,152 46 D 40

233 5091 120th Ave ne/ne  8th street 5,303 53 D 78 5,001 46 D 63 4,792 42 D 56

234 5393 112th Ave ne/ne 10th street 4,379 56 e 68 4,271 55 e 66 4,170 54 D 62

235 6201 110th Ave ne/ne 10th street 2,919 49 D 40 2,913 50 D 40 2,760 31 C 24

238 1682 Coal Creek parkway/se 72nd place 3,000 24 C 20 2,831 23 C 18 2,958 26 C 21

239 5098 156th Ave ne/ne 40th street 5,165 72 e 103 4,903 62 e 84 4,873 51 D 69

245 6104 119th Ave se/se 60th street 1,695 8 A 4 1,360 3 A 1 1,375 3 A 1

248 6078 148th Ave se/se 46th street 1,490 3 A 1 1,531 4 A 2 1,518 4 A 2

249 2214 148th Ave ne/ne 51st street 3,765 107 F 112 3,599 125 F 125 3,626 123 F 124

250 5383 sR-520 sB Ramps/ne 51st street 2,610 29 C 21 2,585 28 C 20 2,549 29 C 20

251 5387 sR-520 nB Ramps/ne 51st street 2,501 57 e 39 2,422 45 D 30 2,351 48 D 31

252 5038 132nd Ave ne/ne 20th street 2,339 31 C 20 2,400 31 C 21 2,429 28 C 19

255 5229 156th Ave ne/ne 51st street 3,573 111 F 110 3,429 111 F 105 3,508 95 F 92

260 6220 I-90 eB on-Ramp/se newport Way 1,739 5 A 2 1,906 5 A 2 1,920 4 A 2
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# Node iD intersection

2030 Reduced funding w/o Hov/BAt Projects 2030 Growing Resources w/o Hov/BAt Projects 2030 Growing Resources with Hov/BAt Projects

Hourly volume
Avg intersec-

tion Delay (sec)
loS

total Delay 
Hours in Peak 

Hour 
Hourly volume

Avg intersec-
tion Delay (sec)

loS
total Delay 

Hours in Peak 
Hour 

Hourly volume
Avg intersec-

tion Delay (sec)
loS

total Delay 
Hours in Peak 

Hour 

262 7766 W lk sammamish parkway/sR-520 eB off-Ramp 3,356 65 e 60 3,286 70 e 64 3,375 67 e 63

263 6016 156th Ave ne/ne 28th street 2,580 57 e 41 2,672 37 D 28 2,996 41 D 34

264 6132 156th Ave ne/ne 31st street 2,838 38 D 30 3,094 34 C 29 3,037 48 D 40

265 5061 148th Ave ne/old Redmond Road 4,326 42 D 51 4,189 46 D 54 4,204 52 D 61

266 6170 151st Ave ne/ne 24th street 2,047 39 D 22 1,922 45 D 24 2,021 20 C 11

267 6018 152st Ave ne/ne 24th street 3,446 61 e 58 3,154 74 e 65 3,498 52 D 51

268 5539 148th Ave ne/ne 22nd street (sears) 2,967 23 C 19 2,956 26 C 21 3,349 25 C 24

269 5516 132th Ave ne/ne 16th street 1,725 21 C 10 1,453 19 B 8 1,700 21 C 10

270 6039 140th Ave ne/ne 18th st (evergreen Mall) 2,017 3 A 2 1,829 3 A 2 1,565 4 A 2

272 5573 139th Ave se/se eastgate Way 1,497 14 B 6 1,542 14 B 6 1,573 14 B 6

275 2215 W lk sammamish parkway/ne 51st street 3,356 46 D 43 3,251 58 e 52 3,319 65 e 60

276 1760 Bellevue-Redmond Rd/W lk sammamish parkway 2,634 69 e 51 2,609 70 e 51 2,743 53 D 41

277 7078 156th Ave ne/ne 36th street 3,558 34 C 34 3,554 31 C 31 3,650 31 C 32

279 5247 148th Ave ne/sR-520 eB off-Ramp 4,095 15 B 18 4,044 15 B 17 3,917 16 B 18

280 5578 139th Ave se/Kamber Road 2,005 41 D 23 2,100 30 C 17 1,993 21 C 12

282 1141 128th Ave se/se 41st street 2,120 15 B 9 1,934 18 B 10 1,922 21 C 11

284 6068 124th Ave se/Coal Creek parkway 3,108 57 e 49 3,190 53 D 47 3,184 50 D 44

285 6064 128th Ave se/3600 Block 3,421 44 D 42 3,417 44 D 42 3,530 40 D 39

294 5508 124th Ave ne/ne 16th street 2,016 29 C 16 1,727 31 C 15 1,849 34 C 17

295 1121 120th Ave ne/ne  4th street 2,815 12 B 9 2,109 11 B 7 2,161 11 B 7

300 7671 W lk sammamish parkway/Marymoor park 2,993 64 e 53 2,889 83 F 67 2,963 78 e 64

Subtotal 565,672 8,141 552,955 7,665 548,186 7,350

Citywide Average Vehicle Delay (sec) 51�8 49�9 48�3

Citywide Total Delay Hours 8,141 7,665 7,350

Citywide Average LOS D D D

Note: The 'Citywide' totals above reflect all intersections citywide through which FTN services operate.
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