TYPICAL HOUSE SIDE SEWER
ON PRIVATE PROPERTY

INFORMATION REQUIRED FOR SEWER
CONNECTION PERMIT: LEGAL DESCRIPTION,
STREET ADDRESS, PLAN WITH DIMENSIONS
A THROUGH E SHOWN, AND COMPLETION OF
SIDE SEWER APPLICATION.

RIGHT-OF-WAY

STREET OR EASEMENT

SANITARY SEWER MAINLINE

4" INSPECTION TEE, FACE UP
WITH 4" PLUG, 5' NORMAL
MINIMUM COVER

USE 6"X4" PVC REDUCER
IF CONNECTING TO 6" PIPE
R.O.W.

10' MIN.

EXISTING 6" STUB

4" PVC SDR 35 PIPE WITH RUBBER
GASKETED JOINTS, MINIMUM 2% SLOPE

USE ROMAC COUPLING OR EQUAL IF
CONNECTING TO EXISTING CONCRETE,
CLAY, OR AC PIPE

BUILDING FOUNDATION

SOIL PIPE
COUPLING

36" MAX.

CLEANOUT TO
GRADE PER
STANDARD
DETAIL S-16

BEND AS REQUIRED

NOTES:
1. REMOVE 2"X4" STAKE AND CAP OR EXIST SIDE
SEWER PIPE AND INSTALL NEW 4" PVC SIDE
SEWER. USE COUPLINGS, REDUCERS, WYES,
TEES, AND BENDS, AS REQUIRED TO FIT.