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PARCEL NO.
3425059017

SE 7TH STREET

LAKE HILLS CONNECTOR ROAD

#13601 #13609

PARCEL NO.
3425059018

#13711

PARCEL NO.
3425059016

PARCEL NO.
3425059036

#13606

#13608

#13610

PARCEL NO.
3425059285

PARCEL NO.
3425059016

PARCEL NO.
0324059009

PARCEL NO.
0324059047

PARCEL NO.
3425059068

#13636

PARCEL NO.
3425059214

PARCEL NO.
3425059215

APPLICANT/DEVELOPER :
OLYMPIC PIPE LINE COMPANY

CONTACT INFORMATION:
GREG BENNETT
600 SW 39TH STREET SUITE 275
RENTON, WA 98057
(425) 981-2520

CONSULTING ENGINEER
GEOENGINEERS
8410 154TH AVE NE
REDMOND, WA 98052
(425) 861-6090 (LISA BONA)

SWPPP PREPARER
GEOENGINEERS
8410 154TH AVE NE
REDMOND, WA 98052
(425) 861-6090 (LISA BONA)

TAX PARCEL NO:
3425059016 AND 3424059009

SITE ADDRESS:

ESTIMATED AREA TO BE CLEARED AND/OR GRADED (DISTURBED):
630 MAXIMUM SQUARE FEET

CUT/FILL VOLUME:
WILL NOT EXCEED 25 CUBIC YARDS - EXCAVATED (APPROXIMATE)
WILL NOT EXCEED 25 CUBIC YARDS CUBIC YARDS - FILLED (APPROXIMATE)

REFERENCE:
SITE LAYOUT PLAN PRODUCED FROM SKETCH PROVIDED BY GEOENGINEERS' STAFF, DATED 12/10/14.
VICINITY MAP FROM ESRI GIS STREET MAP.
GROUND CONTOURS FROM PUGET SOUND LIDAR CONSORTIUM.
STREAMS GIS DATA FROM CITY OF BELLEVUE.

VERTICAL DATUM:
NAVD88

HORIZONTAL DATUM:
THE HORIZONTAL DATUM FOR THIS SURVEY IS THE WASHINGTON COORDINATE SYSTEM OF 1983,
NORTH ZONE (NAD 83/91)
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Data Source: ESRI Data & Maps, Street Maps
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GENERAL NOTES:

1. THE FOLLOWING BP/AMOCO PIPELINE SPECIFICATIONS SHALL BE FOLLOWED (AS APPLICABLE):
STP 04-003 SPECIFICATION FOR SITE PREPARATION AND EARTHWORK
USPL-GP 04-112 SPECIFICATION FOR DITCHING

THE ABOVE SPECIFICATIONS MAY NOT COVER ALL ASPECTS OF THE WORK TO BE COMPLETED. CONTACT THE
BP/OLYMPIC PIPE LINE COMPANY PROJECT MANAGER TO RESOLVE ANY SPECIFICATION RELATED ISSUES.

2. ALL LOCATIONS OF THE EXISTING UTILITIES HAVE BEEN OBTAINED FROM THE CAD DRAWING REFERENCED
AND SHOULD, THEREFORE, BE CONSIDERED ONLY APPROXIMATE AND NOT NECESSARILY COMPLETE. IT IS
THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO INDEPENDENTLY VERIFY THE ACCURACY OF ALL UTILITY
LOCATIONS AND TO DISCOVER AND AVOID ANY OTHER UTILITIES NOT SHOWN WHICH MAY BE AFFECTED BY
THE IMPLEMENTATION OF THIS PLAN.

3. CLEAR AREA, PROTECT EXISTING UTILITIES AND STRUCTURES IN PLACE.

BEST MANAGEMENT PRACTICES:

THE FOLLOWING ARE GENERAL BMP's RECOMMENDED FOR THE CONSTRUCTION ACTIVITIES. ADDITIONAL NOTES ARE
PROVIDED ON SHEET 3.

1. LIMIT CLEARING AND GRADING OF CONSTRUCTION, LAY-DOWN, AND STAGING AREAS TO REDUCE EXPOSED SOIL.

2. COMPLETE SITE PREPARATION, EXCAVATION, AND FILL PLACEMENT DURING DRIER WEATHER IF PRACTICAL.

3. CONDUCT ROUTINE INSPECTION OF THE CONSTRUCTION SITE TO ENSURE EFFECTIVENESS OF THE MEASURES
AND TO DETERMINE THE NEED FOR MAINTENANCE OR ADDITIONAL MEASURES.

4. ROADWAY WILL BE SWEPT IF TRUCK TIRES TRACK SOIL ONTO THE ROAD FROM THE SITE .

SHEET INDEX

1 - COVER SHEET, VICINITY MAP, AND LOCATION MAP
2 - EXCAVATION/TESC PLAN AND TYPICAL SECTIONS
3 - GRADING, TESC AND SITE RESTORATION NOTES
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CONSTRUCTION NOTES:

GENERAL
1. INSTALL APPROPRIATE EROSION CONTROL MEASURES (SEE SHEET 2).

2. EXCAVATE ALONG PIPELINE ALIGNMENT.

3. TEMPORARY SLOPES SHALL BE NO STEEPER THAN 1H:1V (HORIZONTAL TO VERTICAL) OR
SHORING SHALL BE USED.

4. THE PIPELINE SHALL BE BACKFILLED WITH NATIVE SOILS AND NO ROCK SHALL BE PLACED
AGAINST THE PIPELINE.

5. THE EXCAVATIONS WILL BE RESTORED TO ORIGINAL CONDITIONS.

Olympic 20" Pipeline

Olympic 16" Pipeline

Parcel Line

Ground Elevation Contour (2ft Intervals)

Culvert

Ditch

Edge of Vegetation

Overhead Power Line

Stream

Top of Slope

50' Landslide Hazard Area Buffer

Approximate Category III Wetland Boundary

60' Wetland Buffer

Access Route
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TOP OF SLOPE

APPROXIMATE CATEGORY III
WETLAND BOUNDARY

EXISTING SEWER MANHOLE

50' LANDSLIDE HAZARD
AREA BUFFER

60' WETLAND BUFFER

PROPOSED
EXCAVATION

EXISTING BLOCK VALVE

EXISTING DITCH

EXISTING
STREAM

SEE SHEET 2
FOR DETAIL

TRAIL SPUR/UNDEVELOPED ROW


