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 PRELIMINARY  LANDSCAPE  PLAN  

1/8/08 
You are responsible for verifying and accurately depicting all locations and dimensions of property lines; 
setback distances; and the location and width of streets, rights-of-way, and easements.  The City may 
require additional information as needed.  For preparation information, see description sheet #1, Standards 
for Plans and Drawings.  If you have any questions concerning your application submittal, please visit or call 
Development Services (425) 452-6800 between 8 a.m. and 4 p.m., Monday through Friday (Wednesday, 10 
to 4).  Assistance for the hearing impaired: Dial 711 (Telecommunications Relay Service). . 
 
 
The Landscape Plan layout must be consistent with the Site Plan layout.  If the site exceeds one acre, a 
Landscape Plan must be signed by a landscape architect, nurseryman, or landscaper registered and/or 
certified by the State of Washington. 
 
1. Background Information: Include the boundary lines of the subject property, proposed structures and 

existing structures to remain, walls, mechanical equipment & screening, pedestrian and vehicular 
circulation, surface parking, and Protected Areas (as defined in the Land Use Code). 

 
2. Existing Trees: Show the location, diameter at 4 feet above grade, and dripline of all existing Significant 

Trees to remain. 
 
3. Proposed Vegetation: Graphically portray and identify by the botanical name all proposed trees, shrubs, 

and groundcover; distinguish between species. 
 
4. Plant Legend: Using the graphic symbols selected for the plan, show all proposed trees, shrubs, and 

groundcover. For each species provide the botanical and common names, spacing, and proposed size 
at installation.  Indicate the proposed tree sizes in feet from base for evergreens, and caliper in inches 
at 4 feet above base for deciduous (deciduous street trees for Downtown streets are measured at 6 
inches above grade).   

 
(See Example: SIGNIFICANT TREES) 
 
 
Installation methods and details are not required.  
 

 
 

 
 

 EXTERIOR  LIGHTING  PLAN  
 
 
 
This information can be incorporated with and noted on the Landscape Plan. 
 
 
1. Include site building exterior and parking area lighting. 
 

Provide details, including pole and mounting height, for all proposed fixtures and include the 
manufacturer's catalog cuts.  All fixtures must be designed to prevent light spillage to adjacent 
properties. 
 

 



 
 
Example:  SIGNIFICANT TREES 
 
 

 
TREE 

 
SPECIES 

 
DIAMETER 

 
TREES WITHIN 
PERIMETER 

 
TREES WITHIN SITE INTERIOR 

 
 

 
 

 
 

 
 

 
Weighing 
Factor 

 
Weighted 
Diameter 

 
Trees 
Saved 

 
T-1 

 
Douglas Fir 

 
24" 

 
 

 
1.0 

 
24" 

 
 

 
T-2 

 
Western Red 
Alder 

 
12" 

 
 

 
0.5 

 
6" 

 
 

 
T-3 

 
Western Red 
Cedar 

 
18" 

 
 

 
1.0 

 
18" 

 
18" 

 
T-4 

 
Douglas Fir 

 
20" 

 
20" 

 
 

 
 

 
 

 
T-5 

 
Western Hemlock 

 
10" 

 
 

 
1.0 

 
10" 

 
 

 
T-6 

 
Big Leaf Maple 

 
30" 

 
 

 
 

 
 

 
 

 
T-7 

 
Douglas Fir 

 
28" 

 
30" 

 
1.0 

 
28" 

 
 

 
T-8 

 
Cottonwood 

 
30" 

 
 

 
0.5 

 
15" 

 
 

 
T-9 

 
Douglas Fir 

 
18" 

 
 

 
1.0 

 
18" 

 
18" 

 
TOTAL 

 
 

 
 

 
 

 
 

 
119" 

 
38" 

 
Perimeter Landscape Area Tree Retention Requirement 100% of healthy trees 
 
Site Interior Tree Retention Requirement, 15% of Diameter inches 119 x 15% = 17.5" (Note: 15%  is the minimum 
requirement) 

 


	Example:  SIGNIFICANT TREES

